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Background
The MRTD/MTTD requuiremetn applicability was discussed based on [1-4] in RAN4#106 meeting. This contribution captures the WF for this issue.
Way Forward
For TDD-TDD EN-DC with overlapping frequency, the MTTD/MRTD requirement for asynchronous operation in 7.5.2/7.6.2 is not applicable.
For Rel-15 UE supporting TDD-TDD EN-DC with overlapping frequency, only the MTTD/MRTD requirement for intra-band collocated case in 7.5.3/7.6.3 is applicable.
MTTD/MTRD requirements for synchronous operation in 7.5.2.1/7.5.5.1/7.6.2.1/7.6.5.1 are applicable for TDD inter-band EN-DC/NE-DC with overlapping frequency from R16.
Update the description for interBandMRDC-WithOverlapDL-Bands-r16 to differentiate FDD-FDD EN-DC/NE-DC combination and TDD-TDD EN-DC/NE-DC combination. Exact wording is FFS.
MRTD/MTTD Requirement applicability is clarified for Rel-15 UE supporting inter-band TDD-TDD EN-DC with overlapping frequency for TS 38.133 from Rel-15, and for Type-2 UE for TS 38.133 from Rel-16. CR will be presented for RAN4#106-bis meeting.
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