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SINR measurement accuracy
Agreement:
L1-SINR accuracy requirements for FR2 defined in Clause 10.1.28 and Intra-frequency SS-SINR accuracy requirements defined in Clause 10.1.13 are not applicable to Rel-17 HST FR2 power class 6 UEs.


UL transmit timing requirements
Return within ±Te accuracy after large one-shot UL timing adjustment
Way forward:
FFS: the mechanism for the UE to return within ±Te and the reference timing point for the UL TX timing requirement after large one-step timing adjustment:
· Option 1: The time needed for the UE to follow again clause 7.1.2.1 requirements is Trs + x ms, i.e., to adjust its UL timing within ±Te after large one-shot UL timing adjustment
· Option 2: UL TX timing after the TCI state switch shall follow the requirements in 7.1.2.1 again after the the TAC that follows one-step UL timing adjustment.
· Option 3: No change is needed.
· Other options are not precluded

Requirement when Large one-shot timing adjustment is disabled
Agreement:
When large one-step UL TX timing adjustment is disabled or not supported by the PC6 UE, initial transmit timing requirement in Clause 7.1.2 is applied after inter-RRH TCI state switch.
· In Rel-17, there is no further specification revision needed on TS38.133 for PC6 UE when the large one-step UL TX timing adjustment is disabled or not supported by the UE.
