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Deployment scenarios
Agreement:
· Sceanrio#2: Two-panel simultaneous reception scenario and analysis of corresponding transmission schemes in tunnel deployment has lower priority
Way forward:
· FFS: feasibility of uni- and bi-directional RRH deployments in Sceanario#1 (single-panel reception UE and DPS transition schemes)
· FFS: deployment assumption at the exit/entrance of the tunnel

Channel model
Agreement:
· Only consider LoS propagation conditions
Way forward:
· FFS: whether RRM session to decide propagation conditions which can be used for demodulation performance requirements:
· Option 1: Reuse FR2 HST channel model in TS38.101-4 and TS38.104.
· Option 2: Consider multi-path fading model (e.g., with up to 2nd order multi-path components)
· Other options are not precluded

Mobility issue
Agreement:
· Mobility issue at HO/beam switch when CPE is travelling in the direction opposite to the serving beam is observed due to the sharp drop of the signal strength at the edge of the beam next to the RRH.
Way forward:
· Consider possible solutions to the mobility issue:
· Option 2: Solutions that allow network to trigger early handover
· Option 2a: Enabling CHO with special settings next to the RRH
· Option 3: Method in which UE initiates TCI state switch as advanced capability
· Option 4: Define the beam allocation regions
· Option 5: No need to introduce new mechanism for mobility issue when the train is travelling opposite to the serving beam orientation
· Other options are not precluded
· Clarify the standardization impacts of proposed solutions
