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1 Way Forward
1.1 L1 measurements

· Group based beam reporting scope
· Consider only Rel-17 group based reporting for defining requirements

· FFS other beam reporting criterion other than the current RSRP-based criterion
· Target RSs for requirements definition
· FFW whether to define requirements for any of or both both SSB based and CSI-RS based reporting or 
· Requirements applicability
· FFS how to define applicability and whether to introduce any constraints related to L3 reporting
· Beam sweeping factor reduction and scheduling restrictions
· FFS whether the beam sweeping factor can be reduced
· FFS whether scheduling restrictions can be relaxed (e.g. by using some of the measurement occasions for data)
· Interested companies are invited to bring analysis on UE implementation constraints, how the network can take advantage of this feature, how the network/UE are aware of which direction to use for measurements/data, etc
· Sharing factor
· FFS whether the sharing factor can be reduced
· Companies are invited to bring further analysis on the feasibility and implementation constraints
· FFS if beam sweeping factor and sharing factor can be reduced together if both are feasible independently
· L1-SINR handling
· Handle L1-SINR in the same say as L1-RSRP(same requirements framework) 
1.2 TCI State Switching
· Agreements in online session
· Group Based Reporting and s/mDCI
· Group based reporting applies to both sDCI and mDCI
· Investigate and if needed specify requirements for the following TCI state switching scenarios

· single TCI to dual TCI

· dual TCI to dual TCI

· dual TCI to single TCI

· TCI Switch triggering method:
· MAC-CE based dual TCI state switch for PDCCH reception

· DCI based dual TCI state switch for PDCSH reception

· FFS RRC triggered TCI state configuration.
· Known/unknown TCI state handling
· FFS: discuss if requirements are introduced only for the known TCI state or also for known/unknown TCI state
· Known state definition
· FFS how to define the known condition
· SFN PDCCH Handling
· Do not define specific requirements for SFN PDCCH in this WI
1.3 MRTD Handling
· Agreements

· Define RRM requirements for MRTD < CP
· FFS whether to support MRTD > CP and the discussion can take place after RAN4 #107
· Note: the MRTD above is the maximum receive time difference between the signals coming from two directions on the same carrier
