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Agreement
Issue 1-1: Cell selection requirement for NCR-MT  
· Agreements
· Do not specify requirements for cell reselection for NCR-MT on the C-link
Issue 1-2: Handover requirement for NCR-MT  
· · Agreement
· Not not define the handover requirement for NCR-MT

Issue 1-3-1: RRC re-establishment
· Agreement
· Define the RRC re-establishment requirement for NCR-MT in Rel-18 and reuse the existing IAB-MT RRM requirement from TS38.174 clause 12.1.1.1 as baseline

Issue 1-3-2: Random access
· Agreement
· Wide area NCR
· Do not define random access requirements
· Local area NCR
· Define the 4-step RACH requirement for NCR-MT and reuse the existing UE requirement in clause 6.2.2 of TS38.133
· FFS for 2-step RACH

Issue 1-3-3:  RRC release with redirection
· Agreement
· Do not define the RRC release with redirection requirement for NCR-MT

Issue 1-4-1:  Initial transmit timing requirement Te
· · Agreement
· To define initial transmit timing requirement Te for NCR-MT and to reuse the requirement in clause 12.2.1 of Rel-16 TS 38.174. 
· [bookmark: _GoBack]No RRM requirements need to be specified for the transmit timings of backhaul and access link of NCR-Fwd;

Issue 1-4-2: the gradual timing adjustment requirement Tp and Tq
· Agreement
· Wide area NCR
· Do not define gradual timing adjustment requirement Tp and Tq
· Local area NCR
· Define gradual timing adjustment requirement Tp and Tq

Issue 1-2: Handover requirement for NCR-MT  
· Agreement
· Not not define the handover requirement for NCR-MT;


Issue 1-4-1:  Initial transmit timing requirement Te
· Agreement
· To define initial transmit timing requirement Te for NCR-MT and to reuse the requirement in clause 12.2.1 of Rel-16 TS 38.174. 
· No RRM requirements need to be specified for the transmit timings of backhaul and access link of NCR-Fwd;

