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<Unchanged Text Skipped>
[bookmark: _Toc5952629]8.2.1.2.3	Interruptions at SCell addition/release
The requirements in this clause shall apply for the UE configured with PSCell.
When one E-UTRA SCell in MCG is added or released:
-	the UE is allowed an interruption on any active serving cell in SCG:
-	of up to X1 slot, if the active serving cell is not in the same band as any of the E-UTRA SCells being added or released, or
-	of up to max{Y1 slot + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA SCells being added or released, provided the cell specific reference signals from the active serving cells and the E-UTRA SCells being added or released are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above active serving cells in SCG;
Where X1 and Y1 are specified in Table 8.2.1.2.3-1.
When one SCell in SCG is added or released:
-	the UE is allowed an interruption on any active serving cell in SCG:
[bookmark: _Hlk115709023]-	of up to X1 slot, if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair
-	of up to X1 slot,  if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair
-	of up to X1 slot, if the active serving cell is non-contiguous to the SCell being added or released in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band.
or
-	of up to Y1 slot + TSMTC_duration, if the active serving cells are contiguous to any of the SCells being added or released in the same FR1 band, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in SCG and the SCell being added when one SCell is added. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being added, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being added is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being added. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being added, TSMTC duration for the SCell being added is 0 ms;
-	the longest SMTC duration among all above active serving cells in SCG when one SCell is released.
-	of up to Y1 slot + TSMTC_duration if the active serving cells are in the same FR2 band as any of the SCells being added or released, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in SCG and the SCell being added when one SCell is added. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being added, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being added is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being added. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being added, TSMTC duration for the SCell being added is 0 ms;
-	the longest SMTC duration among all above active serving cells in SCG when one SCell is released.
Where X1 and Y1 are specified in Table 8.2.1.2.3-2.
Table 8.2.1.2.3-1: Interruption length X1 and Y1 at E-UTRA SCell addition/Release
	[image: ]
	NR Slot length 
	Interruption length X1 (slots)
	Interruption length Y1 (slots)

	
	(ms)
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	2
	3
	2
	3

	2
	0.25
	5
	4
	5

	3
	0.125
	9
	N/A
	- N/A



Table 8.2.1.2.3-2: Interruption length X1 and Y1 at SCell addition/Release
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	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots) 

	0
	1
	1
	1

	1
	0.5
	2
	2

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4
	4

	
	
	Either aggressor cell or victim cell is on FR1
	5
	

	3
	0.125
	Aggressor cell is on FR2
	8
	8

	
	
	Aggressor cell is on FR1
	9
	



8.2.1.2.4	Interruptions at SCell activation/deactivation
The requirements in this clause shall apply for the UE configured with PSCell and one SCell.
When one E-UTRA SCell in MCG is activated from deactivated or dormant state, or deactivated from activated or dormant state:
-	the UE is allowed an interruption on any active serving cell in SCG:
-	of up to X2 slot, if the active serving cell is not in the same band as any of the E-UTRA SCells being activated or deactivated, or
-	of up to max{Y2 slot + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the E-UTRA SCells being activated or deactivated are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above active serving cells in SCG.
Where X2 and Y2 are specified in Table 8.2.1.2.4-1.
When one SCell in SCG is activated or deactivated:
-	an interruption on any serving cell in SCG:
-	of up to X2 slot, if the active serving cell and the SCell being activated or deactivated are in a FR1 band pair or in a FR1+FR2 band pair.
-	of up to X2 slot, if the active serving cells and the SCells being activated or deactivated are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair.
-	of up to X1 slot, if the active serving cell is non-contiguous to the SCell being activated or deactivated in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band.
or
-	of up to Y1 slot + TSMTC_duration, if the active serving cells are contiguous to any of the SCells being activated or deactivated in the same FR1 band, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in SCG and the SCell being activated when one SCell is activated. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being activated, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being activated is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being activated. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being activated, TSMTC duration for the SCell being activated is 0ms;
-	the longest SMTC duration among all above active serving cells in SCG when one SCell is deactivated.
-	of up to Y2 slot + TSMTC_duration if the active serving cells are in the same FR2 band as any of the SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in SCG and the SCell being activated when one SCell is activated. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being activated, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being activated is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being activated. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being activated, TSMTC duration for the SCell being activated is 0ms;
-	the longest SMTC duration among all above active serving cells in SCG when one SCell is deactivated.
Where X2 and Y2 are specified in Table 8.2.1.2.4-2.
Table 8.2.1.2.4-1: Interruption length X2 and Y2 at E-UTRA SCell activation/deactivation
	[image: ]
	NR Slot length
	nterruption length X2 (slots)
	Interruption length Y2 (slots)

	
	(ms)
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	1
	2
	1
	2

	2
	0.25
	3
	2
	3

	3
	0.125
	5
	N/A
	N/A



Table 8.2.1.2.4-2: Interruption length X2 and Y2 at SCell activation/deactivation
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X2 (slots)
	Interruption length Y2 (slots)

	0
	1
	1
	1

	1
	0.5
	1
	1

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2
	2

	
	
	Either aggressor cell or victim cell is on FR1
	3
	

	3
	0.125
	Aggressor cell is on FR2
	4
	4

	
	
	Aggressor cell is on FR1
	5
	



<Unchanged Text Skipped>
[bookmark: _Toc5952632]8.2.2.2.1	Interruptions at SCell addition/release
When any number of SCells between one and 7 is added or released using the same RRCConnectionReconfiguration message as defined in TS 38.331 [2], the UE is allowed an interruption on any active serving cell during the RRC reconfiguration procedure as follows:
-	an interruption on any active serving cell:
-	of up to X1 slot, if the active serving cell and the SCell being added or released are in a FR1 band pair or in a FR1+FR2 band pair.
-	of up to X1 slot, if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair.
-	of up to X1 slot, if the active serving cell is non-contiguous to the SCell being added or released in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band.
Where X1 is specified in Table 8.2.2.2.1-1.
or
-	of up to the duration shown in table 8.2.2.2.1-2, if the active serving cells are contiguous to any of the SCells being added or released in the same FR1 band, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot.
-	of up to the duration shown in table 8.2.2.2.1-2, if the active serving cells are in the same FR2 band as any of the SCells being added or released, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot.
Table 8.2.2.2.1-1: Interruption length X1 for SCell addition/release for inter-band CA
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)

	0
	1
	1 

	1
	0.5
	2 

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4 

	
	
	Either aggressor cell or victim cell is on FR1
	5

	3
	0.125
	Aggressor cell is on FR2
	8 

	
	
	Aggressor cell is on FR1
	9 

	5
	0.03125
	Aggressor cell is on FR1
	33

	6
	0.015625
	Aggressor cell is on FR1
	65



Table 8.2.2.2.1-2: Interruption duration for SCell addition/release for intra-band CA
	[image: ]
	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	2 + TSMTC_duration * 

	2
	0.25
	4 + TSMTC_duration * 

	3
	0.125
	8 + TSMTC_duration * 

	5
	0.03125
	32+ TSMTC_duration * 

	6
	0.015625
	64+ TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above active serving cells and the SCell being added when one SCell is added. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being added, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being added is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being added. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being added, TSMTC duration for the SCell being added is 0ms;
	- the longest SMTC duration among all active serving cells in the same band when one SCell is released.  
NOTE 2:	 is as defined in TS 38.211 [6].



[bookmark: _Toc5952633]8.2.2.2.2	Interruptions at SCell activation/deactivation
When an intra-band SCell is activated or deactivated as defined in TS 37.340 [17], the UE is allowed
-	an interruption on any active serving cell:
-	of up to X2 slot, if the active serving cell and the SCell being activated or deactivated are in a FR1 band pair or in a FR1+FR2 band pair.
-	of up to X2 slot, if the active serving cell and the SCell being activated or deactivated are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair.
-	of up to X2 slot, if the active serving cell is non-contiguous to the SCell being activated or deactivated in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band.
Where X2 is specified in Table 8.2.2.2.2-1.
or
-	of up to the duration shown in table 8.2.2.2.2-2, if the active serving cells are contiguous to any of the SCells being activated or deactivated in the same FR1 band, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot.
-	of up to the duration shown in table 8.2.2.2.2-2, if the active serving cells are in the same FR2 band as any of the SCells being activated or deactivated provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot.
Table 8.2.2.2.2-1: Interruption length X2 for SCell activation/deactivation for inter-band CA
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X2 (slots)

	0
	1
	
	1 

	1
	0.5
	
	1 

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2 

	
	
	Either aggressor cell or victim cell is on FR1
	3

	3
	0.125
	Aggressor cell is on FR2
	4 

	
	
	Aggressor cell is on FR1
	5 

	5
	0.03125
	Aggressor cell is on FR1
	17

	6
	0.015625
	Aggressor cell is on FR1
	33



Table 8.2.2.2.2-2: Interruption duration for SCell activation/deactivation for intra-band CA
	[image: ]
	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	1 + TSMTC_duration * 

	2
	0.25
	2 + TSMTC_duration * 

	3
	0.125
	4 + TSMTC_duration * 

	5
	0.03125
	16+ TSMTC_duration * 

	6
	0.015625
	32+ TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above active serving cells and the SCell being activated when one SCell is activated. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being activated, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being activated is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being activated. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being activated, TSMTC duration for the SCell being activated is 0ms;
	- the longest SMTC duration among all active servingNOTE 2:	 is as defined in TS 38.211 [6].



[bookmark: _Toc5952634]8.2.2.2.3	Interruptions during measurements on deactivated SCC
Interruptions on PCell or activated SCell(s) due to measurements when an SCell is deactivated are allowed with up to 0.5% probability of missed ACK/NACK when the configured measCycleSCell [2] is 640 ms or longer.
· If the PCell or activated SCell(s) is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on PCell or activated SCell(s) immediately before and immediately after an SMTC. Each interruption shall not exceed requirement in Table 8.2.2.2.2-1.
· If the PCell or activated SCell(s) is non-contiguous to the deactivated SCell in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band, the UE is only allowed to cause interruptions on PCell or activated SCell(s) immediately before and immediately after an SMTC. Each interruption shall not exceed requirement in Table 8.2.2.2.2-1.
· If the PCell or activated SCell(s) is contiguous to the deactivated SCell in the same FR1 band, the UE is only allowed to cause an interruption on PCell or activated SCell(s) no earlier than X slots before TSMTC_duration and no later than X slots after TSMTC_duration, provided the cell specific reference signals from the active serving cells and the deactivated SCell are available in the same slot, where X and TSMTC_duration are given by Table 8.2.2.2.3-1. The interruption shall not exceed requirements in Table 8.2.2.2.3-1.
· If the PCell or activated SCell(s) is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PCell or activated SCell(s) no earlier than X slots before TSMTC_duration and no later than X slots after TSMTC_duration, provided the cell specific reference signals from the active serving cells and the deactivated SCell are available in the same slot, where X and TSMTC_duration are given by Table 8.2.2.2.3-1. The interruption shall not exceed requirements in Table 8.2.2.2.3-1.
The interruption requirements in Table 8.2.2.2.3-1 are not applicable when a UE is configured with NCSG unless the SMTC on the deactivated SCC is fully non-overlapped with NCSG.

Table 8.2.2.2.3-1: Interruption duration for measurement on deactivated SCell for intra-band CA
	[image: ]
	NR Slot length (ms)
	X (slots)
	Interruption length (slots)

	0
	1
	1
	2 + TSMTC_duration * 

	1
	0.5
	1
	2 + TSMTC_duration * 

	2
	0.25
	2
	4 + TSMTC_duration * 

	3
	0.125
	4
	8 + TSMTC_duration * 

	5
	0.03125
	16
	32 + TSMTC_duration * 

	6
	0.015625
	32
	64 + TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is the longest SMTC duration among all above active serving cells and the deactivated SCell to be measured;
NOTE 2:	 is as defined in TS 38.211 [6].



<Unchanged Text Skipped>
8.2.3.2.3	Interruptions at PSCell/SCell addition/release
The requirements in this clause shall apply for the UE configured with E-UTRA PSCell.
When one E-UTRA PSCell/SCell in SCG is added or released:
-	the UE is allowed an interruption on any active serving cell in MCG:
-	of up to X1 slots, if the active serving cell is not in the same band as any of the E-UTRA PSCell/SCells being added or released, or
-	of up to max{Y1 slots + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA PSCell/SCells being added or released, provided the cell specific reference signals from the active serving cells and the E-UTRA PSCell/SCells being added or released are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above activated serving cells in MCG;
Where X1 and Y1 are specified in Table 8.2.3.2.3-1.
When one SCell in MCG is added or released:
-	the UE is allowed an interruption on any activated serving cell in MCG:
-	of up to X1 slots, if the active serving cell and the SCell being added or released are in a FR1 band pair or in a FR1+FR2 band pair.
-	of up to X1 slot, if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair. 
-	of up to X1 slot, if the active serving cell is non-contiguous to the SCell being added or released in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band.
or
-	of up to Y1 slot + TSMTC_duration, if the active serving cells are contiguous to any of the SCells being added or released in the same FR1 band, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in MCG and the SCell being added when one SCell is added. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being added, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being added is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being added. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being added, TSMTC duration for the SCell being added is 0ms;
-	the longest SMTC duration among all above active serving cells in MCG when one SCell is released.
-	of up to Y1 slots + TSMTC_duration if the active serving cells are in the same FR2 band as any of the SCells being added or released, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in MCG and the SCell being added when one SCell is added. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being added, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being added is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being added. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being added, TSMTC duration for the SCell being added is 0ms;
-	the longest SMTC duration among all above active serving cells in MCG when one SCell is released.
Where X1 and Y1 are specified in Table 8.2.3.2.3-2.
Table 8.2.3.2.3-1: Interruption length X1 and Y1 at E-UTRA PSCell/SCell addition/release
	[image: ]
	NR Slot length 
	Interruption length X1 (slots)
	Interruption length Y1 (slots)

	
	(ms)
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	2
	3
	2
	3

	2
	0.25
	5
	4
	5

	3
	0.125
	9
	N/A
	N/A



Table 8.2.3.2.3-2: Interruption length X1 and Y1 at SCell addition/Release
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)
	Interruption length Y1 (slots) 

	0
	1
	1
	1

	1
	0.5
	2
	2

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4
	4

	
	
	Either aggressor cell or victim cell is on FR1
	5
	

	3
	0.125
	Aggressor cell is on FR2
	8
	8

	
	
	Aggressor cell is on FR1
	9
	



8.2.3.2.4	Interruptions at SCell activation/deactivation
The requirements in this clause shall apply for the UE configured with E-UTRA PSCell and one SCell.
When one E-UTRA SCell in SCG is activated from deactivated or dormant state, or deactivated from activated or dormant state:
-	the UE is allowed an interruption on any active serving cell in MCG:
-	of up to X2 slots, if the active serving cell is not in the same band as any of the SCells being activated or deactivated, or
-	of up to max{Y2 slots + TSMTC_duration, 5ms} if the active serving cells are in the same band as any of the E-UTRA SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the E-UTRA SCells being activated or deactivated are available in the same slot, where TSMTC_duration is the longest SMTC duration among all above active serving cells in MCG.
Where X2 and Y2 are specified in Table 8.2.3.2.4-1.
When one SCell in MCG is activated or deactivated:
-	the UE is allowed an interruption on any serving cell in MCG:
-	of up to X2 slots, if the active serving cell is not in the same band as any of the SCells being activated or deactivated, or
-	of up to X2 slot, if the active serving cell is non-contiguous to the SCell being activated or deactivated in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band.
-	of up to Y2 slots + TSMTC_duration, if the active serving cells are contiguous to any of the SCells being activated or deactivated in the same FR1 band, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in MCG and the SCell being activated when one SCell is activated, If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being activated, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being activated is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being activated. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being activated, TSMTC duration for the SCell being activated is 0ms;
-	the longest SMTC duration among all above active serving cells in MCG when one SCell is deactivated.
-	of up to Y2 slots + TSMTC_duration if the active serving cells are in the same band as any of the SCells being activated or deactivated, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot, where, TSMTC_duration is
-	the longest SMTC duration among all above active serving cells in MCG and the SCell being activated when one SCell is activated, If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being activated, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being activated is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being activated. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being activated, TSMTC duration for the SCell being activated is 0ms;
-	the longest SMTC duration among all above active serving cells in MCG when one SCell is deactivated.
Where X2 and Y2 are specified in Table 8.2.3.2.4-2.
Table 8.2.3.2.4-1: Interruption length X2 and Y2 at E-UTRA SCell activation/deactivation
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	NR Slot length (ms)
	Interruption length X2 (slots)
	Interruption length Y2 (slots)

	
	
	Sync
	Async
	Sync
	Async

	0
	1
	1
	2
	1
	2

	1
	0.5
	1
	2
	1
	2

	2
	0.25
	3
	2
	3

	3
	0.125
	5
	N/A
	N/A



Table 8.2.3.2.4-2: Interruption length X2 and Y2 at SCell activation/deactivation
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	NR Slot length (ms) of victim cell
	Interruption length X2 (slots)
	Interruption length Y2 (slots) 

	0
	1
	1
	1

	1
	0.5
	1
	1

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2
	2

	
	
	Either aggressor cell or victim cell is on FR1
	3
	

	3
	0.125
	Aggressor cell is on FR2
	4
	4

	
	
	Aggressor cell is on FR1
	5
	



<Unchanged Text Skipped>
8.2.4.2.1	Interruptions at PSCell/SCell addition/release
When PSCell or one or more SCells is added or released using the same RRCConnectionReconfiguration message as defined in TS 38.331 [2], the UE is allowed an interruption on any activated serving cell during the RRC reconfiguration procedure as follows:
-	an interruption on any active serving cell:
-	of up to the duration shown in table 8.2.4.2.1-1, if the active serving cell is not in the same band as the PSCell or SCell being added or released, where the requriements for Sync apply for synchronous NR-DC, and for asynchronous NR-DC if the active serving cell is in the same CG as the PSCell or SCell being added or released, and the requriements for Async apply for asynchronous NR-DC if the active serving cell is not in the same CG as the PSCell or SCell being added or released, or
-	of up to the duration shown in table 8.2.4.2.1-1, if the active serving cell is non-contiguous to the PSCell or SCell being added or released in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band, where the requriements for Sync apply for synchronous NR-DC, and for asynchronous NR-DC if the active serving cell is in the same CG as the PSCell or SCell being added or released, and the requriements for Async apply for asynchronous NR-DC if the active serving cell is not in the same CG as the PSCell or SCell being added or released, or
-	of up to the duration shown in table 8.2.4.2.1-2, if the active serving cells are in the same band as the SCell being added or released, provided the cell specific reference signals from the active serving cells and the SCell being added or released are available in the same slot.
Table 8.2.4.2.1-1: Interruption duration for PSCell/SCell addition/release for inter-band DC/CA
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	NR Slot length (ms) 
	Interruption length (slots)

	
	of victim cell
	Sync
	Async

	0
	1
	1 
	2

	1
	0.5
	2 
	3

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4 
	5

	
	
	Either aggressor cell or victim cell is on FR1
	5
	

	3
	0.125
	Aggressor cell is on FR2
	8 
	9

	
	
	Aggressor cell is on FR1
	9 
	

	5
	0.03125
	Aggressor cell is on FR1
	33
	33

	6
	0.015625
	Aggressor cell is on FR1
	65
	65



Table 8.2.4.2.1-2: Interruption duration for SCell addition/release for intra-band DC/CA
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	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	2 + TSMTC_duration * 

	2
	0.25
	4 + TSMTC_duration * 

	3
	0.125
	8 + TSMTC_duration * 

	5
	0.03125
	32+ TSMTC_duration * 

	6
	0.015625
	64+ TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above activeserving cells and the SCell being added when one SCell is added. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being added, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being added is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being added. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being added, TSMTC duration for the SCell being added is 0ms;
	- the longest SMTC duration among all active serving cells in the same band when one SCell is released.
NOTE 2:	 is as defined in TS 38.211 [6].



8.2.4.2.2	Interruptions at SCell activation/deactivation
When a SCell is activated or deactivated as defined in TS 37.340 [17], the UE is allowed
-	an interruption on any active serving cell:
-	of up to the duration shown in table 8.2.4.2.2-1, if the active serving cell is not in the same band as any of the SCells being activated or deactivated, where the requriements for Sync apply for synchronous NR-DC, and for asynchronous NR-DC if the active serving cell is in the same CG as all the SCells being activated, and the requriements for Async apply for asynchronous NR-DC if the active serving cell is not in the same CG as any of the SCells being activated, or
-	of up to the duration shown in table 8.2.4.2.2-1, if the active serving cell is non-contiguous to any of the SCells being activated or deactivated in the same FR1 band and UE is capable of [intraBandNonCollocatedCA-r18] on this FR1 band, where the requriements for Sync apply for synchronous NR-DC, and for asynchronous NR-DC if the active serving cell is in the same CG as all the SCells being activated, and the requriements for Async apply for asynchronous NR-DC if the active serving cell is not in the same CG as any of the SCells being activated, or
-	of up to the duration shown in table 8.2.4.2.2-2, if the active serving cells are contiguous to any of the SCells being activated or deactivated in the same FR1 band, provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot.
-	of up to the duration shown in table 8.2.4.2.2-2, if the active serving cells are in the same FR2 band as any of the SCells being activated or deactivated provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot.
Table 8.2.4.2.2-1: Interruption duration for SCell activation/deactivation for inter-band DC/CA
	
	NR Slot length
	Interruption length (slots)

	[image: ]
	(ms) of victim cell
	Sync
	Async

	0
	1
	1
	2

	1
	0.5
	1
	2

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2
	3

	
	
	Either aggressor cell or victim cell is on FR1
	3
	

	3
	0.125
	Aggressor cell is on FR2
	4
	5

	
	
	Aggressor cell is on FR1
	5
	

	5
	0.03125
	Aggressor cell is on FR1
	17
	17

	6
	0.015625
	Aggressor cell is on FR1
	33
	33



Table 8.2.4.2.2-2: Interruption duration for SCell activation/deactivation for intra-band DC/CA
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	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	1 + TSMTC_duration * 

	2
	0.25
	2 + TSMTC_duration * 

	3
	0.125
	4 + TSMTC_duration * 

	5
	0.03125
	16+ TSMTC_duration * 

	6
	0.015625
	32+ TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above active serving cells and the SCell being activated when one SCell is activated. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being activated, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being activated is x ms, where x = the number of consecutive subframes containing all SSBs in one SSB burst transmitted by the SCell being activated. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being activated, TSMTC duration for the SCell being activated is 0ms;
	- the longest SMTC duration among all active serving cells in the same band when one SCell is deactivated.
NOTE 2:	 is as defined in TS 38.211 [6].




<Unchanged Text Skipped>

<End of Changes >
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