3GPP TSG-RAN WG4 Meeting # 106 										   R4-2303315
[bookmark: _Hlk119560516]Athens, Greece, February 27th - March 3rd, 2023

[bookmark: OLE_LINK19][bookmark: OLE_LINK20]Title:	WF on correction of CHO and CPC requirements
Agenda item:			4.4
Source:	vivo
Document for:	Approval

On correction of CHO and CPC requirements
[bookmark: _Hlk119351511]Issue 1: Whether SSB index time is needed for CHO and CPC when deriveSSB-IndexFromCell is enabled? 
· The SSB index detection time is not needed for intra-frequency CHO and intra-frequency CPC.

Issue 2: Whether SSB index time is needed for CHO and CPC when deriveSSB-IndexFromCellInter-r17 is enabled? 
· [bookmark: _GoBack]The SSB index detection time is not needed for inter-frequency CHO and inter-frequency CPC.

Issue 3: Whether SSB index time is needed for CHO and CPC when deriveSSB-IndexFromCell or deriveSSB-IndexFromCellInter-r17 is NOT enabled? 
< Way forward >
· Option 1
· The SSB index detection time is always needed for CHO and CPC.
· Option 2
· FFS if under certain conditions the SSB index detection time for CHO and CPC is not needed.
· When the previous MO enabled this flag and UE reported SSB index in last X seconds
· When UE did not report in last X seconds
· Other conditions are not precluded
