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1 Introduction
In the current templates for Rel-18 ENDC NR CA SUL band combination basket WID, the Excel spread sheets cover the combinations for EN-DC, inter-band CA, intra-band CA, intra-band EN-DC, SUL and V2X combinations within FR1, FR2 or FR1+FR2. However, for intra-band CA FR1, the template only includes one sheet for “FR1 Intra-band CA BCS table”. The spread sheet for configurations for mixed intra-band contiguous & non-contiguous CA in FR1 is missing. 
In this text proposal, we propose to add a new template spread sheet specific to the mixed intra-band contiguous & non-contiguous CA configurations for FR1 in Rel-18.
Proposal 1  It is proposed to agree the TP related to the template for mixed intra-band contiguous & non-contiguous CA configurations in FR1.

2 Reference
[1] 3GPP TR 38.846, Study on simplification of band combination specification for NR and LTE
[2] R4-2302571, Discussion on template of mixed intra-band contiguous and non-contiguous NR CA, ZTE, RAN4#106


Text Proposal
----- Start of TP -----
[bookmark: _Toc21344429][bookmark: _Toc29801916][bookmark: _Toc29802340][bookmark: _Toc29802965][bookmark: _Toc36107707][bookmark: _Toc37251481][bookmark: _Toc45888388][bookmark: _Toc45888987][bookmark: _Toc61367705][bookmark: _Toc61373088][bookmark: _Toc68231038][bookmark: _Toc69084451][bookmark: _Toc75467462][bookmark: _Toc76509484][bookmark: _Toc76718474][bookmark: _Toc83580821][bookmark: _Toc84405330][bookmark: _Toc84413939][bookmark: _Toc120114729]5.2.1	Templates for PC3 band combinations
The R18 PC3 basket WID items were improved in RAN#96 meeting, including PC3 ENDC/NEDC, NR CA/DC, SUL and V2X basket WIDs, due to some of the R17 PC3 basket WID items are merged into one R18 PC3 basket WID, and also the table templates in the specification were changed during R17 discussion. Therefore, the original templates of band combination request sheet, status report and band combinations table should be updated accordingly.
[bookmark: OLE_LINK8][bookmark: OLE_LINK7]The updated EXCEL templates of band combination request sheet, status report and band combinations table for Rel-18 PC3 band combinations were already approved in RAN4#104e meeting, and it have already been uploaded to the following 3GPP ftp server. 
https://www.3gpp.org/ftp/tsg_ran/WG4_Radio/Templates/
[bookmark: OLE_LINK9](Editor’s note: The approved latest template is in R4-22149782303543)
[bookmark: OLE_LINK6]Besides the updated EXCEL templates, the other general rules captured in the section 6.2.2 in TR 38.862 [7] are still valid.
[bookmark: _GoBack]The update templates for PC3 NR CA, EN-DC, SUL and V2X band combinations in Rel-18 include the sheets for ‘Cover sheet’, ‘Band combination table’, ‘FR1 intra-band CA BCS table’, ‘FR2 intra-band CA BCS table’, ‘FR2 intra-band NCCA BCS table’, ‘Intra-band ENDC BCS table’, ‘FR1 inter-band BCS table’, ‘FR2 inter-band BCS table’, ‘FR1+FR2 inter-band BCS table’, ‘SUL band combination BCS table’ and, ‘V2X band combination BCS table’ and ‘FR1 Mixed intra-band CA BCS’:
–	Merging all the channel bandwidth columns into one column.
–	Using ‘,’ between two adjacent channel bandwidths.
–	Removing the channel bandwidth number in the table head.
–	Only for inter-band NR CA) Using simple texts like ‘CA_nXC_BCS0’  or ‘CA_nX(2A)_BCS0’  for the constitute band supporting intra-band contiguous or  non-contiguous CA , respectively, associated with a new note of “The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification”.


----- End of TP -----

