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Introduction
After the RAN#86 meeting, the Rel-17 WI was approved that aimed at enabling the 5G/NR radio access technology for non-terrestrial satellite deployments. One of the WI objectives was to define and introduce the corresponding bands into the 3GPP specifications. The outcome of these discussions was two NTN bands – L-band and S-band – which were added as bands n255 and n256, respectively, to the Rel-17 core specifications. However, already that time it was noted that there exist other satellite deployments that use mixed L-/S-band pairing, whereupon the UL part is one the L-band, while the DL part is one the S-band. To limit the overall workload in Rel-17, it was decided by RAN WG4 to focus on L- and S-bands with the common understanding that other potential NTN bands should follow the "normal" process of submitting a new spectrum WI. So, during the RAN#98 meeting a new Rel-18 NTN spectrum WI was agreed with the objective of adding support for a new NTN band where the UL is on the L-band and the DL is on the S-band.
This document presents a way forward and agreements made during the RAN#106 meeting.
Topic #1: System parameters
Agreements for the system parameters:
-	To be discussed further whether there are any co-existence issues with bands n53 and n41/n90.
-	All the related regulatory requirements should be taken into account.
-	Identify the countries where the co-existence requirement and regulatory requirements apply 
-	FFS on whether to apply for GEO only or for other types of satellites
-	n254 is reserved for the band defined for WI NR_NTN_LSband
-	n254 is defined as UE transmitting at 1610-1626.5MHz and SAN transmitting at 2483.5-2500MHz

Topic #2: UE RF requirements
Agreements for the UE RF requirements:
-	Consider PC3 power class for the new NTN band

Topic #3: RRM requirements
Agreements for the UE RRM requirements:
-	No new RRM requirements are needed
