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Foreword
This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
[bookmark: _Toc473553994][bookmark: _Toc117668852]
1	Scope
<Text to be added>

[bookmark: _Toc473553995][bookmark: _Toc117668853]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
…
[x]	<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

[bookmark: _Toc481653278][bookmark: _Toc117668854][bookmark: _Toc473553999]3	Definitions, symbols and abbreviations
[bookmark: _Toc481653279][bookmark: _Toc117668855]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Definition format (Normal)
<defined term>: <definition>.
example: text used to clarify abstract rules by applying them literally.
[bookmark: _Toc481653280][bookmark: _Toc117668856]3.2	Symbols
For the purposes of the present document, the following symbols apply:
Symbol format (EW)
<symbol>	<Explanation>

[bookmark: _Toc481653281][bookmark: _Toc117668857]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
Abbreviation format (EW)
<ACRONYM>	<Explanation>
[bookmark: _Toc117668858]4	Background
<Text to be added>

[bookmark: _Toc473554000][bookmark: _Toc117668859]5	ATG bands
<Text to be added>
[bookmark: _Toc117668860]6	Co-existence study
[bookmark: _Toc117668861]6.1 Co-existence simulation scenario
Table 6.1-1 summarizes the initial simulation scenarios for ATG coexistence study considering non co-location scenario as the baselin. Assume non-co-located for simulation cases 1, 4, 5, 6, 7, 8, 9, 12, 13, 14. For simulation cases 2, 3, 10, 11, if evidence is brought forward that the ACLR/ACS requirements to cover co-location are substantially different to the requirements for the non-co-location then discuss further how to cover both cases
Table 6.1-1: Simulation scenarios for ATG coexistence study
	No.
	Combination
	Aggressor
	Victim
	Simulation frequency
	Notes
	Study Phase

	
	
	deployment scenario
UL/DL
	CBW
duplex mode
	deployment scenario
UL/DL
	CBW
duplex mode
	
	
	

	1
	TN with ATG
	ATG DL
	100MHz
TDD
	TN rural DL
	100MHz
/TDD
	3.5 GHz
	
	Phase 1

	2
	TN with ATG
	ATG UL
	100MHz
TDD
	TN rural UL
	100MHz
TDD
	3.5GHz
	
	Phase 1

	3
	TN with ATG
	TN rural DL
	100MHz
TDD
	ATG DL
	100MHz
TDD
	3.5GHz
	
	Phase 1

	4
	TN with ATG
	TN rural UL
	100MHz
TDD
	ATG UL
	100MHz
TDD
	3.5GHz
	
	Phase 1

	5
	TN with ATG
	ATG DL
	100MHz
TDD
	TN rural UL
	100MHz
/TDD
	3.5GHz
	
	FFS

	6
	TN with ATG
	ATG UL
	100MHz
TDD
	TN rural DL
	100MHz
TDD
	3.5GHz
	
	FFS

	7
	TN with ATG
	TN rural DL
	100MHz
TDD
	ATG UL
	100MHz
TDD
	3.5GHz
	
	FFS

	8
	TN with ATG
	TN rural UL
	100MHz
TDD
	ATG DL
	100MHz
TDD
	3.5GHz
	
	FFS

	9
	TN with ATG
	ATG DL
	20MHz FDD
	TN rural DL
	20MHz FDD
	2 GHz
	
	Phase 1

	10
	TN with ATG
	ATG UL
	20MHz FDD
	TN rural UL
	20MHz FDD
	2 GHz
	
	Phase 1

	11
	TN with ATG
	TN rural DL
	20MHz FDD
	ATG DL
	20MHz FDD
	2 GHz
	
	Phase 1

	12
	TN with ATG
	TN rural UL
	20MHz FDD
	ATG UL
	20MHz FDD
	2 GHz
	
	Phase 1

	13
	TN with ATG
	ATG UL
	20MHz FDD
	TN rural DL
	20MHz TDD
	2 GHz
	n1/n39
	FFS

	14
	TN with ATG
	TN rural DL
	20MHz TDD
	ATG UL
	20MHz FDD
	2 GHz
	n39/n1
	FFS



[bookmark: _Toc117668862]6.2 Co-existence simulation assumption
[bookmark: _Toc117668863]6.2.1 Network layout model
[bookmark: _Toc117668864]6.2.1.1 Co-existence between ATG and NR terrestrial network
Co-existence modelling is based on positioning a single ATG BS/sector and a TN cluster. Two options exist for the positioning of the TN cluster relative to the ATG BS.
For simulation cases 1, 4, 5, 7, 8, 9, 12, 14 the worst-case network layout for simulation is one in which the TN cluster is placed at the same location as the ATG BS. The ATG BS are offset from the TN BS with  as depicted in figure 6.2.1.1-2.

[image: ]
Figure 6.2.1.1-1 Network layout with TN network located close to ATG BS



Figure 6.2.1.1-2 Offset of ATG BS compared to TN BS grid when the TN cluster is located close to the ATG BS

For the remaining simulation cases, if the ATG UE has an omnidirectional radiation pattern then the worst-case network layout for simulation is one in which the TN is placed directly below the aircraft. If the UE has a directional radiation pattern, then in these cases companies should assess which of the network layout options (TN placed close to ATG BS or TN placed underneath the aircraft) is worst case and apply the worst-case option.

[image: ]
Figure 6.2.1.1-3 Network layout with TN network located directly underneath the aircraft

6.2.1.2 TN Network Layout
A rural hexagonal grid layout is assumed for TN network clusters with the parameters of table 6.2.1.1.
Table 6.2.1.2-1: Simulation scenarios for ATG coexistence study
	Parameters
	Values

	Network layout
	For scenario 11: hexagonal grid, 37 macro sites, 3 sectors per site with wrap around
For other scenarios: hexagonal grid, 19 macro sites, 3 sectors per site with wrap around

	Inter-site distance
	7.5 km (4GHz)
3.5 km (2GHz)

	BS antenna height
	25 m

	UE location
	Outdoor/indoor
	Outdoor only

	
	Indoor UE ratio
	0%

	
	LOS/NLOS
	LOS and NLOS, see subclause 6.2.5

	
	UE antenna height
	1.5m

	UE distribution (horizontal)
	Uniform

	Minimum BS - UE distance (2D)
	35 m



6.2.1.3 ATG Network Layout
A single ATG BS with a single cell is assumed for the ATG network. The aircraft are assumed to fly in a straight line from the minimum distance to the maximum horizontal distance from the ATG BS in the horizontal boresight of the ATG sector. The minimum and maximum horizontal distance of the ATG UE from the ATG BS are as depicted in table 6.2.1.3-1 and depend on the assumption of sub-arrays or not for the antenna model 
[In the vertical domain, ATG UEs are distributed in height between 3000m and 10000m]
Table 6.2.1.2-1: Simulation scenarios for ATG coexistence study
	Parameters
	No sub-arrays
	Sub-arrays

	Minimum ATG BS-UE horizontal distance
	50km
	20km

	Maximum ATG BS-UE horizontal distance
	100km
	100km



[image: ]
Figure 6.2.1.3-1 ATG BS layout (In horizontal boresight direction of ATG antenna)

[bookmark: _Toc117668865]6.2.2 System parameters
[bookmark: _Toc117668866]6.2.2.1 ATG parameters
The system parameters for ATG BS for co-existence study are assumed as below.
Table 6.2.2.1-1: system parameters for ATG BS
	ATG BS altitude 
	30m

	Carrier frequency 
	2GHz, 4GHz 

	Frequency reuse factor
	1

	Duplex mode
	FDD@2GHz, TDD@4GHz

	Channel bandwidth
	20MHz@2GHz, 100MHz@4GHz

	Subcarrier spacing (SCS)
	15k@2GHz, 30k@4GHz

	Number of cells
	one cell

	UE distribution
	Single ATG UE per ATG cell
Horizontal: Random between minimum and maximum distance in the straight line
[Vertical: Based on ATG UE uniform distribution among 3 to 10km]

	Indoor UE percentage
	0%

	Number of DL active UEs per cell (NOTE 2)
	one UE

	Number of UL active UEs per cell
(NOTE 2)
	one UE

	DL scheduled bandwidth per UE
	Full bandwidth

	UL scheduled bandwidth per UE
	Full bandwidth

	UL target SNR (NOTE 3)
	15dB

	Traffic model
	Full buffer

	ATG BS maximum output power
	46dBm sum of two polarization for 2GHz
53dBm sum of two polarization for 4GHz

	ATG BS noise figure
	5dB

	Handover margin
	Not needed

	NOTE 1: 	ATG BS is assumed to serve UEs in the rural environment.
NOTE 2:	Same as the number of BS beam(s).
NOTE 3:	Target SNR for simulation is based on CL values and only compensates pathloss in the simulation assumptions.




[bookmark: _Toc117668867]6.2.2.2 ATG UE parameters
The system parameters for ATG UE are assumed as below.
Table 6.2.2.2-1: system parameters for ATG UE
	ATG UE altitude 
	Vertical: Distributed between 3km and 10km

	Carrier frequency 
	2GHz, 4GHz 

	ATG UE max TX power in dBm
	 Referred to Issue 2-5-2

	ATG UE min TX power in dBm
	· [-33dBm] for 100MHz
· [-40dBm] for 20MHz

	ATG UE noise figure
	9dB



[bookmark: _Toc117668868]6.2.2.3 TN BS and UE parameters
The system parameters for TN BS and TN UE are assumed as below.
Table 6.2.2.3-1: system parameters for TN BS and UE
	Parameters
	Rural
	Rural

	Carrier frequency
	2GHz
	4GHz

	Channel bandwidth
	20MHz
	100MHz

	Scheduled channel bandwidth per UE (DL)
	1
	1

	Scheduled channel bandwidth per UE (UL)
	3
	3

	The number of active UE (DL) (NOTE 1)
	1
	1

	The number of active UE (UL) (NOTE 1)
	3
	3

	Traffic model
	full buffer
	full buffer

	DL power control
	No
	No

	UL power control
	Yes
	Yes

	UL target SNR (NOTE 3)
	15dB
	15dB

	TN BS-UE min distance in meters
	35m
	35m

	TN BS max TX power in dBm (NOTE 2)
	46dBm
	53dBm

	TN UE max TX power in dBm
	23dBm
	23dBm

	TN UE min TX power in dBm
	-40dBm
	-40dBm

	TN BS Noise figure in dB
	5dB
	5dB

	TN UE Noise figure in dB
	9dB
	9dB

	Handover margin
	3dB
	3dB

	NOTE 1: 	Same as the number of BS beam(s).
NOTE 2:	TN BS max TX power is defined per polarization.
NOTE 3:  Target SNR for simulation is based on CL values and only compensates pathloss in the simulation assumptions.




[bookmark: _Toc117668869]6.2.3 Antenna and beamforming pattern modelling
[bookmark: _Toc117668870]6.2.3.1 ATG BS antenna model
For ATG BS antenna modelling, the following two options for antenna modelling could be used for ATG coexistence study.
Option 1: non sub-array model
Table 6.2.3.1-1: AAS antenna parameters for non sub-array model
	
	ATG

	Base Station Antenna Characteristics

	Antenna pattern
	TR 38.921

	Element gain (dBi) (Note 2)
	7.1

	Horizontal/vertical 3 dB beam width of single element (degree) 
	90º for H
54º for V

	Horizontal/vertical front‑to‑back ratio (dB)
	30 for both H/V

	Antenna polarization 
	Linear ±45º

	Antenna array configuration (Row × Column) 
(Note 4)
	8 × 8 elements

	Number of supported polarizations, P
	2

	Horizontal/Vertical radiating element spacing 
	0.5 of wavelength for H, 0.9 of wavelength for V

	Array Ohmic loss (dB) (Note 2)
	2

	Conducted power (before Ohmic loss) per antenna element (dBm) (Note 3) 
	25

	Base station maximum coverage angle in the horizontal plane (degrees)
	120

	Base station vertical coverage range (degrees) (Note 1)
	25

	Mechanical uptilt (degrees)
	14 



Option 2: sub-array model
Table 6.2.3.1-1: AAS antenna parameters for sub-array model
	Parameter
	Macro urban

	Element gain (dBi) (Note 2)
	6.4

	Horizontal/vertical 3 dB beam width of single element (degree) 
	90º for H
65º for V

	Horizontal/vertical front‑to‑back ratio (dB)
	30 for both H/V

	Antenna polarization 
	Linear ±45º

	Antenna sub-array configuration (Row × Column) 
(Note 4)
	4 × 8 elements

	Horizontal/Vertical radiating sub-array spacing 
	0.5 of wavelength for H, 2.1 of wavelength for V

	Number of element rows in sub-array
	3

	Vertical element separation in sub-array ()
	0.7 of wavelength of V

	[bookmark: _GoBack]Array Ohmic loss (dB) (Note 2)
	2

	Conducted power (before Ohmic loss) per sub-array (dBm) (Note 3) 
	28

	Base station horizontal coverage range (degrees)
	+/-60

	Base station vertical coverage range (degrees) (Note 1)
	10

	Mechanical up-tilt (degrees) 
	6.5



[bookmark: _Toc117668871]6.2.3.2 ATG UE antenna model
For 2GHz, assume omni-directional antenna, assume [40dBm] UE output power for calibration (as worst case for simulation purposes).
For 4GHz, assume that UE is equipped with directional antenna, assume a UE EIRP of [43dBm] for calibration (as worst case for simulation purposes)
· Use following as the starting point for calibration.
Table 6.2.3.2-1:  antenna parameters for phase antenna array
	
	Horizontal/vertical 3 dB beam width of single element (degree) 
	90º for H
90º for V 

	
	Element gain (dBi)
	5 dBi

	
	Horizontal/vertical front‑to‑back ratio (dB)
	30dBc

	
	Antenna polarization 
	Linear ±90º

	
	Antenna array configuration (Row × Column x Polarization) 
(Note 4)
	 (8x2x2) or  
(16x1x2) 

	
	Horizontal/Vertical radiating element spacing 
	0.5 of wavelength for H, 0.5 of wavelength for V

	
	UE antenna orientation
	Single UE panel deployed on the abdomen of the airplane facing downwards and with the longest dimension of the array aligned with the direction of the flight route. The flight route is pointed at the BS.



[bookmark: _Toc117668872]6.2.3.3 TN BS antenna model
For TN BS antenna modelling, the following two options for antenna modelling could be used for ATG coexistence study.
Option 1: non sub-array model
Table 6.2.3.3-1: Antenna parameters for non sub-array model
	
	TN

	Base Station Antenna Characteristics

	Antenna pattern
	TR 38.921

	Element gain (dBi) (Note 2)
	7.1

	Horizontal/vertical 3 dB beam width of single element (degree) 
	90º for H
54º for V

	Horizontal/vertical front‑to‑back ratio (dB)
	30 for both H/V

	Antenna polarization 
	Linear ±45º

	Antenna array configuration (Row × Column) 
(Note 4)
	8 × 8 elements AAS
[8 x 1 elements non AAS]

	Number of supported polarizations, P
	2

	Horizontal/Vertical radiating element spacing 
	0.5 of wavelength for H, 0.9 of wavelength for V

	Array Ohmic loss (dB) (Note 2)
	2

	Conducted power (before Ohmic loss) per antenna element (dBm) (Note 3) 
	25

	Base station maximum coverage angle in the horizontal plane (degrees)
	120

	Base station vertical coverage range (degrees) (Note 1)
	25

	Mechanical down (degrees)
	3



Option 2: sub-array model
Table 6.2.3.3-1: Antenna parameters for sub-array model
	Parameter
	Macro urban

	Element gain (dBi) (Note 2)
	6.4

	Horizontal/vertical 3 dB beam width of single element (degree) 
	90º for H
65º for V

	Horizontal/vertical front‑to‑back ratio (dB)
	30 for both H/V

	Antenna polarization 
	Linear ±45º

	Antenna sub-array configuration (Row × Column) 
(Note 4)
	4 × 8 elements AAS
[4x1 elements non-AAS]

	Horizontal/Vertical radiating sub-array spacing 
	0.5 of wavelength for H, 2.1 of wavelength for V

	Number of element rows in sub-array
	3

	Vertical element separation in sub-array ()
	0.7 of wavelength of V

	Array Ohmic loss (dB) (Note 2)
	2

	Conducted power (before Ohmic loss) per sub-array (dBm) (Note 3) 
	28

	Base station horizontal coverage range (degrees)
	+/-60

	Base station vertical coverage range (degrees) (Note 1)
	10

	Mechanical downtilt (degrees) 
	3



[bookmark: _Toc117668873]6.2.3.4 TN UE antenna model
The following assumption for TN UE antenna is shown as below.
Table 6.2.3.4-1: TN handheld UE antenna charateristic
	Characteristics
	Handheld

	Antenna type and configuration
	(1, 1, 2) with omni-directional antenna element

	Polarisation
	Linear: +/-45°X-pol

	Tx/Rx Antenna gain 
	0 dBi per element

	the number of Tx and Rx
	1T2R



[bookmark: _Toc117668874]6.2.4 ACLR and ACS modelling
For DL it seems reasonable from the perspective of simulating worst case scenarios that we assume BS ACLR is modelled as flat in space, and the UE ACS can be modelled flat in space.
If this assumption is for DL, then the similar assumption could be made for the UL.
Therefore, it is assumed that both ACLR ( or the adjacent channel interference) and ACS are flat in both space and frequency. The ACIR model can be express as:


(Assuming ACLR, ACS and ACIR to be linear).
The ACLR/ACS requirements for TN are defined as below.
Table 6.2.4-1: ACLR/ACS requirements for TN
	NR TN system

	BS
	ACLR
	45 dB

	
	ACS
	46 dB

	UE
	ACLR
	30dB (ACLR1)
43dB (ACLR2)

	
	ACS
	33



[bookmark: _Toc117668875]6.2.5 Propagation model
[bookmark: _Toc117668876]6.2.5.1 Propagation model between TN UE and ATG UE
Referring to section 6.6 in TR 38.811, the propagation model between TN UE and ATG UE can be simplified and summarized as below.
LOS probability
Line-Of-Sight (LOS) probability depends on UE environment and elevation angle, and is obtained from Table 6.2.5.1-1. Reference elevation angles are considered from 10° to 90° with a 10° step. For an ATG UE-to-ATG BS, the LOS probability is taken from the nearest reference elevation angle. 
Table 6.2.5.1-1 LOS probability
	Elevation
	Suburban and Rural scenarios

	10°
	78.2%

	20°
	86.9%

	30°
	91.9%

	40°
	92.9%

	50°
	93.5%

	60°
	94.0%

	70°
	94.9%

	80°
	95.2%

	90°
	99.8%


Path loss and Shadow fading
The signal path between ATG UE and ATG BS undergoes several stages of propagation and attenuation. The path loss (PL) is composed of components as follows:
	,	(6.2.5.1-1)

where	is the total path loss in dB,

	 is the basic path loss in dB,
	

This section specifies the basic path loss model () which accounts for the signal's free space propagation, clutter loss, and shadow fading. 
The free space path loss (FSPL) in dB for a separation distance d (between ATG UE and ATG BS) in meter and frequency  in GHz is given by
	[image: ]	(6.6-2)




is clutter loss, and  is shadow fading loss represented by a random number generated by the normal distribution, i.e.,  ~. When the UE is in LOS condition, clutter loss is negligible and should be set to 0 dB in the basic path loss model.
Table 6.2.5.1-2: Shadow fading and clutter loss for suburban and rural scenarios
	Elevation
	2GHz 3.5GHz

	
	LOS
	NLOS

	
	
(dB)
	
(dB)
	
(dB)

	10°
	1.79
	8.93
	19.52

	20°
	1.14
	9.08
	18.17

	30°
	1.14
	8.78
	18.42

	40°
	0.92
	10.25
	18.28

	50°
	1.42
	10.56
	18.63

	60°
	1.56
	10.74
	17.68

	70°
	0.85
	10.17
	16.50

	80°
	0.72
	11.52
	16.30

	90°
	0.72
	11.52
	16.30



[bookmark: _Toc117668877]6.2.5.2 Propagation model between TN BS and TN UE
Referring to section 7.4 in TR 38.901, the propagation model between TN BS and TN UE can be summarized as below, which is same as RMa scenario.
Pathloss:
The pathloss models are summarized in Table 6.2.5.2-1 and the distance definitions are indicated in Figure 6.2.5.2-1 and Figure 6.2.5.2-2. Note that the distribution of the shadow fading is log-normal, and its standard deviation for each scenario is given in Table 6.2.5.2-1.
[bookmark: _Ref363806083][bookmark: _Ref363806159]
	

	


	Figure 6.2.5.2-1: Definition of d2D and d3D 
for outdoor UTs
	Figure 6.2.5.2-2: Definition of d2D-out, d2D-in 
and d3D-out, d3D-in for indoor UTs. 


Note that 

		(7.4-1)

Table 6.2.5.2-1: Pathloss models
	Scenario
	LOS/NLOS
	Pathloss [dB], fc is in GHz and d is in meters, see note 6
	Shadow 
fading 
std [dB]
	Applicability range, 
antenna height 
default values 

	RMa
	LOS
	
, see note 5





	








	







h = avg. building height
W = avg. street width
The applicability ranges: 









	
	NLOS
	


for 


	



	

	Note 1:	Breakpoint distance d'BP = 4 h'BS h'UT fc/c, where fc is the centre frequency in Hz, c = 3.0108 m/s is the propagation velocity in free space, and h'BS and h'UT are the effective antenna heights at the BS and the UT, respectively. The effective antenna heights h'BS and h'UT are computed as follows: h'BS = hBS – hE, h'UT = hUT – hE, where hBS and hUT are the actual antenna heights, and hE is the effective environment height. For UMi hE = 1.0m. For UMa hE=1m with a probability equal to 1/(1+C(d2D, hUT)) and chosen from a discrete uniform distribution uniform(12,15,…,(hUT-1.5)) otherwise. With C(d2D, hUT) given by

	,
	where

	. 
	Note that hE depends on d2D and hUT and thus needs to be independently determined for every link between BS sites and UTs. A BS site may be a single BS or multiple co-located BSs.
Note 2:	The applicable frequency range of the PL formula in this table is 0.5 < fc < fH GHz, where fH = 30 GHz for RMa and fH = 100 GHz for all the other scenarios. It is noted that RMa pathloss model for >7 GHz is validated based on a single measurement campaign conducted at 24 GHz.
Note 3:	UMa NLOS pathloss is from TR36.873 with simplified format and PLUMa-LOS = Pathloss of UMa LOS outdoor scenario.
Note 4:	PLUMi-LOS = Pathloss of UMi-Street Canyon LOS outdoor scenario.
Note 5:	Break point distance dBP = 2π hBS hUT fc/c, where fc is the centre frequency in Hz, c = 3.0  108 m/s is the propagation velocity in free space, and hBS and hUT are the antenna heights at the BS and the UT, respectively.
Note 6:	fc denotes the center frequency normalized by 1GHz, all distance related values are normalized by 1m, unless it is stated otherwise.



LOS probability
The Line-Of-Sight (LOS) probabilities are given in Table 6.2.5.2-2.
Table 6.2.5.2-2 LOS probability
	Scenario
	LOS probability (distance is in meters)

	RMa
	


	


O2I building penetration loss
The pathloss incorporating O2I building penetration loss is modelled as in the following:

		(6.2.5.2-2)





where  is the basic outdoor path loss given in Clause 6.2.5.2, where  is replaced by  .  is the building penetration loss through the external wall,  is the inside loss dependent on the depth into the building, and σP is the standard deviation for the penetration loss. 

 is characterized as:

		(6.2.5.2-3)




 is an additional loss is added to the external wall loss to account for non-perpendicular incidence; , is the penetration loss of material i, example values of which can be found in Table 7.4.3-1;  is proportion of i-th materials, where ; and N is the number of materials.
[bookmark: _Ref445048671][bookmark: _Ref445048576]Table 6.2.5.2-3: Material penetration losses
	Material
	Penetration loss [dB]

	Standard multi-pane glass
	


	IRR glass
	


	Concrete
	


	Wood
	


	Note:	f is in GHz





Table 6.2.5.2-4 gives ,  and σP for two O2I penetration loss models. The O2I penetration is UT-specifically generated, and is added to the SF realization in the log domain.
[bookmark: _Ref445049023]Table 6.2.5.2-4: O2I building penetration loss model
	 
	Path loss through external wall:

 in [dB]
	Indoor loss:

 in [dB]
	Standard deviation:
σP in [dB]

	Low-loss model
	

	
0.5 
	4.4

	High-loss model
	

	
0.5 
	6.5





 is minimum of two independently generated uniformly distributed variables between 0 and 25 m for UMa and UMi-Street Canyon, and between 0 and 10 m for RMa.  shall be UT-specifically generated.
Both low-loss and high-loss models are applicable to UMa and UMi-Street Canyon. 
Only the low-loss model is applicable to RMa.
[bookmark: _Toc117668878]6.2.5.3 Propagation model between ATG BS and TN BS
The propagation model between ATG BS and TN BS is same as the LOS propagation model between TN UE and ATG UE in clause 6.2.5.1 (shadow fading and clutter loss are assumed to be zero, since the ATG BS and TN BS are at 30m above the clutter).
[bookmark: _Toc117668879]6.2.5.4 Propagation model between ATG BS and TN UE
The propagation model between ATG BS and TN UE is same as the propagation model between TN BS and TN UE in clause 6.2.5.2
[bookmark: _Toc117668880]6.2.5.5 Propagation model between TN BS and ATG UE
The propagation model between TN BS and ATG UE is same as the LOS propagation model between TN UE and ATG UE in clause 6.2.5.1 (shadow fading and clutter loss are assumed to be zero, since the ATG BS and TN BS are at 30m and above the clutter).
[bookmark: _Toc117668881]6.2.5.6 Propagation model between ATG BS and ATG UE
The propagation model between ATG BS and ATG UE is same as the LOS propagation model between TN UE and ATG UE in clause 6.2.5.1 (shadow fading and clutter loss are assumed to be zero, since the ATG BS and TN BS are at 30m and above the clutter).
[bookmark: _Toc117668882]6.2.6 Transmission power control model
[bookmark: _Toc117668883]6.2.6.1 TN UL TPC
For uplink scenario, TPC model specified in Section 9.1 TR 36.942 is applied for TN with following parameters.


where: 
-	Pmax = 23dBm, 
-	Rmin = -40dBm, 
-	CLx-ile and γ are set as following:
-	CLx-ile = 88 + 10*log10 (200/X) + 11 – Y, where X is UL transmission BW (MHz) and Y is the BS noise figure
-	γ = 1 For uplink scenario.
[bookmark: _Toc117668884]6.2.6.2 TN DL TPC
For downlink scenario, no power control scheme is applied.
[bookmark: _Toc117668885]6.2.6.3 ATG UL TPC
For uplink scenario, TPC model specified in Section 9.1 TR 36.942 is applied for TN with following parameters.


where: 
-	Pmax is ATG UE maximum output power (TRP) dBm, 
-	Rmin is ATG UE minimum output power (TRP) dBm, 
-	CLx-ile and γ are set as following:
-	CLx-ile = 10*log10(Pmax) – (SNRtarget + (-174+F+10*log(B)) )
	-	SNRtarget is the targeted UL SNR (dB).
	-    F is BS noise figure (dB).
	-    B is UL transmission BW (Hz)
-	γ = 1 for uplink scenario.
The specific parameters are assumed as below in table 6.2.6.3.
Table 6.2.6.3-1 LOS probability
	UE UL power control parameters
	2GHz
	4GHz

	Target SNR
	15dB
	15dB

	Pmax (TRP)
	40dBm
	23dBm for per polarization

	BW
	20MHz
	100MHz

	Rmin
	-27dBm
	-20dBm

	NF for ATG BS
	5dB
	5dB

	CLx_ile
	121dB
	97



[bookmark: _Toc117668886]6.2.6.4 ATG DL TPC
For downlink scenario, no power control scheme is applied.
[bookmark: _Toc117668887]6.2.7 Received power model
The received power in downlink and uplink scenarios is defined as below:
RX_PWR = TX_PWR – Path loss + G_TX + G_RX
where:
-	RX_PWR is the received power
-	TX_PWR is the transmitted power
-	G_TX is the transmitter antenna gain (directional array gain)
-	G_RX is the receiver antenna gain (directional array gain).
[bookmark: _Toc117668888]6.2.8 Performance metric
For NR, the average throughput loss and 5%-ile throughput loss should be less than 5%.
For ATG, the average throughput loss and 5%-ile throughput loss should be less than 5%.
For the TN network, the average throughput loss should be calculated in each of the TN cells. Results should be presented for the average throughput loss in the worst case TN cell, and an average of the average throughput losses in all of the TN cells in the cluster may also be presented.
[bookmark: _Toc117668889]6.2.9 Link level performance for NR ATG coexistence
The throughput of a modem with link adaptation can be approximated by an attenuated and truncated form of the Shannon bound. (The Shannon bound represents the maximum theoretical throughput than can be achieved over an AWGN channel for a given SNIR). The following equations approximate the throughput over a channel with a given SNIR, when using link adaptation:
	
Where:	
-	S(SNIR)		Shannon bound, S(SNIR) =log2(1+SNIR) bps/Hz
-					Attenuation factor, representing implementation losses
-	SNIRMIN		Minimum SNIR of the code set, dB
-	SNIRMAX		Maximum SNIR of the code set, dB
The parameters α, SNIRMIN and SNIRMAX can be chosen to represent different modem implementations and link conditions. The parameters proposed in Table 4.2.7-1 represent a baseline case, which assumes:
-	1:1 antenna configuration
-	AWGN channel model
-	Link Adaptation (see Table 4.2.7-1 for details of the highest and lowest rate codes)
-	No HARQ
Table 6.2.9-1: Parameters describing baseline Link Level performance for 5G NR
	Parameter 
	DL 
	UL 
	Notes 

	α, attenuation 
	0.6 
	0.4 
	Represents implementation losses 

	SNIRMIN, dB 
	-10 
	-10 
	Based on QPSK, 1/8 rate (DL) & 1/5 rate (UL) 

	SNIRMAX, dB 
	30 
	22 
	Based on 256QAM 0.93(DL) & 64QAM 0.93 (UL) 



Note that the parameters proposed in Table 4.2.7-1 are targeted for eMBB coexistence scenario.
[bookmark: _Toc117668890]6.3 Co-existence simulation methodology
Adopt following simulation steps. 
-	Step 1: Generate aggressor and victim networks. 
-		One ATG site with one sector is dropped referring to clause 6.2.1.3
- 	Deployment of terrestrial network (19 cells with wraparound) refers to Table 6.2.1.2-1
- 	The relationship between TN and ATG can refer to clause 6.2.1.1
-	Step2: UE associations
-	TN UE are generated randomly inside the TN network, make sure enough TN UEs are associated to each TN sectors based on coupling loss. 
-	Deployment of ATG UE refers to clause 6.2.1.3.
-	Step 3: Once association is done, round robin scheduling is used. BF weights are adjusted to point to the LOS direction between BS/ATG BS-UE. This is done for both victim and aggressor networks.
-	Step 4: Throughput is computed in the victim systems without considering ACI as below:
, 
where:			 is the inter-cell interference.
-	Step 5: Throughput is computed considering ACI as below:
, 
where:			 is the adjacent channel interference.
-	Step 6: RF parameters are determined based on the degradation cause by ACI as below:


[bookmark: _Toc117668891]6.4 Co-existence simulation results

[bookmark: _Toc117668892]7	RF requirements
[bookmark: _Toc117668893]7.1	ATG CPE specific
[bookmark: _Toc117668894]7.1.1  ATG CPE power class and requirement type
[bookmark: _Toc117668895]7.1.2 Tx requirements
7.1.2.1 Frequency error
The doppler frequency for ATG UE can be determined by, 

Where,
· fD is Doppler frequency, f_c is the carrier frequency, which is set as 5GHz for n79. 
· v is the speed of the aircraft which is 1200km/h.
·  is the elevation angle between UE and gNB. 
Since the potential maximum cell range is up to 200-300km [x] and the normal commercial airplane altitude is 10km, the elevation angle is only about 2~3 degrees when UE doing initial access at cell edge. Then the maximum DL doppler frequency is approaching 5.5kHz and the UL doppler frequency is approaching 11kHz if without any compensation which may cause not negligible impact for link performance and access successful rate. ATG UE needs to perform frequency compensation. The frequency accuracy requirement will be written assuming Doppler frequency pre-compensation.
The ATG BS location information could be broadcasted for UE to do frequency compensation if necessary. [UE shall rely on the ATG BS location broadcasted by the IE EphemerisInfo in NTN SIB 19 in 38.331 if pre-compensation is based on SIB19]. Where, Ephemeris may be expressed in format of position and velocity state vector.

7.1.2.2 Maximum output power

7.1.2.3 MPR/AMPR requirements


7.1.2.4 Configured transmitted power

7.1.2.5 Minimum output power

7.1.2.6 Transmit OFF power

7.1.2.7 Transmit ON/OFF time mask

7.1.2.8 Power control

7.1.2.9 Transmit modulation quality

7.1.2.10 Occupied bandwidth
The Occupied bandwidth requirement in subclause 6.5.1 of 38.101-1 [xx] is applicable for ATG UE operating in FR1.

7.1.2.11 SEM requirements

7.1.2.12 ACLR requirements

7.1.2.13 Spurious emission
The general spurious emission requirement in subclause 6.5.3.1 of 38.101-1 [xx] is applicable for ATG UE operating in FR1.

7.1.2.14 Spurious emissions for UE co-existence

7.1.2.15 Transmit intermodulation

[bookmark: _Toc117668896]7.1.3 Rx requirements
7.1.3.1 General

7.1.3.2 Diversity characteristics

7.1.3.3 REFSENS requirements

7.1.3.4 Maximum input level

7.1.3.5 Adjacent channel selectivity

7.1.3.6 In-band blocking requirements

7.1.3.7 Out-of-Band blocking requirements/ Spurious response

7.1.3.8 Narrow band blocking requirements

7.1.3.9 Intermodulation characteristics

7.1.3.10 Receiver Spurious emissions
For spurious emission, the existing requirements specified in clause 7.9 of TS 38.101-1[xx] can be reused for ATG UE.

[bookmark: _Toc117668897]7.2	ATG BS specific
For most of the requirements, it was generally agreed to aim to reuse the existing TN BS requirements for ATG BS wherever possible since the TN BS requirements would provide the same or better BS performance for an ATG BS deployment. The following section will capture the considerations of ATG BS RF requirements.
[bookmark: _Toc117668898]7.2.1  ATG BS class and BS type
For BS type type1-C, 1-H and 1-O, ATG BS class is defined as indicated below:
[ATG Base Stations are characterized by requirements derived from ATG (Air to Ground) scenarios with a ground BS to air UE with typical vertical altitude range TBD km].
[bookmark: _Toc24574][bookmark: _Toc117668899]7.2.2 Tx requirements
7.2.2.1 BS output power and output power dynamics

7.2.2.2 Transmitted signal quality

7.2.2.3 Unwanted emission requirements

7.2.2.4 Transmitter spurious emissions

7.2.2.5 Transmitter intermodulation

[bookmark: _Toc117668900]7.2.3 Rx requirements
7.2.3.1 Reference sensitivity level

7.2.3.2 Dynamic range

7.2.3.3 ACS

7.2.3.4 In-band blocking

7.2.3.5 Receiver intermodulation

7.2.3.6 Out of band blocking	

7.2.3.7 In-channel selectivity

[bookmark: _Toc117668901]8	RRM requirements
8.1 General
In R18, the WI on ATG doesn’t consider FR2, CA/DC and inter-RAT measurement scenario, the corresponding requirements are not applicable for R18 ATG. In light of ATG characteristics (e.g. ISD assumption of [14]-200km, maximum UE speed of 1200km/h, maximum distance between UE and BS is greater than [200]km), some RRM requirements are different from legacy ground-based network requirements, as listed in table 8-1.
<Editor’s Note: In table 8-1, the RRM requirements with square brackets are still under discussion, which may be updated according to the latest agreements. >
Table 8-1: RRM requirements for R18 ATG which are different from legacy ground-based network requirements
	Requirement
	Item
	Comments

	[Cell re-selection]
	[Cell re-selection mechanism]
	TBD

	[SDT]
	TBD

	[Conditional handover]
	[Conditional handover mechanism]
	TBD

	
	[Conditional handover requirements]
	TBD

	UE transmit timing
	Initial transmit timing requirements Te
	Involve UE pre-compensation timing error

	
	[Gradual timing adjustment]
	TBD

	
	Timing advance adjustment delay requirement
	Introduce the mechanism of Koffset

	NR intra-frequency measurements
	For ATG TDD deployment, ‘deriveSSB-IndexFromCell’ is not always applicable

	[Scheduling restrictions of UE performing measurements]
	TBD

	[CSI-RS based L3 measurements]
	TBD

	[Pre-configured measurement gap]
	TBD


For other RRM requirements, no new ATG specific requirements will be defined in R18. 
<Other text to be added>
[bookmark: _Toc473554002][bookmark: _Toc117668902][bookmark: _Toc473554023]9	Conclusion
<Text to be added>
[bookmark: _Toc473554024][bookmark: _Toc117668903]10	Required changes to NR, E-UTRA, UTRA and MSR specifications
The required changes to the 3GPP specifications for the ATG are summarised in a Table 10-1.
Table 10-1: Overview of 3GPP specifications with required changes
	Affected existing specifications

	Spec No.
	Subject of the CR
	Comments
	CR/TP (Tdoc)

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



[bookmark: _Toc482961395][bookmark: _Toc117668904]Annex <A> (normative):
<Normative annex title>
Annexes are only to be used where appropriate:


[bookmark: _Toc117668905]Annex B:
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	08/2022
	RAN4#104-e
	R4-2214912
	
	
	TR skeleton 
	N/A
	0.0.1

	11/2022
	RAN4#105
	R4-2218030
	
	
	R4-2215335 TP for ATG TR 38.876 skeleton
R4-2217504 TP for TR 38.876
	0.0.1
	0.1.0

	02/2023
	RAN4#106
	R4-2301861
	
	
	R4-2220826 TP for TR 38.876: frequency error
R4-2220539 TP for TR 38.876 to capture general assumptions
R4-2220540 TP for TR 38.876 to capture scenarios and network layout
R4-2220541 TP for TR 38.876 to capture system parameter assumption and antenna modelling
	0.1.0
	0.2.0

	03/2023
	RAN4#106
	R4-2303640
	
	
	R4-2302096 TP for TR 38.876 to add some coexistence assumption and methodology
R4-2303641 TP for TR 38.876 to capture system parameter assumption
R4-2303642 TP to TR 38.876: Update of simulation assumptions
R4-2303643 TP for TR 38.876 to introduce ATG UE Tx requirements
R4-2303644 TP for TR 38.876 to introduce technical analysis for ATG UE Rx requirements.
R4-2303227 TP to TR 38.876: RRM requirements for ATG network
R4-2302905 TP for TR 38.876 on BS RF requirements
	0.2.0
	0.3.0

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	




3GPP
oleObject1.bin
[image: image1.png]~

5G







oleObject41.bin

image49.wmf
npi

PL


oleObject42.bin

image50.wmf
f

b

a

L

i

material

i

material

i

material

×

+

=

_

_

_


oleObject43.bin

image51.wmf
i

p


oleObject44.bin

image52.wmf
1

1

=

å

=

N

i

i

p


oleObject45.bin

image53.wmf
f

L

2

.

0

2

glass

+

=


image2.png
=

A GLOBAL INITIATIVE




oleObject46.bin

image54.wmf
f

L

3

.

0

23

IIRglass

+

=


oleObject47.bin

image55.wmf
f

L

4

5

concrete

+

=


oleObject48.bin

image56.wmf
f

L

12

.

0

85

.

4

wood

+

=


oleObject49.bin

image57.wmf
tw

PL


oleObject50.bin

oleObject51.bin

image3.png
ATG BS

TN network
close to ATG

BS (1/2 TN ISD
offset)





image58.wmf
tw

PL


oleObject52.bin

image59.wmf
in

PL


oleObject53.bin

image60.wmf
÷

÷

ø

ö

ç

ç

è

æ

×

+

×

-

-

-

10

10

10

concrete

glass

10

7

.

0

10

3

.

0

log

10

5

L

L


oleObject54.bin

image61.wmf
in

2D

-

d


oleObject55.bin

image62.wmf
÷

÷

ø

ö

ç

ç

è

æ

×

+

×

-

-

-

10

10

10

concrete

IIRglass

10

3

.

0

10

7

.

0

log

10

5

L

L


oleObject56.bin

image4.emf
ATG gNB


oleObject57.bin

oleObject58.bin

oleObject59.bin

image63.wmf
ï

þ

ï

ý

ü

ï

î

ï

í

ì

ú

ú

û

ù

ê

ê

ë

é

÷

÷

ø

ö

ç

ç

è

æ

´

=

-

g

ile

x

t

CL

CL

R

P

P

,

max

,

1

min

min

max


oleObject60.bin

oleObject61.bin

image64.png
for SNIR < SNIRyy
Throughput (SNIR),bps /Hz ={ o SGSNIR) for SN1Ryuy < SNIR < SNIRuax
«-SGNIRyy)  forSNIR = SNIRyuy




Microsoft_Visio_Drawing.vsdx
ATG gNB



image5.png
ATG BS

TN network
directly

underneath
aircraft





image6.png
Height distribution

20km or 50km minimum distance . rereen

100km maximum distance





image7.wmf
ACS

1

1

1

+

=

ACLR

ACIR


oleObject2.bin

image8.wmf
PL


oleObject3.bin

image9.wmf
b

PL


oleObject4.bin

image10.wmf
b

PL


oleObject5.bin

image11.wmf
)

(

log

20

)

(

log

20

45

.

32

)

,

(

10

10

d

f

f

d

FSPL

c

c

+

+

=


image12.wmf
)

,

(

c

f

CL

a


oleObject6.bin

image13.wmf
SF


oleObject7.bin

image14.wmf
SF


oleObject8.bin

image15.wmf
)

,

0

(

2

SF

N

s


oleObject9.bin

image16.wmf
SF

s


oleObject10.bin

oleObject11.bin

image17.wmf
CL


oleObject12.bin

image18.emf
d

2D

d

3

D

h

UT

h

BS


Microsoft_Visio_2003-2010_Drawing.vsd

image19.emf
d

2D-out

d

2D-in

d

3

D

-

o

u

t

d

3

D

-

i

n

h

UT

h

BS


Microsoft_Visio_2003-2010_Drawing1.vsd

image20.wmf
(

)

(

)

2

UT

BS

2

in

2D

out

2D

in

3D

out

3D

h

h

d

d

d

d

-

+

+

=

+

-

-

-

-


oleObject13.bin

image21.wmf
î

í

ì

£

£

£

£

=

-

km

10

m

10

2D

BP

2

BP

2D

1

LOS

RMa

d

d

PL

d

d

PL

PL


oleObject14.bin

image22.wmf
3D

10

72

.

1

3D

10

72

.

1

3D

10

1

)

(

log

002

.

0

)

77

.

14

,

044

.

0

min(

         

)

(

log

)

10

,

03

.

0

min(

)

3

/

40

(

log

20

d

h

h

d

h

f

d

PL

c

+

-

+

=

p


oleObject15.bin

image23.wmf
)

/

(

log

40

)

(

BP

3D

10

BP

1

2

d

d

d

PL

PL

+

=


oleObject16.bin

image24.wmf
4

SF

=

s


oleObject17.bin

image25.wmf
6

SF

=

s


oleObject18.bin

image26.wmf
35m

BS

=

h


oleObject19.bin

image27.wmf
m

5

.

1

UT

=

h


oleObject20.bin

image28.wmf
m

20

=

W


oleObject21.bin

image29.wmf
m

5

=

h


oleObject22.bin

image30.wmf
m

50

m

5

£

£

h


oleObject23.bin

image31.wmf
m

50

m

5

£

£

W


oleObject24.bin

image32.wmf
m

150

0m

1

BS

£

£

h


oleObject25.bin

image33.wmf
m

10

m

1

UT

£

£

h


oleObject26.bin

image34.wmf
)

,

max(

NLOS

RMa

LOS

RMa

NLOS

RMa

-

-

-

¢

=

L

P

PL

PL


oleObject27.bin

image35.wmf
km

5

m

10

2D

£

£

d


oleObject28.bin

image36.wmf
)

97

4

))

75

11

(

(log

2

3

(

)

(

log

20

        

)

3

)

(

))(log

(

log

1

3

42

43

(

        

)

(

log

)

)

/

(

7

3

37

24

(

        

)

(

log

5

7

)

(

log

1

7

04

161

2

UT

10

10

3D

10

BS

10

BS

10

2

BS

10

10

NLOS

RMa

.

h

.

.

f

d

h

.

.

h

h

h

.

.

h

.

+

W

.

.

L

P

c

-

-

+

-

-

+

-

-

-

=

¢

-


oleObject29.bin

image37.wmf
8

SF

=

s


oleObject30.bin

image38.wmf
(

)

(

)

ï

î

ï

í

ì

£

£

÷

ø

ö

ç

è

æ

-

<

=

m

23

m

13

,

10

13

m

13

,

0

,

UT

2D

5

.

1

UT

UT

UT

2D

h

d

g

h

h

h

d

C


oleObject31.bin

image39.wmf
(

)

ï

î

ï

í

ì

<

÷

ø

ö

ç

è

æ

-

÷

ø

ö

ç

è

æ

£

=

2D

2D

3

2D

2D

2D

m

18

,

150

exp

100

4

5

m

18

,

0

d

d

d

d

d

g


oleObject32.bin

image40.wmf
ï

î

ï

í

ì

<

÷

ø

ö

ç

è

æ

-

-

£

=

out

-

2D

out

-

2D

out

-

2D

LOS

m

10

,

1000

10

exp

m

10

,

1

Pr

d

d

d


oleObject33.bin

image41.wmf
(

)

2

in

tw

b

,

0

PL

PL

PL

PL

P

N

s

+

+

+

=


oleObject34.bin

image42.wmf
b

PL


oleObject35.bin

image43.wmf
3D

d


image1.emf
 


oleObject36.bin

image44.wmf
in

3D

out

3D

-

-

+

d

d


oleObject37.bin

image45.wmf
tw

PL


oleObject38.bin

image46.wmf
in

PL


oleObject39.bin

image47.wmf
tw

PL


oleObject40.bin

image48.wmf
å

=

-

÷

÷

ø

ö

ç

ç

è

æ

´

-

=

N

i

L

i

npi

tw

i

material

p

1

10

10

_

10

log

10

PL

PL


