[bookmark: OLE_LINK64][bookmark: _Ref399006623][bookmark: _Toc92513360]3GPP TSG-RAN WG4 Meeting #106                              R4-2303649
Athens, Greece, 27 February– 3 March, 2023

[bookmark: _GoBack]Source: 	CHTTL, Huawei, Samsung
Title: 	WF on the handling of the general requirement for intra-band contiguous NE-DC
Agenda Item:	8.9.2
Document for:	Approval
Background
Backgrounds for the handling of NE-DC 
· In RAN4#94-bis [1] WF on introducing NE-DC combinations into specs.
- In Rel-17, extend all existing EN-DC basket WID to cover both EN-DC and NE-DC configurations, e.g., EN-DC for 2 bands DL with 2 bands UL (1 LTE band + 1 NR band) can be extended to EN-DC/NE-DC for 2 bands DL with 2 bands UL (1 LTE band + 1 NR band)
· Based on the above agreement, the 1 band LTE plus 1 band NR EN-DC basket was extended to cover both EN-DC and NE-DC from Rel.17 during RAN#88e [2]
· Such extension includes both inter-band and intra-band NE-DC.
· During Rel.18, an intra-band contiguous NE-DC DC_3(n)AA was requested Rel.18 1 band LTE plus 1 band NR DC basket [3]
· After the band specific requirements are agreed with the TP [4], the DC_3(n)AA configuration and the corresponding requirements were included in the TS 38.101-3 V.18.0.0 via the big CR.
· However, it is identified that the configured output power section for intra-band contiguous NE-DC is missing during RAN4#106.
· A discussion paper and a draft CR are provided in RAN4#106 [5][6], which triggers the discussion of the handling for the general requirement for intra-band contiguous NE-DC.
· During the meeting, it was identified that the output power dynamic requirement is also missing.
· Note that currently there is only one intra-band contiguous NE-DC combination, DC_3(n)AA with only single switched UL supported, in the 1 band LTE + 1 band NR DC basket [7].
Way Forward
· Regarding the handling of the missing general requirement for intra-band contiguous NE-DC in the specifications
· Given that the intra-band contiguous NE-DC DC_3(n)AA was already requested and some of the requirements are already introduced to the specification via the 1 band LTE + 1 band NR DC basket, following WF is proposed:
· The missing general requirement for intra-band contiguous NE-DC band combinations that support single switched UL only will be treated under the 1 band LTE + 1 band NR DC basket WI, with related documents to be handled under the non-block approval agenda.
· The work will focus on intra-band contiguous NE-DC band combinations that support single switched UL only.
· The missing general requirement includes configured output power and the output power dynamic at least.
· DC_3(n)AA is kept in the Rel.18 1 band LTE + 1 band NR DC basket WI.
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