RAN1 agreements (post-RAN1#112) on CSI enhancement 
with potential RAN2/RAN4 impact


Issue 1 (Type-II CJT)
“RAN2 impact: RRC, Rel-18 CJT codebook configuration”
“RAN4 impact: none” 


[109-e] Agreement
On the Type-II codebook refinement for CJT mTRP, the resulting codebook(s) are associated with at least the following parameters:
· Parameters for basis reporting, including 
· The number of basis vectors: gNB-configured via higher-layer signaling  
· FFS: Whether it is layer-common or layer-specific, whether it is per TRP/TRP-group or common for all TRPs
· Basis selection indicator(s): a part of CSI report 
· FFS: Whether it is layer-common or layer-specific, whether it is per TRP/TRP-group or common for all TRPs
· Quantized combining coefficients (W2): a part of CSI report
· FFS: details of quantization scheme
· Number of non-zero coefficients and bitmap to indicate non-zero coefficients, including whether it is per TRP/TRP-group (separate) or across all TRPs/TRP-groups (joint): a part of CSI report
· Strongest coefficient indicator(s) (SCI(s)): a part of CSI report
· FFS: One per TRP/TRP-group or common for all TRPs
· FFS: Additional need for strongest TRP indicator


[110] Agreement
For the Rel-18 Type-II codebook refinement for CJT mTRP with NTRP>1 TRP/TRP-groups, the following is supported:
· The CMR comprises K>1 NZP CSI-RS resources, where one resource corresponds to one TRP/TRP-group (i.e. K=NTRP)
· Each of the CSI-RS resources has a same number of CSI-RS ports
· Note: The terms TRP and TRP-group are used for discussion purposes only (no spec impact is implied).


[110] Agreement
For the Rel-18 Type-II codebook for CJT mTRP, support the following two modes:
· Mode 1: Per-TRP/TRP-group SD/FD basis selection which allows independent FD basis selection across N TRPs / TRP groups. Example formulation (N = number of TRPs or TRP groups): 

· Mode 2: Per-TRP/TRP group (port-group or resource) SD basis selection and joint/common (across N TRPs) FD basis selection. Example formulation (N = number of TRPs or TRP groups):


· Striving for the two modes to share commonality in detailed designs such as parameter combinations, basis selection, TRP (group) selection, reference amplitude, W2 quantization schemes.
· FFS: Depending on the decision on SCI design, whether additional per-TRP/TRP-group amplitude scaling and/or co-phase is needed or not, and whether they are a part of W2s


[110bis-e] Agreement
For the Rel-18 Type-II codebook for CJT mTRP, the switching between mode-1 and mode-2 is gNB-initiated via RRC signalling


[110bis-e] Agreement
On the Type-II codebook refinement for CJT mTRP, following legacy (Rel-16 regular eType-II and Rel-17 PS FeType-II), for a given CSI-RS resource:
· SD basis selection is layer-common and polarization-common, with N1, N2, O1, O2 defined per Rel-16 specification for refinement based on Rel-16 regular eType-II, and per Rel-17 specification for refinement based on Rel-17 PS FeType-II
· FD basis selection is 
· For refinement based on Rel-16 regular eType-II: per-layer with Mv, pv, N3, and R defined per Rel-16 specification
· For refinement based on Rel-17 PS FeType-II: layer-common with M, N3, and R defined per Rel-17 specification
· FFS: Details on FD basis selection window
Note: The supported value(s) for each of the defined parameters are to be discussed separately (e.g. possibilities of adding new or removing existing value(s) in addition to those supported by legacy specification).


[110bis-e] Agreement
For the Rel-18 Type-II codebook refinement for CJT mTRP, 
· Only CSI reporting over PUSCH is supported 
· FFS: Whether AP only, or both AP and SP (following legacy), is supported
· An associated Resource Setting includes a CMR comprising K≥1 NZP CSI-RS resources from one CSI-RS resource set 
· Periodic, semi-persistent, and aperiodic NZP CSI-RS are supported
· The supported CSI-RS resource parameter settings follow the legacy specification (without additional enhancement)
· FFS: Whether or not the K NZP CSI-RS resources are constrained to be in the same slot



[110bis-e] Agreement
On the SD basis selection for Type-II codebook refinement for CJT mTRP, support the following on the L parameter:
· Per-CSI-RS-resource Ln parameter 
· TBD: Whether {Ln, n=1, ..., N} are higher-layer configured by gNB, or the total  is higher-layer configured by gNB while {Ln, n=1, ..., N} are reported by the UE, one L configured and {Ln} determined from configured L
· FFS: The value of Ln is taken from a pre-defined set 


[110bis-e] Conclusion: On the Type-II codebook refinement for CJT mTRP, regarding W2 quantization group and Strongest Coefficient Indicator (SCI) design, there is no consensus on supporting “strongest” CSI-RS resource indicator in addition to the agreed SCI. 
· Note: This doesn’t preclude any (future) proposal on reference CSI-RS resource(s) for other purpose(s)


[110bis-e] Agreement
For the Rel-18 Type-II codebook refinement for CJT mTRP, following legacy, support both aperiodic and semi-persistent CSI reporting on PUSCH.


[110bis-e] Agreement
On the Type-II codebook refinement for CJT mTRP, the selection of N CSI-RS resources is performed by UE and reported as a part of CSI report where N{1,..., NTRP} 
· N is the number of cooperating CSI-RS resources, while NTRP is the maximum number of cooperating CSI-RS resources configured by gNB via higher-layer signaling
· The selection of N out of NTRP CSI-RS resources is reported via NTRP-bit bitmap in CSI part 1
· Note: The value of N is inferred from the selection
· A restricted configuration (gNB-configured via higher-layer signaling) where N=NTRP is supported
· NTRP-bit bitmap is not reported when the restriction is configured
· FFS: Whether other RRC-configured TRP selection restriction including configuring the value of N is supported
· This feature is UE optional 
Note: This agreement does not impact the decision on Ln being configured by gNB or selected by UE
Note: per WID and previous agreement, the candidate values for NTRP of are 1, 2, 3, and 4.
Note: only one transmission hypothesis is reported. UE is not mandated to calculate CSI for multiple transmission hypotheses.


[110bis-e] Agreement
On the Type-II codebook refinement for CJT mTRP, regarding W2 quantization group, for each layer:
· Support the following: (Alt1) One group comprises one polarization across all N CSI-RS resources (Cgroup,phase=1, Cgroup,amp=2)
· FFS: Amplitude quantization table enhancement
· For the amplitude group other than the group associated with the SCI, the reference amplitude is reported
· Working assumption: Alt3 is supported in addition to Alt1 (to be confirmed in RAN1#111)
· (Alt3). One group comprises one polarization for one CSI-RS resource with a common phase reference across N CSI-RS resources (Cgroup,phase=1, Cgroup,amp=2N)
· For each of the (2N–1) amplitude groups (other than the group associated with the SCI), the reference amplitude is reported
· If the support Alt3 in addition to Alt1 is confirmed, only one of the two schemes will be a basic feature for UEs supporting Rel-18 Type-II CJT codebook



[110bis-e] Agreement
For the Rel-18 Type-II codebook refinement for CJT mTRP, also support a constraint on the total number of non-zero coefficients (NZCs) summed across all layers:
· Following the legacy specification, the maximum total number is 2K0


[110bis-e] Agreement
On the Type-II codebook refinement for CJT mTRP, regarding the codebook parameters, for a given CSI-RS resource, the supported value(s) of the following parameters follow the legacy (Rel-16 regular eType-II and Rel-17 PS FeType-II) specification: 
· N1, N2, N3, O1, O2 
· M (only for design based on Rel-17 PS FeType-II)
For the following parameters, decide in RAN1#111 whether the supported value(s) follow the legacy (Rel-16 regular eType-II and Rel-17 PS FeType-II) specification or further refinement is needed: 
· R: including, e.g. supporting only R=1, or supporting larger R values
· Mv/pv (Rel-16 regular eType-II): including, e.g. supporting smaller pv values such as {1/8, 1/4, 1/2} for v=1,2 and/or removing larger legacy value(s)
· : including, e.g. supporting smaller values such as {1/16, 1/8, 3/8} 
Note: The outcome of Parameter Combination discussion will further restrict the supported combinations of parameter value(s)
FFS: For N>1, whether the maximum 2N1N2 (identical to the number of CSI-RS ports used for CMR) is limited to 32 just as in legacy specification




[110bis-e] Agreement
For the Rel-18 Type-II codebook for CJT mTRP, for mode-1, the number of FD basis vectors (Mv related to pv for Rel-16, M for Rel-17) is common across all N CSI-RS resources


[111] Agreement
For the Type-II codebook refinement for CJT mTRP, the values of the following codebook parameters are gNB-configured via higher-layer (RRC) signaling and common across all N CSI-RS resources:
· N1, N2
· Note: Since (O1, O2) are fixed for a given (N1, N2), (O1, O2) are also common across all N CSI-RS resources
· R, 
· Note: Since N3 is inferred from the number of CQI subbands and R, N3 is also common across all N CSI-RS resources
· Note: Since per-layer K0 is defined jointly across all N CSI-RS resources, so is .




[111] Agreement
On the Type-II codebook refinement for CJT mTRP, regarding the codebook parameter R, the supported value(s) from the legacy specification are reused.
· FFS: whether additional value 4 can also be added

[111] Agreement
On the Type-II codebook refinement for CJT mTRP:
· The maximum value of 2NN1N2 is 128
· The support of 2NN1N2 >32 is UE optional for UEs supporting Rel-18 CJT CSI enhancement
· Note: Following the legacy specification on the maximum number of NZP CSI-RS ports per CSI-RS resource, the maximum value of 2N1N2 is 32.


[111] Agreement
On the Type-II codebook refinement for CJT mTRP, regarding the SD basis selection, for a configured value of NTRP, a set of NL combinations of values for {L1, ..., LNTRP} is gNB-configured via higher-layer (RRC) signaling
· When NL>1, the selected combination of values for {L1, ..., LNTRP} is reported in CSI part 1 using an indicator, selected from the NL configured combinations
· NL =1 is one of the supported candidate values 
· FFS: Other supported value(s) of NL, and its respective UE capability
· FFS: The supported combinations of values for {L1, ..., LNTRP}
· Following the legacy design, the SD basis selection for the n-th (n=1,...,N) selected CSI-RS resource is indicated in CSI part 2 using a combinatorial indicator selected from a set of   codepoints where, for Rel-16-based refinement PCSI-RS = 2*N1N2.
· The supported candidate values for each of the Ln parameters include the legacy candidate values, i.e. {2,4,6} for Rel-16-based refinement, and 
· for Rel-17-based refinement, the gNB configures a set of N_L combinations for {alpha1, ..., alphaNTRP}   where  
FFS: Whether the set of NL combinations of values for {L1, ..., LNTRP} can be implicitly derived
Following the legacy design, for all the selected N CSI-RS resources, the SD basis oversampling group for each CSI-RS resource is indicated in CSI part 2 using an indicator selected from a set of O1O2 codepoints.



[112] Agreement
On the Type-II codebook refinement for CJT mTRP, only support NL ={2,4} as additional candidate values to NL=1.
· FFS: Additional restriction(s) depending on the configured value for NTRP


[112] Agreement
On the Type-II codebook refinement for CJT mTRP, for Rel-16-based refinement, support at least the following combinations of {Ln} for the higher-layer-configured value of NTRP (FFS by RAN1#112: whether the bracketed permutations are also supported):
· FFS by RAN1#112: whether other combinations can be supported
FFS (by RAN1#112bis-e): Whether/how the supported combinations of {n} for Rel-17-based refinement are derived from the supported combinations of {Ln} for Rel-16-based refinement 
FFS: Whether the total number of Ln is a UE capability

	[bookmark: _Hlk128062296]NTRP
	{Ln} combination

	[bookmark: _Hlk128062270]1
	{2}

	
	{4}

	
	{6} (analogous to legacy, only for total # ports =32, rank 1-2, R=1

	2
	{2,2}

	
	{2,4}, [{4,2}]

	
	{4,4}

	3
	{2,2,2}

	
	{2,2,4} [and its other permutations]

	
	{4,4,4}

	4
	{2,2,2,2}

	
	{2,2,2,4} [and its other permutations]

	
	{2,2,4,4} [and its other permutations]

	
	{4,4,4,4}




[112] Agreement
On the Type-II codebook refinement for CJT mTRP, for Rel-16-based refinement, support at least the following combinations of {pv,} from where the value of {pv,} is gNB-configured via higher-layer (RRC) signaling:
· FFS by RAN1#112: whether other combinations can be supported
FFS (by RAN1#112bis-e): Whether/how the supported combinations of {M} for Rel-17-based refinement are derived from the supported combinations of {pv ,} for Rel-16-based refinement 

	[bookmark: _Hlk128065209]pv for layers 1-4
	
	Condition(s) 

	{1/8, 1/8, 1/16, 1/16}
 
	¼ 
	--

	
	½ 
	--

	{1/4, 1/4, 1/8, 1/8}
	¼ (*)
	--

	
	½ (*)
	--

	{1/4, 1/4, 1/4, 1/4}
	¾ (*) 
	--

	{1/2, 1/2, 1/2, 1/2}
	½ 
	- Only applicable when NTRP≤3 and NL=1
- Optional


(*) Supported by legacy Rel-16 




[112] Agreement
On the Type-II codebook refinement for CJT mTRP, regarding CBSR, at least for restricting SD basis selection, the legacy CBSR scheme is fully reused for each of the RRC-configured NTRP CSI-RS resources (resulting in CSI-RS-resource-specific SD beam group restriction)
· FFS: Whether amplitude restriction is CSI-RS-resource-common or specific, and soft vs hard restriction
· FFS: Whether CBSR can be configured to be off for a CSI-RS resource
The same rank restriction is applied across NTRP CSI-RS resources


[112] Agreement
On the Type-II codebook refinement for CJT mTRP, for Rel-16-based refinement, regarding the list of supported combinations of {Ln}, only support the following additional combinations:
	NTRP
	{Ln} combination

	2
	{4,2}

	3
	{2,4,2}, {4,2,2}


No other permutations are supported.
FFS: For NTRP>1, in addition to the supported combinations/permutations, whether to support at least one additional combination where at least one of the Ln values (n=1, …, NTRP) is 6


[112] Agreement
On the Parameter Combination of Type-II codebook refinement for CJT mTRP, support linkage between the list of supported {Ln} combinations and list of supported {pv,} combinations via pairing each combination for {pv,} with at least one combination for {Ln}, for each NTRP value.
· FFS (by RAN1#112bis-e): The exact list of supported pairs/linkage, or restriction of {Ln} when paired to each of {pv,}
· FFS (by RAN1#112bis-e): Whether/How to support configuration signalling for indicating the linkage
· Note: While no additional codebook parameter will be introduced, the total number of SD basis vectors across CSI-RS resources can still be used as a criterion for choosing the supported pairs/linkage



Issue 2 (Type-II Doppler)
[bookmark: _GoBack]“RAN2 impact: RRC, Rel-18 Doppler codebook configuration”
“RAN4 impact: none” 


[110bis-e] Agreement
On the CSI reporting and measurement for the Rel-18 Type-II codebook refinement for high/medium velocities, when UE-side prediction is assumed, support UE “predicting” channel/CSI after slot l where the location of slot l is configured (from multiple candidate values) by gNB via higher-layer signalling
· Candidates of slot l location include the legacy CSI reference resource location (n – nCSI,ref ) and slot (n+δ) where δ ≥ 0
· FFS: Possible value(s) of δ and possible value(s) of WCSI
Note: Per legacy behavior, the legacy CSI reference resource, i.e., (n – nCSI,ref ), is reused for locating the last CSI-RS occasion used for a CSI report
For a UE that supports UE-side prediction, the support of l = (n – nCSI,ref ) is UE optional.



[110bis-e] Agreement
For the Rel-18 Type-II codebook refinement for high/medium velocities, support the following codebook structure where N4 is gNB-configured via higher-layer signaling:
· For N4=1, Doppler-domain basis is the identity (no Doppler-domain compression) reusing the legacy , , and , e.g. 
· For N4>1, Doppler-domain orthogonal DFT basis commonly selected for all SD/FD bases reusing the legacy  and , e.g. 
· Only Q (denoting the number of selected DD basis vectors) >1 is allowed
· TBD (by RAN1#110bis): whether rotation is used or not
· FFS: identical or different rotation factors for different SD components
· FFS: Whether Q is RRC-configured or reported by the UE
Note: Detailed designs for SD/FD bases including the associated UCI parameters follow the legacy specification
FFS: Whether one CSI reporting instance includes multiple  and a single  and  report.



[110bis-e] Agreement 
For the Type-II codebook refinement for high/medium velocities, only CSI reporting over PUSCH is supported 
· Following legacy, support both aperiodic and semi-persistent CSI reporting on PUSCH.


[110bis-e] Agreement
For the Rel-18 Type-II codebook refinement for high/medium velocities, when N4>1, if multiple candidates of Q value are supported, the value of Q is gNB-configured via higher-layer (RRC) signalling


[110bis-e] Agreement
On the CSI reporting and measurement for the Rel-18 Type-II codebook refinement for high/medium velocities, support the following CSI-RS resource types/structures for CMR:
· Time-domain behaviour for NZP CSI-RS resource: periodic (P), semi-persistent (SP), aperiodic (AP)
· FFS: Whether to introduce constraints on allowed configuration
· Down select from the following: 
· Alt1. Support K>1 NZP CSI-RS resources, received via a single triggering instance, for aperiodic (AP) -CSI-RS-based channel measurement in a same CSI-RS resource set where the separation between 2 consecutive AP-CSI-RS resources is m slot(s):
· Alt2. Support one NZP CSI-RS resource in a CSI-RS resource set, where K>1 occasions are received via a single triggering instance, for aperiodic (AP)-CSI-RS-based channel measurement where the separation between 2 consecutive AP-CSI-RS resources is m slot(s).
· For any of the alternatives:
· No CRI is reported
· FFS: Details, e.g., supported value(s) of K, m, other use cases for the AP-CSI-RS resources (e.g., for training filter coefficients, prediction or performance monitoring)
· Support only one NZP CSI-RS resource for P or SP-CSI-RS-based channel measurement


[110bis-e] Agreement
On the CSI reporting and measurement for the Rel-18 Type-II codebook refinement for high/medium velocities, support the following CSI-RS resource types/structures for CMR, support the following: 
· (Alt1) Support K>1 NZP CSI-RS resources, received via a single triggering instance, for aperiodic (AP) CSI-RS-based channel measurement in a same CSI-RS resource set where the separation between 2 consecutive AP-CSI-RS resources is m slot(s)



[111] Conclusion
For the Rel-18 Type-II codebook refinement for high/medium velocities, there is no consensus on applying DD unit for CQI. Therefore, DD unit (of size d slots) is applied only to PMI.
· Note: This conclusion has no impact on the number of CQIs included in one CSI reporting instance (a separate issue to be decided separately)


[111] Agreement
For the Rel-18 Type-II codebook refinement for high/medium velocities, 
· For PMI, DD unit duration of d (in slots) is the duration associated with each of the N4 W2 matrices (combining coefficients before DD compression at the UE, or after DD de-compression at the gNB). 
· TBD (by RAN1#111): The time instance and/or PMI(s) in which a CQI is associated with, given the CSI reporting window WCSI (in slots), and the number of CQI(s) X included in a CSI report 



[111] Agreement
For the Type-II codebook refinement for high/medium velocities, the parameter N4 (length of DFT vector, unit-less) is gNB-configured via higher-layer (RRC) signalling at least from the following set of candidate values: {1, 2, 4} 
· FFS: If additional candidate value(s) of N4 are supported, e.g. 3, 5, 6, 8, 10, 16, 32, as well as the supported Parameter Combination(s)


[111] Agreement
For the Type-II codebook refinement for high/medium velocities, the parameter K (the number of AP-CSI-RS resources for the CMR) is gNB-configured via higher-layer (RRC) signalling at least from the following set of candidate values: {4, 8}
· FFS: If additional candidate value(s) of K are supported, e.g. 5, 12, 16, also taking into account other use cases (e.g. for training filter coefficients, prediction or performance monitoring) and TDD


[111] Agreement
For the Type-II codebook refinement for high/medium velocities, the parameter m (offset between two AP-CSI-RS resources for the CMR, in slots) is gNB-configured via higher-layer (RRC) signalling from the following set of candidate values: {1, 2}
· FFS: Whether 4, 5, 8, 12, and/or 16 are also supported as other candidate value(s)


[111] Agreement
For the Type-II codebook refinement for high/medium velocities, the parameter δ (in slots) is gNB-configured via higher-layer (RRC) signalling from a set of the following candidate values:
· First candidate value: δ=0, 
· 2 additional non-zero values of parameter δ are supported
· FFS: the non-zero value(s), to be selected from 1, 2, 3, 4, 5, 6, and 8 


[111] Agreement
For the Type-II codebook refinement for high/medium velocities, regarding the parameter δ (in slots), support the additional value of 2
· FFS (by RAN1#112): For the last supported additional value, down select between 1, 3, 4, and 5


[111] Agreement
For the Type-II codebook refinement for high/medium velocities, regarding the parameter N4 (length of DFT vector, unit-less), support 8 as an additional candidate value
· FFS (by RAN1#112): Whether any of the following additional candidate values are supported: 3, 5, 16, 32
· The candidate values supported by UE are reported via UE capability (details can be discussed in UE feature). 


[111] Agreement
For the Type-II codebook refinement for high/medium velocities, regarding the parameter d (in slots), 
· Support at least the following candidate value:  
· If the configured CMR is AP-CSI-RS, this candidate value is the configured value of m parameter
· FFS: If the configured CMR is P/SP-CSI-RS
· FFS: Whether in the above two cases, the number of slots between the last CSI-RS occasion no later than the legacy reference resource and the starting of WCSI window shall be integer multiples of d slots.
· FFS: Whether additional candidate value(s) of d are supported, e.g. d<m, d>m, d=1
If more than one candidate values of d are supported, the value of d is gNB-configured via higher-layer (RRC) signalling 


[112] Agreement
For the Rel-18 Type-II codebook refinement for high/medium velocities, regarding the time instance and/or PMI(s) in which a CQI is associated with, given the CSI reporting window WCSI (in slots), as well as the number of CQIs (=X) in one sub-band and one CSI reporting instance, support only the following:
· Basic feature: X=1 and the CQI is associated with the first/earliest slot of the CSI reporting window and the first/earliest of the N4 W2 matrices
· Optional features:
· X=1 and the CQI is associated with:
· the first/earliest slot of the CSI reporting window (slot l) and the first/earliest of the N4 W2 matrices, and 
· the last slot of the CSI reporting window (slot l+WCSI–1) and the N4-thW2 matrix
· X=2 and
· The 1st CQI is associated with the first/earliest slot of the CSI reporting window (slot l) and the first/earliest of the N4 W2 matrices, and 
· The 2nd CQI is associated with the middle slot of the CSI reporting window (slot l+WCSI/2) and the (N4 /2)-thW2 matrix
· FFS: Whether/how to include CQI overhead reduction for X=2


[112] Agreement
For the Type-II codebook refinement for high/medium velocities, regarding the parameter K (the number of AP-CSI-RS resources for the CMR), optionally support only K=12 as an additional candidate value


[112] Agreement
For the Type-II codebook refinement for high/medium velocities, regarding the parameter δ (in slots), in addition to 0 and 2, δ=1 is additionally supported


[112] Agreement
For the Type-II codebook refinement for high/medium velocities, regarding the parameter d (in slots), 
· for P/SP-CSI-RS, support d equal to the periodicity of the CSI-RS resource 
· for AP-CSI-RS, also support d =1


[112] Agreement
For the Type-II codebook refinement for high/medium velocities, 
· The constraint on the maximum number of non-zero coefficients (NZCs) per-layer (K0) is defined jointly across all Q DD basis vectors.
· FFS: How K0 is calculated
· Also support a constraint on the total number of non-zero coefficients (NZCs) summed across all Q DD basis vectors and across all layers:
· Following the legacy specification, the maximum total number is 2K0


[112] Agreement
On the Type-II codebook refinement for high/medium velocities based on Rel-16 regular eType-II codebook (if supported), for the purpose of choosing the supported Parameter Combinations 
· Regarding the codebook parameter pv, in addition to the supported values from the legacy specification, introduce as additional candidate values
· pv =1/8 for v=1,2 (hence 1/16 for v=3,4)
· pv =1/2 for v=1,2,3,4 
· Regarding the codebook parameter , in addition to the supported values from the legacy specification, introduce as an additional candidate value = 1/8
· Regarding the codebook parameter L, the supported values from the legacy specification apply  



Issue 3 (TDCP)
“RAN2 impact: RRC, TDCP reporting configuration”
“RAN4 impact: none” 


[112] Agreement
For aiding gNB determination of codebook switching and SRS periodicity with the Rel-18 TRS -based TDCP reporting, support reporting quantized wideband normalized amplitude/phase of the time-domain correlation profile with Y≥1 delay(s) as follows:
· Basic feature: Y=1 with delay≤ Dbasic symbols, only wideband quantized normalized amplitude is reported
· FFS: Candidate values for delay
· Optional feature: Y=1 with delay>Dbasic symbols and Y≥1, wideband quantized normalized amplitude and phase for each delay are reported 
· For Y>1, the phase can be configured to be absent for all the Y delays
· TBD: Whether the value of Y is configurable or following the delays from the configured TRS resource
· TBD: Candidate value(s) for Y>1
· FFS: Value of Dbasic


[112] Agreement
For the Rel-18 TRS-based TDCP reporting, regarding the value of parameter Y for Y>1, down-select from the following alternatives:
· Alt1. The value of Y is gNB-configured via higher-layer (RRC) signalling
· Alt2. The value of Y follows the delays from the configured TRS resource
· Alt3. The value of Y is UE-selected and reported 
The value of Y is a UE capability



