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1. Introduction
This contribution is a text proposal for TR 38.718-02-01 to include CA_n3A-n7A with UL configuration CA_n3A-n7A BCS 4 & 5.
During the previous meeting，some companies advised to double-check the cross-band isolation for CA_n3A-n7A to determine whether it should align with CA_n3-n41. In this paper, we’d like to discuss and address this issue.
2 Discussion
We use main/diversity antenna topology as RF front-end architecture in our analysis, as shown in figure 1.
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Figure 1 main/diversity antenna topology

In comparison to the n41 RX filter operating within the 2496-2690 MHz, the n7 RX filter operates within the 2620-2690 MHz which is significantly distant from the n3 TX transmission frequency of 1710-1785 MHz. As a result, it is easier for the n7 RX filter to achieve high suppression at the n3 transmission frequency, compared to the n41 filter that operates closer to the n3 TX frequency range.
The attenuation of n41 filter can be shown in figure 2（a） and （b）. The minimum attenuation for band n3 TX frequency range is 20dB. 
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Figure 1  （a）Electric Characteristic of n41 post PA filter 
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Figure 1  （b）Electric Characteristic of n41 post PA filter 

The attenuation of n7 filter can be shown in figure 2 （a）and （b）. The minimum attenuation value for band n3 TX frequency range is 40dB.
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Figure 2  （a）Electric Characteristic of n7 Ant. →RX filter 
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Figure 2  （b）Electric Characteristic of n7 Ant. →RX filter 
It can be seen that n7 duplexers have good attenuation at n3 TX frequency range, and cross-band isolation is not an issue for CA_n3-n7.
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5.x	CA_n3A-n7A
5.x.1	Common for 1 band UL and 2 bands UL CA
5.x.1.1	Operating bands for CA
Table 5.x.1.1-1:  CA band combination of band n3+n7
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	n7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD



5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA band combination of band n3+n7
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n3A-n7A
	CA_n3A-n7A
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	



5.x.1.3	UE co-existence studies
The harmonic / harmonic mixing issue have been analyzed in previous release.
5.x.1.4	∆TIB,c and ∆RIB,c values
The TIB,c and RIB,c have been specified in current spec.
5.x.1.5	REFSENS requirements
For CA_n3A-n7A, there are no harmonics or harmonic mixing issues. Therefore, MSD due to harmonic or harmonic mixing is not needed. Since n7 is very close to Wi-Fi spectrum, the filter needs to provide enough rejection to Wi-Fi. This may impact the filter rejection to n3. However, in comparison to the n41 RX filter operating within the 2496-2690 MHz, the n7 RX filter operates within the 2620-2690 MHz which is significantly distant from the n3 TX transmission frequency of 1710-1785 MHz. As a result, it is easier for the n7 RX filter to achieve high suppression at the n3 transmission frequency, compared to the n41 filter that operates closer to the n3 TX frequency range.
Commercially available n7 duplexer has the attenuation for band n3 TX frequency range better than 40dB. So there is no cross- band isolation issue for CA_n3A-n7A.
5.x.1.6	OOB blocking exception requirements
[bookmark: _GoBack]There is no OOB blocking exception requirements
<End of Text Proposal>
C2 General
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SAFRD2G59MAOFOA  ( Band41 / Unbalanced / 3pin / 1814 )
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SAYEY2G53BGOFOA ( Band7 /Unbalanced /LR /1814)
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