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<<Start of Change>>

[bookmark: _Toc21344442][bookmark: _Toc29801929][bookmark: _Toc29802353][bookmark: _Toc29802978][bookmark: _Toc36107720][bookmark: _Toc37251494][bookmark: _Toc45888401][bookmark: _Toc45889000][bookmark: _Toc61367718][bookmark: _Toc61373101][bookmark: _Toc68231051][bookmark: _Toc69084464][bookmark: _Toc75467475][bookmark: _Toc76509497][bookmark: _Toc76718487][bookmark: _Toc83580834][bookmark: _Toc84405343][bookmark: _Toc84413952]7.3A.3.2.1	ΔRIB,c for two bands
Table 7.3A.3.2.1-1: ΔRIB,c due to CA (two bands)
	Inter-band CA combination
	ΔRIB,c for NR bands (dB)8

	
	Component band in order of bands in configuration9

	CA_n1-n28
	-
	0.2

	CA_n1-n67
	-
	0.2

	CA_n1-n77
	0.2
	0.5

	CA_n1-n78
	-
	0.5

	CA_n2-n48
	0.2
	0.5

	CA_n2-n66
	0.3
	0.3

	CA_n2-n77
	0.2
	0.5

	CA_n2-n78
	0.2
	0.5

	CA_n3-n41
	-
	04 / 0.55

	CA_n3-n67
	0.3
	-

	CA_n3-n74
	0.3
	0.5

	CA_n3-n77
	0.2
	0.5

	CA_n3-n78
	0.2
	0.5

	CA_n3-n79
	-
	0.5

	CA_n5-n12
	0.5
	0.3

	CA_n5-n77
	0.2
	0.5

	CA_n5-n78
	0.2
	0.5

	CA_n7-n8
	-
	0.2

	CA_n7-n40
	-
	0.5

	CA_n7-n46
	0.3
	-

	CA_n7-n66
	0.5
	0.5

	CA_n7-n77
	-
	0.5

	CA_n7-n78
	0.5
	0.5

	CA_n7-n79
	-
	0.5

	CA_n8-n28
	0.2
	0.2

	CA_n8-n77
	0.2
	0.5

	CA_n8-n78
	0.2
	0.5

	CA_n8-n79
	-
	0.5

	CA_n12-n66
	0.5
	-

	CA_n12-n71
	0.8
	0.8

	CA_n12-n77
	0.2
	0.5

	CA_n13-n77
	0.2
	0.5

	CA_n14-n77
	0.2
	0.5

	CA_n18-n77
	-
	0.5

	CA_n18-n78
	-
	0.5

	CA_n20-n78
	-
	0.5

	CA_n20-n40
	-
	0.5

	CA_n24-n48
	0.2
	0.5

	CA_n24-n77
	0.2
	0.5

	CA_n25-n48
	0.2
	0.5

	CA_n25-n66
	0.3
	0.3

	CA_n25-n71
	-
	0.3

	CA_n25-n77
	0.2
	0.5

	CA_n25-n78
	0.2
	0.5

	CA_n25-n85
	-
	0.3

	CA_n26-n77
	-
	0.5

	CA_n26-n78
	-
	0.5

	CA_n28-n71
	0.7
	0.7

	CA_n28-n74
	0.2
	-

	CA_n28-n75
	n28
0.2
	0.2
-

	CA_n28-n77
	0.2
	0.5

	CA_n28-n78
	0.2
	0.5

	CA_n28-n79
	0.2
	0.5

	CA_n29-n77
	0.2
	0.5

	CA_n28-n94
	0.1
	0.2

	CA_n30-n66
	0.5
	0.4

	CA_n30-n77
	-
	0.5

	CA_n34-n40
	0.3
	0.3

	CA_n34-n79
	-
	0.5

	CA_n38-n66
	0.5
	0.5

	CA_n38-n78
	0.4
	0.5

	CA_n38-n79
	0.5
	0.5

	CA_n39-n40
	0.3
	0.3

	CA_n39-n41
	0.22 / 0.23
	0.22 / 0.23

	CA_n39-n79
	-
	0.5

	CA_n40-n77
	0.4
	0.5

	CA_n40-n78
	0.4
	0.5

	CA_n40-n79
	-
	0.5

	CA_n41-n48
	0.5
	0.5

	CA_n41-n66
	0.56 / 17
	0.5

	CA_n41-n71
	-
	0.2

	CA_n41-n771
	-
	0.5

	CA_n41-n781
	-
	0.5

	CA_n41-n79
	0.5
	0.5

	CA_n41-n85
	-
	0.2

	CA_ n46-n48
	-
	0.5

	CA_n46-n78
	-
	0.5

	CA_n48-n53
	0.53
	-

	CA_n48-n66
	0.5
	0.2

	CA_n48-n70
	0.5
	0.2

	CA_n48-n96
	0.5
	-

	CA_n50-n78
	0.22 / 0.23
	0.22 / 0.23

	CA_n66-n77
	0.2
	0.5

	CA_n66-n78
	0.2
	0.5

	CA_n70-n77
	0.2
	0.5

	CA_n70-n78
	0.2
	0.5

	CA_n71-n77
	0.2
	0.5

	CA_n71-n78
	0.2
	0.5

	CA_n74-n77
	-
	0.5

	CA_n74-n78
	-
	0.5

	CA_n75-n78
	-
	0.5

	CA_n76-n78
	-
	0.5

	CA_n77-n85
	0.5
	0.2

	CA_n78-n92
	0.5
	-

	NOTE 1:	The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers.  In the absence of synchronization, the requirements are not within scope of these specifications.
NOTE 2:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2515 – 2690 MHz.
NOTE 5:	The requirement is applied for UE transmitting on the frequency range of 2496 – 2515 MHz.
NOTE 6:	The requirement is applied for UE transmitting on the frequency range of 2545-2690 MHz.
NOTE 7:	The requirement is applied for UE transmitting on the frequency range of 2496-2545 MHz
NOTE 8:	 “-” denotes ΔRIB,c = 0.
NOTE 9:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n77 the band order from left to right is n1 and n77.
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