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1	Overall description
During 106bis-e meeting, RAN4 discussed the signaling support for intra-band non-collocated CA and concluded that the following UE capability reporting is needed. 

	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	intraBandNonColocatedCA-r18
Indicates the UE supports TDD-TDD intra-band non-collocated CA operation with NR carrier aggregation MRTD according to Table 7.6.4-2 in 38.133 [5] and UE RF requirements for intra-band non-collocated CA in 7.10A in 38.101-1 (i.e. CA Type 2 UE). 
If the capability is not reported, the UE supports TDD-TDD intra-band CA operation with NR carrier aggregation MRTD according to Table 7.6.4-1 in 38.133 [5] and intra-band RF requirements except for 7.10A in 38.101-1 (i.e. CA Type 1 UE).
	BC
	No
	TDD only
	FR1 only



2	Actions
To RAN2:
ACTION: 	RAN4 respectfully requests RAN2 to include the above UE capability reporting for support of intra-band non-collocated CA.
3	Dates of next TSG-RAN WG1 meetings
TSG-RAN WG4 Meeting #107                  22th – 26th May 2023             	 Incheon, Korea     
TSG-RAN WG4 Meeting #108                  21th – 25th Aug 2023             	 Toulouse, France     


        			
