[bookmark: DocumentFor][bookmark: Title][bookmark: OLE_LINK3][bookmark: _Toc193024528]3GPP TSG-RAN WG4 Meeting # 106-bis-e                                                      R4-2304470
[bookmark: _GoBack]Online, April 17- April 26, 2023

Source:	China Unicom
Title:	TP for TR38.899 Correction of Note 8 under CA configuration table
Agenda Item:	4.21.2
Document for:	Approval 
1 Introduction
[1] was approved in RAN4-106 meeting to capture analysis for CA_n3A-n78A with PC2 on n3 carrier. However, the Note 8 under the CA configuration was mistakenly written as “Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].”, which should be corrected to “Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination”.
This TP proposed to correct the notes for [1]. 
2 Reference
[1] TR38.850, Rel-18 High power UE (power class 2) for FR1 NR FDD band in UL of NR inter-band CA/DC combinations with y bands downlink (y=2,3,4,5,6) and x bands uplink (x=1); (Release 18), v0.1.0
Text Proposal
[bookmark: _Toc382471341][bookmark: _Toc382471338][bookmark: _Toc401926271]----- Start of TP -----
[bookmark: _Toc3991]5	High Power UE for Inter-band UL CA with PC2 on single FDD band
[bookmark: _Toc32647]5.1	CA_n1A-n78A
5.1.1	UE maximum output power
Table 5.5A.3.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n1A-n78A
	n18
n788
CA_n1A-n78A8
	n1
	5, 10, 15, 20
	0


	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1


	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	2


	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	3


	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	


NOTE 8:	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination.Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].
NOTE 10: 	Only single uplink carriers with power class other than PC3 are listed.

5.2	CA_n3A-n78A
5.2.1	UE maximum output power
Table 5.5A.3.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n3A-n78A
	n38
n788
CA_n3A-n78A8
	n3
	5, 10, 15, 20, 25, 30
	0


	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40,
	1


	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	


NOTE 8:	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination.Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].
NOTE 10: 	Only single uplink carriers with power class other than PC3 are listed.

<<Unchanged omitted>>
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