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<<< Start of changed sections >>>
[bookmark: _Toc122508504][bookmark: _Toc123216576][bookmark: _Toc124184187][bookmark: _Toc124184257]F.2	Common RRM requirements
The requirements and test cases listed in Table F.2-1 are specified in 36.133 Rel-18 [3].
Table F.2-1: RRM requirements for NB-IoT operation over NTN
	Clause
	Description

	4.6A
	Cell Selection and Re-selection Requirements for UE category NB-IoT for Satellite Access

	6.5A
	RRC Re-establishment for NB-IoT UEs for Satellite Access

	6.6A
	Random Access for UE category NB1 for Satellite Access    

	6.9.A
	RRC Connection Redirection to Non-anchor Carrier in NB-IoT for Satellite Access

	7.20A
	UE transmit timing for NB-IoT for Satellite Access

	7.21A
	UE timer accuracy for NB-IoT for Satellite Access

	7.22A
	Timing Advance for NB-IoT for Satellite Access

	7.23A
	Radio Link Monitoring for Category NB-IoT UE for Satellite Access

	8.14A
	Measurements for UE category NB-IoT for Satellite Access   



The requirements and test cases listed in Table F.2-2 are specified in 36.133 Rel-18 [3].
Table F.2-2: RRM requirements for eMTC operation over NTN
	Clause
	Description

	4.7
	Cell Selection and Re-selection Requirements for UE category M1

	5.5A
	E-UTRAN Handover for Cat-M1 UEs for Satellite Access

	6.2.3A
	Random Access Requirements for Cat-M1 UEs for Satellite Access

	6.7A
	RRC Re-establishment for Cat-M1 UEs for Satellite Access  

	6.8A
	RRC Connection Release with Redirection for UE Category M1 for Satellite Access

	7.19A
	Radio Link Monitoring for UE Category M1 for Satellite Access

	7.24A
	UE transmit timing for Category M1 for Satellite Access

	7.27A
	UE timer accuracy for category M1 for Satellite Access

	7.28A
	Timing Advance for Category M1 for Satellite Access   

	8.13A
	Measurements for UE Category M1 for Satellite Access
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