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Introduction
This contribution will discuss how to deal with PC1.5 inter-band CA combination with 2 bands uplink.
Discussion
During RAN#99 new WIDs on PC1.5 inter-band CA and ENDC with 2 bands uplink are proposed by several companies. However, the conclusion for this topic is that no dedicated work for PC1.5 for inter-band UL CA with 2Tx in REL-18. Given that the band combination list excel of the approved revised WID [1] for HPUE basket WI has included some PC1.5 combinations with 2 bands uplink, including FDD+TDD bands and TDD+TDD bands, it is proposed to add the newly requested PC1.5 combinations into the existing HPUE WI as well. The HPUE WID title and objectives need to be updated since currently it only includes single UL for PC1.5.
Nevertheless, some companies may still have concerns on the above approach and propose to postpone the PC1.5 CA with 2 uplink to Rel-19. So, the other option is to remove the PC1.5 combinations with 2 bands uplink from the HPUE WID and introduce new dedicated WI for PC2+PC2 combinations in Rel-19.
Proposal 1: Two options to handle the PC1.5 (PC2+PC2) UL inter-band CA combinations, and option 1 is preferred by us:
· Option1: add the PC2+PC2 combinations into the existing HPUE WI and update the WI contents accordingly including the WI title.
· Option 2: not include the PC2+PC2 combinations in Rel-18 and postpone to Rel-19.
Summary
Proposal 1: Two options to handle the PC1.5 (PC2+PC2) UL inter-band CA combinations, and option 1 is preferred by us:
· Option1: add the PC2+PC2 combinations into the existing HPUE WI.
· Option 2: not include the PC2+PC2 combinations in Rel-18 and postpone to Rel-19.
Reference
[1] RP-230309 “Revised WID: Rel-18 High power UE (power class 1,5 and 2) for a single FR1 NR TDD band in UL of NR inter-band CA/DC combinations with/without NR SUL (supplementary uplink) with y bands downlink (y=2,3,4,5,6) and x bands uplink (x=1,2)”, China Telecom, RAN#99

