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1	Introduction
This TP is to add CA_2A-28A with ULCA.
************************************* Start of TP*****************************************
5.2.x	CA_2-28	
5.2.x.1	Channel bandwidths per operating band for CA
Table 5.2.x.1-1: Inter-band CA operating bands
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD



Table 5.2.x.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_2A-28A
	CA_2A-28A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	



5.2.x.2	Co-existence studies
For 2UL / 2DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 5.2.x-1.
Table 5.2.x.2-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	1850
	1910
	703
	748

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	3700-3820
	1406 – 1496

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	5550-5730
	2109 – 2244

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1207
	1102

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2952
	3117

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4403
	4568

	Two-tone 3rd order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	4802
	5027

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2204
	2414

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6253
	6478

	Two-tone 4th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	1142
	902

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	1456
	1711

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	4662
	4902

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	5809
	6064

	Two-tone 5th order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1207
	1102



Based on Table 5.2.x-1, there are no IMD issues. 
Table 5.2.x.2-2: Requirements for uplink inter-band carrier aggregation (two bands)
	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_2-28
	E-UTRA Band 5, 26, 27, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 4, 10, 42, 43, 50, 51, 66, 74
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA band 2, 25
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	Frequency range
	758
	-
	773
	-32
	1
	3

	
	Frequency range
	773
	-
	803
	-50
	1
	

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.



5.2.x.3	∆TIB and ∆RIB values
Relaxation values for CA_2-28 are already specified.
5.2.x.4	REFSENS Requirements
No additional REFSENS requirements needed when compared to CA_2A-28A.

************************************* End of TP*****************************************
