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1 Introduction
[bookmark: OLE_LINK4][bookmark: OLE_LINK8][bookmark: OLE_LINK5][bookmark: OLE_LINK6]For the maximum output power for inter-band CA_n5-n77, CA_n66-n77 and CA_n71-n77, there are contents related to intra-band non-contiguous CA and high power limits included. However, due to this TR is for PC3 inter-band UL CA, and the TR aims to capture the PC3 inter-band UL CA specific requirements analysis, while intra-band non-contiguous CA and high power limits are the separated topics, they are beyond the TR’s scope.
Meanwhile, the template for the maximum output power for inter-band CA can be found in sub-clause 5.x.2.1-1 in TR38.718-02-01. In the other words, the maximum output power for inter-band CA_n5-n77, CA_n66-n77and CA_n71-n77 are not aligned with the templates.
[bookmark: _Toc22319][bookmark: _Toc5471][bookmark: _Toc17838][bookmark: _Toc109047246][bookmark: _Toc31179]5.x.2.1	Maximum output power for inter-band CA
Table 5.x.2.1-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_nXA-nYA
	23
	+x/-y


Therefore, to avoid unnecessary misunderstanding, especially for the high power limits, it is necessary to remove the contents which are beyond the scope of this TR.
This contribution provides a text proposal to remove the intra-band UL CA and high power limits information in the TR38.718-02-01.
2 Reference
[bookmark: OLE_LINK7][1] TR38.718-02-01,Rel-18 NR Inter-band Carrier Aggregation/Dual Connectivity for 2 bands DL with x bands UL (x=1,2),v0.4.0
Text Proposal
[bookmark: _Toc382471338][bookmark: _Toc382471341][bookmark: _Toc401926271]----- Start of TP -----
[bookmark: _Toc22784][bookmark: _Toc3929][bookmark: _Toc23125][bookmark: _Toc2826][bookmark: _Toc31741][bookmark: _Toc20042][bookmark: _Toc25515][bookmark: _Toc4312][bookmark: _Toc26581][bookmark: _Toc26717][bookmark: _Toc26029]5.14.2		Specific for 2 bands UL CA
[bookmark: _Toc3613][bookmark: _Toc3694][bookmark: _Toc20632][bookmark: _Toc18195][bookmark: _Toc23761][bookmark: _Toc32320][bookmark: _Toc16629][bookmark: _Toc24051][bookmark: _Toc11562][bookmark: _Toc28581][bookmark: _Toc23999]5.14.2.1	Maximum output power for inter-band CA
There’s nothing new to adding n77(2A) to these requirements. The requirements are already covered in 38.101-1.
Table 5.14.2A.1.1-1: UE Power Class for intraband non-contiguous CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n77(2A)
	23
	+2/-3



Table 5.14.2A.1.3-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	CA_n5A-n77A
	
	
	266,7
	+2/-3
	23
	+2/-3
	
	

	NOTE 6:	The UE supports PC3 within NR FDD band, and supports either PC3 or PC2 within NR TDD band.
NOTE 7:  The UE that supports PC3 within an NR TDD or FDD band and supports PC2 within a second NR TDD band may signal a [HigherPowerLimitCADC] capability whereby the maximum output power indicated in the table may be exceeded in accordance with sub-clause 6.2A.4.1.3. The power classes referenced are according to the reported [powerClassPerBand] if indicated or ue-PowerClass otherwise



	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n5A-n77A
	23
	+2/-3



[bookmark: OLE_LINK2]<Next changes>
5.17.2		Specific for 2 bands UL CA
[bookmark: _Toc23344][bookmark: _Toc7248]5.17.2.1	Maximum output power for inter-band CA
There’s nothing new to adding n77(2A) to these requirements. The requirements are already covered in 38.101-1.
Table 5.17.2A.1.1-1: UE Power Class for intraband non-contiguous CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n77(2A)
	23
	+2/-3



Table 5.17.2A.1.3-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	CA_n66A-n77A
	
	
	266,7
	+2/-3
	23
	+2/-3
	
	

	NOTE 6:	The UE supports PC3 within NR FDD band, and supports either PC3 or PC2 within NR TDD band.
NOTE 7:  The UE that supports PC3 within an NR TDD or FDD band and supports PC2 within a second NR TDD band may signal a [HigherPowerLimitCADC] capability whereby the maximum output power indicated in the table may be exceeded in accordance with sub-clause 6.2A.4.1.3. The power classes referenced are according to the reported [powerClassPerBand] if indicated or ue-PowerClass otherwise



	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n66A-n77A
	23
	+2/-3



<Next changes>
[bookmark: _Toc18603][bookmark: _Toc2126][bookmark: OLE_LINK1]5.18.2		Specific for 2 bands UL CA
[bookmark: _Toc30339][bookmark: _Toc30349]5.18.2.1	Maximum output power for inter-band CA
There’s nothing new to adding n77(2A) to these requirements. The requirements are already covered in 38.101-1.
Table 5.18.2A.1.1-1: UE Power Class for intraband non-contiguous CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n77(2A)
	23
	+2/-3



Table 5.18.2A.1.3-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	CA_n71A-n77A
	
	
	266,7
	+2/-3
	23
	+2/-3
	
	

	NOTE 6:	The UE supports PC3 within NR FDD band, and supports either PC3 or PC2 within NR TDD band.
NOTE 7:  The UE that supports PC3 within an NR TDD or FDD band and supports PC2 within a second NR TDD band may signal a [HigherPowerLimitCADC] capability whereby the maximum output power indicated in the table may be exceeded in accordance with sub-clause 6.2A.4.1.3. The power classes referenced are according to the reported [powerClassPerBand] if indicated or ue-PowerClass otherwise



	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n71A-n77A
	23
	+2/-3



----- End of TP -----

	 1/2
