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1. Introduction
[bookmark: OLE_LINK2]A text proposal for TR 37.718-11-21 to update MSD values for DC_(n)3_n78.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc129078772]6.28.5	MSD
Based on the co-existence studies there is a need to define MSD values. MSD value of n3 from DC_(n)3-n78 is reused from CA_n3-n78. The same reasoning that was agreed for DC_66_(n)5AA (R4-2219703) is applied and an MSD value of 27dB is used.
Table 6.28.2.2-1: MSD test points for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	Band / Channel bandwidth / NRB / Duplex mode

	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_(n)3AA-n78A
DC_(n)3AA-n78(2A)
	3
	1740
	5
	25
	1835
	31.9
	IMD24

	
	n3
	N/A
	5
	N/A
	1840
	[28.9]27.0
	IMD24

	
	n78
	3575
	5
	25
	3575
	N/A
	N/A

	NOTE 4:	This band is subject to IMD5 also which MSD is not specified.



---End of changes---
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