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1. Introduction
At RAN plenary #98, several three-band EN-DC combinations have been requested with uplink (UL) configuration DC_8B_n78A [1]. This contribution proposes a test point to evaluate band 3 MSD for DC_3A-8B_n78A due to a 1st order triple interference resulting from uplink (UL) transmit configuration DC_8B_n78A. We invite interested companies to evaluate the corresponding MSD at RAN4 meeting #107.
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The guidelines of way forward (WF) [2] indicate that band 3 may be affected by 1st order triple beat (TB) for DC_3A-8B_n78A due to UL configuration DC_8B_n78A. We propose the MSD test point captured in Table 1 and invite interested companies to provide the band 3 MSD analysis at the RAN4 meeting #107.
Proposal: Interested companies are invited to study the band 3 MSD for the test point captured in Table 1.
[bookmark: _Ref131521361]Table 1: Band 3 TB MSD test point proposal for DC_3A-8B_n78A
	ENDC band combination
	NR/LTE band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	
	3
	N/A
	5
	N/A
	1845
	[FFS]
	FDD
	IMD3

	DC_3A-8B_n78A
	8
	900
	10
	1 (RBSTART=20)
	945
	N/A
	FDD
	N/A

	
	
	910
	10
	1 (RBSTART=45)
	955
	N/A
	FDD
	N/A

	
	n78
	3660
	10
	25 (RBSTART=0)
	3660
	N/A
	TDD
	N/A


3. Conclusion
This contribution invites interested companies to analyse the band 3 MSD for the DC_3A-8B_n78A test point captured in Table 1. 
Proposal: Interested companies are invited to study the band 7 MSD for the test point captured in Table 1.
Table 1: Band 3 TB MSD test point proposal for DC_3A-8B_n78A
	ENDC band combination
	NR/LTE band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	
	3
	N/A
	5
	N/A
	1845
	[FFS]
	FDD
	IMD3

	DC_3A-8B_n78A
	8
	900
	10
	1 (RBSTART=20)
	945
	N/A
	FDD
	N/A

	
	
	910
	10
	1 (RBSTART=45)
	955
	N/A
	FDD
	N/A

	
	n78
	3660
	10
	25 (RBSTART=0)
	3660
	N/A
	TDD
	N/A
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