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1. Introduction
This contribution provides a text proposal for TS 38.876: On transmitter spurious emissions in clause 7.2.2.4 and transmitter intermodulation in clause 7.2.2.5 [1].
2. Reference
[1] TS 38.876, 0.2.0
[bookmark: DocumentFor]
3. Text proposal
---------------------------------------------------Start of Text proposal---------------------------------------------------------
<Start of Change 1>
[bookmark: _Toc24574][bookmark: _Toc117668899]7.2.2 Tx requirements
7.2.2.4 Transmitter spurious emissions
Since transmitter spurious emissions for TN BS should meet the requirements of ITU-R SM329, CEPT, and FCC etc., the spurious emission requirement defined in TS 38.104 for TN BS is sufficient for ATG.
The same spurious emission requirement defined in TS 38.104 for TN BS can be reused.
7.2.2.5 Transmitter intermodulation
In the standard discussion, it's supposed that there’s no surrounding interfering BS with same bands existing for ATG BS. But some other scenarios were identified, for example, interfering signals from other bands or other asynchronous BS, also temporary interferers could occur close to the ATG BS. Therefore, it was agreed that it is important to verify that the ATG BS will still meet all emissions requirements, including regulatory requirements robustly.
It was agreed that the Tx IM requirement in TS 38.104 can be reused to guarantee the performance of the ATG BS.

<End of Change 1>
---------------------------------------------------End of Text proposal---------------------------------------------------------
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