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The RF channel positions on the channel raster in each NR operating band are given through the applicable NR-ARFCN in Table 5.4.2.3‑1, using the channel raster to resource element mapping in clause 5.4.2.2.
[bookmark: _Hlk499903272]For NR operating bands with 100 kHz channel raster, ΔFRaster = 20 × ΔFGlobal. In this case every 20th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as <20>.
For NR operating bands with 15 kHz channel raster below 3GHz, ΔFRaster = I × ΔFGlobal, where I ϵ {3,6}. Every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as < I >.
For NR operating bands with 15 kHz channel raster above 3GHz, ΔFRaster = I × ΔFGlobal, where I ϵ {1,2}. Every Ith  NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <I>.
In frequency bands with two or more ΔFRaster, the higher ΔFRaster: For 15 kHz and 30 kHz channel raster applies to channels using only the SCS that is equal to or larger than the higher ΔFRaster and SSB SCS is equal to the higher ∆FRaster.
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band
	NR operating band
	ΔFRaster
(kHz) 
	Uplink
Range of NREF
(First – <Step size> – Last)
	Downlink
Range of NREF
(First – <Step size> – Last)

	n1
	100
	384000 – <20> – 396000
	422000 – <20> – 434000

	n2
	100
	370000 – <20> – 382000
	386000 – <20> – 398000

	n3
	100
	342000 – <20> – 357000
	361000 – <20> – 376000

	n5
	100
	164800 – <20> – 169800
	173800 – <20> – 178800

	n7
	100
	500000 – <20> – 514000
	524000 – <20> – 538000

	n8
	100
	176000 – <20> – 183000
	185000 – <20> – 192000

	n12
	100
	139800 – <20> – 143200
	145800 – <20> – 149200

	n13
	100
	155400 – <20> – 157400
	149200 – <20> – 151200

	n14
	100
	157600 – <20> – 159600
	151600 – <20> – 153600

	n18
	100
	163000 – <20> – 166000
	172000 – <20> – 175000

	n20
	100
	166400 – <20> – 172400
	158200 – <20> – 164200

	n24
	100
	325300 – <20> – 332100
	305000 – <20> – 311800

	n25
	100
	370000 – <20> – 383000
	386000 – <20> – 399000

	n26
	100
	162800 – <20> – 169800
	171800 – <20> – 178800

	n28
	100
	140600 – <20> – 149600
	151600 – <20> – 160600

	n29
	100
	N/A
	143400 – <20> – 145600

	n30
	100
	461000 – <20> – 463000
	470000 – <20> – 472000

	n34
	100
	402000 – <20> – 405000
	402000 – <20> – 405000

	n38
	100
	514000 – <20> – 524000
	514000 – <20> – 524000

	n39
	100
	376000 – <20> – 384000
	376000 – <20> – 384000

	n40
	100
	460000 – <20> – 480000
	460000 – <20> – 480000

	n41
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	n462
	15
	743334 – <1> – 795000
	743334 – <1> – 795000

	n47
	15
	790334 – <1> – 795000
	790334 – <1> – 795000

	n48
	15
	636667 – <1> – 646666
	636667 – <1> – 646666

	
	30
	636668 – <2> – 646666
	636668 – <2> – 646666

	n50
	100
	286400 – <20> – 303400
	286400 – <20> – 303400

	n51
	100
	285400 – <20> – 286400
	285400 – <20> – 286400

	n53
	100
	496700 – <20> – 499000
	496700 – <20> – 499000

	n54
	100
	334000 – <20> – 335000
	334000 – <20> – 335000

	n65
	100
	384000 – <20> – 402000
	422000 – <20> – 440000

	n66
	100
	342000 – <20> – 356000
	422000 – <20> – 440000

	n67
	100
	N/A
	147600 – <20> – 151600

	n70
	100
	339000 – <20> – 342000
	399000 – <20> – 404000

	n71
	100
	132600 – <20> – 139600
	123400 – <20> – 130400

	n74
	100
	285400 – <20> – 294000
	295000 – <20> – 303600

	n75
	100
	N/A
	286400 – <20> – 303400

	n76
	100
	N/A
	285400 – <20> – 286400

	n77
	15
	620000 – <1> – 680000
	620000 – <1> – 680000

	
	30
	620000 – <2> – 680000
	620000 – <2> – 680000

	n78
	15
	620000 – <1> – 653333
	620000 – <1> – 653333

	
	30
	620000 – <2> – 653332
	620000 – <2> – 653332

	n79
	15
	693334 – <1> – 733333
	693334 – <1> – 733333

	
	30
	693334 – <2> – 733332
	693334 – <2> – 733332

	n80
	100
	342000 – <20> – 357000
	N/A

	n81
	100
	176000 – <20> – 183000
	N/A

	n82
	100
	166400 – <20> – 172400 
	N/A

	n83
	100
	140600 – <20> –149600
	N/A

	n84
	100
	384000 – <20> – 396000
	N/A

	n85
	100
	139600 – <20> – 143200
	145600 – <20> – 149200

	n86
	100
	342000 – <20> – 356000
	N/A

	n89
	100
	164800 – <20> – 169800
	N/A

	n90
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	
	100
	499200 – <20> – 538000
	499200 – <20> – 538000

	n91
	100
	166400 – <20> – 172400
	285400 – <20> – 286400

	n92
	100
	166400 – <20> – 172400
	286400 – <20> – 303400

	n93
	100
	176000 – <20> – 183000
	285400 – <20> – 286400

	n94
	100
	176000 – <20> – 183000
	286400 – <20> – 303400

	n95
	100
	402000 – <20> – 405000
	N/A

	n963
	15
	795000 – <1> – 875000
	795000 – <1> – 875000

	n97
	100
	460000 – <20> – 480000
	N/A

	n98
	100
	376000 – <20> – 384000
	N/A

	n99
	100
	325300 – <20> – 332100
	N/A

	n100
	100
	174880 – <20> – 176000
	183880 – <20> – 185000

	n101
	100
	380000 – <20> – 382000
	380000 – <20> – 382000

	n1024
	15
	795000 – <1> – 828333
	795000 – <1> – 828333

	n104
	15
	828334 – <1> – 875000
	828334 – <1> – 875000

	
	30
	828334 – <2> – 875000
	828334 – <2> – 875000

	n105
	100
	132600 – <20> – 140600
	122400 – <20> – 130400

	NOTE 1:	The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used.
NOTE 2:	The following NREF are allowed for operation in Band n46: see Table 5.4.2.3-2.
NOTE 3:	The following NREF are allowed for operation in Band n96: see Table 5.4.2.3-3.
NOTE 4:	The following NREF are allowed for operation in Band n102: see Table 5.4.2.3-4.



Table 5.4.2.3-2: Allowed NREF (NR-ARFCN) for operation in Band n46
	Channel Bandwidth
	Allowed NREF

	10 MHz
	782000, 788668

	20 MHz
	744000, 745332, 746668, 748000, 749332, 750668, 752000, 753332, 754668, 756000, 765332, 766668, 768000, 769332, 770668, 772000, 773332, 774668, 776000, 777332, 778668, 780000, 781332, 783000, 784332, 785668, 787000, 788332, 789668, 791000, 792332, 793668

	40 MHz
	744668, 746000, 748668, 751332, 754000, 755332, 766000, 767332, 770000, 772668, 775332, 778000, 780668, 783668, 786332, 787668, 790332, 793000

	60 MHz
	745332, 746668, 748000, 752000, 753332, 754668, 766668, 768000, 769332, 773332, 774668, 778668, 780000, 784332, 785668, 791000, 792332

	80 MHz
	746000, 747332, 752668, 754000, 767332, 768668, 774000, 779332, 785000, 791668

	100 MHz
	746668, 753332, 768000, 791000

	NOTE:	10 MHz channel bandwidth shall only apply in certain regions where the absence of non 3GPP technologies can be guaranteed on a long-term basis in this version of specification.



Table 5.4.2.3-3: Allowed NREF (NR-ARFCN) for operation in Band n96
	Channel Bandwidth
	Allowed NREF

	20 MHz
	7956671, 797000, 798332, 799668, 801000, 802332, 803668, 805000, 806332, 807668, 809000, 810332, 811668, 813000, 814332, 
815668, 817000, 818332, 819668, 821000, 822332, 823668, 825000, 826332, 827668, 829000, 830332, 831668, 833000, 834332, 835668, 837000, 838332, 839668, 841000, 842332, 843668, 845000, 846332, 847668, 849000, 850332, 851668, 853000, 854332, 855668, 857000, 858332, 859668, 861000, 862332, 863668, 865000, 866332, 867668, 869000, 870332, 871668, 873000, 874332

	40 MHz
	797668, 800332, 803000, 805668, 808332, 811000, 813668, 816332, 819000, 821668, 824332, 827000, 829668, 832332, 835000, 837668, 840332, 843000, 845668, 848332, 851000, 853668, 856332, 859000, 861668, 864332, 867000, 869668, 
872332

	60 MHz
	798332, 799668, 803668, 805000, 809000, 810332, 814332, 815668, 819668, 821000, 825000, 826332, 830332, 831668, 835668, 837000, 841000, 842332, 846332, 847668, 851668, 853000, 857000, 858332, 862332, 863668, 867668, 869000, 873000

	80 MHz
	799000, 804332, 809668, 815000, 820332, 825668, 831000, 836332, 841668, 847000, 852332, 857668, 863000, 868332

	100 MHz
	799668, 803668, 810332, 814332, 821000, 825000, 831668, 835668, 842332, 846332, 853000, 857000,
863668, 867668, 869000, 870332, 871668

	NOTE 1: This NREF is applicable only to downlink.



Table 5.4.2.3-4: Allowed NREF (NR-ARFCN) for operation in Band n102
	Channel Bandwidth
	Allowed NREF

	20 MHz
	7956671, 797000, 798332, 799668, 801000, 802332, 803668, 805000, 806332, 807668, 809000, 810332, 811668, 813000, 814332, 
815668, 817000, 818332, 819668, 821000, 822332, 823668, 825000, 826332, 827668

	40 MHz
	797668, 800332, 803000, 805668, 808332, 811000, 813668, 816332, 819000, 821668, 824332, 827000

	60 MHz
	798332, 799668, 803668, 805000, 809000, 810332, 814332, 815668, 819668, 821000, 825000, 826332

	80 MHz
	799000, 804332, 809668, 815000, 820332, 825668

	100 MHz
	799668, 803668, 810332, 814332, 821000, 825000

	NOTE 1: This NREF is applicable only to downlink.
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[bookmark: _Toc21344235][bookmark: _Toc29801719][bookmark: _Toc29802143][bookmark: _Toc29802768][bookmark: _Toc36107510][bookmark: _Toc37251269][bookmark: _Toc45888071][bookmark: _Toc45888670][bookmark: _Toc61367311][bookmark: _Toc61372694][bookmark: _Toc68230634][bookmark: _Toc69084047][bookmark: _Toc75467056][bookmark: _Toc76509078][bookmark: _Toc76718068][bookmark: _Toc83580378][bookmark: _Toc84404887][bookmark: _Toc84413496][bookmark: _Toc61367404][bookmark: _Toc61372787][bookmark: _Toc68230728][bookmark: _Toc69084141][bookmark: _Toc75467151][bookmark: _Toc76509173][bookmark: _Toc76718163][bookmark: _Toc83580473][bookmark: _Toc84404982][bookmark: _Toc84413591][bookmark: _Toc61367411][bookmark: _Toc61372794][bookmark: _Toc68230735][bookmark: _Toc69084148][bookmark: _Toc75467158][bookmark: _Toc76509180][bookmark: _Toc76718170][bookmark: _Toc83580480][bookmark: _Toc84404989][bookmark: _Toc84413598]6.2.3	UE additional maximum output power reduction
[bookmark: _Toc21344236][bookmark: _Toc29801720][bookmark: _Toc29802144][bookmark: _Toc29802769][bookmark: _Toc36107511][bookmark: _Toc37251270][bookmark: _Toc45888072][bookmark: _Toc45888671][bookmark: _Toc61367312][bookmark: _Toc61372695][bookmark: _Toc68230635][bookmark: _Toc69084048][bookmark: _Toc75467057][bookmark: _Toc76509079][bookmark: _Toc76718069][bookmark: _Toc83580379][bookmark: _Toc84404888][bookmark: _Toc84413497]6.2.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2. Unless stated otherwise, Edge RB allocations get the same AMPR as Outer RB allocations. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. In case of a power class 3 UE, when IE powerBoostPi2BPSK  is set to 1, power class 2 A-MPR values apply. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A. 
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where CEIL{x, 0.5} means x rounding upwards to closest 0.5dB, NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions.
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1.
[bookmark: _Hlk516051685]Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
(NOTE 8)
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	Table 5.3.2-1
	N/A

	NS_03
	6.5.2.3.3
	n2, n25, n66,
n70, n86
	
	
	Clause 6.2.3.7

	NS_03U
	6.5.2.3.3, 6.5.2.4.2
	n2, n25, n66, n86 (NOTE 1)
	
	
	Clause 6.2.3.7

	NS_04
	6.5.2.3.2, 6.5.3.3.1
	n41, n90
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	
	Clause 6.2.3.2

	NS_05
	6.5.3.3.4
	n1, n65, n84 (NOTE 1)
	5, 10, 15, 20 (NOTE 2)
	
	Clause 6.2.3.4 (NOTE 7)

	NS_05U
	6.5.3.3.4, 6.5.2.4.2
	n1, n65, n84
	5, 10, 15, 20
	
	Clause 6.2.3.4 (NOTE 7)

	NS_06
	6.5.2.3.4
	n12, n85
	5, 10, 15
	
	Clause
6.2.3.3212

	
	
	n14
	5,10
	
	

	NS_07
	6.5.3.3.26
	n13
	5,10
	Table 6.2.3.29-1
	Table
6.2.3.29-2

	NS_10
	
	n20, n82
	15, 20
	Table 6.2.3.3-1
	Table
6.2.3.3-1

	NS_12
	6.5.3.3.17
	n26
	5,10
	Table 6.2.3.21-1
	Table 6.2.3.21-2

	NS_13
	6.5.3.3.18
	n26
	5
	Table 6.2.3.22-1
	Table 6.2.3.22-2

	NS_14
	6.5.3.3.19
	n26
	10,15,20
	Table 6.2.3.23-1
	Table 6.2.3.23-2

	NS_15
	6.5.3.3.20
	n26
	5,10,15,20
	Table 6.2.3.24-1
	Table 6.2.3.24-2

	NS_17
	6.5.3.3.2
	n28, n83
	5,10
	Table 5.3.2-1
	N/A

	NS_18
	6.5.3.3.3
	n28, n83
	5
	
	Table 6.2.3.13-1, A1

	
	
	
	10, 15, 20
	
	Table 6.2.3.13-1, A2

	
	
	
	25, 30
	
	Table 6.2.3.13-1, A3, A4, A5

	NS_21
	6.5.3.3.12
	n30
	5, 10
	
	Clause 6.2.3.14

	NS_24
	6.5.3.3.13
	n65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.3.15-1
	Clause 6.2.3.15

	NS_27
	6.5.2.3.8
6.5.3.3.14
	n48
	5, 10, 15, 20, 30, 40
	Table 6.2.3.16-1
	Table 6.2.3.16-2

	NS_35
	6.5.2.3.1
	n71
	5, 10, 15, 20
	Table 5.3.2-1
	Clause
6.2.3.3111

	NS_37
	6.5.3.3.6
	n74
(NOTE 3)
	10, 15
	Table 6.2.3.8-1
	Table
6.2.3.8-1

	NS_38
	6.5.3.3.7
	n74
	5, 10, 15, 20
	Table 6.2.3.9-1
	Table
6.2.3.9-1

	NS_39
	6.5.3.3.8
	n74
	10, 15, 20
	Table 6.2.3.10-1
	Table 6.2.3.10-1

	NS_40
	6.5.3.3.9
	n51
	5
	
	Table
6.2.3.5-1

	NS_41
	6.5.3.3.10
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.11-1

	NS_42
	6.5.3.3.11
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.12-1

	NS_43
	6.5.3.3.5
	n8, n81
	5, 10, 15
	
	Clause 6.2.3.6

	NS_43U
	6.5.3.3.5, 6.5.2.4.2
	n8, n81 (NOTE 1)
	5, 10, 15
	
	Clause 6.2.3.6

	NS_44
	6.5.3.3.24
	n38
	25, 30, 40
	Table 6.2.3.20-1
	Table 6.2.3.20-1

	NS_45
	6.5.3.3.21
	n53
	5, 10
	
	Clause 6.2.3.25

	NS_46
	6.5.3.3.25
	n7
	25, 30, 35, 40, 50
	Table 6.2.3.17-1
	Table 6.2.3.17-2

	NS_47
	6.5.3.3.15
	n41 (Note 5)
	30
	Table 6.2.3.18-1
	Table 6.2.3.18-2

	NS_48
	6.5.3.3.22
	n1 and n84
	10, 15, 20, 25, 30, 40, 45, 50
	Table 6.2.3.26-1,
Table 6.2.3.26-3
	Table 6.2.3.26-2,
Table 6.2.3.26-4 (NOTE 7)

	NS_49
	6.5.3.3.23
	n1 and n84
	10, 15, 20, 25, 30, 40, 45, 50
	Table 6.2.3.27-1,
Table 6.2.3.27-3
	Table 6.2.3.27-2,
Table 6.2.3.27-4 (NOTE 7)

	NS_50
	6.5.3.3.16
	n39, n98
	10, 15, 20, 25, 30, 40
	
	Clause 6.2.3.19

	NS_51
	6.5.3.3.22
	n65
	50
	Table 6.2.3.28-1
	Table 6.2.3.28-2

	NS_55
	NOTE 6
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	N/A

	NS_56
	6.5.3.3.27
	n24, n99
	5, 10
	
	Clause 6.2.3.30

	NS_57
	NOTE 10
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	N/A

	NS_100
	6.5.2.4.2
	n1, n2, n3, n5, n8, n18, n25, n26, n65, n66, n80, n81, n84, n86, n89
(NOTE 1)
	
	
	Table
6.2.3.1-2

	NOTE 1:	This NS can be signalled for NR bands that have UTRA services deployed.
NOTE 2:	No A-MPR is applied for 5 MHz BWChannel where the upper channel edge is ≥ 1930 MHz,10 MHz BWChannel where the upper channel edge is ≥ 1950 MHz and 15 MHz BWChannel where the upper channel edge is ≥ 1955 MHz and 20 MHz BWChannel where the upper channel edge is ≥ 1970 MHz.
NOTE 3:	Applicable when the NR carrier is within 1447.9 – 1462.9 MHz.
NOTE 4:	Applicable when the upper edge of the channel bandwidth frequency is greater than 1980 MHz.
NOTE 5:	Applicable when the NR carrier is within 2545 – 2575 MHz.
NOTE 6:	This NS value is applicable for cells in the range 3450 – 3550 MHz for operations in the USA. This NS value does not indicate any additional spurious emission and maximum output power reduction requirements.
NOTE 7: 	The 1Tx architecture is assumed. For power class 2 UE indicating txDiversity-r16 [TS 38.306], the additional relaxation of [2] dB is applicable.
NOTE 8:	The NS_01 label with the field additionalPmax [7] absent is default for all NR bands.
NOTE 9:	Void
NOTE 10:	This NS value is applicable for cells in the range 3650-3980 MHz for operations in Canada. This NS value does not indicate any additional spurious emission and maximum output power reduction requirements.
NOTE 11: Applicable only for power class 1 operation.
NOTE 12: Applicable only for power class 1 operation on band n85.



Table 6.2.3.1-1A: Mapping of network signalling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n1
	NS_01
	NS_100
	NS_05
	NS_05U
	NS_48
	NS_49
	
	Reserved

	n2
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	Reserved

	n3
	NS_01
	NS_100
	
	
	
	
	
	Reserved

	n5
	NS_01
	NS_100
	
	
	
	
	
	Reserved

	n7
	NS_01
	NS_46
	
	
	
	
	
	Reserved

	n8
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	Reserved

	n12
	NS_01
	NS_06
	
	
	
	
	
	Reserved

	n13
	NS_01
	NS_06
	NS_07
	
	
	
	
	Reserved

	n14
	NS_01
	NS_06
	
	
	
	
	
	Reserved

	n18
	NS_01
	NS_100
	
	
	
	
	
	Reserved

	n20
	NS_01
	Void
	NS_10
	
	
	
	
	Reserved

	n24
	NS_01
	NS_56
	
	
	
	
	
	Reserved

	n25
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	Reserved

	n26
	NS_01
	NS_100
	NS_12
	NS_13
	NS_14
	NS_15
	
	Reserved

	n28
	NS_01
	NS_17
	NS_18
	
	
	
	
	Reserved

	n30
	NS_01
	NS_21
	
	
	
	
	
	Reserved

	n34
	NS_01
	
	
	
	
	
	
	Reserved

	n38
	NS_01
	NS_44
	
	
	
	
	
	Reserved

	n39
	NS_01
	NS_50
	
	
	
	
	
	Reserved

	n40
	NS_01
	
	
	
	
	
	
	Reserved

	n41
	NS_01
	NS_04
	NS_47
	
	
	
	
	Reserved

	n48
	NS_01
	NS_27
	
	
	
	
	
	Reserved

	n50
	NS_01
	NS_41
	NS_42
	
	
	
	
	Reserved

	n51
	NS_01
	NS_40
	
	
	
	
	
	Reserved

	n53
	NS_01
	NS_45
	
	
	
	
	
	Reserved

	n65
	NS_01
	NS_24
	NS_100
	NS_05
	NS_05U
	NS_51
	
	Reserved

	n66
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	Reserved

	n70
	NS_01
	NS_03
	
	
	
	
	
	Reserved

	n71
	NS_01
	NS_35
	
	
	
	
	
	Reserved

	n74
	NS_01
	NS_37
	NS_38
	NS_39
	
	
	
	Reserved

	n77
	NS_01
	NS_55
	NS_57
	
	
	
	
	Reserved

	n78
	NS_01
	
	
	
	
	
	
	Reserved

	n79
	NS_01
	
	
	
	
	
	
	Reserved

	n80
	NS_01
	NS_100
	
	
	
	
	
	Reserved

	n81
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	Reserved

	n82
	NS_01
	Void
	NS_10
	
	
	
	
	Reserved

	n83
	NS_01
	NS_17
	NS_18
	
	
	
	
	Reserved

	n84
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	Reserved

	n85
	NS_01
	NS_06
	
	
	
	
	
	Reserved

	n86
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	Reserved

	n89
	NS_01
	NS_100
	
	
	
	
	
	Reserved

	n91
	NS_01
	
	
	
	
	
	
	Reserved

	n92
	NS_01
	
	
	
	
	
	
	Reserved

	n93
	NS_01
	
	
	
	
	
	
	Reserved

	n94
	NS_01
	
	
	
	
	
	
	Reserved

	n95
	NS_01
	
	
	
	
	
	
	Reserved

	n97
	NS_01
	
	
	
	
	
	
	Reserved

	n98
	NS_01
	NS_50
	
	
	
	
	
	Reserved

	n99
	NS_01
	NS_56
	
	
	
	
	
	Reserved

	n1042
	NS_01
	
	
	
	
	
	
	Reserved

	n105
	NS_01
	
	
	
	
	
	
	Reserved

	NOTE 1:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].
NOTE 2:	Additional emission requirements and associated network signalling for Band n104 are not defined in this version of the specification but may be forthcoming in the future.



Table 6.2.3.1-2: A-MPR for NS_100 (UTRA protection)
	Modulation/Waveform
	Outer (dB)

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 2

	
	QPSK
	≤ 2

	
	16 QAM
	≤ 2.5

	
	64 QAM
	≤ 3

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 4

	
	16 QAM
	≤ 4

	
	64 QAM
	≤ 4

	
	256 QAM
	≤ 6.5

	NOTE 1:	Void
NOTE 2:	Void



<<< Unchanges sections are skipped >>>

6.2F	Transmitter power for shared spectrum channel access
[bookmark: _Toc61367405][bookmark: _Toc61372788][bookmark: _Toc68230729][bookmark: _Toc69084142][bookmark: _Toc75467152][bookmark: _Toc76509174][bookmark: _Toc76718164][bookmark: _Toc83580474][bookmark: _Toc84404983][bookmark: _Toc84413592]6.2F.1	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of shared spectrum channel access carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2F.1-1: UE Power Class
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)

	n46
	
	
	
	
	23
	+2/-3
	20
	+2/-3

	n96
	
	
	
	
	23
	+2/-3
	20
	+2/-3

	n102
	
	
	
	
	23
	+2/-3
	20
	+2/-3

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 5 is default power class unless otherwise stated.



The UE operating shall meet the following additional requirements for maximum mean transmission power density specified in Table 6.2F.1-2 when NS is signaled and when transmission overlaps with any portion of the specified frequency range.  In case transmission overlaps multiple frequency ranges, the lowest power density requirement applies.
Table 6.2F.1-2: Additional requirements for transmit power density
	NR Band
	NS value
	Channel bandwidth (MHz)
	Frequency range (MHz)
	Maximum mean power density (dBm/MHz)

	n46
	NS_28
	20, 40, 60, 80
	5150 – 5350
	10

	
	
	
	5470 – 5725
	

	
	NS_29
	20
	5170 – 5330
	10

	
	
	
	5490 – 5730
	

	
	
	40
	5170 – 5330
	7

	
	
	
	5490 – 5730
	

	
	
	60, 80
	5170 – 5330
	4

	
	
	
	5490 – 5730
	

	
	NS_30
	20, 40, 60, 80
	5150 – 5350
	11

	
	
	
	5470 – 5725
	

	
	NS_31
	20
	5150 - 5230
	10

	
	
	
	5250 – 5350
	

	
	
	
	5470 – 5725
	

	
	
	
	5725 - 5850
	

	
	
	
	5230 – 5250
	4

	
	
	40
	5150 - 5230
	7

	
	
	
	5250 – 5350
	

	
	
	
	5470 – 5725
	

	
	
	
	5725 - 5850
	

	
	
	
	5230 – 5250
	4

	
	
	60, 80
	5150 - 5230
	4

	
	
	
	5250 – 5350
	

	
	
	
	5470 – 5725
	

	
	
	
	5725 - 5850
	

	
	
	
	5230 – 5250
	

	n96
	NS_53
	20, 40, 60, 80, 100
	5925 – 7125
	-1

	
	NS_54
	20, 40, 60, 80
	5925 – 6425
	17

	
	
	
	6525 – 6875
	

	
	NS_59
	20, 40, 60, 80, 100
	5925 – 7125
	5

	
	NS_60
	20, 40, 60, 80, 100
	5925 – 7125
	2

	
	NS_61
	20, 40, 60, 80
	5925 - 6425
	1

	
	NS_y2
	20, 40, 60, 80, 100
	5925 - 6425
	11

	
	NS_y3
	20, 40, 60, 80, 100
	5925 - 7125
	-8

	
	NS_y4
	20, 40, 60, 80, 100
	5925 - 7125
	-5

	
	NS_y5
	20, 40, 60, 80, 100
	5925 - 6425
	1

	n102
	NS_58
	20, 40, 60, 80, 100
	5945 – 6425
	10

	
	NS_y1
	20, 40, 60, 80, 100
	5945 – 6425
	1



<<< Unchanges sections are skipped >>>
6.2F.2	UE maximum output power reduction
For UE maximum output power reduction, the general requirements of clause 6.2.2 do not apply but instead the UE is allowed to reduce the maximum output power due to higher order modulations and transmit bandwidth configurations for power class 5 according to Table 6.2F.2-1 and Table 6.2F.2-2.
Table 6.2F.2-1 Maximum power reduction (MPR) for shared spectrum access UE power class 5
	Pre-coding
	Modulation
	RB Allocation

	
	
	Full2 (dB)
	Partial3 (dB)
	Exception for 100MHz Full5 (dB)

	DFT-s-ODFM
	Pi/2 BPSK4
	≤ 1.5
	≤ 2.5
	

	
	QPSK
	≤ 1.5
	≤ 2.5
	

	
	16 QAM
	≤ 2.0
	≤ 3.0
	

	
	64 QAM
	≤ 3.5
	≤ 4.5
	

	
	256 QAM
	≤ 5.0
	≤ 5.5
	

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 3.5
	≤ 4.5

	
	16 QAM
	≤ 4.0
	≤ 4.0
	≤ 4.5

	
	64 QAM
	≤ 5.5
	≤ 5.5
	

	
	256 QAM
	≤ 7.0
	≤ 7.0
	

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.  The MPR applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10].
NOTE 2:	Full RB allocation MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configuration A in Table 6.2F.2-2.
NOTE 3:	Partial RB allocation MPR applies when one or more RB’s in one or more sub-bands are not allocated or when the transmitted sub-bands for wideband operation are transmitted according to configuration B in Table 6.2F.2-2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 5:	Exception for 100MHz Full RB allocation MPR applies when all RB’s in all sub-bands for 100MHz wideband operation are fully allocated and sub-bands are transmitted according to configuration [B] in Table 6.2F.2-2.



Table 6.2F.2-2 MPR mapping for wideband operation
	Wideband operation channel bandwidth (MHz)
	Sub-band configuration

	
	A
	B

	40
	11
	10, 01

	60
	111, 011, 110, 001, 010, 100
	None

	80
	1111, 0111, 1110, 0110, 0001, 1000
	1100, 0011, 0100, 0010

	100
	11111, 01111, 11110, 01110, 00100, 00110, 01100, 01000, 00010, 10000, 00001
	00111, 11100, 00011, 11000


	NOTE 1:	The sub-band configuration is represented as a bitmap where ‘1’ indicates that a sub-band is transmitted and ‘0’ indicates a sub-band is not transmitted.  The bitmap is ordered with MSB mapped to the lowest frequency sub-band and LSB mapped to highest frequency sub-band within the wideband channel.
NOTE 2:	Void.



Table 6.2F.2-3 Maximum power reduction (MPR) for shared spectrum access UE power class 3
	Pre-coding
	Modulation
	RB Allocation

	
	
	Full2 (dB)
	Partial3 (dB)

	DFT-s-ODFM
	Pi/2 BPSK4
	≤ 1.0
	≤ 1.5

	
	QPSK
	≤ 1.0
	≤ 2.0

	
	16 QAM
	≤ 1.5
	≤ 2.5

	
	64 QAM
	≤ 2.0
	≤ 3.0

	
	256 QAM
	≤ 4.5
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 2.0
	≤ 3.5

	
	16 QAM
	≤ 2.5
	≤ 3.5

	
	64 QAM
	≤ 4.0
	≤ 4.5

	
	256 QAM
	≤ 6.5
	≤ 6.5

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.  The MPR applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10].
NOTE 2:	Full RB allocation MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configuration A in Table 6.2F.2-2.
NOTE 3:	Partial RB allocation MPR applies when one or more RB’s in one or more sub-bands are not allocated or when the transmitted sub-bands for wideband operation are transmitted according to configuration B in Table 6.2F.2-2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



Table 6.2F.2-4 Maximum power reduction (MPR) 
for shared spectrum access UE power class 3 with dual Tx
	Pre-coding
	Modulation
	RB Allocation

	
	
	Full2 (dB)
	Partial3 (dB)

	DFT-s-ODFM
	Pi/2 BPSK4
	≤ [2.0]
	≤ [3.0]

	
	QPSK
	≤ [2.0]
	≤ [3.0]

	
	16 QAM
	≤ [2.5]
	≤ [3.0]

	
	64 QAM
	≤ [2.5]
	≤ [3.5]

	
	256 QAM
	≤ [4.5]
	≤ [4.5]

	CP-OFDM
	QPSK
	≤ [3.5]
	≤ [4.0]

	
	16 QAM
	≤ [3.5]
	≤ [4.0]

	
	64 QAM
	≤ [4.5]
	≤ [4.5]

	
	256 QAM
	≤ [6.5]
	≤ [6.5]

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.  The MPR applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214.
NOTE 2:	Full RB allocation MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configuration A in Table 6.2F.2-2.
NOTE 3:	Partial RB allocation MPR applies when one or more RB’s in one or more sub-bands are not allocated or when the transmitted sub-bands for wideband operation are transmitted according to configuration B in Table 6.2F.2-2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



For the UE maximum output power modified by MPR, the power limits specified in clause 6.2F.4 apply.

<<< Unchanges sections are skipped >>>


6.2F.3	UE additional maximum output power reduction
[bookmark: _Toc61367412][bookmark: _Toc61372795][bookmark: _Toc68230736][bookmark: _Toc69084149][bookmark: _Toc75467159][bookmark: _Toc76509181][bookmark: _Toc76718171][bookmark: _Toc83580481][bookmark: _Toc84404990][bookmark: _Toc84413599]6.2F.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2F.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2F.2.
Table 6.2F.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2F.3.1-1A.
Table 6.2F.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (clause)

	NS_01
	
	n46, n96
	20, 40, 60, 80
	
	N/A

	NS_28
	6.5F.3.3.1
	n46
	20, 40, 60, 80
	
	6.2F.3.2

	NS_29
	6.5F.3.3.2
	n46
	20, 40, 60, 80
	
	6.2F.3.3

	NS_30
	6.5F.3.3.3
	n46
	20, 40, 60, 80
	
	6.2F.3.4

	NS_31
	6.5F.3.3.4
	n46
	20, 40, 60, 80
	
	6.2F.3.5

	NS_53
	6.5F.3.3.5
	n96
	20, 40, 60, 80, 100
	
	6.2F.3.6

	NS_54
	6.5F.3.3.5
	n96
	20, 40, 60, 80
	
	6.2F.3.7

	NS_58
	6.5F.3.3.6
	n102
	20, 40, 60, 80
	
	6.2F.3.8

	NS_59
	
	n96
	20, 40, 60, 80, 100
	
	6.2F.3.9

	NS_60
	6.5F.3.3.5
	n96
	20, 40, 60, 80, 100
	
	6.2F.3.10

	NS_61
	6.5F.3.3.7
	n96
	20, 40, 60, 80
	
	6.2F.3.11

	NS_x1
	6.5F.3.3.8
	n96
	20, 40, 80
	
	6.2F.3.12

	NS_y1
	6.5F.3.3.9
	n102
	20, 40, 60, 80, 100
	
	6.2F.3.13

	NS_y2
	
	n96
	20, 40, 60, 80, 100
	
	6.2F.3.14

	NS_y3
	6.5F.3.3.5
	n96
	20, 40, 60, 80, 100
	
	6.2F.3.15

	NS_y4
	6.5F.3.3.5
	n96
	20, 40, 60, 80, 100
	
	6.2F.3.16

	NS_y5
	
	n96
	20, 40, 60, 80, 100
	
	6.2F.3.17

	NS_y6
	6.5F.3.3.8
	n96
	20, 40, 80
	
	6.2F.3.18

	NOTE 1:	The A-MPR shall apply to all active 20 MHz sub-bands contiguously allocated in the channel.



[The NS_01 label with the field additionalPmax [7] absent is default for all NR bands.]
Table 6.2F.3.1-1A: Mapping of network signaling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n46
	NS_01
	NS_28
	NS_29
	NS_30
	NS_31
	
	
	Reserved

	n96
	NS_01
	NS_53
	NS_54
	NS_59
	NS_60
	NS_61
	
	Reserved

	n102
	NS_01
	NS_58
	
	
	
	
	
	Reserved

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].



Table 6.2F.3.1-1B: Mapping of extended network signaling label
	NR band
	Value of extendedAdditionalSpectrumEmission

	
	8
	9
	10
	11
	12
	13
	14
	15

	n96
	NS_y1
	NS_y2
	NS_y3
	NS_y4
	NS_y5
	NS_y6
	
	

	NOTE:	extendedAdditionalSpectrumEmission corresponds to an information element of the name [EXTENDED_ additionalSpectrumEmission] defined in clause 6.3.2 of TS 38.331 [7].
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When "NS_28" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.2-1.
Table 6.2F.3.2-1: A-MPR for NS_28 power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)

	
	
	Full (dB)
	Partial (dB)
	Full/Partial

	DFT-s-OFDM
	PI/2 BPSK4
	≤ 4.0
	≤ 6.0
	See Table 6.2F.2-1

	
	QPSK
	≤ 4.0
	≤ 6.0
	

	
	16 QAM
	≤ 4.5
	≤ 6.0
	

	
	64 QAM
	≤ 4.5
	≤ 6.5
	

	
	256 QAM
	≤ 5.5
	≤ 6.5
	

	CP-OFDM
	QPSK
	≤ 6.0
	≤ 7.0
	

	
	16 QAM
	≤ 6.0
	≤ 7.5
	

	
	64 QAM
	≤ 6.5
	≤ 7.5
	

	
	256 QAM
	≤ 7.0
	≤ 7.5
	

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5160, 5340, 5480, and 5700 MHz, 40 MHz channels centered at the nearest NR-ARFCN corresponding to 5170, 5190, 5310, 5330, 5490, and 5510 MHz, 60 MHz channels centered at the nearest NR-ARFCN corresponding to 5180, 5200, 5220, 5280, 5300, 5320, 5500, 5520, 5540, 5680 MHz, and 80 MHz channels centered at the nearest NR-ARFCN corresponding to 5190, 5210, 5290, 5310, 5510, and 5530 MHz.  
NOTE 3:	Applicable for all valid channels other than those enumerated under NOTE 2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 5:   In current release larger CBW than 80MHz are not applicable for this network signalling.
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When "NS_29" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.3-1.
Table 6.2F.3.3-1: A-MPR for NS_29 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz, 80 MHz

	
	
	Full/Partial
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK2
	See Table 6.2F.2-1
	≤ 2.0
	≤ 4.0
	≤ 4.0
	≤ 6.0

	
	QPSK
	
	≤ 2.0
	≤ 4.0
	≤ 4.0
	≤ 6.0

	
	16 QAM
	
	≤ 2.5
	≤ 4.0
	≤ 4.0
	≤ 6.0

	
	64 QAM
	
	≤ 3.5
	≤ 4.50
	≤ 4.5
	≤ 6.0

	
	256 QAM
	
	≤ 5.0
	≤ 5.5
	≤ 5.5
	≤ 6.0

	CP-OFDM
	QPSK
	
	≤ 3.5
	≤ 4.5
	≤ 4.0
	≤ 6.0

	
	16 QAM
	
	≤ 4.0
	≤ 4.5
	≤ 4.0
	≤ 6.0

	
	64 QAM
	
	≤ 5.5
	≤ 5.50
	≤ 5.5
	≤ 6.5

	
	256 QAM
	
	≤ 7.0
	≤ 7.06.5
	≤ 7.0
	≤ 7.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 3: 	Larger CBW than 80MHz are not applicable for this network signalling.
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When "NS_30" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.4-1 for power class 5 and Table 6.2F.3.4-2 for power class 3.
Table 6.2F.3.4-1: A-MPR for NS_30 power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)
	RB Allocation (Note 4)

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full/Partial

	DFT-s-OFDM
	PI/2 BPSK5
	≤ 9.0
	≤ 15.0
	≤ 2.5
	≤ 5.0
	See Table 6.2F.2-1

	
	QPSK
	≤ 9.0
	≤ 15.0
	≤ 2.5
	≤ 5.0
	

	
	16 QAM
	≤ 9.0
	≤ 15.5
	≤ 3.0
	≤ 5.0
	

	
	64 QAM
	≤ 9.0
	≤ 15.5
	≤ 4.5
	≤ 5.5
	

	
	256 QAM
	≤ 9.0
	≤ 16.0
	≤ 5.5
	≤ 5.5
	

	CP-OFDM
	QPSK
	≤ 9.0
	≤ 14.0
	≤ 4.0
	≤ 6.0
	

	
	16 QAM
	≤ 9.5
	≤ 14.5
	≤ 4.0
	≤ 6.0
	

	
	64 QAM
	≤ 9.5
	≤ 15.0
	≤ 5.5
	≤ 6.5
	

	
	256 QAM
	≤ 9.5
	≤ 15.0
	≤ 7.0
	≤ 7.0
	

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5160, 5340, 5480, and 5700 MHz, 40 MHz channels centered at the nearest NR-ARFCN corresponding to 5170, 5190, 5310, 5330, 5490, and 5510 MHz, 60 MHz channels centered at the nearest NR-ARFCN corresponding to 5180, 5200, 5220, 5280, 5300, 5320, 5500, 5520, 5540, 5680 MHz, and 80 MHz channels centered at the nearest NR-ARFCN corresponding to 5190, 5210, 5290, 5310, 5510, and 5530 MHz.
NOTE 3:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5180 and 5320 MHz, and 40 MHz channels centered at the nearest NR-ARFCN corresponding to 5230 and 5270 MHz.
NOTE 4:	Applicable for all valid channels other than those enumerated under NOTE 2 and NOTE 3.
NOTE 5:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 6:   In current release larger CBW than 80MHz are not applicable for this network signalling.



Table 6.2F.3.4-2: A-MPR for NS_30 power class 3 with single Tx
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)
	RB Allocation (Note 4)

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full/Partial

	DFT-s-OFDM
	PI/2 BPSK5
	≤ 12.0
	≤ 15.5
	≤ 3.5
	≤ 5.5
	See Table MPR table for PC3

	
	QPSK
	≤ 12.5
	≤ 16.0
	≤ 4.0
	≤ 6.5
	

	
	16 QAM
	≤ 12.5
	≤ 16.0
	≤ 4.5
	≤ 7.0
	

	
	64 QAM
	≤ 13.0
	≤ 16.0
	≤ 4.5
	≤ 7.0
	

	
	256 QAM
	≤ 13.0
	≤ 16.0
	≤ 4.5
	≤ 7.0
	

	CP-OFDM
	QPSK
	≤ 14.0
	≤ 16.5
	≤ 6.0
	≤ 7.5
	

	
	16 QAM
	≤ 14.0
	≤ 16.5
	≤ 6.0
	≤ 7.5
	

	
	64 QAM
	≤ 14.0
	≤ 16.5
	≤ 6.0
	≤ 7.5
	

	
	256 QAM
	≤ 14.0
	≤ 16.5
	≤ 6.5
	≤ 7.5
	

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5160, 5340, 5480, and 5700 MHz, 40 MHz channels centered at the nearest NR-ARFCN corresponding to 5170, 5190, 5310, 5330, 5490, and 5510 MHz, 60 MHz channels centered at the nearest NR-ARFCN corresponding to 5180, 5200, 5220, 5280, 5300, 5320, 5500, 5520, 5540, 5680 MHz, and 80 MHz channels centered at the nearest NR-ARFCN corresponding to 5190, 5210, 5290, 5310, 5510, and 5530 MHz.
NOTE 3:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5180 and 5320 MHz, and 40 MHz channels centered at the nearest NR-ARFCN corresponding to 5230 and 5270 MHz.
NOTE 4:	Applicable for all valid channels other than those enumerated under NOTE 2 and NOTE 3.
NOTE 5:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 6:   In current release larger CBW than 80MHz are not applicable for this network signalling.
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When "NS_31" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.5-1.
Table 6.2F.3.5-1: A-MPR for NS_31 power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)

	
	
	Full/Partial
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK4
	See Table 6.2F.2-1
	≤ 4.0
	≤ 6.5

	
	QPSK
	
	≤ 4.0
	≤ 6.5

	
	16 QAM
	
	≤ 4.0
	≤ 6.5

	
	64 QAM
	
	≤ 4.0
	≤ 6.5

	
	256 QAM
	
	≤ 5.0
	≤ 6.5

	CP-OFDM
	QPSK
	
	≤ 5.5
	≤ 6.5

	
	16 QAM
	
	≤ 5.5
	≤ 7.0

	
	64 QAM
	
	≤ 5.5
	≤ 7.0

	
	256 QAM
	
	≤ 7.0
	≤ 7.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5180, 5200, 5220, 5280, 5300, 5320, 5500, 5520, 5540, 5560, 5580, 5600, 5620, 5640, 5660, 5680, 5745, 5765, 5785, and 5805 MHz.
NOTE 3:	Applicable for all valid channels and bandwidths other than those enumerated in NOTE 2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
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When "NS_53" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.6-1 for power class 5 and in Table 6.2F.3.6-2 for power class 3.
Table 6.2F.3.6-1: A-MPR for NS_53 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK2
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 3.0
	≤ 5.5
	≤ [1.5]
	≤ [2.5]

	
	QPSK
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 3.0
	≤ 5.5
	≤ [1.5]
	≤ [2.5]

	
	16 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 3.0
	≤ 5.5
	≤ [1.5]
	≤ [2.5]

	
	64 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ [2.0]
	≤ [3.0]

	
	256 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 5.0
	≤ 7.0
	≤ 5.0
	≤ 5.5
	≤ [3.5]
	≤ [4.5]

	CP-OFDM
	QPSK
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ [3.5]
	≤ [4.5]

	
	16 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ [4.0]
	≤ [4.5]

	
	64 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 5.5
	≤ 6.5
	≤ 5.5
	≤ 5.5
	≤ [5.5]
	≤ [5.5]

	
	256 QAM
	≤ 9.0
	≤ 12.0
	≤ 7.0
	≤ 8.5
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ [7.0]
	≤ [7.0]

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



Table 6.2F.3.6-2: A-MPR for NS_53 power class 3 with single Tx
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	PI/2 BPSK2
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	QPSK
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	16 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	64 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	256 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	CP-OFDM
	QPSK
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	16 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	64 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	256 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 6.5
	≤ 8.5
	≤ 6.5
	≤ 7.5

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



[bookmark: _Toc61367418][bookmark: _Toc61372801][bookmark: _Toc68230742][bookmark: _Toc69084155][bookmark: _Toc75467165][bookmark: _Toc76509187][bookmark: _Toc76718177][bookmark: _Toc83580487][bookmark: _Toc84404996][bookmark: _Toc84413605]6.2F.3.7	A-MPR for NS_54
When "NS_54" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.7-1 for power class 5 and Table 6.2F.3.7-2 for power class 3.
Table 6.2F.3.7-1: A-MPR for NS_54 power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)

	
	
	Full/Partial
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK4
	See Table 6.2F.2-1
	≤ 2.5
	≤ 5.0

	
	QPSK
	
	≤ 2.5
	≤ 5.0

	
	16 QAM
	
	≤ 3.0
	≤ 5.0

	
	64 QAM
	
	≤ 3.5
	≤ 5.0

	
	256 QAM
	
	≤ 5.0
	≤ 6.0

	CP-OFDM
	QPSK
	
	≤ 4.5
	≤ 6.0

	
	16 QAM
	
	≤ 4.5
	≤ 6.0

	
	64 QAM
	
	≤ 5.5
	≤ 6.0

	
	256 QAM
	
	≤ 7.0
	≤ 7.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for all valid channels and bandwidths other than those enumerated in NOTE 3.
NOTE 3:	Applicable for 40 MHz channels centered at the nearest NR-ARFCN corresponding to [5965 MHz], 60 MHz channels centered at the nearest NR-ARFCN corresponding to [5975 and 5995 MHz], and 80 MHz channels centered at the nearest NR-ARFCN corresponding to [5985 MHz].
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



Table 6.2F.3.7-2: A-MPR for NS_54 power class 3 with single Tx
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)

	
	
	Full/Partial
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK4
	See Table PC3 MPR
	≤ 2.0
	≤ 4.5

	
	QPSK
	
	≤ 3.0
	≤ 5.0

	
	16 QAM
	
	≤ 3.5
	≤ 5.0

	
	64 QAM
	
	≤ 3.5
	≤ 5.0

	
	256 QAM
	
	≤ 5.0
	≤ 6.0

	CP-OFDM
	QPSK
	
	≤ 4.5
	≤ 6.0

	
	16 QAM
	
	≤ 5.0
	≤ 6.0

	
	64 QAM
	
	≤ 5.0
	≤ 6.0

	
	256 QAM
	
	≤ 6.5
	≤ 7.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for all valid channels and bandwidths other than those enumerated in NOTE 3 and NOTE 5.
NOTE 3:	Applicable for 40 MHz channels centered at the nearest NR-ARFCN corresponding to [5965 MHz], 60 MHz channels centered at the nearest NR-ARFCN corresponding to [5975 and 5995 MHz], and 80 MHz channels centered at the nearest NR-ARFCN corresponding to [5985 MHz].
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



6.2F.3.8	A-MPR for NS_58
When "NS_58" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.8-1 for power class 5. The Table 6.2F.3.8-2 is applicable for power class 3 with single Tx..
Table 6.2F.3.8-1: A-MPR for NS_58 power class 5
	Pre-coding
	Modulation
	RB Allocation

	
	
	Full2 (dB)
	Partial3 (dB)

	DFT-s-OFDM
	Pi/2 BPSK4
	≤ 1.5
	≤ 2.5

	
	QPSK
	≤ 2.0
	≤ 3.5

	
	16 QAM
	≤ 2.5
	≤ 4.0

	
	64 QAM
	≤ 3.5
	≤ 4.5

	
	256 QAM
	≤ 5.0
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 4.5

	
	16 QAM
	≤ 4.0
	≤ 4.5

	
	64 QAM
	≤ 5.5
	≤ 5.5

	
	256 QAM
	≤ 7.0
	≤ 7.0

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.  The MPR applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10].
NOTE 2:	Full RB allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configuration A in Table 6.2F.2-2.
NOTE 3:	Partial RB allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when the transmitted sub-bands for wideband operation are transmitted according to configuration B in Table 6.2F.2-2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 5:	The A-MPR applies instead of MPR for 20 MHz channel centered at the nearest NR-ARFCN corresponding to 5955 MHz, 40 MHz channel at the nearest NR-ARFCN corresponding to 5965 MHz, 60 MHz channel at the nearest NR-ARFCN corresponding to 5975 MHz, and 80 MHz channel at the nearest NR-ARFCN corresponding to 5985 MHz.  For all other channels, A-MPR is zero and MPR as specified in Table 6.2F.2-1 applies.





Table 6.2F.3.8-2: A-MPR for NS_58 power class 3 with single Tx
	Pre-coding
	Modulation
	RB Allocation

	
	
	Full2 (dB)
	Partial3 (dB)

	DFT-s-ODFM
	Pi/2 BPSK4
	≤ 1.5
	≤ 4.5

	
	QPSK
	≤ 2.0
	≤ 4.5

	
	16 QAM
	≤ 2.5
	≤ 4.5

	
	64 QAM
	≤ 3.0
	≤ 4.5

	
	256 QAM
	≤ 4.5
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 5.0

	
	16 QAM
	≤ 4.0
	≤ 5.0

	
	64 QAM
	≤ 4.5
	≤ 5.5

	
	256 QAM
	≤ 6.5
	≤ 7.0

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.  The MPR applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10].
NOTE 2:	Full RB allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configuration A in Table 6.2F.2-2.
NOTE 3:	Partial RB allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when the transmitted sub-bands for wideband operation are transmitted according to configuration B in Table 6.2F.2-2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 5:	The A-MPR applies instead of MPR for 20 MHz channel centered at the nearest NR-ARFCN corresponding to 5955 MHz, 40 MHz channel at the nearest NR-ARFCN corresponding to 5965 MHz, 60 MHz channel at the nearest NR-ARFCN corresponding to 5975 MHz, 80 MHz channel at the nearest NR-ARFCN corresponding to 5985 MHz. For all other channels, A-MPR is zero and MPR as specified in Table 6.2F.2-1 applies.




6.2F.3.9	A-MPR for NS_59
When "NS_59" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.9-1.
Table 6.2F.3.9-1: A-MPR for NS_59 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz

	
	
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK2
	≤ 3.0
	≤ 5.5

	
	QPSK
	≤ 3.0
	≤ 5.5

	
	16 QAM
	≤ 3.0
	≤ 5.5

	
	64 QAM
	≤ 3.5
	≤ 5.5

	
	256 QAM
	≤ 5.0
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 5.5

	
	16 QAM
	≤ 4.0
	≤ 5.5

	
	64 QAM
	≤ 5.5
	≤ 5.5

	
	256 QAM
	≤ 7.0
	≤ 7.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



6.2F.3.10	A-MPR for NS_60
When "NS_60" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.10-1 for power class 5. The Table 6.2F.3.10-2 is applicable for power class 3 with single Tx and Table 6.2F.3.10-2 is applicable for power class 3 with dual Tx.
Table 6.2F.3.10-1: A-MPR for NS_60 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK2
	≤ 6.0
	≤ 8.5
	≤ 4.0
	≤ 5.5
	≤ 3.5
	≤ 4.5
	≤ 3.0
	≤ 4.5

	
	QPSK
	≤ 6.0
	≤ 8.5
	≤ 4.0
	≤ 5.5
	≤ 3.5
	≤ 4.5
	≤ 3.0
	≤ 4.5

	
	16 QAM
	≤ 6.0
	≤ 8.5
	≤ 4.0
	≤ 5.5
	≤ 4.0
	≤ 5.0
	≤ 3.5
	≤ 5.0

	
	64 QAM
	≤ 6.0
	≤ 8.5
	≤ 4.0
	≤ 5.5
	≤ 4.0
	≤ 5.0
	≤ 3.5
	≤ 5.0

	
	256 QAM
	≤ 6.0
	≤ 8.5
	≤ 5.0
	≤ 5.5
	≤ 5.0
	≤ 5.5
	≤ 5.0
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.0
	≤ 5.5
	≤ 4.5
	≤ 5.5

	
	16 QAM
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.0
	≤ 5.5
	≤ 4.5
	≤ 5.5

	
	64 QAM
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5

	
	256 QAM
	≤ 76..00
	≤ 8.5
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ 7.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 3: 	For larger channels than 80MHz the A-MPR is zero and MPR as specified in Table 6.2F.2-1 applies.




Table 6.2F.3.10-2: A-MPR for NS_60 power class 3 with single Tx
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	PI/2 BPSK2
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 2.5
	≤ 5.0

	
	QPSK
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 2.5
	≤ 5.0

	
	16 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 2.5
	≤ 5.0

	
	64 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 2.5
	≤ 5.5

	
	256 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 4.5
	≤ 6.0
	≤ 4.5
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 4.0
	≤ 6.0
	≤ 3.5
	≤ 5.0

	
	16 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 4.0
	≤ 6.0
	≤ 3.5
	≤ 5.0

	
	64 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 4.0
	≤ 6.0
	≤ 4.0
	≤ 5.0

	
	256 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 5.5
	≤ 6.5
	≤ 5.5
	≤ 6.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



Table 6.2F.3.10-2: A-MPR for NS_60 power class 3 with dual Tx
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK2
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 3.0
	≤ 5.5

	
	QPSK
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 3.0
	≤ 5.5

	
	16 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 3.0
	≤ 5.5

	
	64 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 3.0
	≤ 6.0
	≤ 3.0
	≤ 5.5

	
	256 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 4.5
	≤ 7.0
	≤ 4.5
	≤ 6.0
	≤ 4.5
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 5.0
	≤ 7.0
	≤ 4.5
	≤ 6.0
	≤ 4.5
	≤ 5.5

	
	16 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 5.0
	≤ 7.0
	≤ 4.5
	≤ 6.0
	≤ 4.5
	≤ 5.5

	
	64 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 5.0
	≤ 7.0
	≤ 4.5
	≤ 6.0
	≤ 4.5
	≤ 5.5

	
	256 QAM
	≤ 9.5
	≤ 11.5
	≤ 6.0
	≤ 9.0
	≤ 5.0
	≤ 7.0
	≤ 5.5
	≤ 6.5
	≤ 5.5
	≤ 6.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



<<< Unchanges sections are skipped >>>

6.2F.3.12	A-MPR for NS_x1 [Japan LPI]
When "NS_x1" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.12-1.
Table 6.2F.3.12-1: A-MPR for NS_x1 power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation 
(Note 3, Note 4)

	
	
	Full/Partial
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK4
	See Table PC5 MPR
	≤ 2.0
	≤ 3.0

	
	QPSK
	
	≤ 2.5
	≤ 3.5

	
	16 QAM
	
	≤ 3.0
	≤ 3.5

	
	64 QAM
	
	≤ 3.5
	≤ 4.5

	
	256 QAM
	
	≤ 5.0
	≤ 5.5

	CP-OFDM
	QPSK
	
	≤ 4.5
	≤ 5.0

	
	16 QAM
	
	≤ 4.5
	≤ 5.5

	
	64 QAM
	
	≤ 5.5
	≤ 5.5

	
	256 QAM
	
	≤ 7.0
	≤ 7.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for all valid channels and bandwidths other than those enumerated in NOTE 3 and NOTE 4.
NOTE 3:	Applicable for 40 MHz channels centered at the nearest NR-ARFCN corresponding to [5965 MHz], 60 MHz channels centered at the nearest NR-ARFCN corresponding to [5975 and 5995 MHz], and 80 MHz channels centered at the nearest NR-ARFCN corresponding to [5985 MHz].
NOTE 4:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to [6415 MHz],  40 MHz channels centered at the nearest NR-ARFCN corresponding to [6405 MHz] and 80 MHz channels centered at the nearest NR-ARFCN corresponding to [6385 MHz].
NOTE 5:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 6:   Channel bandwidth sizes of 60MHz and 100MHz are not applicable for this network signalling.



6.2F.3.13	A-MPR for NS_y1 [VLP EU/CEPT, HK]
When "NS_y1" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.13-1.
Table 6.2F.3.13-1: A-MPR for NS_y1 power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 2)
	RB Allocation (Note 3)

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	Pi/2 BPSK4
	≤ 12
	≤ 14
	≤ 8
	≤ 10

	
	QPSK
	≤ 12
	≤ 14
	≤ 8
	≤ 10

	
	16 QAM
	≤ 12
	≤ 15
	≤ 9
	≤ 10

	
	64 QAM
	≤ 12
	≤ 15
	≤ 11
	≤ 11

	
	256 QAM
	≤ 13
	≤ 15
	≤ 13
	≤ 14

	CP-OFDM
	QPSK
	≤ 13
	≤ 15
	≤ 10
	≤ 10

	
	16 QAM
	≤ 13
	≤ 15
	≤ 11
	≤ 11

	
	64 QAM
	≤ 13
	≤ 15
	≤ 13
	≤ 13

	
	256 QAM
	≤ 15
	≤ 15
	≤ 15
	≤ 15

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 2:	Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5955 MHz, 40 MHz channels centered at the nearest NR-ARFCN corresponding to 5965 MHz, 60 MHz channels centered at the nearest NR-ARFCN corresponding to 5975 and 5995 MHz and 80 MHz channels centered at the nearest NR-ARFCN corresponding to 5985 MHz.  
NOTE 3:	Applicable for all valid channels other than those enumerated under NOTE 2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



6.2F.3.14	A-MPR for NS_y2 [VLP UK, Morocco, Qatar, Jordan, Malaysia]
When "NS_y2" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.14-1.
Table 6.2F.3.14-1: A-MPR for NS_y2 power class 5
	Pre-coding
	Modulation
	RB Allocation

	
	
	Full2 (dB)
	Partial3 (dB)

	DFT-s-ODFM
	Pi/2 BPSK4
	≤ 6.0
	≤ 6.0

	
	QPSK
	≤ 6.0
	≤ 6.0

	
	16 QAM
	≤ 6.0
	≤ 6.0

	
	64 QAM
	≤ 6.0
	≤ 6.0

	
	256 QAM
	≤ 6.0
	≤ 6.0

	CP-OFDM
	QPSK
	≤ 6.0
	≤ 6.0

	
	16 QAM
	≤ 6.0
	≤ 6.0

	
	64 QAM
	≤ 6.0
	≤ 6.0

	
	256 QAM
	≤ 6.5
	≤ 7.0

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.  The MPR applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10].
NOTE 2:	Full RB allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configuration A in Table 6.2F.2-2.
NOTE 3:	Partial RB allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when the transmitted sub-bands for wideband operation are transmitted according to configuration B in Table 6.2F.2-2.
NOTE 4:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



6.2F.3.15	A-MPR for NS_y3 [VLP Canada, Dominican Republic]
When "NS_y3" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.15-1.
Table 6.2F.3.15-1: A-MPR for NS_y3 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	PI/2 BPSK2
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	
	QPSK
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	
	16 QAM
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	
	64 QAM
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	
	256 QAM
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	CP-OFDM
	QPSK
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	
	16 QAM
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	
	64 QAM
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	
	256 QAM
	≤ 16.0
	≤ 18.5
	≤ 12.5
	≤ 15.5
	≤ 11.0
	≤ 14.0
	≤ 9.5
	≤ 12.5
	≤ 8.5
	≤ 11.5

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



6.2F.3.16	A-MPR for NS_y4 [VLP Brazil]
When "NS_y4" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.16-1.
Table 6.2F.3.16-1: A-MPR for NS_y4 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	PI/2 BPSK2
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	
	QPSK
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	
	16 QAM
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	
	64 QAM
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	
	256 QAM
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	CP-OFDM
	QPSK
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	
	16 QAM
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	
	64 QAM
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	
	256 QAM
	≤ 13.0
	≤ 15.5
	≤ 9.5
	≤ 12.5
	≤ 8.0
	≤ 11.0
	≤ 6.5
	≤ 9.5
	≤ 6.0
	≤ 8.5

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.




6.2F.3.17	A-MPR for NS_y5 [VLP Australia, New Zealand, Kenya]
When "NS_y5" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.17-1.
Table 6.2F.3.17-1: A-MPR for NS_y5 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	PI/2 BPSK2
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	QPSK
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	16 QAM
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	64 QAM
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	256 QAM
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	CP-OFDM
	QPSK
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	16 QAM
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	64 QAM
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	256 QAM
	≤ 7.0
	≤ 9.5
	≤ 6.0
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



6.2F.3.18	A-MPR for NS_y6 [VLP Japan]
When "NS_y6" is indicated in the cell, the A-MPR is specified in Table 6.2F.3.18-1.
Table 6.2F.3.18-1: A-MPR for NS_y6 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	80 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	PI/2 BPSK2
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.5
	≤ 6.5
	≤ 7.0

	
	QPSK
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.5
	≤ 6.5
	≤ 7.0

	
	16 QAM
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.5
	≤ 6.5
	≤ 7.0

	
	64 QAM
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.5
	≤ 6.5
	≤ 7.0

	
	256 QAM
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.5
	≤ 6.5
	≤ 7.0

	CP-OFDM
	QPSK
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 8.0
	≤ 6.5
	≤ 8.5

	
	16 QAM
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 8.0
	≤ 6.5
	≤ 8.5

	
	64 QAM
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 8.0
	≤ 6.5
	≤ 8.5

	
	256 QAM
	≤ 7.0
	≤ 6.0
	≤ 6.0
	≤ 8.0
	≤ 7.0
	≤ 8.5

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
NOTE 3:   Channel bandwidth sizes of 60MHz and 100MHz are not applicable for this network signalling.
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The Adjacent Channel Leakage power Ratio is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing.  The assigned channel power and adjacent channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1.
Instead of the general ACLR requirement in clause 6.5.2.4, if the measured adjacent channel power is greater than –47 dBm then the ACLR shall be higher than the value specified in Table 6.5F.2.4.1-1.
Table 6.5F.2.4.1-1: Shared spectrum channel access ACLR requirement
	
	Power class 5
	Power class 3

	ACLR
	27 dB
	27 dB
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6.5F.3.3.5	Requirements for network signalling value "NS_53" or "NS_54" or "NS_60" or “NS_y3” or “NS_y4”
When "NS_53" or "NS_54" or "NS_60" or “NS_y3” or “NS_y4” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5F.3.3.5-1. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.5F.3.3.5-1: Additional requirements
	Frequency band
(MHz)
	Spectrum emission limit
(dBm)
	Measurement bandwidth

	f ≤ 5925
	-27
	1 MHz

	f ≥ 7125
	-27
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6.5F.3.3.8	Requirements for network signalling value “NS_x1” or “NS_y6”
When "NS_x1" or “NS_y6” is indicated in the cell, the power of any UE emission for channels assigned within 5945-6425 MHz shall not exceed the levels specified in Table 6.5F.3.3.8-1. These requirements also apply for frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5F.3.3.8-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	f ≤ 5925
	-27
	1 MHz

	6425 ≤ f ≤ X
	-13
	1 MHz

	f ≥ X
	-19
	1 MHz

	Note 1: In case of NS_x1 the parameter X is defined as 6435.9MHz for 20MHz channel, 6440.1MHz for 40MHz channel, and 6440.4MHz for 80MHz.
Note 2: In case of NS_y6 the parameter X is defined as 6425.5MHz for 20MHz channel, 6425.4MHz for 40MHz channel, and 6425.2MHz for 80MHz.


ACLR is specified for the first adjacent channel (ACLR1) which centre frequency is ±CBW from assigned channel centre and for the 2nd adjacent channel (ACLR2) which centre frequency is ±2*CBW from assigned channel centre. The assigned channel power and ACLR1/ACLR2 are measured with rectangular filters with measurement bandwidth of CBW.
Instead of the general ACLR requirement in clause 6.5.2.4 and 6.5F.2.4.1, if the measured adjacent channel power is greater than –47 dBm then the ACLR shall be higher than the value specified in Table 6.5F.3.3.10-2.
Table 6.5F.3.3.10-2: Shared spectrum channel access ACLR requirement
	
	ACLR1
	ACLR2

	Spectrum emission limit (dB)
	25
	40



6.5F.3.3.9	Requirements for network signalling value “NS_y1”
When "NS_y1" is indicated in the cell, the power of any UE emission for channels assigned within 5945-6425 MHz shall not exceed the levels specified in Table 6.5F.3.3.9-1. These requirements also apply for frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5F.3.3.9-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	87.5 ≤ f ≤ 118
	-54
	100 kHz

	174 ≤ f ≤ 230
	-54
	100 kHz

	470 ≤ f ≤ 694
	-54
	100 kHz

	f ≤ 5935
	-45
	1 MHz
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