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1. Introduction
The sidelink-unlicensed single carrier requirement has been initially discussed in the last RAN4 meeting. In this paper, we try to finalize the requirements for the RX part.
The SLU single carrier RX requirements have been discussed in the first round and the summary [1] is agreed. Based on the summary, some of the requirements are agreed and hence the TP to TR is revised to capture the agreed requirements. A table is for better checking as below. 
	Issue
	Status

	Issue 4-3-1: Max input level for SL-U single CC
	Agreed

	Issue 4-8-1: Narrow band blocking for SL-U single CC
	Agreed
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The Maximum input level for NR-U is defined in clause 7.4 of TS 38.101-1. For NR V2X, Maximum input level is defined in clause 7.4E.1. The NRV2X Sidelink requirement only covers up to 40MHz and the minimum requirement is the same as NR-U.
It has been agreed to reuse the NRU Maximum input level requirements in TS 38.101-1 clause 7.4 for NR SL-U.
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7.1.4.x	Narrow Band Blocking
Narrow band blocking was introduced in NR single CC to mimic the potential interference coming from narrow band systems, but such system is not existing in the targeting unlicensed spectrum and therefore the Narrow Band Blocking requirements are not defined for NR-U.
It has been agreed not to define Narrow Band Blocking requirements for NR SL-U.
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