	
3GPP TSG-RAN WG4 Meeting #107	R4-2307094
Incheon, Republic of Korea,  22nd – 26th May, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.101-1
	CR
	1492
	rev
	-
	Current version:
	16.15.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR TS 38.101-1: Correction on NR V2X requirements in Rel-16 

	
	

	Source to WG:
	Facebook Japan

	Source to TSG:
	R4

	
	

	Work item code:
	NR_SL_enh-Core
	
	Date:
	2023-05-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In RAN4 #106 meeting, the correction CR on NR V2X RF requirements in Rel-17 was agreed. But the Rel-16 shadowing CR was not prepared. Hence, the CR was provided to reflect the agreed contents in Rel-16.

	
	

	Summary of change:
	The following corrections are contained the CR in TS38.101-1.
1) Update the inter-band con-current NR V2X band operation
2) Update the inter-band con-current band combination Table number from Table 5.2E.1-1 to Table 5.2E.2-1.

	
	

	Consequences if not approved:
	Specification will be uncertainty to test the Rx requirements and remained the incorrect reference table..

	
	

	Clauses affected:
	7.4E, 7.5E, 7.6E, 7.7E and 7.8E 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.521-1 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	It contained same contents with the agreed CR of R4-2303660





<Start of Changes>
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[bookmark: _Toc45888430][bookmark: _Toc45889029][bookmark: _Toc59650385][bookmark: _Toc61357657][bookmark: _Toc61359431][bookmark: _Toc67916371][bookmark: _Toc75533917][bookmark: _Toc75819803][bookmark: _Toc76508647][bookmark: _Toc76717597][bookmark: _Toc83294238][bookmark: _Toc84335277][bookmark: _Toc45888431][bookmark: _Toc45889030][bookmark: _Toc61367756][bookmark: _Toc61373139][bookmark: _Toc68231089][bookmark: _Toc69084502][bookmark: _Toc75467515][bookmark: _Toc76509537][bookmark: _Toc76718527][bookmark: _Toc83580874][bookmark: _Toc84405383][bookmark: _Toc84413992]7.4E.1	General
Maximum input level is defined as the maximum mean power received at the UE antenna port, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel. The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.3 and A.7.4 with parameters specified in Table 7.4E.1-1.
Table 7.4E.1-1: Maximum input level of NR V2X
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-251
	-251
	-231
	-221

	
	
	-272
	-272
	-252
	-242

	NOTE 1:	Reference measurement channel is A.7.3 for 64 QAM.
NOTE 2:	Reference measurement channel is A.7.4 for 256 QAM.



7.4E.2	Maximum input level for V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 7.4E.1 shall apply for the NR sidelink reception in the operating bBands in Table 5.2E.21-1 and the requirements specified in clause 7.4 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
<Unchanged sections are omitted>
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[bookmark: _Toc45888440][bookmark: _Toc45889039][bookmark: _Toc61367765][bookmark: _Toc61373148][bookmark: _Toc68231098][bookmark: _Toc69084511][bookmark: _Toc75467524][bookmark: _Toc76509546][bookmark: _Toc76718536][bookmark: _Toc83580883][bookmark: _Toc84405392][bookmark: _Toc84414001]7.5E.1	General
[bookmark: _Toc45888441][bookmark: _Toc45889040][bookmark: _Toc61367766][bookmark: _Toc61373149][bookmark: _Toc68231099][bookmark: _Toc69084512][bookmark: _Toc75467525][bookmark: _Toc76509547][bookmark: _Toc76718537][bookmark: _Toc83580884][bookmark: _Toc84405393][bookmark: _Toc84414002]Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
The UE shall fulfil the minimum requirements specified in Table 7.5E.1-1 for NR V2X UE. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5E.1-2 and Table 7.5E.1-3 for verification of the requirements specified in Table 7.5E.1-1. For these test parameters, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2.
In licensed band, the minimum requirements shall reuse the same ACS values with NR UE.
Table 7.5E.1-1: Adjacent channel selectivity for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	ACS
	dB
	33.0
	27.0
	25.5
	24.0



Table 7.5E.1-2: Test parameters for Adjacent channel selectivity for V2X, Case 1
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + 14 dB

	Pinterferer
	dBm
	PREFSENS_V2X + 45.5 dB
	PREFSENS_V2X + 39.5 dB
	PREFSENS_V2X + 38.0 dB
	PREFSENS_V2X + 36.5 dB

	BWinterferer
	MHz
	10
	10
	10
	10

	Finterferer (offset)
	MHz
	10 / -10
	15 / -15
	20 / -20
	25 / -25

	NOTE 1:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.



Table 7.5E.1-3: Test parameters for Adjacent channel selectivity for V2X, Case 2
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	-56.5
	-50.5
	-49.0
	-47.5

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	10
	10
	10

	Finterferer (offset)
	MHz
	10 / -10
	15 / -15
	20 / -20
	25 / -25

	NOTE 1:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.



7.5E.2	Adjacent channel selectivity for V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 7.5E.1 shall apply for the NR sidelink reception in the operating bBands in Table 5.2E.21-1 and the requirements specified in clause 7.5 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
<Unchanged sections are omitted>
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The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.
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The throughput of the wanted signal shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annex A.7.2 with parameters specified in Table 7.6E.2.1-1 and Table 7.6E.2.1-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.6E.2.1-1: In-band blocking parameters for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	dB
	6
	9
	11
	12

	BWinterferer
	MHz
	10

	FIoffset, case 1
	MHz
	15

	FIoffset, case 2
	MHz
	25

	NOTE 1:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.



Table 7.6E.2.1-2: In-band blocking for NR V2X
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	n38, n47
	Pinterferer
	dBm
	-44
	-44

	
	Finterferer (offset)
	MHz
	-BW/2 – FIoffset, case 1
and
BW/2 + FIoffset, case 1
	≤ -BW/2 – FIoffset, case 2
and
≥ BW/2 + FIoffset, case 2

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 30
to
FDL_high + 30

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.
NOTE 2:	For each carrier frequency the requirement is valid for two frequencies:
a. the carrier frequency -BW/2 – FIoffset, case 1 and
b. the carrier frequency +BW/2 + FIoffset, case 1
NOTE 3:	FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 

NOTE 4:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.



7.6E.2.2	In-band blocking for V2X con-current operation
[bookmark: _Toc45888473][bookmark: _Toc45889072][bookmark: _Toc61367801][bookmark: _Toc61373184][bookmark: _Toc68231134][bookmark: _Toc69084547][bookmark: _Toc75467560][bookmark: _Toc76509582][bookmark: _Toc76718572][bookmark: _Toc83580919][bookmark: _Toc84405428][bookmark: _Toc84414037]For the inter-band con-current NR V2X operation, the requirements specified in clause 7.6E.2.1 shall apply for the NR sidelink reception in the operating bBands in Table 5.2E.21-1 and the requirements specified in clause 7.6.2 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
<Unchanged sections are omitted>
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Spurious response is a measure of the receiver’s ability to receive a wanted signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency for which a response is obtained, i.e. for which the out-of-band blocking limit as specified in clause 7.6E.3.1 is not met.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters for the wanted signal as specified in Table 7.7E.1-1 and Table 7.7E.1-2 for NR V2X bands. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.7E.1-1: Spurious response parameters for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	dB
	6
	9
	11
	12

	NOTE 1:	Reference measurement channel is A.7.2



Table 7.7E.1-2: Spurious response for NR V2X
	
Parameter
	Unit
	Level

	PInterferer  (CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies
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For the inter-band con-current NR V2X operation, the requirements specified in clause 7.7E.1 shall apply for the NR sidelink reception in the operating bBands in Table 5.2E.21-1 and the requirements specified in clause 7.7 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
<Unchanged sections are omitted>
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Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal.
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7.8E.2.1	General
The wide band intermodulation requirement is defined using modulated NR carrier and a CW signal as interferer 1 and interferer 2 respectively. The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters specified in Table 7.8E.2-1 for NR V2X bands. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.8E.2-1: Wide band intermodulation parameters for NR V2X
	NR band
	Rx parameter
	Units
	Channel bandwidth

	
	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	n38, n47
	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	dB
	6
	9
	11
	12

	
	PInterferer 1 (CW)
	dBm
	-46

	
	PInterferer 2 (Modulated)
	dBm
	-46

	
	BWInterferer 2
	MHz
	10

	
	FInterferer 1  (Offset)
	MHz
	-BW/2 – 15
/
+BW/2 + 15

	
	FInterferer 2  (Offset)
	MHz
	2 * FInterferer 1

	NOTE 1:	Reference measurement channel is A.7.2
NOTE 2:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.



7.8E.2.2	Wide band Intermodulation for V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 7.8E.2.1 shall apply for the NR sidelink reception in the operating bBands in Table 5.2E.21-1 and the requirements specified in clause 7.8 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
<End of Changes>
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