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1 Introduction
This contribution is a text proposal for TR 38.894 to update the requirements of CA_n40A-n41A.

Text Proposal
<Start of Text Proposal>

5.3.3.2
Reference sensitivity requirements

Table 5.3.3.2-1a: PC3 Cross band isolation for simultaneous Rx-Tx with CA_n40A-n41A
	UL band
	DL band
	UL Fc
	UL BW
	SCS of UL band
	UL RB Allocation
	DL Fc
	DL BW
	MSD
	Cross-band

Interference

source

	
	
	(MHz)
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(MHz)
	(dB)
	

	n40
	n41
	2350
	100
	30
	270 (RBstart=3)
	2501
	10
	28.1
	ACLR2

	n41
	n40
	2546
	100
	30
	270 (RBstart=0)
	2397.5
	5
	31.4
	ACLR2


Table 5.3.3.2-1b: PC2 Cross band isolation for simultaneous Rx-Tx with CA_n40A-n41A
	UL band
	DL band
	UL Fc
	UL BW
	SCS of UL band
	UL RB Allocation
	DL Fc
	DL BW
	MSD
	Cross-band

Interference

source

	
	
	(MHz)
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(MHz)
	(dB)
	

	n40
	n41
	2350
	100
	30
	270 (RBstart=3)
	2501
	10
	31.1
	ACLR2

	n41
	n40
	2546
	100
	30
	270 (RBstart=0)
	2397.5
	5
	34.4
	ACLR2


<End of Text Proposal>
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