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The maximum OTA Test System uncertainty for OTA transmitter tests minimum requirements are given in tables 4.1.2.2-1 and 4.1.2.2-2. Details for derivation of OTA Test System uncertainty are given in corresponding clauses in TR 37.941 [29].
Table 4.1.2.2-1: Maximum OTA Test System uncertainty for FR1 OTA transmitter tests
	Clause
	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition:
±1.1 dB, f ≤ 3 GHz
±1.3 dB, 3 GHz < f ≤ 7.125 GHz
±1.8 dB for band n96

	
	Extreme condition:
±2.5 dB, f ≤ 3 GHz
±2.6 dB, 3 GHz < f ≤ 7.125 GHz

	6.3 OTA base station output power
	±1.4 dB, f ≤ 3.0 GHz
±1.5 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.5 dB, 4.2 GHz < f ≤ 7.125 GHz

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.1 OTA transmitter OFF power
	±3.4 dB, f ≤ 3.0 GHz
±3.6 dB, 3.0 GHz < f ≤ 7.125 GHz(NOTE 1)

	6.5.2 OTA transmitter transient period
	N/A

	6.6.2 OTA frequency error
	±12 Hz

	6.6.3 OTA modulation quality
	±1 %

	6.6.4 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	±100 kHz, BWChannel 5 MHz, 10 MHz
±300 kHz, BWChannel 15 MHz, 20 MHz, 25 MHz, 30 MHz, 35 MHz, 40 MHz, 45 MHz, 50 MHz
±600 kHz, BWChannel 60 MHz, 70 MHz, 80 MHz, 90 MHz, 100 MHz 

	6.7.3 OTA ACLR/CACLR
	f ≤ 3.0 GHz
±1 dB, BW ≤ 20MHz
±1 dB, BW > 20MHz

3.0 GHz < f ≤ 7.125 GHz
±1.2 dB, BW ≤ 20MHz
±1.2 dB, BW > 20MHz

Absolute power ±2.2 dB, f ≤ 3.0 GHz
Absolute power ±2.7 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2.7 dB, 4.2 GHz < f ≤ 7.125 GHz

	6.7.4 OTA operating band unwanted emissions
	Absolute power ±1.8 dB, f ≤ 3.0 GHz
Absolute power ±2 dB, 3.0 GHz < f ≤ 4.2 GHz
Absolute power ±2 dB, 4.2 GHz < f ≤ 6.0 GHz

	6.7.5.2	OTA transmitter spurious emissions, mandatory requirements
	±2.3 dB, 30 MHz < f ≤ 6 GHz
±4.2 dB, 6 GHz < f ≤ 26 GHz

	6.7.5.3	OTA transmitter spurious emissions, protection of BS receiver
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 7.125 GHz(NOTE 1)

	6.7.5.4 OTA transmitter spurious emissions, additional spurious emissions requirements
	±2.6 dB, f ≤ 3 GHz
±3.0, 3 GHz < f ≤ 4.2 GHz
±3.5, 4.2 GHz < f ≤ 6 GHz

	6.7.5.5	OTA transmitter spurious emissions, co-location
	±3.1 dB, f ≤ 3 GHz
±3.3 dB, 3 GHz < f ≤ 4.2 GHz
±3.4, 4.2 GHz < f ≤ 7.125 GHz(NOTE 1)

	6.8 OTA transmitter intermodulation
	The value below applies only to the interfering signal and is unrelated to the measurement uncertainty of the tests in6.7.3 (ACLR), 6.7.4 (OBUE) and 6.7.5 (spurious emissions) which have to be carried out in the presence of the interferer.
±3.2 dB, f ≤ 3.0 GHz
±3.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.5 dB, 4.2 GHz < f ≤ 6 GHz
(NOTE 1)

	NOTE 1:	Fulfilling the criteria for CLTA selection and placement in clause 4.12 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.941 [29] shall be used for evaluating the test system uncertainty. 
NOTE 2:	Test system uncertainty values are applicable for normal condition unless otherwise stated.
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	Maximum OTA Test System uncertainty

	6.2 Radiated transmit power
	Normal condition:
±1.7 dB (24.25 – 29.5 GHz)
±2.0 dB (37 – 43.5 GHz)
±2.2 dB (43.5 GHz < f ≤ 48.2 GHz) 
±[3.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	
	Extreme condition:
±3.1 dB (24.25 – 29.5 GHz)
±3.3 dB (37 – 43.5 GHz)
±3.5 dB (43.5 GHz < f ≤ 48.2 GHz) 
±[3.9] dB (52.6 GHz ≤ f ≤ 71 GHz)

	6.3 OTA base station output power
	±2.1 dB (24.25 – 29.5 GHz)
±2.4 dB (37 – 43.5 GHz)
±2.6 dB (43.5 GHz < f ≤ 48.2 GHz) 
±[4.7]3.2 dB (52.6 GHz ≤ f ≤ 71 GHz)

	6.4.2 OTA RE power control dynamic range
	N/A

	6.4.3 OTA total power dynamic range 
	±0.4 dB

	6.5.1 OTA transmitter OFF power
	±2.9 dB (24.25 – 29.5 GHz)
±3.3 dB (37 – 43.5 GHz)
±3.6 dB (43.5 GHz < f ≤ 48.2 GHz) 
±[5.6] dB (52.6 GHz ≤ f ≤ 71 GHz)

	6.5.2 OTA transmitter transient period
	N/A

	6.6.2 OTA frequency error
	±12 Hz

	6.6.3 OTA modulation quality
	1%

	6.6.4 OTA time alignment error
	±25 ns

	6.7.2 OTA occupied bandwidth
	600 kHz

	6.7.3 OTA ACLR
	Relative ACLR:
±2.3 dB (24.25 – 29.5 GHz)
±2.6 dB (37 – 43.5 GHz)
±2.8 dB (43.5 GHz < f ≤ 48.2 GHz) 
±[5.2] dB (52.6 GHz ≤ f ≤ 71 GHz)

Absolute ACLR: 
±2.7 dB (24.25 – 29.5 GHz)
±2.7 dB (37 – 43.5 GHz)
±2.9 dB (43.5 GHz < f ≤ 48.2 GHz) 
±[5.3] dB (52.6 GHz ≤ f ≤ 71 GHz)

	6.7.4 OTA operating band unwanted emissions
	±2.7 dB (24.25 – 29.5 GHz)
±2.7 dB (37 – 43.5 GHz)
±2.9 dB (43.5 GHz < f ≤ 48.2 GHz) 
±[5.3] dB (52.6 GHz ≤ f ≤ 71 GHz)

	6.7.5.2 OTA transmitter spurious emissions, mandatory requirements
	±2.3 dB, 30 MHz ≤ f ≤ 6 GHz
±2.7 dB, 6 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 60 GHz
±[4.7] dB (52.6 GHz < f ≤ 71 GHz)
±FFS dB (60 GHz < f ≤ [110] GHz)
±FFS dB ([110] GHz < f ≤ 142 GHz)

	6.7.5.4 OTA transmitter spurious emissions, additional requirements
	±2.3 dB, 30 MHz ≤ f ≤ 6 GHz
±2.7 dB, 6 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 60 GHz
±FFS dB (60 GHz < f ≤ [110] GHz)
±FFS dB ([110] GHz < f ≤ 142 GHz)

	NOTE:	Test system uncertainty values are applicable for normal condition unless otherwise stated.
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The maximum OTA Test System uncertainty for OTA receiver tests minimum requirements are given in tables 4.1.2.3-1 and 4.1.2.3-2. Details for derivation of OTA Test System uncertainty are given in corresponding clauses in TR 37.941 [29].
Table 4.1.2.3-1: Maximum OTA Test System uncertainty for FR1 OTA receiver tests
	Clause
	Maximum OTA Test System uncertainty

	7.2 OTA sensitivity
	±1.3 dB, f ≤ 3.0 GHz
±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
±1.9 dB, 6.0 GHz < f ≤ 7.125 GHz
±1.9 dB for band n96

	7.3 OTA reference sensitivity level
	±1.3 dB, f ≤ 3.0 GHz
±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
±1.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.4 OTA dynamic range 
	±0.3 dB

	7.5.1	OTA adjacent channel selectivity
	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
±2.8 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.5.2	In-band blocking (General)
	±1.9 dB, f ≤ 3.0 GHz
±2.2 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.5 dB, 4.2 GHz < f ≤ 6.0 GHz
±2.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.5.2	In-band blocking (Narrowband)
	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz

	7.6 OTA out-of-band blocking (General)
	fwanted ≤ 3.0 GHz:
±2.0 dB, finterferer ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < finterferer ≤ 6.0 GHz
±3.5 dB, 6.0 GHz < finterferer ≤ 12.75 GHz

3 GHz < fwanted ≤ 4.2 GHz:
±2.0 dB, finterferer ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < finterferer ≤ 6.0 GHz
±3.6 dB, 6.0 GHz < finterferer ≤ 12.75 GHz

4.2 GHz < fwanted ≤ 7.125  GHz:
±2.2 dB, finterferer ≤ 3.0 GHz
±2.3 dB, 3.0 GHz < finterferer ≤ 6.0 GHz
±3.6 dB, 6.0 GHz < finterferer ≤ 12.75 GHz


	7.6 OTA out-of-band blocking (Co-location)
(NOTE 1)
	fwanted ≤ 3.0 GHz:
±3.4 dB, finterferer ≤ 3.0 GHz
±3.5 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.7 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

3 GHz < fwanted ≤ 4.2 GHz:
±3.5 dB, finterferer ≤ 3.0 GHz
±3.6 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.7 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

4.2 GHz < fwanted ≤ 6.0 GHz:
±3.6 dB, finterferer ≤ 3.0 GHz
±3.7 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.8 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

6.0 GHz < f ≤ 7.125 GHz:
±3.6 dB, finterferer ≤ 3.0 GHz
±3.8 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.9 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

	7.7 OTA receiver spurious emissions 
	±2.5 dB, 30 MHz ≤ f ≤ 6.0 GHz
±4.2 dB, 6.0 GHz < f ≤ 26 GHz

	7.8 OTA receiver intermodulation
	±2.0 dB, f ≤ 3.0 GHz
±2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.2 dB, 4.2 GHz < f ≤ 6.0 GHz
±3.5 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.9 OTA in-channel selectivity 
	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
±2.8 dB, 6.0 GHz < f ≤ 7.125 GHz

	NOTE 1:	Fulfilling the criteria for CLTA selection and placement in clause 4.12 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.941 [29], shall be used for evaluating the test system uncertainty. 
NOTE 2:	Test system uncertainty values are applicable for normal condition unless otherwise stated.
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	Clause
	Maximum OTA Test System uncertainty

	7.3 OTA reference sensitivity level
	±2.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±2.4 dB, 37 GHz < f ≤ 43.5 GHz
±3.5 dB, 43.5 GHz < f ≤ 48.2 GHz
±[3.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.5.1	OTA adjacent channel selectivity
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.1 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.5.2	In-band blocking (General)
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.1 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.6 OTA out-of-band blocking 
	±3.6 dB, 24.25 GHz < f ≤ 43.5 GHz
±4.5 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 142 GHz)

	7.7 OTA receiver spurious emissions 
	±2.5 dB, 30 MHz ≤ f ≤ 6 GHz
±2.7 dB, 6 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 60 GHz
±FFS dB (48.2 GHz < f ≤ [110] GHz)
±FFS dB ([110] GHz < f ≤ 142 GHz)

	7.8 OTA receiver intermodulation
	±3.9 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.9 dB, 37 GHz < f ≤ 43.5 GHz
±5.4 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.5] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.9 OTA in-channel selectivity 
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.1 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	NOTE:	Test system uncertainty values are applicable for normal condition unless otherwise stated.
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6.2.5	Test requirement
For each declared conformance beam direction pair, the EIRP measurement results in clause 6.2.4.2 shall remain within the values provided in table 6.2.5-1, relative to the manufacturer's declared rated beam EIRP (D.11) value:
Table 6.2.5-1: Test requirement for radiated transmit power
	
	Normal test environment
	Extreme test environment

	BS type 1-H
	f ≤ 3 GHz: ± 3.3 dB
	N/A

	
	3 GHz < f ≤ 7.125 GHz: ± 3.5 dB
For band n96: ± 4.0 dB
	

	BS type 1-O
	f  ≤ 3 GHz: ± 3.3 dB
	f  ≤ 3 GHz: ± 5.2 dB

	
	3 GHz < f ≤ 7.125 GHz: ± 3.5 dB 
	3 GHz < f ≤ 4.2 GHz: ± 5.3 dB

	
	
	4.2 GHz < f ≤ 7.125 GHz: ± 5.3 dB

	BS type 2-O
	24.15 GHz < f ≤ 29.5 GHz: ± 5.1 dB
37 GHz < f ≤ 43.5 GHz: ± 5.4 dB
43.5 GHz < f ≤ 48.2 GHz: ± 5.6 dB
52.6 GHz < f ≤ 71.0 GHz: ± [6.4] dB
	24.15 GHz < f ≤ 29.5 GHz: ± 7.6 dB
37 GHz < f ≤ 43.5 GHz: ± 7.8 dB 
43.5 GHz < f ≤ 48.2 GHz: ± 8.0 dB
52.6 GHz < f ≤ 71.0 GHz: ± [8.4] dB
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6.3.5.2	BS type 2-O
The final TRP measurement result in clause 6.3.4.2 shall remain:
-	within +5.1 dB and -5.1 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP carrier frequency 24.25 GHz < f ≤ 29.5 GHz.
-	within +5.4 dB and –5.4 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP for carrier frequency 37 GHz < f ≤ 43.5 GHz.
-	within +5.6 dB and –5.6 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP for carrier frequency 43.5 GHz < f ≤ 48.2 GHz.
-	within +[7.7]6.2 dB and –[7.7]6.2 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP for carrier frequency 52.6 GHz ≤ f ≤ 71 GHz.
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6.5.2.5.2	BS type 2-O
The measured mean EIRP spectral density according to clause 6.5.2.4.2 shall be less than -33.1 + Prated,c,EIRP - Prated,c,TRP dBm/MHz for carrier frequency 24.15 GHz < f ≤ 29.5 GHz, where Prated,c,EIRP is the value declared for the reference beam direction pair (D.8) for the beam identifier (D.3) which provides the highest intended EIRP.
The measured mean EIRP spectral density according to clause 6.5.2.4.2 shall be less than -32.7 + Prated,c,EIRP - Prated,c,TRP dBm/MHz for carrier frequency 37 GHz < f ≤ 43.5 GHz, where Prated,c,EIRP is the value declared for the reference beam direction pair (D.8) for the beam identifier (D.3) which provides the highest intended EIRP.
The measured mean EIRP spectral density according to clause 6.5.2.4.2 shall be less than -32.4 + Prated,c,EIRP - Prated,c,TRP dBm/MHz for carrier frequency 43.5 GHz < f ≤ 48.2 GHz, where Prated,c,EIRP is the value declared for the reference beam direction pair (D.8) for the beam identifier (D.3) which provides the highest intended EIRP.
The measured mean EIRP spectral density according to clause 6.5.2.4.2 shall be less than –[-30.4] + Prated,c,EIRP - Prated,c,TRP dBm/MHz for carrier frequency 52.6 GHz ≤ f ≤ 71 GHz, where Prated,c,EIRP is the value declared for the reference beam direction pair (D.8) for the beam identifier (D.3) which provides the highest intended EIRP.
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6.6.3.1	Definition and applicability
OTA modulation quality is defined by the difference between the measured carrier signal and an ideal signal. Modulation quality can e.g. be expressed as Error Vector Magnitude (EVM). The Error Vector Magnitude is a measure of the difference between the ideal symbols and the measured symbols after the equalization. This difference is called the error vector.
OTA modulation quality requirement is defined as a directional requirement at the RIB and shall be met within the OTA coverage range.
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6.7.3.5.2	BS type 2-O
For the OTA ACLR requirement either the OTA ACLR limits in tables 6.7.3.5.2-1/3 or the OTA ACLR absolute limits in table 6.7.3.5.2-2 shall apply, whichever is less stringent. The OTA CACLR limits in table 6.7.3.5.2-4 or the OTA CACLR absolute limits in table 6.7.3.5.2-4a shall apply, whichever is less stringent.

The CACLR in a sub-block gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges.
The assumed filter for the adjacent channel frequency is defined in table 6.7.3.5.2-4 and the filters on the assigned channels are defined in table 6.7.3.5.2-5.
The OTA ACLR measurement result shall not be less than the OTA ACLR limit specified in table 6.7.3.5.2-1.
Table 6.7.3.5.2-1: BS type 2-O ACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted
BWChannel (MHz)
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	OTA ACLR limit
(dB)






	50, 100, 200, 400, 800, 1600, 2000
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	25.7 (Note 3)
23.4 (Note 4)
23.2 (Note 5) 
[18.8] (Note 6)

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz
NOTE 4:	Applicable to bands defined within the frequency spectrum range of 37 – 43.5 GHz
NOTE 5:	Applicable to bands defined within the frequency spectrum range of 43.5 – 48.2 GHz
NOTE 6:	Applicable to bands defined within the frequency spectrum range of 52.6 – 71.0 GHz.



The absolute total power measurement shall not exceed the OTA ACLR absolute limit specified in table 6.7.3.5.2-2
Table 6.7.3.5.2-2: BS type 2-O ACLR absolute limit
	BS class
	ACLR absolute limit (Note 1)
	ACLR absolute limit (Note 2)
	ACLR absolute limit (Note 3)

	Wide area BS
	-10.3 dBm/MHz
	-10.1 dBm/MHz
	-[7.7] dBm/MHz

	Medium range BS
	-17.3 dBm/MHz
	-17.1 dBm/MHz
	-[14.7] dBm/MHz

	Local area BS
	-17.3 dBm/MHz
	-17.1 dBm/MHz
	-[14.7] dBm/MHz

	NOTE 1:	Applicable to bands defined within the frequency spectrum range of 24.25 – 43.5 GHz
NOTE 2:	Applicable to bands defined within the frequency spectrum range of 43.5 – 48.2 GHz.
NOTE 3:	Applicable to bands defined within the frequency spectrum range of 52.6 – 71.0 GHz.
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6.7.4.1	Definition and applicability
The OTA limits for operating band unwanted emissions are specified as TRP per RIB, unless otherwise stated.
For BS type 1-O, for a RIB operating in multi-carrier or contiguous CA, the requirements apply to BS channel bandwidths of the outermost carrier. In addition, for a RIB operating in non-contiguous spectrum, the requirements shall apply inside any sub-block gap. In addition, for a multi-band RIB, the requirements shall apply inside any Inter RF Bandwidth gap.
For BS type 2-O, for a RIB operating in multi-carrier or contiguous CA, the requirements apply to the frequencies  starting from the edge of the contiguous transmission bandwidth. In addition, for a RIB operating in non-contiguous spectrum, the requirements apply inside any sub-block gap.
<Next change>
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The power of unwanted emission shall not exceed the limits in table 6.7.4.5.2.2-1, 6.7.4.5.2.2-2 or 6.7.4.5.2.2-3.
Table 6.7.4.5.2.2-1: OBUE limits applicable in the frequency range 24.25 – 33.4 GHz
	Frequency offset of measurement filter -3 dB point, f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 32.3 dB, -9.3 dBm))

	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 43 dB, -20 dBm))

	1 MHz

	NOTE:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 



Table 6.7.4.5.2.2-2: OBUE limits applicable in the frequency range 37– 43.5 GHz
	Frequency offset of measurement filter -3 dB point, f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 30.3 dB, -9.3 dBm))

	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))

	1 MHz

	NOTE:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap.



Table 6.7.4.5.2.2-3: OBUE limits applicable in the frequency range 43.5– 48.2 GHz
	Frequency offset of measurement filter -3 dB point, f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.1 dBm, Max(Prated,t,TRP – 30.1 dB, -9.1 dBm))
	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	NOTE:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap.



Table 6.7.4.5.2.2-4: OBUE limits applicable in the frequency range 52.6 – 71.0 GHz
	Frequency offset of measurement filter -3B point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min([0.3] dBm, Max(Prated,t,TRP – [25.7] dB, - [6.7] dBm))
	1 MHz

	0.1*BWcontiguous  f < fmax
	0.1* BWcontiguous +0.5 MHz  f_offset < f_ offsetmax
	Min(-13 dBm, Max(Prated,t,TRP –39 dB, -20 dBm))
	1 MHz

	NOTE:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap.
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6.7.4.5.2.3	OTA operating band unwanted emission limits (Category B)
The power of unwanted emission shall not exceed the limits in table 6.7.4.5.2.3-1, 6.7.4.5.2.3-2 or 6.7.4.5.2.3-3.
Table 6.7.4.5.2.3-1: OBUE limits applicable in the frequency range 24.25 – 33.4 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 32.3 dB, -9.3 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 43 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 33 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block.
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



Table 6.7.4.5.2.3-2: OBUE limits applicable in the frequency range 37 – 43.5 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.3 dBm, Max(Prated,t,TRP – 30.3 dB, -9.3 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 31 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block.
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



Table 6.7.4.5.2.3-3: OBUE limits applicable in the frequency range 43.5 – 48.2 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Test limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-2.1 dBm, Max(Prated,t,TRP – 30.1 dB, -9.1 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 31 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



Table 6.7.4.5.2.3-4: OBUE limits applicable in the frequency range 52.6 – 71.0 GHz
	Frequency offset of measurement filter -3 dB point,  f
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min([0.3] dBm, Max(Prated,t,TRP – [25.7] dB, -[6.7] dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 39 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 29 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 when the OTA test signal is at the corresponding EISREFSENS level and arrives from any direction within the OTA REFSENS RoAoA.
EISREFSENS levels are derived from a single declared basis level EISREFSENS_50M, which is based on a reference measurement channel with 50 MHz BS channel bandwidth. EISREFSENS_50M itself is not a requirement and although it is based on a reference measurement channel with 50 MHz BS channel bandwidth it does not imply that BS has to support 50 MHz BS channel bandwidth.
For Wide Area BS, EISREFSENS_50M is an integer value in the range -96 to -119 dBm. The specific value is declared by the vendor.
For Medium Range BS, EISREFSENS_50M is an integer value in the range -91 to -114 dBm. The specific value is declared by the vendor.
For Local Area BS, EISREFSENS_50M is an integer value in the range -86 to -109 dBm. The specific value is declared by the vendor.
Table 7.3.5.3-1: FR2-1 OTA reference sensitivity requirement applicable in the frequency range 24.25 – 43.5 GHz
	BS channel bandwidth
(MHz)
	Sub-carrier spacing
(kHz)
	Reference measurement channel
(annex A.1)
	OTA reference sensitivity level, EISREFSENS 
(dBm)

	50, 100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 2.4 + ΔFR2_REFSENS

	50
	120
	G-FR2-A1-2
	EISREFSENS_50M + 2.4 + ΔFR2_REFSENS

	100, 200, 400
	120
	G-FR2-A1-3
	EISREFSENS_50M + 3 + 2.4 + ΔFR2_REFSENS

	NOTE 1:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The declared EISREFSENS_50M shall be within the range specified in table 10.3.3-2.



Table 7.3.5.3-2: FR2-1 OTA reference sensitivity requirement applicable in the frequency range 43.5 – 48.2 GHz
	BS channel bandwidth
(MHz)
	Sub-carrier spacing
(kHz)
	Reference measurement channel
(annex A.1)
	OTA reference sensitivity level, EISREFSENS 
(dBm)

	50, 100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 3.5 + ΔFR2_REFSENS

	50
	120
	G-FR2-A1-2
	EISREFSENS_50M + 3.5 + ΔFR2_REFSENS

	100, 200, 400
	120
	G-FR2-A1-3
	EISREFSENS_50M + 3 + 3.5 + ΔFR2_REFSENS

	NOTE 1:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The declared EISREFSENS_50M shall be within the range specified in table 10.3.3-2.



Table 7.3.5.3-3 FR2-2 OTA reference sensitivity requirement applicable in the frequency range 52.6 – 71 GHz
	BS channel bandwidth
(MHz)
	Sub-carrier spacing
(kHz)
	Reference measurement channel
(annex A.1)
	OTA reference sensitivity level, EISREFSENS 
(dBm)

	100,400
	120
	G-FR2-A1-3
	EISREFSENS_50M + 3 + [3.0] + ΔFR2_REFSENS

	400, 800, 1600
	480
	G-FR2-A1-6
	EISREFSENS_50M + 9 + [3.0] + ΔFR2_REFSENS

	400, 800, 1600, 2000
	960
	G-FR2-A1-7
	EISREFSENS_50M + 9 + [3.0] + ΔFR2_REFSENS

	NOTE 1:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The declared EISREFSENS_50M shall be within the range specified in table 10.3.3-2.
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The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For FR2, the OTA wanted and the interfering signal are specified in table 7.5.1.5.3-1 and table 7.5.1.5.3-2 for ACS. The reference measurement channel for the OTA wanted signal is identified in clause 7.3.5.3 and is further specified in annex A.1. The characteristics of the interfering signal is further specified in TS 38.104 [2] annex D.
The OTA ACS requirement is applicable outside the Base Station RF Bandwidth. The OTA interfering signal offset is defined relative to the Base station RF Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.5.1.5.3-2. The OTA interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
Table 7.5.1.5.3-1: OTA ACS requirement for BS type 2-O
	
	BS channel bandwidth of the
	Wanted signal mean power (dBm)	Comment by Michal Szydelko, Huawei: Cells merged


	Interfering signal mean

	
	lowest/highest carrier received (MHz)
	
	power (dBm)

	FR2-1
	50, 100, 200, 400
	EISREFSENS + 6 dB (Note 3)EISREFSENS_50M + 27.7 + ΔFR2_REFSENS (Note 1)	Comment by Michal Szydelko, Huawei: Cells merged
EISREFSENS_50M + 26.7 + ΔFR2_REFSENS (Note 2)

	FR2-2
	100, 400, 800, 1600, 2000
	EISREFSENS_50M + 28.7 + ΔFR2_REFSENS (Note 4)

	NOTE 1:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 2:	Applicable to bands defined within the frequency spectrum range of 37 – 52.6 GHz.
NOTE 3:	EISREFSENS is specified in TS 38.104 [2], clause 10.3.3.
NOTE 4:   Applicable to bands defined within the frequency spectrum range of 52.6 – 71 GHz.



	[bookmark: _Hlk135753154]Frequency range
	BS channel bandwidth of the
	Wanted signal mean power (dBm)


	Interfering signal mean

	
	lowest/highest carrier received (MHz)
	
	power (dBm)

	FR2-1
	50, 100, 200, 400
	EISREFSENS + 6 dB (Note 3)
	EISREFSENS_50M + 27.7 + ΔFR2_REFSENS (Note 1)
EISREFSENS_50M + 26.7 + ΔFR2_REFSENS (Note 2)

	FR2-2
	100, 400, 800, 1600, 2000
	
	EISREFSENS_50M + 28.7 + ΔFR2_REFSENS (Note 4)

	NOTE 1:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 2:	Applicable to bands defined within the frequency spectrum range of 37 – 52.6 GHz.
NOTE 3:	EISREFSENS is specified in TS 38.104 [2], clause 10.3.3.
NOTE 4:   Applicable to bands defined within the frequency spectrum range of 52.6 – 71 GHz.



Table 7.5.1.5.3-2: OTA ACS interferer frequency offset for BS type 2-O
	Frequency range
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	FR2-1
	50
	±24.29
	50 MHz DFT-s-OFDM NR

	
	100
	±24.31
	signal, 60 kHz SCS, 64 RBs

	
	200
	±24.29
	

	
	400
	±24.31
	

	FR2-2
	100
	±48.58
	100 MHz DFT-s-OFDM NR
signal,120 kHz SCS, 64 RBs

	
	400
	±48.58
	

	
	800
	±48.62
	

	
	1600
	±48.58
	

	
	2000
	±48.62
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For BS type 2-O, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in tables 7.9.5.2-1, 7.9.5.2-2 and 7.9.5.2-3.
The wanted and interfering signals applies to each supported polarization, under the assumption of polarization match.
Table 7.9.5.2-1: OTA in-channel selectivity requirement for BS type 2-O applicable in the frequency range 24.25 – 43.5 GHz
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)
(Note 2)
	Type of interfering signal

	50
	60
	G-FR2-A1-4
	EISREFSENS_50M + 3.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 32 RBs

	100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 6.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 64 RBs

	50
	120
	G-FR2-A1-5
	EISREFSENS_50M + 3.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 16 RBs

	100, 200, 400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 6.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 32 RBs

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.
NOTE 2:	EISREFSENS_50M is defined in TS38.104 [2], clause 7.3.3.



Table 7.9.5.2-2: OTA in-channel selectivity requirement for BS type 2-O applicable in the frequency range 43.5 – 48.2 GHz
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)
(Note 2)
	Type of interfering signal

	50
	60
	G-FR2-A1-4
	EISREFSENS_50M + 5.1 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 32 RBs

	100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 8.1 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 64 RBs

	50
	120
	G-FR2-A1-5
	EISREFSENS_50M + 5.1 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 16 RBs

	100, 200, 400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 8.1 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 32 RBs

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.
NOTE 2:	EISREFSENS_50M is defined in TS38.104 [2], clause 7.3.3.



Table 7.9.5.2-3: OTA in-channel selectivity requirement for BS type 2-O applicable in the frequency range 52.6 – 71 GHz
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)
(Note 2)
	Type of interfering signal

	100, 400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 3 +[4.0] + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 
32 RB

	400
	480
	G-FR2-A1-8
	EISREFSENS_50M + 9 +[4.0] + ΔFR2_REFSENS
	EISREFSENS_50M + 19+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 480 kHz SCS, 
32 RB

	800, 1600
	480
	G-FR2-A1-6
	EISREFSENS_50M + 12+[4.0] + ΔFR2_REFSENS

	EISREFSENS_50M + 22 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 480 kHz SCS, 
54 RB

	400
	960
	G-FR2-A1-9
	EISREFSENS_50M + 9 +[4.0] + ΔFR2_REFSENS
	EISREFSENS_50M + 19+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 960 kHz SCS, 
16 RB

	800, 1600, 2000
	960
	G-FR2-A1-7
	EISREFSENS_50M + 12+[4.0] + ΔFR2_REFSENS
	EISREFSENS_50M + 22+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 960 kHz SCS, 
27 RB

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.
NOTE 2:	EISREFSENS_50M is defined in TS 38.104 [2], clause 7.3.3.



<Next change>
C.1	Measurement of transmitter
Table C.1-1: Derivation of test requirements (FR1 OTA transmitter tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	6.2 Radiated transmit power 
	See TS 38.104 [2], clause 9.2
	Normal conditions:
1.1 dB, f ≤ 3.0 GHz
1.3 dB, 3.0 GHz < f ≤ 4.2 GHz
1.3 dB, 4.2 GHz < f ≤ 7.125  GHz

Extreme conditions:
2.5 dB, f ≤ 3.0 GHz
2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
2.6 dB, 4.2 GHz < f ≤ 7.125  GHz

	Formula:
Upper limit + TT, Lower limit – TT

	6.3	OTA base station output power
	See TS 38.104 [2], clause 9.3
	1.4 dB, f ≤ 3.0 GHz
1.5 dB, 3.0 GHz < f ≤ 4.2 GHz
1.5 dB, 4.2 GHz < f ≤ 7.125  GHz

	Formula:
Upper limit + TT, Lower limit – TT


	6.4	OTA output power dynamics
	See TS 38.104 [2], clause 9.4
	0.4 dB
	Formula:
Total power dynamic range – TT


	6.5.1	OTA transmitter OFF power
	See TS 38.104 [2], clause 9.5.2
	3.4 dB , f ≤ 3.0GHz
3.6 dB, 3.0GHz < f ≤ 4.2GHz
3.6 dB, 4.2GHz < f ≤ 7.125 GHz

	Formula:
Minimum Requirement + TT

	6.6.2 OTA frequency Error
	See TS 38.104 [2], clause 9.6.1
	12 Hz
	Formula:
Frequency Error limit + TT

	6.6.3 OTA Modulation quality (EVM)
	See TS 38.104 [2], clause 9.6.2
	1%
	Formula:
EVM limit + TT

	6.6.4 OTA time alignment error
	See TS 38.104 [2], clause 9.6.3
	25 ns
	

	6.7.2	OTA occupied bandwidth
	See TS 38.104 [2], clause 9.7.2
	0 Hz
	Formula:
Minimum Requirement + TT

	6.7.3	OTA Adjacent Channel Leakage Power Ratio (ACLR)
	See TS 38.104 [2], clause 9.7.3
	Relative:
1.0 dB, f ≤ 3.0GHz
1.2 dB, 3.0GHz < f ≤ 4.2GHz
1.2 dB, 4.2GHz < f ≤ 7.125 GHz

Absolute:
0 dB
	Formula:
Relative limit - TT
Absolute limit +TT


	6.7.4	OTA operating band unwanted emissions
	See TS 38.104 [2], clause 9.7.4
	Offsets < 10MHz
1.8 dB, f ≤ 3.0GHz
2 dB, 3.0GHz < f ≤ 4.2GHz
2 dB, 4.2GHz < f ≤ 7.125 GHz

Offsets ≥ 10MHz: 0 dB

Additional limits for bands n50, n51, n74, n75, n76:   0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2	General transmitter spurious emissions requirements
Category A
	See TS 38.104 [2], clause 9.7.5.2.2
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2	General transmitter spurious emissions requirements
Category B
	See TS 38.104 [2], clause 9.7.5.2.2
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.3 Protection of the BS receiver of own or different BS
	See TS 38.104 [2], clause 9.7.5.2.3
	3.1 dB, f ≤ 3.0GHz
3.3 dB, 3.0GHz < f ≤ 4.2GHz
3.4 dB, 4.2GHz < f ≤ 7.125 GHz

	Formula:
Minimum Requirement + TT

	6.7.5.4 Additional spurious emissions requirements
	See TS 38.104 [2], clause 9.7.5.2.4
	2.6 dB, f ≤ 3 GHz
3.0 dB, 3 GHz < f ≤ 4.2 GHz
3.5 dB, 4.2 GHz < f ≤ 7.125  GHz

For co-existence with PHS:
0 dB

Additional limits for bands n50, n51, n74, n75, n76:   0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.5 Co-location with other base stations
	See TS 38.104 [2], clause 9.7.5.2.5
	3.1 dB, f ≤ 3.0GHz
3.3 dB, 3.0GHz < f ≤ 4.2GHz
3.4 dB, 4.2GHz < f ≤ 7.125 GHz

	Formula:
Minimum Requirement + TT

	6.8	OTA transmitter intermodulation
	See TS 38.104 [2], clause 9.8
	0 dB
	

	NOTE:	TT values are applicable for normal condition unless otherwise stated.



Table C.1-2: Derivation of test requirements (FR2 OTA transmitter tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	6.2 Radiated transmit power
	Normal conditions:
1.7 dB, 24.25GHz < f ≦ 29.5GHz
2.0 dB, 37GHz < f ≦ 43.5GHz
2.2 dB, 43.5GHz < f ≦ 48.2GHz
[3.0] dB, 52.6GHz  f  71GHz 

Extreme conditions:
3.1 dB, 24.25GHz < f ≦ 29.5GHz
3.3 dB, 37GHz < f ≦ 43.5GHz
3.5 dB, 43.5GHz < f ≦ 48.2GHz
[3.9] dB, 52.6GHz  f  71GHz
	Normal conditions:
1.7 dB, 24.25GHz < f ≦ 29.5GHz
2.0 dB, 37GHz < f ≦ 43.5GHz
2.2 dB, 43.5GHz < f ≦ 48.2GHz
3.0 dB, 52.6GHz  f  71GHz 

Extreme conditions:
3.1 dB, 24.25GHz < f ≦ 29.5GHz
3.3 dB, 37GHz < f ≦ 43.5GHz
3.5 dB, 43.5GHz < f ≦ 48.2GHz
3.9 dB, 52.6GHz  f  71GHz
	Formula:
Upper limit + TT, Lower limit – TT

	6.3	OTA base station output power
	2.1 dB, 24.25GHz < f ≦ 29.5GHz
2.4 dB, 37GHz < f ≦ 43,5GHz
2.6 dB, 43.5GHz < f ≦ 48.2GHz
[4.7]3.2 dB, 52.6GHz  f  71GHz
	2.1 dB, 24.25GHz < f ≦ 29.5GHz
2.4 dB, 37GHz < f ≦ 43,5GHz
2.6 dB, 43.5GHz < f ≦ 48.2GHz
3.2 dB, 52.6GHz  f  71GHz
	Formula:
Upper limit + TT, Lower limit – TT


	6.4	OTA output power dynamics
	0.4 dB
	0.4 dB
	Formula:
Total power dynamic range – TT


	6.5.1	OTA transmitter OFF power
	2.9 dB, 24.25GHz < f ≦ 29.5GHz
3.3 dB, 37GHz < f ≦ 43.5GHz
3.6 dB, 43.5GHz < f ≦ 48.2GHz
[5.6] dB, 52.6GHz  f  71GHz
	2.9 dB, 24.25GHz < f ≦ 29.5GHz
3.3 dB, 37GHz < f ≦ 43.5GHz
3.6 dB, 43.5GHz < f ≦ 48.2GHz
	Formula:
Minimum Requirement + TT

	6.6.2 OTA frequency Error
	12 Hz
	12 Hz
	Formula:
Frequency Error limit + TT

	6.6.3 OTA Modulation quality (EVM)
	1 %
[1] %, 52.6GHz  f  71GHz
	1 %
	Formula:
EVM limit + TT

	6.6.4 OTA time alignment error
	25 ns
	25 ns
	

	6.7.2	OTA occupied bandwidth
	0 Hz
	0 Hz
	Formula:
Minimum Requirement + TT

	6.7.3	OTA Adjacent Channel Leakage Power Ratio (ACLR)
	Relative:
2.3 dB, 24.25GHz < f ≦ 29.5GHz
2.6 dB, 37GHz < f ≦43.5GHz
2.8 dB, 43.5GHz < f ≦ 48.2GHz
[5.2] dB, 52.6GHz  f  71GHz 

Absolute:
2.7 dB, 24.25GHz < f ≦ 29.5GHz
2.7 dB, 37GHz < f ≦43.5GHz
2.9 dB, 43.5GHz < f ≦48.2GHz
[5.3] dB, 52.6GHz  f  71GHz
	Relative:
2.3 dB, 24.25GHz < f ≦ 29.5GHz
2.6 dB, 37GHz < f ≦43.5GHz
2.8 dB, 43.5GHz < f ≦ 48.2GHz
Absolute:
2.7 dB, 24.25GHz < f ≦ 29.5GHz
2.7 dB, 37GHz < f ≦43.5GHz
2.9 dB, 43.5GHz < f ≦48.2GHz
	Formula:
Relative limit - TT
Absolute limit +TT


	6.7.4	OTA operating band unwanted emissions
	0 MHz  f < 0.1*BWcontiguous
2.7 dB, 24.25GHz < f ≦ 29.5GHz
2.7 dB, 37GHz < f ≦43.5GHz
2.9 dB, 43.5GHz < f ≦48.2GHz
[5.3] dB, 52.6GHz  f  71GHz

0.1*BWcontiguous  f < fmax
0 dB 

For co-existence with Earth Exploration Satellite Service 0 dB
	0 MHz  f < 0.1*BWcontiguous
2.7 dB, 24.25GHz < f ≦ 29.5GHz
2.7 dB, 37GHz < f ≦43.5GHz
2.9 dB, 43.5GHz < f ≦48.2GHz
0.1*BWcontiguous  f < fmax
0 dB 

For co-existence with Earth Exploration Satellite Service 0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2	General transmitter spurious emissions requirements
Category A
	0 dB
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.2	General transmitter spurious emissions requirements
Category B
	0 dB
	0 dB
	Formula:
Minimum Requirement + TT

	6.7.5.4	OTA transmitter spurious emissions, additional requirements
	For co-existence with Earth Exploration Satellite Service 0 dB
	For co-existence with Earth Exploration Satellite Service 0 dB
	Formula:
Minimum Requirement + TT

	NOTE:	TT values are applicable for normal condition unless otherwise stated.



[bookmark: _Toc21103089][bookmark: _Toc29810938][bookmark: _Toc36636299][bookmark: _Toc37273245][bookmark: _Toc45886335][bookmark: _Toc53183380][bookmark: _Toc58916092][bookmark: _Toc58918273][bookmark: _Toc66694143][bookmark: _Toc74916168][bookmark: _Toc76114793][bookmark: _Toc76544679][bookmark: _Toc82536801][bookmark: _Toc89953094][bookmark: _Toc98766911][bookmark: _Toc99703274][bookmark: _Toc106207066][bookmark: _Toc115081068][bookmark: _Toc122000019][bookmark: _Toc124154918]C.2	Measurement of receiver
Table C.2-1: Derivation of test requirements (FR1 OTA receiver tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	7.2 OTA sensitivity
	See TS 38.104 [2], clause 10.2
	1.3 dB, f ≤ 3.0 GHz
1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
1.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	Formula:
Declared Minimum EIS + TT

	7.3	OTA reference sensitivity level
	See TS 38.104 [2], clause 10.3
	1.3 dB, f ≤ 3.0 GHz
1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
1.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	Formula:
EISREFSENS + TT

	7.4	OTA dynamic range
	See TS 38.104 [2], clause 10.4
	0.3 dB, f ≤ 7.125  GHz

	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.1	OTA adjacent channel selectivity
	See TS 38.104 [2], clause 10.5.1
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking (General)
	See TS 38.104 [2], clause 10.5.2
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking (Narrowband)
	See TS 38.104 [2], clause 10.5.2
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
(General)
	See TS 38.104 [2], clause 10.6
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
(Co-location)
	See TS 38.104 [2], clause 10.6
	0 dB
	Formula:
Wanted signal power unchanged

Interferer signal power - TT.

	7.7	OTA receiver spurious emissions
	See TS 38.104 [2], clause 10.7
	0 dB
	Formula:
Minimum Requirement + TT


	7.8	OTA receiver intermodulation
	See TS 38.104 [2], clause 10.8
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged

	7.9	OTA in-channel selectivity
	See TS 38.104 [2], clause 10.9
	1.7 dB, f ≤ 3.0 GHz
2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
2.8 dB, 6.0 GHz < f ≤ 7.125 GHz

	Formula:
Wanted signal power + TT

Interferer signal power unchanged

	NOTE:	TT values are applicable for normal condition unless otherwise stated.



Table C.2-2: Derivation of test requirements (FR2 OTA receiver tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	7.3	OTA reference sensitivity level
	See TS 38.104 [2], clause 10.3
	2.4 dB, 24.25 GHz < f ≦ 33.4 GHz
2.4 dB, 37 GHz < f ≦ 43.5 GHz
3.5 dB, 43.5 GHz < f ≦ 48.2 GHz
[3.0] dB, 52.6GHz  f  71GHz
	Formula:
EISREFSENS+ TT

	7.5.1	OTA adjacent channel selectivity
	See TS 38.104 [2], clause 10.5.1
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking
	See TS 38.104 [2], clause 10.5.2
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
	See TS 38.104 [2], clause 10.6
	0 dB
	Formula:
Wanted signal power + TT
Interferer signal power unchanged

	7.7	OTA receiver spurious emissions
	See TS 38.104 [2], clause 10.7
	0 dB
	Formula:
Minimum Requirement + TT


	7.8	OTA receiver intermodulation
	See TS 38.104 [2], clause 10.8
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.9	OTA in-channel selectivity
	See TS 38.104 [2], clause 10.9
	3.4 dB, 24.25 GHz < f ≦ 33.4 GHz
3.4 dB, 37 GHz < f ≦ 43.5 GHz
5.1 dB, 43.5 GHz < f ≦ 48.2 GHz
[4.0] dB, 52.6GHz  f  71GHz
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	NOTE:	TT values are applicable for normal condition unless otherwise stated.



<End of change>
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