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Discussion
Based on the agreed WF[1], the issue is as follows. 
	Full and Partial RB
· Further discuss streamlining of definitions for Full and Partial RB allocations and use the following as starting point
· Full RB allocation: 
· when all RB’s in a 20 MHz channel, or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted, or all RB’s in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configurations in Table 6.2F.2-2
· Partial RB allocation: 
· when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted or when sub-bands are transmitted according to configurations in Table 6.2F.2-2



 
Full/Partial RB allocation for NR-U
In the last RAN4 meeting, the following comments were provided.
·  Further improvement for Full/Partial RB allocation for NR-U is needed to solve the inconsistency between MPR and A-MPR. 
· It should not alter the requirement of MPR and A-MPR.

Based on the comments, we propose the rewording of Full/Partial RB allocation for further clarification as follows.
· Full RB allocation MPR/A-MPR applies when 
· all RBs in a 20 MHz channel are allocated and the sub-band is transmitted, or
· all RBs in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted, or 
· all RBs in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configurations in Table 6.2F.2-2

· Partial RB allocation MPR/A-MPR applies when 
· one or more RBs in a 20MHz channel are not allocated and the sub-band is transmitted, or
· one or more RBs in all sub-bands for wideband operation are not allocated and all sub-bands are transmitted, or
· one or more RBs in all sub-bands for wideband operation are not allocated and sub-bands are transmitted according to configurations in Table 6.2F.2-2

Proposal 1: Reword Full RB allocation and Partial RB allocation for NR-U MPR and NR-U A-MPR as follows 
· Full RB allocation MPR/A-MPR applies when 
· all RBs in a 20 MHz channel are allocated and the sub-band is transmitted, or
· all RBs in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted, or 
· all RBs in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configurations in Table 6.2F.2-2

· Partial RB allocation MPR/A-MPR applies when 
· one or more RBs in a 20MHz channel are not allocated and the sub-band is transmitted, or
· one or more RBs in all sub-bands for wideband operation are not allocated and all sub-bands are transmitted, or
· one or more RBs in all sub-bands for wideband operation are not allocated and sub-bands are transmitted according to configurations in Table 6.2F.2-2

Conclusion
The following is proposed as a rewording of Full/Partial RB allocation for NR-U MPR/A-MPR for further clarification. If the proposal is agreed, the related CRs are going to be submitted in the next meeting.

Proposal 1: Reword Full RB allocation and Partial RB allocation for NR-U MPR and NR-U A-MPR as follows 
· Full RB allocation MPR/A-MPR applies when 
· all RBs in a 20 MHz channel are allocated and the sub-band is transmitted, or
· all RBs in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted, or 
· all RBs in all sub-bands for wideband operation are fully allocated and sub-bands are transmitted according to configurations in Table 6.2F.2-2

· Partial RB allocation MPR/A-MPR applies when 
· one or more RBs in a 20MHz channel are not allocated and the sub-band is transmitted, or
· one or more RBs in all sub-bands for wideband operation are not allocated and all sub-bands are transmitted, or
· one or more RBs in all sub-bands for wideband operation are not allocated and sub-bands are transmitted according to configurations in Table 6.2F.2-2
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