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	Reason for change:
	In Rel-17, some Rx requirements are updated through equation-based method. However, the Fuw SCS is changed from 15kHz to 30kHz for 25MHz ~ 50MHz in table 7.6.4-1. So, some misalignement between Rel-16 and Rel-17 specs were caused.

	
	

	Summary of change:
	To apply 15kHz SCS for Fuw and 25MHz ~ 50MHz channel BW instead of 30 kHz SCS.
To align the requirements between Rel-16 and Rel-17 specs.

	
	

	Consequences if not approved:
	Some misalignement between Rel-16 and Rel-17 specs were still existing in table 7.6.4-1.
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This requirement is measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an unwanted narrow band CW interferer at a frequency, which is less than the nominal channel spacing.
The relative throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.4-1. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.6.4-1: Narrow Band Blocking
	NR band
	Parameter
	Unit
	Channel Bandwidth (MHz)

	
	
	
	5
	10
	15
	20
	25, 30, 35, 40, 45, 50
	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n24, n25, n26, n28, n29, n30, n34, n38, n39, n40, n41, n48, n50, n51, n53, n65, n66, n67, n70, n71, n74, n75, n76, n85, n100, n101
	Pw
	dBm
	PREFSENS + channel-bandwidth specific value below

	
	
	dB
	16
	13
	14
	16
	16
	16

	
	Puw (CW)
	dBm
	-55

	
	Fuw (offset SCS= 15 kHz) 4
	MHz
	
	
	NA

	
	Fuw (offset SCS= 30 kHz)4
	MHz
	NA
	


	NOTE 1:	The transmitter shall be set a 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4
NOTE 2:	Reference measurement channel is specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	The PREFSENS power level is specified in Table 7.3.2-1a, Table 7.3.2-1b and Table 7.3.2-2 for two and four antenna ports, respectively.
NOTE 4: 	Fuw shall be rounded to half of SCS.
NOTE 5:	For SDL bands, requirements shall be applied only for CA band combination cases.
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