3GPP TSG-RAN WG4 Meeting #107	R4-2307903
Incheon, KR, May 22 – May 26, 2023
		
Source:	LG Electronics
Title:	Discussion on Rel-18 NR sidelink relay enhancements 
Agenda item:	8.33.2
Document for:	Discussion


Introduction
 In this contribution, we provide our views on Rel-18 NR sidelink relay enhancements

Discussion
RRM requirements
In the last meeting following WFs were agreed [1].
	Sub-topic 2-1 The requirements for the selection/reselection of the relay UE
<Agreement>
· The legacy requirements for selection/reselection of relay UE in clause 12.10 of TS 38.133 can be used as baseline and wait for RAN2 progress to evaluate whether changes are needed. 

Sub-topic 2-2 Interruption time in multipath scenario 
< Agreement>
· RAN4 can wait for RAN2 to progress further to decide on U2U selection and reselection considering m-path scenarios



As listed in above, the Sub-topic 2-1 and 2-2 depends on the RAN2 progress. In our understanding, there was no RAN2 progress to impact the RAN4 RRM requirements.
· Proposal 1: RAN4 can wait for RAN2 to progress further to decide on U2U selection and reselection considering m-path scenarios

Conclusion 
In this contribution, we provide proposal.
· Proposal 1: RAN4 can wait for RAN2 to progress further to decide on U2U selection and reselection considering m-path scenarios
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