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	Reason for change:
	The A-MPR for NS_24 is set to 3.5dB for both category M1 and NB1/NB2. Based on the discussions in previous meetings, the current A-MPR values are intended for PC3, not PC5. Hence, separate A-MPR values for PC5 are needed.

[bookmark: _GoBack]Given that PC5 already offers 3dB back-off relative to PC3, the A-MPR values for PC5 is proposed to be 0.5dB. If less than 0.5dB is specified, it would imply that the maximum output power of a PC3 UE is allowed to be lower than that of a PC5 UE. This obviously should be avoided.
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<<< Start of changed sections >>>
[bookmark: _Toc120570027][bookmark: _Toc121162819][bookmark: _Toc121827700][bookmark: _Toc124177528][bookmark: _Toc124177955][bookmark: _Toc130826082]6.2A.3	UE additional maximum output power reduction for category M1 UE
Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power as specified in Table 6.2A.1-1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
For UE Power Class 3 and 5 the specific requirements and identified subclauses are specified in Table 6.2A.3-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2A.3-1 are in addition to the allowed MPR requirements specified in subclause 6.2A.2.
Table 6.2A.3-1: Additional Maximum Power Reduction (A-MPR) for category M1 UE
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.5A.4.2
	Table 5.2-1
	Table 5.3A-1
	N/A

	NS_02N
	6.5A.4.4.2
	255
	Table 5.3A-1
	N/A

	NS_24
	6.5A.4.4.3
	256
	Table 5.3A-1
	PC3≤ 3.5
	PC5

	
	
	
	
	≤ 3.5
	≤ 0.5



For subPRB allocation, the allowed A-MPR values specified below in Table 6.2A.3-2 for category M1 UE are in addition to the allowed MPR requirements specified in subclause 6.2A.2.
Table 6.2A.3-2: Additional Maximum Power Reduction (A-MPR) for category M1 UE for subPRB allocation
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	A-MPR (dB)

	NS_01
	6.5A.4.2
	Table 5.2-1
	N/A

	NS_02N
	6.5A.4.4.2
	255
	N/A

	NS_24
	6.5A.4.4.3
	256
	PC3≤ 3.5
	PC5

	
	
	
	≤ 3.5
	≤ 0.5



<<< Unchanged sections omitted >>>
[bookmark: _Toc120570032][bookmark: _Toc121162824][bookmark: _Toc121827705][bookmark: _Toc124177533][bookmark: _Toc124177960][bookmark: _Toc130826087]6.2B.3	UE additional maximum output power reduction for category NB1 and NB2 UE
[bookmark: _Hlk111045855]Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power are specified. For the agreed E-UTRA bands for category NB1 and NB2 UE an A-MPR of 0 dB shall be allowed unless specified otherwise.
For UE Power Class 3 and 5 the specific requirements and identified subclauses are specified in Table 6.2B.3-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2B.3-1 are in addition to the allowed MPR requirements specified in subclause 6.2B.2-1.
Table 6.2B.3-1: Additional Maximum Power Reduction (A-MPR) for category NB1 and NB2 UE
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	A-MPR (dB)

	NS_01
	6.5B.4.2
	Table 5.2-1
	N/A

	NS_02N
	6.5B.4.4.2
	255
	N/A

	NS_24
	6.5B.4.4.3
	256
	PC3≤ [3.5]
	PC5

	
	
	
	≤ 3.5
	≤ 0.5
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