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Introduction
This contribution will discuss how to deal with PC1.5 inter-band CA combination with 2 bands uplink based on the discussion in last meeting.
Discussion
During April RAN4 meeting, it is discussed how to deal with PC1.5 inter band CA combinations with 2 bands uplink. Some companies agree to handle it in the existing HPUE basket work item while others commented that new general requirements may be needed and disagree to add it in the HPUE basket WI.
During the email discussion after the April meeting, more cases for the PC1.5 band combinations has been taken into consideration, such as FDD+TDD and FDD+FDD scenarios. And the general requirements involved includes SAR issue for PC1.5 UL CA, configured Tx power and max output power. It seems that it’s more acceptable to add PC1.5(PC2+PC2) UL combinations to 3Tx WI instead of this HPUE basket WI.
Observation 1: The existing HPUE work item is not the appropriate place to handle the PC1.5(PC2+PC2) UL CA combinations.
Proposal 1: Removing the existing PC1.5(PC2+PC2) UL CA combinations from the band list of RP-230309.
Summary
Observation 1: The existing HPUE work item is not the appropriate place to handle the PC1.5(PC2+PC2) UL CA combinations.
Proposal 1: Removing the existing PC1.5(PC2+PC2) UL CA combinations from the band list of RP-230309.
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