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	Reason for change:
	During the NR SL-U discussion, it has been found that oThe NR V2X minimum output power was reused from LTE V2X. And in LTE V2X, absolute power tolerance was changed smaller to make RAN5 IBE testing feasible when Tx power is low, and the minimum output power was also changed from -40dBm to -30dBm as a side change. Then, in following meetings, the absolute power tolerance was changed back, however, minimum output power was left not changed back. Hence this CR is to correct such misalignment.

	
	

	Summary of change:
	Correct NR V2X minimum output power to align with NR uu, i.e. for CBW ≤ 20MHz change it from -30dBm to -40dBm and scale it for higher CBWs
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	The min output power requirement for NR V2X is incorrect.
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When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands in Table 5.2E.1-1, the minimum output power is specified in Table 6.3E.1.1-1. The minimum output power is defined as the mean power in at least one sub-frame 1 ms.
Table 6.3E.1.1-1: Minimum output power
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	51
	-30-40
	4.515

	10
	-30-40
	9.375

	20
	-30-40
	19.095

	30
	-28.2-38.2
	28.815

	40
	-27-37
	38.895

	Note 1:  The CBW is only applicable to PS UE in n14.



For NR V2X UE with two transmit antenna connectors, the minimum output power is defined as the sum of the mean power at each transmit connector in one sub-frame (1 ms). The minimum output power shall not exceed the values specified for single carrier.
If the UE transmits on one antenna connector at a time, the requirements specified for single carrier shall apply to the active antenna connector.
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