3GPP RAN4 Meeting #107	R4-2309023
Incheon, Korea, May 22nd – 26th, 2023
            
Title: 	Sidelink CA
Agenda Item:	8.31.2.3
Source: 	Qualcomm Incorporated
Document for:	Agreement
0 Introduction
We discuss the basis for sidelink CA MPS requirements.
1 SL CA in n47 spec basis
In the last RAN4 meeting the spec basis for n47 SL CA was discussed. Using NR will result in a more consistent spec with the rest of 38.101-1. Both NR and LTE approach are equally complex. After some consideration and review our view is the NR should be used.

	Sub-topic 3-4: Methodology on Tx requirements for SL intra-band contiguous CA
<Way forward >: Open issue needs further discussion
· Option 1: Reusing the existing requirements of NR intra-band contiguous CA 
· Option 2: LTE intra-band contiguous CA requirements are considered as baseline
· Option 3: For further study




Proposal: Re-use the NR approach as the basis for SL CA as much as possible, for both the TX and the RX requirements. This will result in more consistency between the SL-CA and other CA requirements than taking LTE as the basis.

2 Conclusions
Proposal: Re-use the NR approach as the basis for SL CA as much as possible, for both the TX and the RX requirements. This will result in more consistency between the SL-CA and other CA requirements than taking LTE as the basis.
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