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Introduction
This contribution proposes NC repeater test system setup related with C-link method.
Discussion

In WF [1], following was captured as agreement related with measurement system set-up as result of discussion in RAN4#106bise.

Issue 1-7: Measurement system set-up

WF: For NCR-Fwd, the following is agreed as the starting point.
· For NCR-Fwd, use the Rel-17 repeater conformance testing setup as baseline and further discuss the changes if any.
Comparing Rel-17 repeater and NC repeater, difference is existence of C-link. For conformance testing, because C-link by itself is not tested, we would like to propose method to provide necessary control for NC repeater to be left for test system implementation. We propose to add clarification note for test system setup to show the control can be done through C-link or any other method including cable connection. This means, necessary control can still be provided by C-link but also allowed to be done through any other method such as cable connection.
Observation
Comparing Rel-17 repeater and NC repeater, difference is existence of C-link.

Proposal-1

For conformance testing, because C-link by itself is not tested for RF conformance, we would like to propose method to provide necessary control for NC repeater to be left for test system implementation. 
Proposal-2


Add note text to clarify this point in Measurement system setup-up annex. Following as text to propose.


“Note: Necessary control to Repeater under test can be provided by C-Link or any other method including cable connection.”
Proposal 

Observation

· Comparing Rel-17 repeater and NC Repeater, difference is existence of C-link.

Proposal-1

· For conformance testing, because C-link by itself is not tested for RF conformance, we would like to propose method to provide necessary control for NC repeater to be left for test system implementation. 
Proposal-2

· Add note text to clarify this point in Measurement system setup-up annex. Following as text to propose.

“Note: Necessary control to Repeater under test can be provided by C-Link or any other method including cable connection.”
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