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------------------------------ Modified section ------------------------------
[bookmark: _Toc131560148]4.1.2.3	Measurement of receiver
The maximum OTA Test System uncertainty for OTA receiver tests minimum requirements are given in tables 4.1.2.3-1 and 4.1.2.3-2. Details for derivation of OTA Test System uncertainty are given in corresponding clauses in TR 37.941 [29].
Table 4.1.2.3-1: Maximum OTA Test System uncertainty for FR1 OTA receiver tests
	Clause
	Maximum OTA Test System uncertainty

	7.2 OTA sensitivity
	±1.3 dB, f ≤ 3.0 GHz
±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
±1.9 dB, 6.0 GHz < f ≤ 7.125 GHz
±1.9 dB for band n96

	7.3 OTA reference sensitivity level
	±1.3 dB, f ≤ 3.0 GHz
±1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
±1.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.4 OTA dynamic range 
	±0.3 dB

	7.5.1	OTA adjacent channel selectivity

	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
±2.8 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.5.2	In-band blocking (General)
	±1.9 dB, f ≤ 3.0 GHz
±2.2 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.5 dB, 4.2 GHz < f ≤ 6.0 GHz
±2.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.5.2	In-band blocking (Narrowband)
	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz

	7.6 OTA out-of-band blocking (General)
	fwanted ≤ 3.0 GHz:
±2.0 dB, finterferer ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < finterferer ≤ 6.0 GHz
±3.5 dB, 6.0 GHz < finterferer ≤ 12.75 GHz

3 GHz < fwanted ≤ 4.2 GHz:
±2.0 dB, finterferer ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < finterferer ≤ 6.0 GHz
±3.6 dB, 6.0 GHz < finterferer ≤ 12.75 GHz

4.2 GHz < fwanted ≤ 7.125  GHz:
±2.2 dB, finterferer ≤ 3.0 GHz
±2.3 dB, 3.0 GHz < finterferer ≤ 6.0 GHz
±3.6 dB, 6.0 GHz < finterferer ≤ 12.75 GHz


	7.6 OTA out-of-band blocking (Co-location)
(NOTE 1)
	fwanted ≤ 3.0 GHz:
±3.4 dB, finterferer ≤ 3.0 GHz
±3.5 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.7 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

3 GHz < fwanted ≤ 4.2 GHz:
±3.5 dB, finterferer ≤ 3.0 GHz
±3.6 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.7 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

4.2 GHz < fwanted ≤ 6.0 GHz:
±3.6 dB, finterferer ≤ 3.0 GHz
±3.7 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.8 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

6.0 GHz < f ≤ 7.125 GHz:
±3.6 dB, finterferer ≤ 3.0 GHz
±3.8 dB, 3.0 GHz < finterferer ≤ 4.2 GHz
±3.9 dB, 4.2 GHz < finterferer ≤ 6.0 GHz

	7.7 OTA receiver spurious emissions 
	±2.5 dB, 30 MHz ≤ f ≤ 6.0 GHz
±4.2 dB, 6.0 GHz < f ≤ 26 GHz

	7.8 OTA receiver intermodulation
	±2.0 dB, f ≤ 3.0 GHz
±2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.2 dB, 4.2 GHz < f ≤ 6.0 GHz
±3.5 dB, 6.0 GHz < f ≤ 7.125 GHz

	7.9 OTA in-channel selectivity 
	±1.7 dB, f ≤ 3.0 GHz
±2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
±2.8 dB, 6.0 GHz < f ≤ 7.125 GHz

	NOTE 1:	Fulfilling the criteria for CLTA selection and placement in clause 4.12 is deemed sufficient for the test purposes. When these criteria are met, the measurement uncertainty related to the selection of the co-location test antenna and its alignment as specified in the appropriate measurement uncertainty budget in TR 37.941 [29], shall be used for evaluating the test system uncertainty. 
NOTE 2:	Test system uncertainty values are applicable for normal condition unless otherwise stated.



[bookmark: _Hlk54269170]Table 4.1.2.3-2: Maximum OTA Test System uncertainty for FR2 OTA receiver tests
	Clause
	Maximum OTA Test System uncertainty

	7.3 OTA reference sensitivity level
	±2.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±2.4 dB, 37 GHz < f ≤ 43.5 GHz
±3.5 dB, 43.5 GHz < f ≤ 48.2 GHz
±[3.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.5.1	OTA adjacent channel selectivity
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.1 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.5.2	In-band blocking (General)
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.1 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.6 OTA out-of-band blocking 
	±3.6 dB, 24.25 GHz < f ≤ 43.5 GHz
±4.5 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 142 GHz)

	7.7 OTA receiver spurious emissions 
	±2.5 dB, 30 MHz ≤ f ≤ 6 GHz
±2.7 dB, 6 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 52.6 60 GHz	Comment by Michal Szydelko, Huawei: As MU from 52.6GHz upwards is better than in 40-60GHz, it is suggested to adjust this and rely on improved MU.
If agreed, related correction shall be mirrored in the specification.
±4.7 dB (52.6 GHz < f ≤ 71 GHz)
±4.7 dB (71 GHz < f ≤ 110 GHz)
±5.9 dB (110 GHz < f ≤ 142 GHz)
±FFS dB (48.2 GHz < f ≤ [110] GHz)
±FFS dB ([110] GHz < f ≤ 142 GHz)

	7.8 OTA receiver intermodulation
	±3.9 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.9 dB, 37 GHz < f ≤ 43.5 GHz
±5.4 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.5] dB (52.6 GHz ≤ f ≤ 71 GHz)

	7.9 OTA in-channel selectivity 
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.1 dB, 43.5 GHz < f ≤ 48.2 GHz
±[4.0] dB (52.6 GHz ≤ f ≤ 71 GHz)

	NOTE:	Test system uncertainty values are applicable for normal condition unless otherwise stated.


------------------------------ Next modified section ------------------------------
Table 7.3.5.3-3 FR2-2 OTA reference sensitivity requirement applicable in the frequency range 52.6 – 71 GHz
	BS channel bandwidth
(MHz)
	Sub-carrier spacing
(kHz)
	Reference measurement channel
(annex A.1)
	OTA reference sensitivity level, EISREFSENS 
(dBm)

	100,400
	120
	G-FR2-A1-3
	EISREFSENS_50M + 3 + [3.0]6 + ΔFR2_REFSENS

	400, 800, 1600
	480
	G-FR2-A1-6
	EISREFSENS_50M + 9 + [3.0]12 + ΔFR2_REFSENS

	400, 800, 1600, 2000
	960
	G-FR2-A1-7
	EISREFSENS_50M + 9 + [3.0]12 + ΔFR2_REFSENS

	NOTE 1:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The declared EISREFSENS_50M shall be within the range specified in table 10.3.3-2.


------------------------------ Next modified section ------------------------------
Table 7.5.1.5.3-1: OTA ACS requirement for BS type 2-O
	
	BS channel bandwidth of the
	Wanted signal mean power (dBm)


	Interfering signal mean

	
	lowest/highest carrier received (MHz)
	
	power (dBm)

	FR2-1
	50, 100, 200, 400
	EISREFSENS + 6 dB (Note 3)EISREFSENS_50M + 27.7 + ΔFR2_REFSENS (Note 1)
EISREFSENS_50M + 26.7 + ΔFR2_REFSENS (Note 2)

	FR2-2
	100, 400, 800, 1600, 2000
	EISREFSENS_50M + 28.7 + ΔFR2_REFSENS (Note 4)

	NOTE 1:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 2:	Applicable to bands defined within the frequency spectrum range of 37 – 52.6 GHz.
NOTE 3:	EISREFSENS is specified in TS 38.104 [2], clause 10.3.3.
NOTE 4:   Applicable to bands defined within the frequency spectrum range of 52.6 – 71 GHz.



	Frequency range
	BS channel bandwidth of the
	Wanted signal mean power (dBm)


	Interfering signal mean

	
	lowest/highest carrier received (MHz)
	
	power (dBm)

	FR2-1
	50, 100, 200, 400
	EISREFSENS + 6 dB (Note 3)
	EISREFSENS_50M + 27.7 + ΔFR2_REFSENS (Note 1)
EISREFSENS_50M + 26.7 + ΔFR2_REFSENS (Note 2)

	FR2-2
	100, 400, 800, 1600, 2000
	
	EISREFSENS_50M + 28.7 + ΔFR2_REFSENS (Note 4)

	NOTE 1:	Applicable to bands defined within the frequency spectrum range of 24.25 – 33.4 GHz.
NOTE 2:	Applicable to bands defined within the frequency spectrum range of 37 – 52.6 GHz.
NOTE 3:	EISREFSENS is specified in TS 38.104 [2], clause 10.3.3.
NOTE 4:   Applicable to bands defined within the frequency spectrum range of 52.6 – 71 GHz.


------------------------------ Next modified section ------------------------------

Table 7.9.5.2-3: OTA in-channel selectivity requirement for BS type 2-O applicable in the frequency range 52.6 – 71 GHz
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)
(Note 2)
	Type of interfering signal

	100, 400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 3 +[47.0] + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 
32 RB

	400
	480
	G-FR2-A1-8
	EISREFSENS_50M + 9 +[4.0]13 + ΔFR2_REFSENS
	EISREFSENS_50M + 19+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 480 kHz SCS, 
32 RB

	800, 1600
	480
	G-FR2-A1-6
	EISREFSENS_50M + 12+[4.0]16 + ΔFR2_REFSENS

	EISREFSENS_50M + 22 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 480 kHz SCS, 
54 RB

	400
	960
	G-FR2-A1-9
	EISREFSENS_50M + 9 +[4.0]13 + ΔFR2_REFSENS
	EISREFSENS_50M + 19+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 960 kHz SCS, 
16 RB

	800, 1600, 2000
	960
	G-FR2-A1-7
	EISREFSENS_50M + 12+[4.0]16 + ΔFR2_REFSENS
	EISREFSENS_50M + 22+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 960 kHz SCS, 
27 RB

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.
NOTE 2:	EISREFSENS_50M is defined in TS 38.104 [2], clause 7.3.3.


------------------------------ Next modified section ------------------------------
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Table C.2-1: Derivation of test requirements (FR1 OTA receiver tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	7.2 OTA sensitivity
	See TS 38.104 [2], clause 10.2
	1.3 dB, f ≤ 3.0 GHz
1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
1.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	Formula:
Declared Minimum EIS + TT

	7.3	OTA reference sensitivity level
	See TS 38.104 [2], clause 10.3
	1.3 dB, f ≤ 3.0 GHz
1.4 dB, 3.0 GHz < f ≤ 4.2 GHz
1.6 dB, 4.2 GHz < f ≤ 6.0 GHz
1.9 dB, 6.0 GHz < f ≤ 7.125 GHz

	Formula:
EISREFSENS + TT

	7.4	OTA dynamic range
	See TS 38.104 [2], clause 10.4
	0.3 dB, f ≤ 7.125  GHz

	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.1	OTA adjacent channel selectivity
	See TS 38.104 [2], clause 10.5.1
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking (General)
	See TS 38.104 [2], clause 10.5.2
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking (Narrowband)
	See TS 38.104 [2], clause 10.5.2
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
(General)
	See TS 38.104 [2], clause 10.6
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
(Co-location)
	See TS 38.104 [2], clause 10.6
	0 dB
	Formula:
Wanted signal power unchanged

Interferer signal power - TT.

	7.7	OTA receiver spurious emissions
	See TS 38.104 [2], clause 10.7
	0 dB
	Formula:
Minimum Requirement + TT


	7.8	OTA receiver intermodulation
	See TS 38.104 [2], clause 10.8
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged

	7.9	OTA in-channel selectivity
	See TS 38.104 [2], clause 10.9
	1.7 dB, f ≤ 3.0 GHz
2.1 dB, 3.0 GHz < f ≤ 4.2 GHz
2.4 dB, 4.2 GHz < f ≤ 6.0 GHz
2.8 dB, 6.0 GHz < f ≤ 7.125 GHz

	Formula:
Wanted signal power + TT

Interferer signal power unchanged

	NOTE:	TT values are applicable for normal condition unless otherwise stated.



Table C.2-2: Derivation of test requirements (FR2 OTA receiver tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	7.3	OTA reference sensitivity level
	See TS 38.104 [2], clause 10.3
	2.4 dB, 24.25 GHz < f ≦ 33.4 GHz
2.4 dB, 37 GHz < f ≦ 43.5 GHz
3.5 dB, 43.5 GHz < f ≦ 48.2 GHz
[3.0] dB, 52.6GHz  f  71GHz
	Formula:
EISREFSENS+ TT

	7.5.1	OTA adjacent channel selectivity
	See TS 38.104 [2], clause 10.5.1
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking
	See TS 38.104 [2], clause 10.5.2
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
	See TS 38.104 [2], clause 10.6
	0 dB
	Formula:
Wanted signal power + TT
Interferer signal power unchanged

	7.7	OTA receiver spurious emissions
	See TS 38.104 [2], clause 10.7
	0 dB
	Formula:
Minimum Requirement + TT


	7.8	OTA receiver intermodulation
	See TS 38.104 [2], clause 10.8
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.9	OTA in-channel selectivity
	See TS 38.104 [2], clause 10.9
	3.4 dB, 24.25 GHz < f ≦ 33.4 GHz
3.4 dB, 37 GHz < f ≦ 43.5 GHz
5.1 dB, 43.5 GHz < f ≦ 48.2 GHz
[4.0] dB, 52.6GHz  f  71GHz
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	NOTE:	TT values are applicable for normal condition unless otherwise stated.
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