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<<<<<<<<<<<<<<<<<<<< 1st Change Begins >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc120544748][bookmark: _Toc120545103][bookmark: _Toc120545719][bookmark: _Toc120606620][bookmark: _Toc120606974][bookmark: _Toc120607328][bookmark: _Toc120607685][bookmark: _Toc120608048][bookmark: _Toc120608413][bookmark: _Toc120608793][bookmark: _Toc120609173][bookmark: _Toc120609564][bookmark: _Toc120609955][bookmark: _Toc120610707][bookmark: _Toc120611109][bookmark: _Toc120611518][bookmark: _Toc120611936][bookmark: _Toc120612356][bookmark: _Toc120612783][bookmark: _Toc120613212][bookmark: _Toc120613642][bookmark: _Toc120614072][bookmark: _Toc120614515][bookmark: _Toc120614974][bookmark: _Toc120622151][bookmark: _Toc120622657][bookmark: _Toc120623276][bookmark: _Toc120623801][bookmark: _Toc120624338][bookmark: _Toc120624875][bookmark: _Toc120625412][bookmark: _Toc120625949][bookmark: _Toc120626496][bookmark: _Toc120627052][bookmark: _Toc120627617][bookmark: _Toc120628193][bookmark: _Toc120628778][bookmark: _Toc120629366][bookmark: _Toc120630867][bookmark: _Toc120631518][bookmark: _Toc120632168][bookmark: _Toc120632818][bookmark: _Toc120633468][bookmark: _Toc120634119][bookmark: _Toc120634770][bookmark: _Toc121753894][bookmark: _Toc121754564][bookmark: _Toc129108516][bookmark: _Toc129109177][bookmark: _Toc129109839][bookmark: _Toc130388959][bookmark: _Toc130390032][bookmark: _Toc130390720][bookmark: _Toc131624484]3	Definitions of terms, symbols and abbreviations
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For the purposes of the present document, the terms given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
basic limit: emissions limit relating to the power supplied by a single transmitter to a single antenna transmission line in ITU-R SM.329 [42] used for the formulation of unwanted emission requirements for FR1.
beam: beam (of the antenna) is the main lobe of the radiation pattern of an antenna array.
NOTE:	For certain antenna array, there may be more than one beam.
beam centre direction: direction equal to the geometric centre of the half-power contour of the beam.
beam direction pair: data set consisting of the beam centre direction and the related beam peak direction.
beam peak direction: direction where the maximum EIRP is found.
beamwidth: beam which has a half-power contour that is essentially elliptical, the half-power beamwidths in the two pattern cuts that respectively contain the major and minor axis of the ellipse.
[bookmark: _Hlk500327898]Channel edge: lowest or highest frequency of the NR carrier, separated by the SAN channel bandwidth.
demodulation branch: single input of the SAN receiver to the demodulation algorithms.
[bookmark: _Hlk490252228][bookmark: _Hlk494631435]directional requirement: requirement which is applied in a specific direction within the OTA coverage range for the Tx and when the AoA of the incident wave of a received signal is within the OTA REFSENS RoAoA or the minSENS RoAoA as appropriate for the receiver. 
equivalent isotropic radiated power: equivalent power radiated from an isotropic directivity device producing the same field intensity at a point of observation as the field intensity radiated in the direction of the same point of observation by the discussed device.
NOTE:	Isotropic directivity is equal in all directions (i.e. 0 dBi).
equivalent isotropic sensitivity: sensitivity for an isotropic directivity device equivalent to the sensitivity of the discussed device exposed to an incoming wave from a defined AoA.
NOTE 1:	The sensitivity is the minimum received power level at which specific requirement is met.
NOTE 2:	Isotropic directivity is equal in all directions (i.e. 0 dBi).
feeder link: Wireless link between satellite-Gateway and satellite.
Geostationary Earth Orbit: Circular orbit at 35,786 km above the Earth's equator and following the direction of the Earth's rotation. An object in such an orbit has an orbital period equal to the Earth's rotational period and thus appears motionless, at a fixed position in the sky, to ground observers.
Low Earth Orbit: Orbit around the Earth with an altitude between 300 km, and 1500 km.
Highest Carrier: The carrier with the highest carrier frequency transmitted/received in a specified frequency band.
Lowest Carrier:	The carrier with the lowest carrier frequency transmitted/received in a specified frequency band.
maximum carrier output power: mean power level measured per carrier at the indicated interface, during the transmitter ON period in a specified reference condition.
maximum carrier TRP output power: mean power level measured per RIB during the transmitter ON period for a specific carrier in a specified reference condition and corresponding to the declared rated carrier TRP output power (Prated,c,TRP).
maximum total output power: mean power level measured within the operating band at the indicated interface, during the transmitter ON period in a specified reference condition.
maximum total TRP output power: mean power level measured per RIB during the transmitter ON period in a specified reference condition and corresponding to the declared rated total TRP output power (Prated,t,TRP).
measurement bandwidth: RF bandwidth in which an emission level is specified.
minSENS: the lowest declared EIS value for the OSDD's declared for OTA sensitivity requirement.
minSENS RoAoA: The reference RoAoA associated with the OSDD with the lowest declared EIS.
minimum elevation angle: Minimum angle under which the satellite can be seen by a UE.
non-terrestrial networks: Networks, or segments of networks, using an airborne or space-borne vehicle to embark a transmission equipment relay node or SAN.
operating band: frequency range in which NR operates (paired or unpaired), that is defined with a specific set of technical requirements.
NOTE:	The operating band(s) for a SAN is declared by the manufacturer according to the designations in tables 5.2-1 and 5.2-2.
OTA coverage range: a common range of directions within which TX OTA requirements that are neither specified in the OTA peak directions sets nor as TRP requirement are intended to be met.
OTA peak directions set: set(s) of beam peak directions within which certain TX OTA requirements are intended to be met, where all OTA peak directions set(s) are subsets of the OTA coverage range.
NOTE:	The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
OTA REFSENS RoAoA: the RoAoA determined by the contour defined by the points at which the achieved EIS is 3dB higher than the achieved EIS in the reference direction assuming that for any AoA, the receiver gain is optimized for that AoA.
NOTE:	This contour will be related to the average element/sub-array radiation pattern 3dB beamwidth.
OTA sensitivity directions declaration: set of manufacturer declarations comprising at least one set of declared minimum EIS values (with SAN channel bandwidth), and related directions over which the EIS applies.
NOTE:	All the directions apply to all the EIS values in an OSDD.
polarization match: condition that exists when a plane wave, incident upon an antenna from a given direction, has a polarization that is the same as the receiving polarization of the antenna in that direction.
radiated interface boundary: operating band specific radiated requirements reference where the radiated requirements apply.
NOTE:	For requirements based on EIRP/EIS, the radiated interface boundary is associated to the far-field region.
Radio Bandwidth: frequency difference between the upper edge of the highest used carrier and the lower edge of the lowest used carrier.
rated beam EIRP: For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the SAN is declared to radiate at the associated beam peak direction during the transmitter ON period.
[bookmark: _Hlk496012569]rated carrier output power: mean power level associated with a particular carrier the manufacturer has declared to be available at the indicated interface, during the transmitter ON period in a specified reference condition.
rated carrier TRP output power: mean power level declared by the manufacturer per carrier, for SAN operating in single carrier, multi-carrier, or carrier aggregation configurations that the manufacturer has declared to be available at the RIB during the transmitter ON period.
rated total output power: mean power level associated with a particular operating band the manufacturer has declared to be available at the indicated interface, during the transmitter ON period in a specified reference condition.
rated total TRP output power: mean power level declared by the manufacturer, that the manufacturer has declared to be available at the RIB during the transmitter ON period.
reference beam direction pair: declared beam direction pair, including reference beam centre direction and reference beam peak direction where the reference beam peak direction is the direction for the intended maximum EIRP within the OTA peak directions set.
receiver target: AoA in which reception is performed by SAN types 1-H or SAN type 1-O.
receiver target redirection range: union of all the sensitivity RoAoA achievable through redirecting the receiver target related to particular OSDD.
receiver target reference direction: direction inside the OTA sensitivity directions declaration declared by the manufacturer for conformance testing. For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
reference RoAoA: the sensitivity RoAoA associated with the receiver target reference direction for each OSDD.
requirement set:	 one of the NR SAN requirement's set as defined for SAN type 1-H, SAN type 1-O.
SAN channel bandwidth: RF bandwidth supporting a single NR RF carrier with the transmission bandwidth configured in the uplink or downlink.
NOTE 1:	The SAN channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
NOTE 2:	It is possible for the SAN to transmit to and/or receive from one or more satellite UE bandwidth parts that are smaller than or equal to the SAN transmission bandwidth configuration, in any part of the SAN transmission bandwidth configuration.
SAN receiver: composite receiver function of a SAN receiving in an operating band.
SAN RF Bandwidth: RF bandwidth in which a SAN transmits and/or receives single or multiple carrier(s) within a supported operating band.
NOTE:	In single carrier operation, the SAN RF Bandwidth is equal to the SAN channel bandwidth.
SAN RF Bandwidth edge: frequency of one of the edges of the SAN RF Bandwidth. 
SAN transmission bandwidth configuration: set of resource blocks located within the SAN channel bandwidth which may be used for transmitting or receiving by the SAN.
SAN type 1-H: 	Satellite Access Node operating at FR1 with a requirement set consisting of conducted requirements defined at individual TAB connectors and OTA requirements defined at RIB.
SAN type 1-O: 	Satellite Access Node operating at FR1 with a requirement set consisting only of OTA requirements defined at the RIB.
satellite: A space-borne vehicle embarking a bent pipe payload or a regenerative payload telecommunication transmitter, placed into Low-Earth Orbit (LEO) or Geostationary Earth Orbit (GEO). 
Satellite Access Node (SAN): node providing NR user plane and control plane protocol terminations towards NTN Satellite capable UE, and connected via the NG interface to the 5GC. It encompass a transparent NTN payload on board a NTN platform, a gateway and gNB functions.
satellite-gateway: An earth station or gateway is located at the surface of Earth, and providing sufficient RF power and RF sensitivity for accessing to the satellite. 
sensitivity RoAoA: RoAoA within the OTA sensitivity directions declaration, within which the declared EIS(s) of an OSDD is intended to be achieved at any instance of time for a specific SAN direction setting.
TAB connector: transceiver array boundary connector.
total radiated power: is the total power radiated by the antenna.
NOTE:	The total radiated power is the power radiating in all direction for two orthogonal polarizations.  Total radiated power is defined in both the near-field region and the far-field region per each orthogonal polarization.
transceiver array boundary: conducted interface between the transceiver unit array and the composite antenna.
transmission bandwidth: RF Bandwidth of an instantaneous transmission from a satellite UE or SAN, measured in resource block units.
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For the purposes of the present document, the following symbols apply:
	Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel.
BeWθ	The beam width in θ
BeWφ	The beam width in ϕ
BeWθ,REFSENS	Beamwidth equivalent to the OTA REFSENS RoAoA in the θ-axis in degrees. Applicable for FR1 only.
BeWφ,REFSENS	Beamwidth equivalent to the OTA REFSENS RoAoA in the φ-axis in degrees. Applicable for FR1 only.
SANChannel	SAN channel bandwidth.
BWConfig	Transmission bandwidth configuration, where BWConfig = NRB x SCS x 12.
BWContiguous	Contiguous transmission bandwidth, i.e. SAN channel bandwidth for single carrier.
BWGB,low	The minimum guard band defined in clause 5.3.3 for lowest assigned component carrier.
BWGB,high	The minimum guard band defined in clause 5.3.3 for highest assigned component carrier.
f	Separation between the channel edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.
ΔFGlobal	Global frequency raster granularity.
fmax	f_offsetmax minus half of the bandwidth of the measuring filter.
ΔfOBUE	Maximum offset of the operating band unwanted emissions mask from the downlink operating band edge.
ΔfOOB	Maximum offset of the out-of-band boundary from the uplink operating band edge.
ΔminSENS	Difference between conducted reference sensitivity and minSENS.
ΔOTAREFSENS	Difference between conducted reference sensitivity and OTA REFSENS.
ΔFRaster	Channel raster granularity.
EISminSENS	The EIS declared for the minSENS RoAoA.
EISREFSENS	OTA REFSENS EIS value.
FC	RF reference frequency on the channel raster, given in table 5.4.2.2-1.
FC,low	The Fc of the lowest carrier, expressed in MHz.
FC,high	The Fc of the highest carrier, expressed in MHz.
FDL,low	The lowest frequency of the downlink operating band.
FDL,high	The highest frequency of the downlink operating band.
Ffilter	Filter centre frequency.
Foffset,high	Frequency offset from FC,high to the upper SAN RF Bandwidth edge.
Foffset,low	Frequency offset from FC,low to the lower SAN RF Bandwidth edge.
f_offset	Separation between the channel edge frequency and the centre of the measuring. 
f_offsetmax	The offset to the frequency ΔfOBUE outside the downlink operating band.
FREF	RF reference frequency.
FREF-Offs	Offset used for calculating FREF.
FUL,low	The lowest frequency of the uplink operating band.
FUL,high	The highest frequency of the uplink operating band.
GBChannel	Minimum guard band defined in clause 5.3.3.

	Physical resource block number.
NRB	Transmission bandwidth configuration, expressed in resource blocks.
NREF	NR Absolute Radio Frequency Channel Number (NR-ARFCN).
NREF-Offs	Offset used for calculating NREF scaling per cell, as calculated in clause 6.1.
PEIRP,N	EIRP level for channel N.
Pmax,c,AC	Maximum carrier output power measured per antenna connector.
[bookmark: _Hlk500709692]Pmax,c,TABC	The maximum carrier output power per TAB connector.
Pmax,c,TRP	Maximum carrier TRP output power measured at the RIB(s), and corresponding to the declared rated carrier TRP output power (Prated,c,TRP).
Pmax,c,EIRP	The maximum carrier EIRP when the SAN is configured at the maximum rated carrier output TRP (Prated,c,TRP).
Prated,c,sys 	Prated,c,sys,GEO for SAN GEO class or Prated,c,sys,LEO for SAN LEO class.
Prated,c,sys,GEO 	The sum of Prated,c,TABC for all TAB connectors related to a beam coverage for a single carrier of the SAN GEO class.
Prated,c,sys,LEO 	The sum of Prated,c,TABC for all TAB connectors related to a beam coverage for a single carrier of the SAN LEO class.
Prated,c,TABC 	Prated,c,TABC,GEO for SAN GEO class or Prated,c,TABC,LEO for SAN LEO class. 
Prated,c,TABC,GEO 	The rated carrier output power per TAB connector of the SAN GEO class.
Prated,c,TABC,LEO 	The rated carrier output power per TAB connector of the SAN LEO class.
Prated,c,TRP	Rated carrier TRP output power declared per RIB.
Prated,t,TRP	Rated total TRP output power declared per RIB.
PREFSENS	Conducted Reference Sensitivity power level.
SSREF	SS block reference frequency position.
TRPEstimate	Numerically approximated TRP
TTOTA	Test tolerance for OTA requirements
	The angle in the reference coordinate system between the projection of the x/y plane and the radiation vector defined between -90° and 90°. 0° represents the y/z plane. The angle is aligned with the down-tilt angle
	The angle in the reference coordinate system between the x-axis and the projection of the radiation vector onto the x/y plane defined between -180° and 180°
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The following SAN declarations listed in table 4.6-1, when applicable to the SAN under test, are required to be provided by the manufacturer for the conducted requirements testing of the SAN type 1-H, and radiated requirements testing of SAN type 1-H and SAN type 1-O.
Table 4.6-1 Manufacturers declarations for SAN type 1-H conducted test requirements, and for SAN type 1-H and SAN type 1-O radiated test requirements
	Declaration identifier
	Declaration
	Description
	Applicability
(Note 1)

	
	
	
	SAN type 1-H
(Note 2)
	SAN type 1-O

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the SAN enclosure.
	x
	x

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the SAN enclosure.
	x
	x

	D.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3. The vendor may declare any number of beams with unique identifiers. The minimum set to declare for conformance, corresponds to the beams at the reference beam direction with the highest intended EIRP, and covering the properties listed below:
1)	A beam with the narrowest intended BeWθ and narrowest intended BeWϕ possible when narrowest intended BeWθ is used.
2)	A beam with the narrowest intended BeWϕ and narrowest intended BeWθ possible when narrowest intended BeWϕ is used.
3)	A beam with the widest intended BeWθ and widest intended BeWϕ possible when widest intended BeWθ is used.
4)	A beam with the widest intended BeWϕ and widest intended BeWθ possible when widest intended BeWϕ is used.
5)	A beam which provides the highest intended EIRP of all possible beams.
When selecting the above five beam widths for declaration, all beams that the SAN is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.
(Note 3)
	x
	x

	D.4
	Operating bands and frequency ranges
	List of NR operating band(s) supported by the SAN and if applicable, frequency range(s) within the operating band(s) that the SAN can operate in. 
Supported bands declared for every beam for SAN type 1-O (D.3), or every TAB connector for SAN type 1-H.
(Note 4)
	c
	x

	D.5
	SAN requirements set
	Declaration of one of the NR satellite access node requirement's set as defined for SAN type 1-H, or SAN type 1-O.
	c
	x

	D.6
	SAN class
	Declared as GEO SAN, or LEO SAN.
	c
	x

	D.7
	SAN channel band width and SCS support
	SAN supported SCS and channel bandwidth per supported SCS. Declared for each beam for SAN type 1-O (D.3) or each TAB connector for SAN type 1-H, and each operating band (D.4).
	c
	x

	D.8
	OTA peak directions set reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam (D.3).
	x
	x

	D.9
	OTA peak directions set
	The OTA peak directions set for each beam. Declared for every beam (D.3).
	x
	x

	D.10
	OTA peak directions set maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
1)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive Φ direction, while the θ value being the closest possible to the reference beam centre direction.
2)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative Φ direction, while the θ value being the closest possible to the reference beam centre direction.
3)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive θ direction, while the Φ value being the closest possible to the reference beam centre direction.
4)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative θ direction, while the Φ value being the closest possible to the reference beam centre direction.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam (D.3).
	x
	x

	D.11
	Rated beam EIRP (Prated,c,EIRP)
	The rated EIRP level per carrier (Prated,c,EIRP) at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8). Declared for every beam (D.3).
(Note 11)
	x
	x

	D.12
	Beamwidth
	The beamwidth for the reference beam direction pair and the four maximum steering directions. Declared for every beam (D.3).
	x
	x

	D.13
	Equivalent beams
	List of beams which are declared to be equivalent.
Equivalent beams imply that the beams are expected to have identical OTA peak directions sets and intended to have identical spatial properties at all steering directions within the OTA peak directions set when presented with identical signals. All declarations (D.4 – D.12) made for the beams are identical and the transmitter unit, RDN and antenna array responsible for generating the beam are of identical design.
	x
	x

	D.14
	Parallel beams
	List of beams which have been declared equivalent (D.13) and can be generated in parallel using independent RF power resources.
Independent power resources mean that the beams are transmitted from mutually exclusive transmitter units.
	x
	x

	D.15
	Number of carriers at maximum TRP
	The number of carriers per operating band the SAN is capable of generating at maximum TRP declared for every beam (D.3).
	n/a
	x

	D.16
	Maximum Satellite Access Node RF Bandwidth
	Maximum Satellite Access Node RF Bandwidth in the operating band, declared for each supported operating band for each beam for SAN type 1-O, or for each TAB connector for SAN type 1-H (D.4).
(Note 10)
	c
	x

	D.17
	Total RF bandwidth (BWtot)
	Total RF bandwidth BWtot of transmitter and receiver, declared per the band combinations (D.42). 
	c
	x

	D.18
	Contiguous spectrum operation support
	Ability of SAN to support contiguous frequency distribution of carriers when operating multi-carrier in an operating band.
Declared for each single-band RIB for SAN type 1-O or each single-band connector for SAN type 1-H, for each operating band.
	c
	x

	D.19
	OSDD identifier
	A unique identifier for the OSDD.
	x
	x

	D.20
	OSDD operating band support
	Operating band supported by the OSDD, declared for every OSDD (D.19).
(Note 5)
	x
	x

	D.21
	OTA sensitivity supported SAN channel bandwidth and SCS
	The SAN supported SCS and channel bandwidth per supported SCS by each OSDD.
	x
	x

	D.22
	Redirection of receiver target support
	Ability to redirect the receiver target related to the OSDD.
	x
	x

	D.23
	Minimum EIS for FR1 (EISminSENS)
	The minimum EISminSENS requirement (i.e. maximum allowable EIS value) applicable to all sensitivity RoAoA per OSDD.
Declared per NR supported channel BW for the OSDD (D.19).
The lowest EIS value for all the declared OSDD's is called minSENS, while its related range of angles of arrival is called minSENS RoAoA.
(Note 6)
	x
	x

	D.24
	Receiver target reference direction Sensitivity Range of Angle of Arrival
	The sensitivity RoAoA associated with the receiver target reference direction (D.26) for each OSDD.
	x
	x

	D.25
	Receiver target redirection range
	For each OSDD the associated union of all the sensitivity RoAoA achievable through redirecting the receiver target related to the OSDD.
	x
	x

	D.26
	Receiver target reference direction
	For each OSDD an associated direction inside the receiver target redirection range (D.25).
(Note 7)
	x
	x

	D.27
	Conformance test directions sensitivity RoAoA
	For each OSDD that includes a receiver target redirection range, four sensitivity RoAoA comprising the conformance test directions (D.28).
	x
	x

	D.28
	Conformance test directions
	For each OSDD four conformance test directions.
If the OSDD includes a receiver target redirection range the following four directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
If an OSDD does not include a receiver target redirection range the following 4 directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
	x
	x

	D.29
	OTA coverage range
	Declared as a single range of directions within which selected TX OTA requirements are intended to be met.
(Note 8)
	x
	x

	D.30
	OTA coverage range reference direction
	The direction describing the reference direction of the OTA converge range (D.29).
(Note 9)
	x
	x

	D.31
	OTA coverage range maximum directions
	The directions corresponding to the following points:
1)	The direction determined by the maximum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
	x
	x

	D.32
	The rated carrier OTA SAN power, Prated,c,TRP
	Prated,c,TRP is declared as TRP OTA power per carrier, declared per supported operating band.
(Note 11)
	n/a
	x

	D.33
	Rated transmitter TRP, Prated,t,TRP
	Rated total radiated output power.
Declared per supported operating band.
(Note 11)
	n/a
	x

	D.34
	Rated carrier output power (Prated,c,TABC)
	Conducted rated carrier output power, per single band connector.
Declared per supported operating band, per TAB connector for SAN type 1-H. 
(Note 11)
	c
	n/a

	D.35
	Rated total output power (Prated,t,TABC)
	Conducted total rated output power.
Declared per supported operating band, per TAB connector for SAN type 1-H.
(Note 11)
	c
	n/a

	D.36
	Single band connector
	List of single-band connector for the supported operating bands (D.4).
	c
	n/a

	D.37
	Equivalent connectors
	List of TAB connector of SAN type 1-H, which have been declared equivalent.
Equivalent connectors imply that the TAB connector of SAN type 1-H, are expected to behave in the same way when presented with identical signals under the same operating conditions. All declarations made for the TAB connector of SAN type 1-H are identical and the transmitter unit and/or receiver unit driving TAB connector of SAN type 1-H are of identical design.
	c
	n/a

	D.38
	Single-band RIB
	List of single-band RIB for the supported operating bands (D.4). 
	n/a
	x

	D.39
	Single or multiple carrier
	SAN capability to operate with a single carrier (only) or multiple carriers. Declared per supported operating band, per RIB for SAN type 1-O or per TAB connector for SAN type 1-H. 
	c
	x

	D.40
	Maximum number of supported carriers per operating band
	Maximum number of supported carriers. Declared per supported operating band, per RIB for SAN type 1-O or per TAB connector for SAN type 1-H.
(Note 10)
	c
	x

	D.41
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers in each supported operating band. Declared per operating band (D.4), per RIB for SAN type 1-O or per TAB connector for SAN type 1-H.
	c
	x

	D.42
	Operating band combination support
	List of operating bands combinations supported by single-band RIB(s) of SAN type 1-O, or single-band connector(s) of SAN type 1-H. 
	c
	x

	D.43
	OTA REFSENS RoAoA
	Range of angles of arrival associated with the OTA REFSENS. 
	n/a
	x

	D.44
	OTA REFSENS receiver target reference direction
	Reference direction inside the OTA REFSENS RoAoA (D.43).
	n/a
	x

	D.45
	OTA REFSENS conformance test directions
	The following four OTA REFSENS conformance test directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
	n/a
	x

	D.46
	Relation between supported maximum RF bandwidth, number of carriers and Rated maximum TRP 
	If the rated transmitter TRP and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated transmitter TRP;
-	The reduced total output power at the maximum number of supported carriers.
	n/a
	x

	D.47
	Relation between supported maximum RF bandwidth, number of carriers and Rated total output power
	If the rated total output power and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated total output power;
-	The reduced total output power at the maximum number of supported carriers.
	c
	n/a

	D.48
	TAB connectors used for performance requirement testing
	To reduce test complexity, declaration of a representative (sub)set of TAB connectors to be used for performance requirement test purposes. At least one TAB connector mapped to each demodulation branch is declared.
	c
	n/a

	D.49
	Prated,c,sys,GEO
	The sum of Prated,c,TABC for all TAB connectors related to a beam coverage for a single carrier of the SAN GEO class.
	c
	n/a

	D.50
	Prated,c,TABC,GEO
	The rated carrier output power per TAB connector of the SAN GEO class.
	c
	n/a

	D.51
	Prated,c,sys,LEO
	The sum of Prated,c,TABC for all TAB connectors related to a beam coverage for a single carrier of the SAN LEO class.
	c
	n/a

	D.52
	Prated,c,TABC,LEO
	The rated carrier output power per TAB connector of the SAN LEO class.
	c
	n/a

	D.100
	PUSCH mapping type
	Declaration of the supported PUSCH mapping type as specified in TS 38.211 [8], i.e., type A, type B or both.
	c
	x

	D.101
	PUCCH format
	Declaration of the supported PUCCH format(s) as specified in TS 38.211 [8], i.e., format 0, format 1, format 2, format 3, format 4.
	c
	x

	D.102
	PRACH format and SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [8], i.e., format: 0, 2, B4, C2.
Declaration of the supported SCS(s) per supported PRACH format with short sequence, as specified in TS 38.211 [8], i.e., 15 kHz, 30 kHz or both.
	c
	x

	D.103
	Additional DM-RS for PUCCH format 3
	Declaration of the supported additional DM-RS for PUCCH format 3: without additional DM-RS, with additional DM-RS or both.
	c
	x

	D.104
	Additional DM-RS for PUCCH format 4
	Declaration of the supported additional DM-RS for PUCCH format 4: without additional DM-RS, with additional DM-RS or both.
	c
	x

	D.105
	PUCCH multi-slot 
	Declaration of multi-slot PUCCH support.
	c
	x

	NOTE 1:	Manufacturer declarations applicable per SAN requirement set were marked as "x" or "c". Manufacturer declarations not applicable per SAN requirement set were marked as "n/a".
NOTE 2:	For SAN type 1-H, the only radiated declarations are related to EIRP and EIS requirements. For declarations marked as 'c', related conducted declarations apply, and for declarations marked as 'x', related radiated declarations apply. 
NOTE 3:	Depending on the capability of the system some of these beams may be the same. For those same beams, testing is not repeated.
NOTE 4:	These operating bands are related to their respective single‑band RIBs, or single-band TAB connectors.
NOTE 5:	As each identified OSDD has a declared minimum EIS value (D.23), multiple operating band can only be declared if they have the same minimum EIS declaration.
NOTE 6:	If the SAN type 1-H or SAN type 1-O is not capable of redirecting the receiver target related to the OSDD then there is only one RoAoA applicable to the OSDD.
NOTE 7:	For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
NOTE 8:	OTA coverage range is used for conformance testing of such TX OTA requirements as occupied bandwidth, frequency error or EVM.
NOTE 9:	The OTA coverage reference direction may be the same as the Reference beam direction pair (D.8) but does not have to be.
NOTE 10:	Parameters for contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared. When separately declared, they shall still use the same declaration identifier.
NOTE 11:	If a SAN is capable of 64QAM DL operation then up to two rated output power declarations may be made. One declaration is applicable when configured for 64QAM transmissions, and the other declaration is applicable when not configured for 64QAM transmissions.
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The transmitter spurious emission limits shall apply from 30 MHz to 11 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in table 6.6.1. 
The lower limit and upper limit are as per ITU-R recommendation SM.329, Table 1: For systems operating within 600 MHz and 5.2 GHz, the lower limit is 30 MHz and the upper limit is the 5th harmonic of the higher frequency.
The lower limit of 30 MHz can be replaced as per ITU-R SM.329-12: Systems having an integral antenna incorporating a waveguide section, or with an antenna connection in such form, and of unperturbed length equal to at least twice the cut-off wavelength, do not require spurious domain emission measurements below 0.7 times the waveguide cut-off frequency. 
The requirements shall apply whatever the type of transmitter considered (e.g. single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
The requirements shall apply to SAN that support NR.
Unless otherwise stated, all requirements are measured as mean power (RMS).
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The minimum requirement applies per single-band connector supporting transmission in the operating band.
The minimum requirement for SAN type 1-H is defined in Table 6.6.5.5.1.1-1.
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This test measures conducted spurious emissions while the transmitter is in operation.
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Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier:
-	B when testing the spurious emissions below FDL_low - ΔfOBUE,
-	T when testing the spurious emissions above FDL_high + ΔfOBUE; see clause 4.9.1.
SAN RF Bandwidth positions to be tested for multi-carrier:
-	BRFBW when testing the spurious frequencies below FDL_low - ΔfOBUE; TRFBW when testing the spurious frequencies above FDL_high + ΔfOBUE in single-band operation; see clause 4.9.1.
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For SAN type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect the single-band connector under test to measurement equipment as shown in annex D.1.1 for SAN type 1-H. All connectors not under test shall be terminated with a matched load.
2)	Measurements shall use a measurement bandwidth in accordance to the conditions in clause 6.6.5.5.
	The measurement device characteristics shall be:
-	Detection mode: True RMS.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1. 
3)	For a connectors declared to be capable of single carrier operation only (D.39), set the representative connectors under test to transmit according to the applicable test configuration in clause 4.8 at rated carrier output power (Prated,c,TABC, D.34). Channel set-up shall be according to NR-FR1-TM 1.1.
For a connector under test declared to be capable of multi-carrier operation (D.39) set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2. 
4)	Measure the emission at the specified frequencies with specified measurement bandwidth.
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The limits of Table 6.6.5.5.1.1-1 shall apply.
Table 6.6.5.5.1.1-1: General SAN transmitter spurious emission limits in FR1
	Spurious frequency range
	Prated,c,sys
(dBm)
	Basic limit
(dBm)
	Measurement bandwidth
(kHz)
	Notes

	30 MHz – 5th harmonic of the upper frequency edge of the DL operating band
	≤ 47
	-13
	4
	NOTE 1, NOTE 2, NOTE 3

	
	> 47
	Prated,c,sys – 60dB
	
	

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [4x], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [4x], s2.5 table 1.
NOTE 3: 	The lower frequency limit is replaced by 0.7 times the waveguide cut-off frequency, according to ITU-R SM.329 [4x], for systems having an integral antenna incorporating a waveguide section, or with an antenna connection in such form, and of unperturbed length equal to at least twice the cut-off.
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<<<<<<<<<<<<<<<<<<<< End 3rd Change >>>>>>>>>>>>>>>>>>>>


<<<<<<<<<<<<<<<<<<<< 4th Change Begins >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc120544899][bookmark: _Toc120545254][bookmark: _Toc120545870][bookmark: _Toc120606774][bookmark: _Toc120607128][bookmark: _Toc120607485][bookmark: _Toc120607848][bookmark: _Toc120608213][bookmark: _Toc120608593][bookmark: _Toc120608973][bookmark: _Toc120609364][bookmark: _Toc120609755][bookmark: _Toc120610156][bookmark: _Toc120610909][bookmark: _Toc120611318][bookmark: _Toc120611736][bookmark: _Toc120612156][bookmark: _Toc120612583][bookmark: _Toc120613012][bookmark: _Toc120613442][bookmark: _Toc120613872][bookmark: _Toc120614315][bookmark: _Toc120614774][bookmark: _Toc120615249][bookmark: _Toc120622457][bookmark: _Toc120622963][bookmark: _Toc120623582][bookmark: _Toc120624107][bookmark: _Toc120624644][bookmark: _Toc120625181][bookmark: _Toc120625718][bookmark: _Toc120626255][bookmark: _Toc120626802][bookmark: _Toc120627358][bookmark: _Toc120627923][bookmark: _Toc120628499][bookmark: _Toc120629084][bookmark: _Toc120629672][bookmark: _Toc120631173][bookmark: _Toc120631824][bookmark: _Toc120632474][bookmark: _Toc120633124][bookmark: _Toc120633774][bookmark: _Toc120634425][bookmark: _Toc120635076][bookmark: _Toc121754200][bookmark: _Toc121754870][bookmark: _Toc129108819][bookmark: _Toc129109484][bookmark: _Toc129110157][bookmark: _Toc130389277][bookmark: _Toc130390350][bookmark: _Toc130391038][bookmark: _Toc131624802]9.2	Radiated transmit power
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Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each declared beam, the requirement is based on declarations given in clause 4.6 for a beam identifier (D.3), reference beam direction pair (D.8), rated beam EIRP (D.11) at the beam's reference direction pair, OTA peak directions set (D.9), the beam direction pairs at the maximum steering directions (D.10) and their associated rated beam EIRP and beam width(s) for reference beam direction pair and maximum steering directions (D.12).
For a declared beam identifier and beam direction pair, the rated beam EIRP level is the maximum power that the SAN is declared to radiate at the associated beam peak direction.
For each beam peak direction associated with a beam direction pair within the OTA peak directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in clause 9.2.4.1.
NOTE 1:	The OTA peak directions set for a beam is the complete continuous or discrete set of all beam direction for which the EIRP requirement is achieved for the beam.
NOTE 2:	A beam direction pair consists of a beam centre direction and an associated beam peak direction.
Radiated transmit power is directional requirement applicable to SAN type 1-H and SAN type 1-O.
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Radiated transmit power minimum requirement for SAN type 1-H and SAN type 1-O is defined in TS 38.108 [2], clause 9.2.2.
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The test purpose is to verify the ability to accurately generate and direct radiated power per beam, across the frequency range and under normal conditions, for all declared beams of the SAN type 1-H and SAN type 1-O.
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Test environment: Test to be performed on environment as declared by the manufacturer. 
Directions to be tested:
-	OTA peak directions set reference beam direction pair (D.8), and
-	OTA peak directions set maximum steering directions (D.10).
Beams to be tested: A representative number of beams shall be chosen to demonstrate the SAN conformance to radiated power requirements. 
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The test procedure is as follows:
1)	Place the satellite on the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the satellite with the test system.
3)	Orient the positioner and satellite in order that the direction to be tested aligns with the test antenna.
4)	Configure the beam peak direction of the satellite according to the declared beam direction pair.
5)	Set the SAN to transmit according to the applicable test configuration in clause 4.8 using the corresponding test model(s) in clause 4.9.2.
	For a SAN declared to be capable of multi-carrier operation use the applicable test signal configuration and corresponding power setting specified in clauses 4.7.2 and 4.8 using the corresponding test model(s) in clause 4.9.2 on all carriers configured.
6)	Measure EIRP for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 and EIRP =+ EIRPp2.
7)	Test steps 3 to 6 are repeated for all declared beams (D.3) and their reference beam direction pairs and maximum steering directions (D.8 and D.10).
For multi-band capable SAN and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carriers activated in the other band.
<<<<<<<<<<<<<<<<<<<< End 4th Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< 5th Change Begins >>>>>>>>>>>>>>>>>>>>
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OTA SAN output power is declared as rated carrier TRP. 
[bookmark: _Toc120544909][bookmark: _Toc120545264][bookmark: _Toc120545880][bookmark: _Toc120606784][bookmark: _Toc120607138][bookmark: _Toc120607495][bookmark: _Toc120607858][bookmark: _Toc120608223][bookmark: _Toc120608603][bookmark: _Toc120608983][bookmark: _Toc120609374][bookmark: _Toc120609765][bookmark: _Toc120610166][bookmark: _Toc120610919][bookmark: _Toc120611328][bookmark: _Toc120611746][bookmark: _Toc120612166][bookmark: _Toc120612593][bookmark: _Toc120613022][bookmark: _Toc120613452][bookmark: _Toc120613882][bookmark: _Toc120614325][bookmark: _Toc120614784][bookmark: _Toc120615259][bookmark: _Toc120622467][bookmark: _Toc120622973][bookmark: _Toc120623592][bookmark: _Toc120624117][bookmark: _Toc120624654][bookmark: _Toc120625191][bookmark: _Toc120625728][bookmark: _Toc120626265][bookmark: _Toc120626812][bookmark: _Toc120627368][bookmark: _Toc120627933][bookmark: _Toc120628509][bookmark: _Toc120629094][bookmark: _Toc120629682][bookmark: _Toc120631183][bookmark: _Toc120631834][bookmark: _Toc120632484][bookmark: _Toc120633134][bookmark: _Toc120633784][bookmark: _Toc120634435][bookmark: _Toc120635086][bookmark: _Toc121754210][bookmark: _Toc121754880][bookmark: _Toc129108829][bookmark: _Toc129109494][bookmark: _Toc129110167][bookmark: _Toc130389287][bookmark: _Toc130390360][bookmark: _Toc130391048][bookmark: _Toc131624812]9.3.2	Minimum requirement
The minimum requirement for SAN type 1-O is specified in TS 38.108, clause 9.2.
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The test purpose is to measure the maximum carrier TRP (Pmax,c,TRP) across the frequency range for all RIBs.
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Test environment: Test to be performed on environment as declared by the manufacturer.
RF channels to be tested for single carrier: B, M, T; see clause 4.9.1.
SAN RF Bandwidth positions to be tested for multi-carrier:
-	BRFBW, MRFBW and TRFBW in single band operation; see clause 4.9.1.
Beams to be tested:
As the requirement is TRP the beam pattern(s) may be set up to optimise the TRP measurement procedure as long as the required TRP level is achieved.
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The following procedure for measuring TRP is based on the directional power measurements.
1)	Place the satellite on the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the satellite with the test system.
3)	Configure the satellite such that the beam peak direction(s) applied during the power measurement step 6 are consistent with the grid and measurement approach for the TRP test.
4)	Set the SAN to transmit according to the applicable test configuration in clause 4.8 using the corresponding test model(s) in clause 4.9.2.
	For a SAN declared to be capable of multi-carrier operation use the applicable test signal configuration and corresponding power setting specified in clauses 4.7.2 and 4.8 using the corresponding test model(s) in clause 4.9.2 on all carriers configured.
5)	Orient the positioner and satellite in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed.
6)	Measure the radiated power for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 and+ EIRP = EIRPp2. 
7)	Repeat step 6-7 for all directions in the appropriated TRP measurement grid needed for full TRP estimation 
8)	Calculate TRP using the EIRP measurements.
For single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.

<<<<<<<<<<<<<<<<<<<< End 5th Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< 6th Change Begins >>>>>>>>>>>>>>>>>>>>
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The OTA total power dynamic range is the difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.
This requirement shall apply at each RIB supporting transmission in the operating band.
[bookmark: _Toc29810507][bookmark: _Toc21102658]NOTE:	The upper limit of the OTA total power dynamic range is the BS maximum carrier EIRP (Pmax,c,EIRP) when transmitting on all RBs. The lower limit of the OTA total power dynamic range is the average EIRP for single RB transmission in the same direction using the same beam. The OFDM symbols shall carry PDSCH and not contain PDCCH, RS or SSB.
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The minimum requirement for SAN type 1-O is in TS 38.108 [2], clause 9.4.3.2.
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The test purpose is to verify that the total power dynamic range is within the limits specified by the minimum requirement.
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Test environment:	Normal, see annex B.2.
RF channels to be tested for single carrier:	M; see clause 4.9.1.
Beams to be tested:	Declared beam with the highest intended EIRP for the narrowest intended beam corresponding to the smallest BeWθ, or for the narrowest intended beam corresponding to the smallest BeWϕ (D.3, D.11).
Directions to be tested: The OTA peak directions set reference beam direction pair (D.8).
[bookmark: _Toc53182995][bookmark: _Toc82536297][bookmark: _Toc45885886][bookmark: _Toc99702769][bookmark: _Toc21102662][bookmark: _Toc36635863][bookmark: _Toc98766406][bookmark: _Toc37272809][bookmark: _Toc58917843][bookmark: _Toc66693712][bookmark: _Toc29810511][bookmark: _Toc76544175][bookmark: _Toc106206555][bookmark: _Toc74915664][bookmark: _Toc58915662][bookmark: _Toc76114289][bookmark: _Toc89952590][bookmark: _Toc120544927][bookmark: _Toc120545282][bookmark: _Toc120545898][bookmark: _Toc120606802][bookmark: _Toc120607156][bookmark: _Toc120607513][bookmark: _Toc120607876][bookmark: _Toc120608241][bookmark: _Toc120608621][bookmark: _Toc120609001][bookmark: _Toc120609392][bookmark: _Toc120609783][bookmark: _Toc120610184][bookmark: _Toc120610937][bookmark: _Toc120611346][bookmark: _Toc120611764][bookmark: _Toc120612184][bookmark: _Toc120612611][bookmark: _Toc120613040][bookmark: _Toc120613470][bookmark: _Toc120613900][bookmark: _Toc120614343][bookmark: _Toc120614802][bookmark: _Toc120615277][bookmark: _Toc120622485][bookmark: _Toc120622991][bookmark: _Toc120623610][bookmark: _Toc120624135][bookmark: _Toc120624672][bookmark: _Toc120625209][bookmark: _Toc120625746][bookmark: _Toc120626283][bookmark: _Toc120626830][bookmark: _Toc120627386][bookmark: _Toc120627951][bookmark: _Toc120628527][bookmark: _Toc120629112][bookmark: _Toc120629700][bookmark: _Toc120631201][bookmark: _Toc120631852][bookmark: _Toc120632502][bookmark: _Toc120633152][bookmark: _Toc120633802][bookmark: _Toc120634453][bookmark: _Toc120635104][bookmark: _Toc121754228][bookmark: _Toc121754898][bookmark: _Toc129108847][bookmark: _Toc129109512][bookmark: _Toc129110185][bookmark: _Toc130389305][bookmark: _Toc130390378][bookmark: _Toc130391066][bookmark: _Toc131624830]9.4.3.4.2	Procedure
1)	Place the SAN at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the SAN with the test system.
3)	Orient the positioner (and SAN) in order that the direction to be tested aligns with the test antenna.
4)	Configure the beam peak direction of the SAN according to the declared beam direction pair.
5)	For SAN type 1-O, set the SAN to transmit a signal according to the applicable test configuration in clause 4.8 using the corresponding test models:
-	NR-SAN-FR1-TM3.1 if 64QAM is supported by SAN without power back off, or
-	NR-SAN-FR1-TM3.1 with all 64QAM PDSCH PRBs replaced by 16QAM PDSCH PRBs if 64QAM is supported by SAN with power back off, or
-	NR-SAN-FR1-TM3.1 with all 64QAM PDSCH PRBs replaced by 16QAM PDSCH PRBs if 64QAM is  not supported by SAN but 16QAM is supported by SAN, or
-	NR-SAN-FR1-TM3.1 with all 64QAM PDSCH PRBs replaced by QPSK PDSCH PRBs if 16QAM is not supported by SAN.
6)	Measure the OFDM symbol TX power as defined in annex L by measuring the EIRP for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 + EIRPp2.
7)	For SAN type 1-O, set the SAN to transmit a signal according to the applicable test configuration in clause 4.8 using the corresponding test models:
-	NR-SAN-FR1-TM2 if 64QAM is supported by SAN, or
-	NR-SAN-FR1-TM2 with all 64QAM PDSCH PRBs replaced by 16QAM PDSCH PRBs if 64QAM is not supported by SAN and 16QAM is supported;
-	NR-SAN-FR1-TM2 with all 64QAM PDSCH PRBs replaced by QPSK PDSCH PRBs if 64QAM and 16QAM are both not supported;
8)	Measure the OFDM symbol TX power (OSTP) as defined in annex L by measuring the EIRP for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 +and EIRP = EIRPp2.
	The measured OFDM symbols shall not contain RS or SSB.
<<<<<<<<<<<<<<<<<<<< End 6th Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< 7th Change Begins >>>>>>>>>>>>>>>>>>>>
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The OTA occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also recommendation ITU-R SM.328 [5].
The value of /2 shall be taken as 0.5%.
The minimum requirement below may be applied regionally. There may also be regional requirements to declare the OTA occupied bandwidth according to the definition in the present clause.
The OTA occupied bandwidth is defined as a directional requirement and shall be met in the manufacturer's declared OTA coverage range at the RIB.
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The minimum requirement for SAN type 1-O is defined in TS 38.108 [2], clause 9.7.2.2.
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The test purpose is to verify that the emission at the RIB does not occupy an excessive bandwidth for the service to be provided and is, therefore, not likely to create interference to other users of the spectrum beyond undue limits.
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Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1.
Directions to be tested: OTA coverage range reference direction (D.30).
Beams to be tested: Declared beam with the highest intended EIRP for the narrowest intended beam corresponding to the smallest BeWθ, or for the narrowest intended beam corresponding to the smallest BeWϕ (D.3, D.11).
For SAN declared to be capable of single carrier operation, start transmission according to the applicable test configuration in clause 4.8 using the corresponding test model NR-SAN-FR1-TM1.1 for SAN type 1-O in clause 4.9.2 at manufacturers declared rated carrier EIRP (Prated,c,EIRP, D.11).
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1)	Place the SAN at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the SAN with the test system.
3)	Orient the positioner (and SAN) in order that the direction to be tested aligns with the test antenna.
4)	Configure the beam peak direction of the SAN according to the declared beam direction pair.
5)	Set the SAN to transmit signal.
6)	Measure the spectrum emission of the transmitted signal using at least the number of measurement points, and across a span, as listed in table 9.7.2.4.2-1. The selected resolution bandwidth (RBW) filter of the analyser shall be 30 kHz or less.
NOTE:	The detection mode of the spectrum analyzer will not have any effect on the result if the statistical properties of the out-of-OBW power are the same as those of the inside-OBW power. Both are expected to have the Rayleigh distribution of the amplitude of Gaussian noise. In any case where the statistics are not the same, though, the detection mode is power responding. There are at least two ways to be power responding. The spectrum analyser can be set to "sample" detection, with its video bandwidth setting at least three times its RBW setting. Or the analyser may be set to respond to the average of the power (root-mean-square of the voltage) across the measurement cell.
Table 9.7.2.4.2-1: Span and number of measurement points for OBW measurements for FR1
	Bandwidth
	SAN channel bandwidth
BWChannel (MHz)

	
	5
	10 
	15
	20

	Span (MHz)
	10
	20
	30
	40

	Minimum number of measurement points
	400
	400
	400
	400



7)	Compute the total of the EIRP, P0, (in power units, not decibel units) of all the measurement cells in the measurement span. Compute P1, the EIRP outside the occupied bandwidth on each side. P1 is half of the total EIRP outside the bandwidth. P1 is half of (100 % - (occupied percentage)) of P0. Measure the EIRP for any two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 +and EIRP = EIRPp2.
8)	Determine the lowest frequency, f1, for which the sum of all EIRP in the measurement cells from the beginning of the span to f1 exceeds P1.
9)	Determine the highest frequency, f2, for which the sum of all EIRP in the measurement cells from the end of the span to f2 exceeds P1.
10)	Compute the OTA occupied bandwidth as f2 - f1.

<<<<<<<<<<<<<<<<<<<< End 7th Change >>>>>>>>>>>>>>>>>>>>
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Unless otherwise stated, all requirements are measured as mean power.
The OTA transmitter spurious emissions limits are specified as TRP per RIB, unless otherwise stated.
The OTA transmitter spurious emission limits for FR1 shall apply from 30 MHz to 11 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in clause 6.6.1.
The lower limit and upper limit are as per ITU-R recommendation SM.329, Table 1: For systems operating within 600 MHz and 5.2 GHz, the lower limit is 30 MHz and the upper limit is the 5th harmonic of the higher frequency.
The lower limit of 30 MHz can be replaced as per ITU-R SM.329-12: Systems having an integral antenna incorporating a waveguide section, or with an antenna connection in such form, and of unperturbed length equal to at least twice the cut-off wavelength, do not require spurious domain emission measurements below 0.7 times the waveguide cut-off frequency. 
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
SAN type 1-O requirements consists of OTA transmitter spurious emission requirements based on TRP.
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The general OTA transmitter spurious emissions requirements are specified as TRP per RIB, per cell, unless otherwise specified.
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The minimum requirement for SAN type 1-O is specified in TS 38.108 [2], clause 9.7.5.2.2.
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The test purpose is to verify if the radiated spurious emissions from the SAN at the RIB are within the specified minimum requirements.
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Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier, see clause 4.9.1:
-	B when testing from 30 MHz to FDL_low - ΔfOBUE
-	T when testing from FDL_high + ΔfOBUE to 5th harmonic
RF bandwidth positions to be tested in single-band multi-carrier operation, see clause 4.9.1:
-	BRFBW when testing from 30 MHz to FDL_low - ΔfOBUE
-	TRFBW when testing from FDL_high + ΔfOBUE to 5th harmonic
Directions to be tested: As the requirement is TRP the beam pattern(s) may be set up to optimise the TRP measurement procedure (see TS 38.141-2 [18], annex I) as long as the required TRP level is achieved.
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The following procedure for measuring TRP is based on directional power measurements as described in TS 38.141-2 [18], annex I. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 5, 7.
1)	Place the SAN at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the SAN with the test system.
3)	Measurements shall use a measurement bandwidth in accordance to the conditions in clause 9.7.5.2.5.
4)	The measurement device characteristics shall be:
-	Detection mode: True RMS.
-	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-2.
5)	Set the SAN to transmit:
-	For RIB declared to be capable of single carrier operation only, set the RIB to transmit a signal according to the applicable test configuration in clause 4.8 using the corresponding test model in clause 4.9.2 (i.e. NR-SAN-FR1-TM1.1 for SAN type 1-O), at manufacturer's declared rated output power Prated,c,TRP.
-	For a RIB declared to be capable of multi-carrier operation, set the RIB to transmit according to the corresponding test model in clause 4.9.2 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.7.2 and 4.8.
6)	Orient the positioner (and SAN) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see TS 38.141-2 [18], annex I).
7)	Measure the emission at the specified frequencies with specified measurement bandwidth.
8)	Repeat step 6-7 for all directions in the appropriated TRP measurement grid needed for full TRP estimation (see TS 38.141-2 [18], annex I).
NOTE 1:	The TRP measurement grid may not be the same for all measurement frequencies.
NOTE 2:	The frequency sweep or the TRP measurement grid sweep may be done in any order.
9)	Calculate TRP at each specified frequency using the directional measurements.
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For a SAN type 1-O, the TRP of any spurious emission shall not exceed the limits in table 9.7.5.2.5.1-1.
Table 9.7.5.2.5.1-1: General OTA SAN transmitter spurious emission limits for SAN type 1-O
	Spurious frequency range
	Prated,c,TRP
(dBm)
	Basic limit
(dBm)
	Measurement bandwidth
(kHz)
	Notes

	30 MHz – 5th harmonic of the upper frequency edge of the DL operating band
	≤ 47
	-13 + X
	4
	NOTE 1, NOTE 2, NOTE 3, NOTE 4

	
	> 47
	Prated,c,TRP – 60dB + X
	
	

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [4x], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [4x], s2.5 table 1.
NOTE 3: 	The lower frequency limit is replaced by 0.7 times the waveguide cut-off frequency, according to ITU-R SM.329 [4x], for systems having an integral antenna incorporating a waveguide section, or with an antenna connection in such form, and of unperturbed length equal to at least twice the cut-off.
NOTE 4:   X [dBi] corresponds to the antenna gain declared by the manufacturer.
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