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Introduction
Briefly introduce background, the scope of this email discussion (e.g. list of treated agenda items) and provide some guidelines for email discussion if necessary.
This document is the summary for [107][235] NR_IDC_enh with the topics listed below:
· Topic #1:	 Work plan for NR IDC enhancements
· Topic #2:	 RRM requirements
Topic #1: Work Plan
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2307968
	Xiaomi
	Work plan



Open issues summary
Issue 1-1: Work plan proposals
· Proposals
· [bookmark: OLE_LINK2]Option 1: work plan in R4-2307968
	Meeting
	Works

	RAN4#107
May, 2023
(0.25 TU)
	Core part
· Discussion to agree on the work plan
· Discussion to identify the impact on the existing RRM requirements due to IDC enhancements for NR and MR-DC

	RAN4#108
August, 2023
(0.25 TU)
	Core part
· Discuss to conclude on remaining issues, if needed
· Finalization on CR to specify corresponding RRM requirements



· Recommended WF
· Discuss and agree on the work plan

Topic #2: RRM requirements
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2307351
	Apple
	Proposal 1: RAN4 sends an LS to RAN2 seeking clarification on the slot for autonomous denial configuration.
Proposal 2: RAN4 adopts a similar approach to defining IDC-related RRM requirements for NR as for LTE.

	R4-2307909
	[bookmark: OLE_LINK10]Ericsson
	Observation 1: Enhancements to FDM solution don’t change existing RRM requirements corresponding to IDC solution.
[bookmark: OLE_LINK3]Proposal 1: RAN4 to check TDM IDC solution impacts on RRM requirements.
[bookmark: OLE_LINK4]Proposal 2: RAN4 to check whether the impact of FDM and TDM IDC solutions on RRM requirements differs, necessitating the definition of two distinct sets of definitions for FDM and TDM IDC solutions.

	R4-2307969
	Xiaomi
	[bookmark: OLE_LINK8]Proposal 1: No new RRM impact is expected for the DRX solution in Rel-18 IDC.
Proposal 2: UE should comply with the existing RRM requirements of L3 measurements, RLM/BFD and L1 measurements for IDC autonomous denial solution.
Proposal 3: UE should comply with the existing UE Rx-Tx time difference measurements requirements for IDC autonomous denial solution. 
Proposal 4: When UE autonomous denial is activated, and when denial slots overlap with a measurement reporting event, additional delay of event triggered measurement reporting can be expected on the CC(s) on which UL slots is denied.

	R4-2308780
	Nokia, Nokia Shanghai Bell
	Proposal 1:RAN4 use the LTE approach when defining UE requirements for a UE which has been provided with an IDC solution in NR.



Open issues summary
[bookmark: OLE_LINK6]Sub-topic 2-1: RRM impact of TDM IDC solutions
[bookmark: OLE_LINK11][bookmark: OLE_LINK5]Sub-topic description: 
[bookmark: OLE_LINK7]Based on the objectives of Rel-18 IDC enhancements in WID [RP-222272], RAN4 is expected to specify RRM requirements for TDM solution. According to RAN2 progress, two TDM solutions are supported for Rel-18 IDC, i.e. DRX solution and autonomous denial solution. It is suggested to discuss the impact of the two TDM solutions on RRM requirements separately.
Issue 2-1-1: RRM impact of DRX solution 
· [bookmark: OLE_LINK1]Proposals
· Option 1(Xiaomi): No new RRM impact is expected for the DRX solution in Rel-18 IDC.
· Recommended WF
· Is option 1 agreeable?
 
Issue 2-1-2: RRM impact of autonomous denial solution 
· Proposals
· [bookmark: OLE_LINK9]Option 1(Apple, Nokia, Xiaomi): RAN4 adopts a similar approach to defining IDC-related RRM requirements for NR as for LTE.
· Option 1a(Xiaomi): UE should comply with the existing RRM requirements of L3 measurements, RLM/BFD and L1 measurements for IDC autonomous denial solution.
· Option 1b(Xiaomi): UE should comply with the existing UE Rx-Tx time difference measurements requirements for IDC autonomous denial solution. 
· Option 1c(Xiaomi): When UE autonomous denial is activated, and when denial slots overlap with a measurement reporting event, additional delay of event triggered measurement reporting can be expected on the CC(s) on which UL slots is denied.
· Option 2(Apple): RAN4 sends an LS to RAN2 seeking clarification on the slot for autonomous denial configuration.
· Recommended WF
· Discuss the options

Sub-topic 2-2: RRM impact of FDM IDC solution
Sub-topic description:
[R4-2307909] has good observation and proposal related to the impact of FDM impact on RRM requirement, which is captured as follow.
Issue 2-2-1: RRM impact of FDM IDC solution 
· Observation
· Observation 1(Ericsson): Enhancements to FDM solution don’t change existing RRM requirements corresponding to IDC solution.
· Proposals
· Option 1(Ericsson): RAN4 to check whether the impact of FDM and TDM IDC solutions on RRM requirements differs, necessitating the definition of two distinct sets of definitions for FDM and TDM IDC solutions. 
· Recommended WF
· Based on Rel-18 IDC enhancements WID [RP-222272], RAN4 is not explicitly involved in the objective of FDM solution. Recommend companies to discuss whether to consider FDM solution in RAN4.

