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Topic 1: General aspect for SL CA  
Sub-topic 1-1: The supported scenario for SL CA
< GTW Agreement>:
· SL-MIMO and Tx diversity of NR SL intra-band contiguous CA can be considered as 2nd priority 

· Consider 2Tx antenna architecture in Rel-18

Sub-topic 1-2: The spec structure for SL CA
The way to capture system parameters and requirements for SL CA, as examples: 

5.2E
  Operating band for V2X
5.2E.1
V2X operating bands
5.2E.2
V2X operating bands for con-current operation
5.2E.3   Operating bands for intra-band contiguous Sidelink CA
6.2E.2
UE maximum output power reduction for V2X

6.2E.2.1
General

6.2E.2.2
MPR for Power class 2 and Power class 3 V2X UE

6.2E.2.3
MPR for Power class 2 and Power class 3 V2X con-current operation

6.2E.2.4
MPR for Power class 1 UE in Band n14
6.2E.2.5  MPR for Power class 3 Sidelink CA operation
< Way forward>: The system parameter and the requirements for SL CA are to be captured in new sub-clause(s) under Suffix E.
Topic 2: Requirements for SL intra-band contiguous CA 

Sub-topic 2-1: System parameter
Issue 2-1-1: The SCS for SL CA.

< GTW Agreement>: 
· Capture the restriction on the same SCS among SL CA carriers in section TS 38.101-1 section 4.2

· All the requirements for intra-band contiguous CA apply under the assumption of the same subcarrier spacing for SL SA.
Issue 2-1-2: Channel BW and Channel raster for SL CA
< GTW Agreement>: 
· Intra-band CA configurations and bandwidth combination sets defined for sidelink as follows

	

Sidelink CA configuration / Bandwidth combination set

	Sidelink CA configuration 
	Sidelink CA configuration for TX
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	SL_n47B
	SL_n47B
	[10]
	[20,30]
	
	
	
	70
	0

	
	
	[20]
	[20,30]
	
	
	
	
	

	
	
	30
	[30,]40
	
	
	
	
	


The specific channel bandwidths for SL_n47B should be considered according to operators’ demand.

< Way forward>: Channel spacing for SL CA
RAN4 consider the channel spacing for SL CA

· The channel spacing defined for intra-band contiguous carrier aggregation in 5.4A.1 is the start point.

Sub-topic 2-2: Tx requirements for SL CA
< GTW Agreement>: UE maximum output power for SL CA
· Only support PC3 in Rel-18
< Way Forward>: FFS in the next meeting on methodology of Tx requirements for SL intra-band contiguous CA
Candidate options:

· Option 1: The requirements for NR intra-band contiguous CA as baseline.

· Option 2: The requirements for LTE intra-band contiguous CA as baseline.

· Option 3: Study the Tx requirements case by case
< Way Forward>: Transmit ON/OFF time mask for SL con-current operation with CA
· RAN4 can consider the switching between SL CA and LTE-V in Rel-18 
· FFS: The optimization for symbol-level switching time similar to that of Tx switching for SL CA and uplink transmission. 

< Way Forward>: PSFCH for SL CA
· Non-contiguous RB allocation of PSFCH for intra-band contiguous SL CA and the restriction on the number of PSFCH is for further study.
Sub-topic 2-3: Rx requirements for SL CA
<Way Forward>: Reference sensitivity
· FFS in the next meeting: For SL_n47B, the reference sensitivity defined for single carrier operation in n47 as shown in Table 7.3E.2-1 shall apply for each component carrier with two CCs are activated at the same time

