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<<Start of Change>>
[bookmark: _Toc21125181][bookmark: _Toc29768171][bookmark: _Toc36044613][bookmark: _Toc37230518][bookmark: _Toc45907661][bookmark: _Toc53181766]6.7.6.4.5.1.1	E-UTRA and NR MSR operation
The TRP of any spurious emission shall not exceed the limits of table 6.7.6.4.5.1.1-1 for an AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.4.5.1.1-1 apply for each supported operating band.
Table 6.7.6.4.5.1.1-1: AAS BS OTA Spurious emissions limits for co-existence with systems operating in other frequency bands
	System type to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-45.4 dBm
	100 kHz
	This requirement does not apply to BS operating in band 8/n8

	
	876 - 915 MHz
	-49.4 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to BS operating in band 8/n8, since it is already covered by the requirement in clause 6.7.6.3.5.1


…
	E-UTRA Band 106 or NR Band n106
	935 – 940 MHz
	-40.4 dBm
	1 MHz
	[bookmark: _GoBack]This requirement does not apply to BS operating in band 106 or n106.

	
	896 – 901 MHz
	-37.4 dBm
	1 MHz
	This requirement does not apply to BS operating in band 106 or n106, since it is already covered by the requirement in clause 6.7.6.3.5.1. 
This requirement does not apply to BS operating in band 5 or 26.



< Non-changed part is omitted >
<<Next Change>>
[bookmark: _Toc21125182][bookmark: _Toc29768172][bookmark: _Toc36044614][bookmark: _Toc37230519][bookmark: _Toc45907662][bookmark: _Toc53181767]6.7.6.4.5.2	Single RAT UTRA operation
The TRP of any spurious emission shall not exceed the limits of table 6.7.6.4.5.2-1 for a AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.4.5.2-1 apply for each supported operating band.
Table 6.7.6.4.5.2-1: OTA AAS BS Spurious emissions limits for UTRA FDD BS in geographic coverage area of systems operating in other frequency bands
	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Notes

	GSM900
	921 ‑ 960 MHz
	-48.4 dBm
	100 kHz
	This requirement does not apply to UTRA FDD operating in band VIII

	
	876 - 915 MHz
	-52.4 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to UTRA FDD operating in band VIII, since it is already covered by the requirement in clause 6.7.6.5.1.4.


…
	E-UTRA Band 106 or NR Band n106
	935 – 940 MHz
	-40.4 dBm
	1 MHz
	This requirement does not apply to BS operating in band 106 or n106.

	
	896 – 901 MHz
	-37.4 dBm
	1 MHz
	This requirement does not apply to BS operating in band 106 or n106, since it is already covered by the requirement in clause 6.7.6.5.1.4. 
This requirement does not apply to BS operating in band 5 or 26.


< Non-changed part is omitted >
<<Next Change>>
[bookmark: _Toc21125183][bookmark: _Toc29768173][bookmark: _Toc36044615][bookmark: _Toc37230520][bookmark: _Toc45907663][bookmark: _Toc53181768]6.7.6.4.5.3	Single RAT E-UTRA operation
The TRP of any spurious emission shall not exceed the limits of table 6.7.6.4.5.3-1 for an AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.4.5.3-1 apply for each supported operating band.
Table 6.7.6.4.5.3-1: AAS BS OTA Spurious emissions limits for co-existence with systems operating in other frequency bands
	System type to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-45.4 dBm
	100 kHz
	This requirement does not apply to BS operating in band 8

	
	876 - 915 MHz
	-49.4 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to BS operating in band 8, since it is already covered by the requirement in clause 6.7.6.5.3.3


…
	NR Band n105
	612 – 652 MHz
	-40.4 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n71 or n105

	
	663 – 703 MHz
	-37.4 dBm
	1 MHz
	This requirement does not apply to BS operating in n105, since it is already covered by the requirement in clause 6.6.5.2.

	E-UTRA Band 106 or NR Band n106
	935 – 940 MHz
	-40.4 dBm
	1 MHz
	This requirement does not apply to BS operating in band 106 or n106.

	
	896 – 901 MHz
	-37.4 dBm
	1 MHz
	This requirement does not apply to BS operating in band 106 or n106, since it is already covered by the requirement in clause 6.7.6.3.5.3. 
This requirement does not apply to BS operating in band 5 or 26.


< Non-changed part is omitted >
<<Next Change>>
6.7.6.5.5.1	MSR operation
These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA and/or NR BS are co-located with a BS.
The requirements assume with base stations of the same class.
NOTE:	For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base stations.
The requirements are co-location emission requirements are specified as the power sum of the supported polarization(s) at the CLTA conducted output(s).
The output of the CLTA of any spurious emission shall not exceed the limits of table 6.7.6.5.5.1-1 for a AAS BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared Base Station class. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.5.5.1-1 apply for each supported operating band.
Table 6.7.6.5.5.1-1: AAS BS OTA Spurious emissions E-UTRA limits for AAS BS co-located with another BS
	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
(WA-BS)
	Maximum Level
(MR-BS)
	Maximum Level
(LA-BS)
	Measurement Bandwidth
	Note

	GSM900
	876-915 MHz
	-115.9 dBm
	-108.9 dBm
	-105.9 dBm
	100 kHz
	


…
	NR Band n105
	663 – 703 MHz
	-113.9 dBm
	-108.9 dBm
	-105.9 dBm
	100 kHz
	

	E-UTRA Band 106 or NR Band n106
	896 – 901 MHz
	-113.9 dBm
	-108.9 dBm
	-105.9 dBm
	100 kHz
	


< Non-changed part is omitted >
<<Next Change>>
6.7.6.5.5.2	Single RAT UTRA operation
These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with a BS.
The requirements assume with base stations of the same class.
NOTE:	For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base stations.
The requirements are co-location emission requirements and specified as the power sum of the supported polarization(s) at the CLTA conducted output(s).
The power sum of any spurious emission is specified over all supported polarizations at the conducted output(s) of the CLTA and shall not exceed the limits of table 6.7.6.5.5.2-1 for a AAS BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared Base Station class. For a multi-band RIB, the exclusions and conditions in the Notes column of table 6.7.6.5.5.2-1 apply for each supported operating band.
Table 6.7.6.5.5.2-1: UTRA AAS BS OTA Spurious emissions limits for AAS BS co-located with another BS
	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
(WA-BS)
	Maximum Level
(MR-BS)
	Maximum Level
(LA-BS)
	Measurement Bandwidth
	Notes

	GSM900
	876-915 MHz
	-118.9 dBm
	-111.9 dBm
	-108.9 dBm
	100 kHz
	


…
	NR Band n105
	663  – 703 MHz
	-116.9 dBm
	-108.9 dBm
	-105.9 dBm
	100 kHz
	

	E-UTRA Band 106 or NR Band n106
	896 – 901 MHz
	-116.9 dBm
	-111.9 dBm
	-108.9 dBm
	100 kHz
	



< Non-changed part is omitted >
<<Next Change>>
6.7.6.5.5.3	Single RAT E-UTRA operation
These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with a BS.
The requirements assume co-location with base stations of the same class.
NOTE:	For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base stations.
The requirements are co-location emission requirements and specified as the power sum of the supported polarization(s) at the CLTA conducted output(s).
The power sum of any spurious emission is specified over all supported polarizations at the conducted output(s) of the CLTA and shall not exceed the limits of table 6.7.6.5.5.3-1 for a AAS BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared Base Station class. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.5.5.3-1 apply for each supported operating band.
Table 6.7.6.5.5.3-1: AAS BS OTA Spurious emissions E-UTRA limits for AAS BS co-located with another BS
	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
(WA-BS)
	Maximum Level
(MR-BS)
	Maximum Level
(LA-BS)
	Measurement Bandwidth
	Notes

	GSM900
	876-915 MHz
	-115.9 dBm
	-108.9 dBm
	-105.9 dBm
	100 kHz
	


…
	NR Band n105
	663 – 703 MHz
	-113.9 dBm
	-108.9 dBm
	-105.9 dBm
	100 kHz
	

	E-UTRA Band 106 or NR Band n106
	896 – 901 MHz
	-113.9 dBm
	-108.9 dBm
	-105.9 dBm
	100 kHz
	


< Non-changed part is omitted >
<<Next Change>>
[bookmark: _Toc61127678][bookmark: _Toc67054692][bookmark: _Toc67061690][bookmark: _Toc74735208][bookmark: _Toc74753451][bookmark: _Toc76507710][bookmark: _Toc83109319][bookmark: _Toc89878132][bookmark: _Toc98709983][bookmark: _Toc105691798][bookmark: _Toc105694112][bookmark: _Toc123139448][bookmark: _Toc124166248][bookmark: _Toc130923121][bookmark: _Toc137303533][bookmark: _Toc138889757]7.6.3.5.1	MSR operation
[bookmark: _Hlk513208283]This additional blocking requirement may be applied for the protection of AAS BS receivers when E-UTRA BS, UTRA BS, NR BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with an AAS BS.
The requirement is a co-location requirement, the interferer power levels specified at the CLTA conducted input(s).
The requirement is valid over minSENS RoAoA.
Interfering signal shall be applied to the CLTA. The interfering power is specified per polarization.
[bookmark: _Hlk513205215]When the wanted and an interfering signal using the parameters in table 7.6.3.5.1-1, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in TS 36.104 [9], clause 7.2.1.
-	For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], clause 7.2.1.
-	For any NR carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in TS 38.104 [33], clause 7.2.1.
[bookmark: _Hlk503527423]Table 7.6.3.5.1-1: Blocking requirement for co-location with BS in other frequency bands
	Type of co-located BS
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power for WA BS [dBm]
	Interfering Signal mean power for MR BS [dBm]
	Interfering Signal mean power for LA BS [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	GSM850 or CDMA850
	869 – 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier


…
	NR band n105
	612  – 652 
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 106 or NR Band n106
	935 – 940
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier


< Non-changed part is omitted >
<<Next Change>>
[bookmark: _Toc61127679][bookmark: _Toc67054693][bookmark: _Toc67061691][bookmark: _Toc74735209][bookmark: _Toc74753452][bookmark: _Toc76507711][bookmark: _Toc83109320][bookmark: _Toc89878133][bookmark: _Toc98709984][bookmark: _Toc105691799][bookmark: _Toc105694113][bookmark: _Toc123139449][bookmark: _Toc124166249][bookmark: _Toc130923122][bookmark: _Toc137303534][bookmark: _Toc138889758]7.6.3.5.2	Single RAT UTRA FDD operation
This additional blocking requirement may be applied for the protection of AAS BS receivers when E-UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with an AAS BS.
The requirement is a co-location requirement, the interferer power levels specified at the CLTA conducted input(s).
The requirement is valid over minSENS RoAoA.
Interfering signal shall be applied to the CLTA. The interfering power is specified per polarization.
When the wanted and an interfering signal using the parameters in table 7.6.3.5.1-1 for co-location with UTRA or E-UTRA systems and table 7.6.3.5.2-1 for co-location with GSM systems, the following requirements shall be met:
-	For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], clause 7.2.1.
Table 7.6.3.5.2-1: UTRA additional OTA blocking requirement for co-location with BS in other frequency bands
	Type of co-located BS
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power for WA BS [dBm]
	Interfering Signal mean power for MR BS [dBm]
	Interfering Signal mean power for LA BS [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	GSM850 or CDMA850
	869 – 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier


…
	NR band n105
	612  – 652 
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 106 or NR Band n106
	935 – 940
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier


< Non-changed part is omitted >
<<Next Change>>
[bookmark: _Toc61127680][bookmark: _Toc67054694][bookmark: _Toc67061692][bookmark: _Toc74735210][bookmark: _Toc74753453][bookmark: _Toc76507712][bookmark: _Toc83109321][bookmark: _Toc89878134][bookmark: _Toc98709985][bookmark: _Toc105691800][bookmark: _Toc105694114][bookmark: _Toc123139450][bookmark: _Toc124166250][bookmark: _Toc130923123][bookmark: _Toc137303535][bookmark: _Toc138889759]7.6.3.5.3	Single RAT E-UTRA operation
This additional blocking requirement may be applied for the protection of AAS BS receivers when E-UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with an AAS BS.
The requirement is a co-location requirement, the interferer power levels specified at the CLTA conducted input(s).
The requirement is valid over minSENS RoAoA.
Interfering signal shall be applied to the CLTA. The interfering power is specified per polarization.
When the wanted and an interfering signal using the parameters in table 7.6.3.5.1-1 for co-location with UTRA or E-UTRA systems and table 7.6.3.5.3-1 for co-location with GSM systems, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in TS 36.104 [9], clause 7.2.1.
Table 7.6.3.5.3-1: E-UTRA additional OTA blocking requirement for co-location with BS in other frequency bands
	Type of co-located BS
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power for WA BS [dBm]
	Interfering Signal mean power for MR BS [dBm]
	Interfering Signal mean power for LA BS [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	GSM850 or CDMA850
	869 – 894
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier


…
	NR band n105
	612  – 652 
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier

	E-UTRA Band 106 or NR Band n106
	935 – 940
	+46
	+38
	+24
	EISminSENS + x dB (NOTE 1)
	CW carrier




<<End of Change>>


