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For E-UTRA, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in 3GPP 36.104 [4] Annex A with parameters specified in table 10.9.47.9.5.1-1 for Wide Area BS, in table 10.9.47.9.5.1-2 for Local Area BS and in table 10.9.47.9.5.1-3 for Medium Range BS.
The OTA levels are applied referenced to ΔminSENS.
Table 7.9.5.1-1 Wide Area BS in-channel selectivity for E-UTRA
	E-UTRA
channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	
	

	1.4
	A1-4 in 3GPP 36.104 [4] Annex A.1
	-105.2– ΔminSENS 
	-104.8 – ΔminSENS 
	-87 – ΔminSENS
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in 3GPP 36.104 [4] Annex A.1
	-100.4 – ΔminSENS 
	-100.0– ΔminSENS 
	-84 – ΔminSENS
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in 3GPP 36.104 [4] Annex A.1
	-98.3 – ΔminSENS 
	-97.9 – ΔminSENS 
	-81 – ΔminSENS
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in 3GPP 36.104 [4] Annex A.1
	-96.8 – ΔminSENS 
	-96.4 – ΔminSENS 
	-77 – ΔminSENS
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE)
	-96.8 – ΔminSENS 
	-96.4 – ΔminSENS 
	-77 – ΔminSENS
	15 MHz E-UTRA signal, 25 RBs (NOTE)

	20
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE)
	-96.8 – ΔminSENS 
	-96.4 – ΔminSENS 
	-77 – ΔminSENS
	20 MHz E-UTRA signal, 25 RBs (NOTE)

	NOTE:	Wanted and interfering signal are placed adjacently around Fc



Table 7.9.5.1-2 Local Area BS in-channel selectivity for E-UTRA
	E-UTRA
channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	
	

	1.4
	A1-4 in 3GPP 36.104 [4] Annex A.1
	-97.2 – ΔminSENS 
	-96.8 – ΔminSENS 
	-79 – ΔminSENS
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in 3GPP 36.104 [4] Annex A.1
	-92.4 – ΔminSENS 
	-92.0 – ΔminSENS 
	-76 – ΔminSENS
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in 3GPP 36.104 [4] Annex A.1
	-90.3 – ΔminSENS 
	-89.9 – ΔminSENS 
	-73 – ΔminSENS
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE 3)
	-88.8 – ΔminSENS
	-88.4 – ΔminSENS 
	-69 – ΔminSENS
	10 MHz E-UTRA signal, 25 RBs (NOTE 3)

	15
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE 1)
	-88.8 – ΔminSENS 
	-88.4 – ΔminSENS 
	-69 – ΔminSENS
	15 MHz E-UTRA signal, 25 RBs (NOTE 1)

	20
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE 1)
	-88.8 – ΔminSENS 
	-88.4 – ΔminSENS 
	-69 – ΔminSENS
	20 MHz E-UTRA signal, 25 RBs (NOTE 1)

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, this reference measurement channel and interfering signal are not applied for Band 46 nor Band 49.
NOTE 2:	Void
NOTE 3:	This reference measurement channel and interfering signal are not applied for Band 46 nor Band 49.



Table 7.9.5.1-3 Medium Range BS in-channel selectivity for E-UTRA
	E-UTRA
channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	
	

	1.4
	A1-4 in 3GPP 36.104 [4] Annex A.1
	-100.2 – ΔminSENS 
	-99.8 – ΔminSENS 
	-82 – ΔminSENS
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in 3GPP 36.104 [4] Annex A.1
	-95.4 – ΔminSENS 
	-95.0 – ΔminSENS 
	-79 – ΔminSENS
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in 3GPP 36.104 [4] Annex A.1
	-93.3 – ΔminSENS 
	-92.9 – ΔminSENS 
	-76 – ΔminSENS
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE 3)
	-91.8 – ΔminSENS 
	-91.4– ΔminSENS 
	-72 – ΔminSENS
	10 MHz E-UTRA signal, 25 RBs (NOTE 3)

	15
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE 1)
	-91.8– ΔminSENS 
	-91.4– ΔminSENS 
	-72 – ΔminSENS
	15 MHz E-UTRA signal, 25 RBs (NOTE 1)

	20
	A1-3 in 3GPP 36.104 [4] Annex A.1 (NOTE 1)
	-91.8– ΔminSENS 
	-91.4– ΔminSENS 
	-72 – ΔminSENS
	20 MHz E-UTRA signal, 25 RBs (NOTE 1)

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, this reference measurement channel and interfering signal are not applied for Band 46.
NOTE 2:	Void
NOTE 3:	This reference measurement channel and interfering signal are not applied for Band 46.
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