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<< Start of changes >>
[bookmark: _Toc21345601][bookmark: _Toc37256324][bookmark: _Toc67937307][bookmark: _Toc29806450][bookmark: _Toc83742946][bookmark: _Toc52381983][bookmark: _Toc67936434][bookmark: _Toc37255983][bookmark: _Toc90588702][bookmark: _Toc76630386][bookmark: _Toc76452543][bookmark: _Toc45890158][bookmark: _Toc83887060][bookmark: _Toc83887861][bookmark: _Toc61375082]7.3A.3	ΔRIB,c for CA
[bookmark: OLE_LINK2]For the UE which supports inter-band NR CA configuration, the minimum requirement for reference sensitivity in clause 7.3.2 in TS 38.101-1 [2] and clause 7.3.2, 7.3A.2in TS 38.101-2 [3] shall be increased by the amount given in ΔRIB,c in Tables below. Unless otherwise stated, ΔRIB,c is set to zero.
[bookmark: OLE_LINK6]In case the UE supports more than one of band combinations for CA, SUL or DC, and an operating band belongs to more than one band combinations then
[bookmark: OLE_LINK7]-	When the operating band frequency range is ≤ 1GHz, the applicable additional ∆RIB,c shall be the average value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in TS 38.101-1 [2]this specification and 7.3A, 7.3B in this specificationTS 38.101-3 [3], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔRIB,c among the different supported band combinations involving such band shall be applied
-	When the operating band frequency range is > 1 GHz, the applicable additional ΔRIB,c shall be the maximum value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in TS 38.101-1 [2]this specification and 7.3A, 7.3B in this specificationTS 38.101-3 [3] for the applicable operating bands.
<unchanged texts are omitted>
[bookmark: _Toc37256006][bookmark: _Toc21345624][bookmark: _Toc76630410][bookmark: _Toc83887084][bookmark: _Toc52382006][bookmark: _Toc61375105][bookmark: _Toc83887885][bookmark: _Toc45890181][bookmark: _Toc37256347][bookmark: _Toc83742970][bookmark: _Toc29806473][bookmark: _Toc76452567][bookmark: _Toc90588726][bookmark: _Toc67936458][bookmark: _Toc67937331]7.3B.3	ΔRIB,c, ΔRIBNC for DC
[bookmark: _Toc76452568][bookmark: _Toc37256348][bookmark: _Toc52382007][bookmark: _Toc37256007][bookmark: _Toc67936459][bookmark: _Toc83887886][bookmark: _Toc61375106][bookmark: _Toc67937332][bookmark: _Toc21345625][bookmark: _Toc83887085][bookmark: _Toc29806474][bookmark: _Toc76630411][bookmark: _Toc90588727][bookmark: _Toc45890182][bookmark: _Toc83742971]7.3B.3.0	General
[bookmark: _Hlk506624570][bookmark: _Hlk506624606]For the UE which supports inter-band EN-DC or NE-DC configuration, the minimum requirement for reference sensitivity in Table 7.3.1-1 and Table 7.3.1-1a in TS 36.101 [4], clause 7.3.2, 7.3A.2, 7.3C.2 in TS 38.101-1 [2] and clause 7.3.2, 7.3A.2 in TS 38.101-2 [3] shall be increased by the amount given in ΔRIB,c, ΔRIBNC in Tables below where unless otherwise stated, the same ΔRIB,c, ΔRIBNC are applicable to NR band(s) part for DC configurations which have the same NR operating band combination. Unless otherwise stated, ΔRIB,c or ΔRIBNC is set to zero.
In case the UE supports more than one of band combinations for CA, SUL or DC, and an operating band belongs to more than one band combinations then
-	When the operating band frequency range is ≤ 1 GHz, the applicable additional ΔRIB,c shall be the average value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in TS 38.101-1 [2]this specification and 7.3A, 7.3B in this specificationTS 38.101-3 [3], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔRIB,c among the different supported band combinations involving such band shall be applied
-	When the operating band frequency range is > 1 GHz, the applicable additional ΔRIB,c shall be the maximum value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in TS 38.101-1 [2]this specification and 7.3A, 7.3B in this specificationTS 38.101-3 [3] for the applicable operating bands.
Unless ΔRIB,c  is specified for the NE-DC configuration, the specified ΔRIB,c for the EN-DC configuration including same bands as the corresponding NE-DC configuration is applicable for the NE-DC configuration.
<< End of changes >>

