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<Start of Changes>
[bookmark: _Toc21098345][bookmark: _Toc29470572][bookmark: _Toc37141940][bookmark: _Toc37141991][bookmark: _Toc37142043][bookmark: _Toc37269046][bookmark: _Toc37269089][bookmark: _Toc45907612][bookmark: _Toc52564794][bookmark: _Toc60857389][bookmark: _Toc61184716][bookmark: _Toc66389970][bookmark: _Toc66390025][bookmark: _Toc74643164][bookmark: _Toc76540608][bookmark: _Toc82415392][bookmark: _Toc89937363][bookmark: _Toc98752295][bookmark: _Toc106129786][bookmark: _Toc121931496][bookmark: _Toc130391911][bookmark: _Toc137474709][bookmark: _Toc138874402][bookmark: OLE_LINK27]5.2.2	Inter-band CA
Requirements for a Rel-16 UE for additional NR inter-band CA configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.2.2-1: NR inter-band CA within FR1
	Feature
	DL/UL
	Maximum number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band CA configurations within NR FR1
	DL
	4
	5
	A, B, C
	TDD, FDD, SDL and FDD, SDL and TDD, FDD and TDD
	Rel-15
	Table B.3.1-1, Table B.4.2-1

	
	UL
	2
	2
	A
	TDD, FDD, FDD and TDD
	Rel-15
	

	Inter-band CA configurations with 1Tx-2Tx switching within NR FR1
	UL
	2
	2
	A
	TDD, FDD and TDD
	Rel-16
	Table B.4.8-1



<Next Change>
[bookmark: _Toc21098357][bookmark: _Toc29470584][bookmark: _Toc37141952][bookmark: _Toc37142003][bookmark: _Toc37142055][bookmark: _Toc37269058][bookmark: _Toc37269101][bookmark: _Toc45907624][bookmark: _Toc52564806][bookmark: _Toc60857403][bookmark: _Toc61184730][bookmark: _Toc66389985][bookmark: _Toc66390040][bookmark: _Toc74643179][bookmark: _Toc76540623][bookmark: _Toc82415407][bookmark: _Toc89937379][bookmark: _Toc98752311][bookmark: _Toc106129802][bookmark: _Toc121931512][bookmark: _Toc130391927][bookmark: _Toc137474725][bookmark: _Toc138874418][bookmark: _Toc21098358][bookmark: _Toc29470585][bookmark: _Toc37141953][bookmark: _Toc37142004][bookmark: _Toc37142056][bookmark: _Toc37269059][bookmark: _Toc37269102][bookmark: _Toc45907625][bookmark: _Toc52564807][bookmark: _Toc60857404][bookmark: _Toc61184731][bookmark: _Toc66389986][bookmark: _Toc66390041][bookmark: _Toc74643180][bookmark: _Toc76540624][bookmark: _Toc82415408][bookmark: _Toc89937380][bookmark: _Toc98752312]8.1.2	Inter-band EN-DC
[bookmark: _Toc106129803][bookmark: _Toc121931513][bookmark: _Toc130391928][bookmark: _Toc137474726][bookmark: _Toc138874419]8.1.2.1	Inter-band EN-DC within frequency range 1
Requirements for a Rel-16 UE for additional EN-DC inter-band configurations within FR1 compared to TS 38.101-3 of Rel-16 [4] are introduced via this clause.
Table 8.1.2.1-0: EN-DC inter-band UE power class
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Inter-band EN-DC Power Class 2
	TDD, FDD and TDD
	Rel-15
	Table B.4.6-1

	Inter-band EN-DC Power Class 3
	FDD, TDD, FDD and TDD
	Rel-15
	



[bookmark: OLE_LINK26]Table 8.1.2.1-1: EN-DC inter-band configurations without SUL within FR1
	Feature
	DL/UL
	maximum number of E-UTRA bands
	maximum number of E-UTRA CCs
	maximum number of NR bands
	maximum number of NR CCs
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band EN-DC
	DL
	6
	6
	2
	3
	FDD, TDD,
FDD and TDD
	Rel-15
	Table B.4.6-1

	
	UL
	1
	2
	1
	2
	FDD, TDD, FDD and TDD
	Rel-15
	

	Inter-band EN-DC with 1Tx-2Tx switching
	UL
	1
	1
	1
	1
	TDD, FDD and TDD
	Rel-16
	Table B.4.9-1



Table 8.1.2.1-2: EN-DC inter-band configurations with SUL within FR1
	Feature
	DL/UL
	maximum number of E-UTRA bands
	maximum number of E-UTRA CCs
	maximum number of NR bands
	maximum number of NR CCs
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band EN-DC
	DL
	2
	3
	1
	1
	FDD, TDD,
FDD and TDD
	Rel-15
	Table B.4.6-1

	
	UL
	1
	1
	2
	2
	FDD, TDD,
FDD and TDD and SUL
	Rel-15
	



<Next Change>
[bookmark: _Toc89937960][bookmark: _Toc98752329][bookmark: _Toc106129820][bookmark: _Toc121931530][bookmark: _Toc130391945][bookmark: _Toc137474743][bookmark: _Toc138874436]B.4.7	Common UE RF requirements for 4Rx
The requirements and test cases listed in Table B.4.7-1 are specified in REL-16 version of TS 38.101-1 [2].
Table B.4.7-1: Common UE RF requirements for 4Rx for single band in FR1
	Clause
	Description

	7.3
	Reference sensitivity

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity

	7.6
	Blocking characteristics

	7.7
	Spurious response

	7.8
	Intermodulation characteristics

	7.9
	Spurious emissions



The requirements and test cases listed in Table B.4.7-2 are specified in REL-16 version of TS 38.101-1 [2].
Table B.4.7-2: Common UE RF requirements for 4Rx for CA in FR1
	Clause
	Description

	7.3A
	Reference sensitivity for CA

	7.4A
	Maximum input level for CA

	7.5A
	Adjacent Channel Selectivity for CA

	7.6A
	Blocking characteristics for CA

	7.7A
	Spurious response for CA

	7.8A
	Intermodulation characteristics for CA

	7.9A
	Spurious emissions for CA



B.4.8	Common UE RF requirements for Inter-band CA configurations with Tx switching within NR FR1
The requirements and test cases listed in Table B.4.8-1 are specified in Rel-16 version of TS 38.101-1 [2].
Table B.4.8-1: Common UE RF requirements for Inter-band CA configurations with Tx switching within NR FR1
	Clause
	Description

	5.2A.2
	Operating bands for inter-band CA

	6.3A.3.3
	Transmit ON/OFF time mask for inter-band CA



B.4.9	Common UE RF requirements for Inter-band EN-DC with tx switching
The requirements and test cases listed in Table B.4.9-1 are specified in REL-16 version of TS 38.101-3 [4].
Table B.4.9-1: Common UE RF requirements for Inter-band EN-DC with tx switching
	Clause
	Description

	5.5B.4
	Configuration for Inter-band EN-DC within FR1

	6.3B.4
	Output power dynamics for switching between two uplink carriers



<End of Changes>

