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<Start of Change 1>
5.1.2.4	Measurements of inter-frequency NR cells
If UE is not configured to perform PRS measurement, or if UE is configured to perform PRS measurement and supports [Parallel PRS measurements in RRC_INACTIVE state] parallelPRS-MeasRRC-Inactive-r17, the requirements in clause 4.2.2.4 shall apply regardless of whether the serving cell is subject to CCA or not. 
If UE is configured to perform PRS measurement but does not support [Parallel PRS measurements in RRC_INACTIVE state] parallelPRS-MeasRRC-Inactive-r17, the requirements in clause 4.2.2.4 shall apply with Kcarrier being replaced with Kcarrier + 1, regardless of whether the serving cell is subject to CCA or not.
If UE is not configured to perform PRS measurement, or if UE is configured to perform PRS measurement and supports [Parallel PRS measurements in RRC_INACTIVE state] parallelPRS-MeasRRC-Inactive-r17, the requirements in clause 4.2.2.10 shall apply regardless of whether the serving cell is subject to CCA or not for UE configured with relaxed measurement criterion.
If UE is configured to perform PRS measurement but does not support [Parallel PRS measurements in RRC_INACTIVE state] parallelPRS-MeasRRC-Inactive-r17, the requirements in clause 4.2.2.10 shall apply with Kcarrier being replaced with Kcarrier + 1, regardless of whether the serving cell is subject to CCA or not for UE configured with relaxed measurement criterion.
<End of Change 1>


<Start of Change 2>
[bookmark: _Toc5952552]5.1.2.7	General requirements
If UE is not configured to perform PRS measurement, or if UE is configured to perform PRS measurement and supports [Parallel PRS measurements in RRC_INACTIVE state] parallelPRS-MeasRRC-Inactive-r17, the requirements in clause 4.2.2.7 shall apply.
If UE is configured to perform PRS measurement but does not support [Parallel PRS measurements in RRC_INACTIVE state] parallelPRS-MeasRRC-Inactive-r17, the requirements in clause 4.2.2.7 shall apply with Nlayers being replaced with Nlayers + 1.
<End of Change 2>

