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Table 5.2A.2.3-1: Inter-band CA operating bands involving FR1 (four bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	DL interruption allowed 
(Note 2)

	CA_n1-n3-n5-n7
	n1, n3, n5, n7
	

	CA_n1-n3-n5-n78
	n1, n3, n5, n78
	

	CA_n1-n3-n7-n8
	n1, n3, n7, n8
	

	CA_n1-n3-n7-n26
	n1, n3, n7, n26
	

	CA_n1-n3-n7-n28
	n1, n3, n7, n28
	

	CA_n1-n3-n7-n38
	n1, n3, n7, n38
	

	CA_n1-n3-n7-n67
	n1, n3, n7, n67
	

	CA_n1-n3-n7-n79
	n1, n3, n7, n79
	No for CA_n1-n79

	CA_n1-n3-n7-n78
	n1, n3, n7, n78
	

	CA_n1-n3-n8-n77
	n1, n3, n8, n77
	

	CA_n1-n3-n8-n78
	n1, n3, n8, n78
	

	CA_n1-n3-n18-n28
	n1, n3, n18, n28
	

	CA_n1-n3-n18-n41
	n1, n3, n18, n41
	

	CA_n1-n3-n18-n77
	n1, n3, n18, n77
	

	CA_n1-n3-n26-n78
	n1, n3, n26, n78
	

	CA_n1-n3-n28-n38
	n1, n3, n28, n38
	No for CA_n1-n38

	CA_n1-n3-n28-n41
	n1, n3, n28, n41
	No for CA_n1-n41

	CA_n1-n3-n28-n771
	n1, n3, n28, n77
	

	CA_n1-n3-n28-n78
	n1, n3, n28, n78
	

	CA_n1-n3-n28-n791
	n1, n3, n28, n79
	No for CA_n1-n79

	CA_n1-n3-n40-n77
	n1, n3, n40, n77
	No for CA_n3-n40

	CA_n1-n3-n41-n77
	n1, n3, n41, n77
	No for CA_n3-n41

	CA_n1-n3-n41-n79
	n1, n3, n41, n79
	No for CA_n1-n79, CA_n3-n41

	CA_n1-n3-n67-n78
	n1, n3, n67, n78
	

	CA_n1-n3-n77-n79
	n1, n3, n77, n79
	 CA_n1-n79

	CA_n1-n5-n7-n78
	n1, n5, n7, n78
	

	CA_n1-n7-n8-n40
	n1, n7, n8, n40
	

	CA_n1-n7-n8-n78
	n1, n7, n8, n78
	

	CA_n1-n7-n26-n78
	n1, n7, n26, n78
	

	CA_n1-n7-n28-n38
	n1, n7, n28, n38
	No for CA_n1-n38

	CA_n1-n7-n28-n78
	n1, n7, n28, n78
	

	CA_n1-n7-n40-n78
	n1, n7, n40, n78
	

	CA_n1-n7-n67-n78
	n1, n7, n67, n78
	

	CA_n1-n8-n40-n78
	n1, n8, n40, n78
	

	CA_n1-n8-n78-n79
	n1, n8, n78, n79
	No for CA_n1-n79

	CA_n1-n18-n28-n41
	n1, n18, n28, n41
	

	CA_n1-n18-n28-n77
	n1, n18, n28, n77
	

	CA_n1-n18-n41-n77
	n1, n18, n41, n77
	

	CA_n1-n28-n38-n78
	n1, n28, n38, n78
	No for CA_n1-n38

	CA_n1-n28-n40-n77
	n1, n28, n40, n77
	

	CA_n1-n28-n40-n78
	n1, n28, n40, n78
	

	CA_n1-n28-n41-n77
	n1, n28, n41, n77
	

	CA_n1-n28-n41-n79
	n1, n28, n41, n79
	No for CA_n1-n79

	CA_n1-n28-n77-n79
	n1, n28, n77, n79
	No for CA_n1-n79

	CA_n1-n41-n77-n79
	n1, n41, n77, n79
	No for CA_n1-n79

	CA_n2-n5-n30-n66
	n2, n5, n30, n66
	

	CA_n2-n5-n30-n77
	n2, n5, n30, n77
	

	CA_n2-n5-n48-n66
	n2, n5, n48, n66
	

	CA_n2-n5-n48-n77
	n2, n5, n48, n77
	

	CA_n2-n5-n66-n77
	n2, n5, n66, n77
	No for CA_n66-n77

	CA_n2-n12-n30-n66
	n2, n12, n30, n66
	

	CA_n2-n12-n30-n77
	n2, n12, n30, n77
	

	CA_n2-n12-n66-n77
	n2, n12, n66, n77
	No for CA_n66-n77

	CA_n2-n14-n30-n66
	n2, n14, n30, n66
	

	CA_n2-n14-n30-n77
	n2, n14, n30, n77
	

	CA_n2-n14-n66-n77
	n2, n14, n66, n77
	No for CA_n66-n77

	CA_n2-n29-n30-n66
	n2, n29, n30, n66
	

	CA_n2-n29-n30-n77
	n2, n29, n30, n77
	

	CA_n2-n29-n66-n77
	n2, n29, n66, n77
	No for CA_n66-n77

	CA_n2-n30-n66-n77
	n2, n30, n66, n77
	No for CA_n66-n77

	CA_n2-n48-n66-n77
	n2, n48, n66, n77
	No for CA_n66-n77

	CA_n2-n66-n71-n78
	n2, n66, n71, n78
	

	CA_n3-n5-n7-n78
	n3, n5, n7, n78
	

	CA_n3-n7-n8-n781
	n3, n7, n8, n78
	

	CA_n3-n7-n26-n78
	n3, n7, n26, n78
	

	CA_n3-n7-n28-n38
	n3, n7, n28, n38
	

	CA_n3-n7-n28-n78
	n3, n7, n28, n78
	

	CA_n3-n7-n67-n78
	n3, n7, n67, n78
	

	CA_n3-n18-n28-n41
	n3, n18, n28, n41
	

	CA_n3-n18-n28-n77
	n3, n18, n28, n77
	

	CA_n3-n28-n40-n77
	n3, n28, n40, n77
	No for CA_n3-n40

	CA_n3-n18-n41-n77
	n3, n18, n41, n77
	No for CA_n3-n41

	CA_n3-n28-n41-n77
	n3, n28, n41, n77
	No for CA_n3-n41

	CA_n3-n28-n41-n79
	n3, n28, n41, n79
	No for CA_n3-n41

	CA_n3-n28-n77-n79
	n3, n28, n77, n79
	

	CA_n3-n28-n41-n78
	n3, n28, n41, n78
	No for CA_n3-n41

	CA_n3-n41-n77-n79
	n3, n41, n77, n79
	No for CA_n3-n41

	CA_n5-n25-n66-n77
	n5, n25, n66, n77
	

	CA_n5-n25-n66-n78
	n5, n25, n66, n78
	

	CA_n5-n30-n66-n77
	n5, n30, n66, n77
	No for CA_n66-n77

	CA_n5-n48-n66-n77
	n5, n48, n66, n77
	No for CA_n66-n77

	CA_n7-n8-n40-n78
	n7, n8, n40, n78
	

	CA_n7-n25-n66-n77
	n7, n25, n66, n77
	No for CA_n66-n77

	CA_n7-n25-n66-n78
	n7, n25, n66, n78
	

	CA_n12-n30-n66-n77
	n12, n30, n66, n77
	No for CA_n66-n77

	CA_n13-n25-n66-n77
	n13, n25, n66, n77
	No for CA_n66-n77

	CA_n14-n30-n66-n77
	n14, n30, n66, n77
	No for CA_n66-n77

	CA_n18-n28-n41-n77
	n18, n28, n41, n77
	

	CA_n25-n38-n66-n78
	n25, n38, n66, n78
	

	CA_n25-n41-n66-n71
	n25, n41, n66, n71
	No for CA_n41-n66

	CA_n25-n41-n66-n77
	n25, n41, n66, n77
	No for CA_n41-n66, CA_n66-n77

	CA_n25-n41-n66-n78
	n25, n41, n66, n78
	No for CA_n41-n66

	CA_n25-n41-n71-n77
	n25, n41, n71, n77
	

	CA_n25-n41-n71-n78
	n25, n41, n71, n78
	

	CA_n25-n66-n71-n77
	n25, n66, n71, n77
	No for CA_n66-n77

	CA_n25-n66-n71-n78
	n25, n66, n71, n78
	

	CA_n28-n41-n77-n79
	n28, n41, n77, n79
	

	CA_n29-n30-n66-n77
	n29, n30, n66, n77
	No for CA_n66-n77

	CA_n41-n66-n70-n78
	n41, n66, n70, n78
	No for CA_n41-n66, CA_n41-n71

	CA_n41-n66-n71-n77
	n41, n66, n71, n77
	No for CA_n41-n66

	CA_n41-n66-n71-n78
	n41, n66, n71, n78
	No for CA_n41-n66

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 2:	Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133
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