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[bookmark: _Toc53185585][bookmark: _Toc53185961][bookmark: _Toc57820447][bookmark: _Toc57821374][bookmark: _Toc61183650][bookmark: _Toc61184044][bookmark: _Toc61184436][bookmark: _Toc61184828][bookmark: _Toc61185218][bookmark: _Toc66386563][bookmark: _Toc74583521][bookmark: _Toc76542334][bookmark: _Toc82450316][bookmark: _Toc82450964][bookmark: _Toc89949353][bookmark: _Toc98755742][bookmark: _Toc98763334][bookmark: _Toc106184263][bookmark: _Toc130402285][bookmark: _Toc137532207][bookmark: _Toc138852708]12.1.1.1.2.1	IAB MT Re-establishment delay requirement
The IAB-MT re-establishment delay (TIAB-MT_re-establish_delay) is the time between the moments when any of the conditions requiring RRC re-establishment as defined in clause 5.3.7 in TS 38.331 [15] is detected by the IAB-MT and when the IAB-MT sends PRACH to the target PCell. The IAB-MT re-establishment delay (TIAB-MT_re-establish_delay) requirement shall be less than:

The intra-frequency target NR cell shall be considered detectable if each relevant SSB can satisfy that:
-	the conditions of SSB_RP and SSB Ês/Iot according to Annex H.1.1.1 for a corresponding IAB-MT class and IAB type are fulfilled.
The inter-frequency target NR cell shall be considered detectable when for each relevant SSB:
-	the conditions of SSB_RP and SSB Ês/Iot according to Annex H.1.1.2 for a corresponding IAB-MT class and IAB type are fulfilled.
Tidentify_intra_NR: It is the time to identify the target intra-frequency NR cell and it depends on whether the target NR cell is known cell or unknown cell and on the frequency range (FR) of the target NR cell. If the IAB-MT is not configured with intra-frequency NR carrier for RRC re-establishment then Tidentify_intra_NR=0; otherwise Tidentify_intra_NR shall not exceed the values defined in Table 12.1.1.1.2.1-1.
Tidentify_inter_NR,i: It is the time to identify the target inter-frequency NR cell on inter-frequency carrier i configured for RRC re-establishment and it depends on whether the target NR cell is known cell or unknown cell and on the frequency range (FR) of the target NR cell. Tidentify_inter_NR,i shall not exceed the values defined in Table 12.1.1.1.2.1-2.
TSMTC: It is the periodicity of the SMTC occasion configured for the intra-frequency carrier. If the IAB-MT has been provided with higher layer signaling of smtc2 [15] and is not capable of 4 SMTC configurations per frequency [15], then TSMTC follows smtc1 or smtc2 according to the physical cell ID of the target cell. If the IAB-MT has been provided with higher layer signaling of smtcj, where 1≤j≤4 [15] and is also capable of 4 SMTC configurations per frequency [15], then TSMTC follows smtcj according to the physical cell ID of the target cell. 
TSMTC,i: It is the periodicity of the SMTC occasion configured for the inter-frequency carrier i. If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], then the requirements shall apply provided that the IAB-MT is configured with only one SMTC configuration for each inter-frequency carrier i according to the physical cell ID of the target cell. If the IAB-MT has been provided with higher layer signaling of smtcj, where 1≤j≤4 [15] and is also capable of 4 SMTC configurations per frequency [15], then TSMTC follows smtcj configured for the inter-frequency carrier i according to the physical cell ID of the target cell. If the IAB-MT is not provided with SMTC configuration then the IAB-MT may assume that the target SSB periodicity is no larger than 160 ms.
TSI-NR: It is the time required for receiving all the relevant system information according to the reception procedure and the RRC procedure delay of system information blocks defined in TS 38.331 [15] for the target NR cell.
TPRACH: It is the delay uncertainty in acquiring the first available PRACH occasion in the target NR cell. TPRACH can be up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in clause 14 of TS 38.213 [10].
Nfreq: It is the total number of NR frequencies to be monitored for RRC re-establishment; Nfreq = 1 if the target intra-frequency NR cell is known, else Nfreq = 2 and Tidentify_intra_NR = 0 if the target inter-frequency NR cell is known.
There is no requirement if the target cell does not contain the IAB-MT context or if the SSB transmission periodicity is larger than 160 ms.
In the requirement defined in the below tables, the target FR1 cell is known if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown.
Table 12.1.1.1.2.1-1: Time to identify target NR cell for RRC connection re-establishment to NR intra-frequency cell
	Serving cell SSB Ês/Iot (dB)
	Frequency range (FR) of target NR cell
	Tidentify_intra_NR [ms]

	
	
	Known NR cell
	Unknown NR cell

	≥ -8
	FR1
	MAX (1600 ms, 5 x TSMTC)
	MAX (6400 ms, 10 x TSMTC)

	≥ -8
	FR2-1
	N/A
	MAX (8000 ms, 80 x TSMTC))

	< -8
	FR1
	N/A
	6400Note1

	< -8
	FR2-1
	N/A
	[bookmark: _Hlk521492617]28160Note1

	Note 1:	The IAB-MT is not required to successfully identify a cell on any NR frequency layer when TSMTC >160 ms and serving cell SSB Ês/Iot < -8 dB.



Table 12.1.1.1.2.1-2: Time to identify target NR cell for RRC connection re-establishment to NR inter-frequency cell
	Serving cell SSB Ês/Iot (dB)
	Frequency range (FR) of target NR cell
	Tidentify_inter_NR, i [ms]

	
	
	Known NR cell
	Unknown NR cell

	≥ -8
	FR1
	MAX (1600 ms, 6 x TSMTC, i)
	MAX (6400 ms, 13 x TSMTC, i)

	≥ -8
	FR2-1
	N/A
	MAX (8000 ms, 104 x TSMTC, i))

	< -8
	FR1
	N/A
	[bookmark: _Hlk521492632]6400Note1

	< -8
	FR2-1
	N/A
	32000Note1

	Note 1:	The IAB-MT is not required to successfully identify a cell on any NR frequency layer when TSMTC,i >160 ms and serving cell SSB Ês/Iot < -8 dB.
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[bookmark: _Toc53185590][bookmark: _Toc53185966][bookmark: _Toc57820452][bookmark: _Toc57821379][bookmark: _Toc61183655][bookmark: _Toc61184049][bookmark: _Toc61184441][bookmark: _Toc61184833][bookmark: _Toc61185223][bookmark: _Toc66386568][bookmark: _Toc74583526][bookmark: _Toc76542339][bookmark: _Toc82450321][bookmark: _Toc82450969][bookmark: _Toc89949358][bookmark: _Toc98755747][bookmark: _Toc98763339][bookmark: _Toc106184268][bookmark: _Toc130402290][bookmark: _Toc137532212][bookmark: _Toc138852713]12.1.1.3.2.1	RRC connection release with redirection to NR
The IAB-MT shall be capable of performing the RRC connection release with redirection to the target NR cell within Tconnection_release_redirect_NR.
The time delay (Tconnection_release_redirect_NR) is the time between the end of the last slot containing the RRC command, “RRCRelease” (TS 38.331 [15]) on the NR PDSCH and the time the IAB-MT starts to send random access to the target NR cell. The time delay (Tconnection_release_redirect_NR) shall be less than:
	Tconnection_release_redirect_NR = TRRC_procedure_delay + Tidentify-NR + TSI-NR + TRACH
The target NR cell shall be considered detetable when for each relevant SSB, the side conditions should be met that,
-	the conditions of SSB_RP and SSB Ês/Iot according to Annex H.1.1.3 for a corresponding IAB-MT class and IAB type are fulfilled. 
TRRC_procedure_delay: It is the RRC procedure delay for processing the received message “RRCRelease” as defined in clause 6.2.2 of TS 38.331 [15].
Tidentify-NR: It is the time to identify the target NR cell and depends on the frequency range (FR) of the target NR cell. It is defined in Table 12.1.1.3.2-1. Note that Tidentify-NR = TPSS/SSS-sync + Tmeas, in which TPSS/SSS-sync is the cell search time and Tmeas is the measurement time due to cell selection criteria evaluation.
[bookmark: _Hlk514061496]TSI-NR: It is the time required for acquiring all the relevant system information of the target NR cell. This time depends upon whether the IAB-MT is provided with the relevant system information of the target NR cell or not by the old NR cell before the RRC connection is released. 
TRACH: It is the delay uncertainty in acquiring the first available PRACH occasion in the target NR cell. TRACH can be up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in clause 14 of TS 38.213 [10].
Trs is the SMTC periodicity of the target NR cell if the IAB-MT has been provided with an SMTC configuration for the target cell in the redirection command, otherwise Trs is the SMTC periodicity configured in the measObjectNR having the same SSB frequency and subcarrier spacing configured for the RRC connection release with redirection. If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], then the requirements shall apply provided that the IAB-MT is configured with only one SMTC configuration on carrier configured configured for RRC connection release with redirection. If the IAB-MT has been provided with higher layer signaling of smtcj, where 1≤j≤4 [15] and is also capable of 4 SMTC configurations per frequency [15], then Tsmtc follows smtcj according to the physical cell ID of the target cell. If the IAB-MT is not provided with SMTC configuration or measurement object for the frequency which is also configured for the RRC connection release with redirection then the requirement in this clause is applied with Trs = 160 ms if the SSB transmission periodicity is not larger than 160 ms. 
-	There is no requirement if the SSB transmission periodicity is larger than 160ms.

Table 12.1.1.3.2-1: Time to identify target NR cell for RRC connection release with redirection to NR
	Frequency range (FR) of target NR cell
	Tidentify-NR

	FR1
	MAX (5440 ms, 11Trs)

	FR2-1
	MAX (7040 ms, 811Trs)






-----------------------------NEXT CHANGE------------------------------


[bookmark: _Toc98763343][bookmark: _Toc106184272][bookmark: _Toc130402294][bookmark: _Toc137532216][bookmark: _Toc138852717]12.2.1.2	Requirements
The IAB-MT initial transmission timing error shall be less than or equal to Te where the timing error limit value Te is specified in Table 12.2.1.2-1. This requirement applies for PUCCH, PUSCH and SRS or it is the PRACH transmission.
The IAB-MT shall meet the Te requirement for an initial transmission provided that at least one SSB is available at the IAB-MT during the last 160 ms. The reference point for the IAB-MT initial transmit timing control requirement shall be the downlink timing of the reference cell minus [image: ]. The downlink timing is defined as the time when the first path (in time) of the corresponding downlink frame used by the IAB-MT to determine downlink timing is received from the reference cell at the IAB-MT antenna. NTA for PRACH is defined as 0.
[image: ] (in Tc units) for other channels is the difference between IAB-MT transmission timing and the downlink timing immediately after when the last timing advance in clause 12.2.2 was applied. NTA for other channels is not changed until next timing advance is received. The value of[image: ]depends on the duplex mode of the cell in which the uplink transmission takes place and the frequency range (FR). [image: ]is defined in Table 12.2.1.2-2.
Table 12.2.1.2-1: Te Timing Error Limit
	Frequency Range
	SCS of SSB signals ( kHz)
	SCS of uplink signals ( kHz)
	Te

	1
	15
	15
	12*64*Tc

	
	
	30
	10*64*Tc

	
	
	60
	10*64*Tc

	
	30
	15
	8*64*Tc

	
	
	30
	8*64*Tc

	
	
	60
	7*64*Tc

	FR2-12
	120
	60
	3.5*64*Tc

	
	
	120
	3.5*64*Tc

	
	240
	60
	3*64*Tc

	
	
	120
	3*64*Tc

	Note 1:	Tc is the basic timing unit defined in TS 38.211 [8]



Table 12.2.1.2-2: The Value of [image: ]
	Frequency range and band of cell used for uplink transmission
	[image: ](Unit: TC)

	FR1 TDD band without LTE-NR coexistence case 
	25600 (Note 1)

	FR1 TDD band with LTE-NR coexistence case
	39936 (Note 1)

	FR2-1
	13792

	Note 1:	The IAB-MT identifies [image: ] based on the information n-TimingAdvanceOffset as specified in TS 38.331 [15]. If IAB-MT is not provided with the information n-TimingAdvanceOffset, the default value of [image: ] is set as 25600 for FR1 band.



When it is the transmission for PUCCH, PUSCH and SRS transmission, the IAB-MT shall be capable of changing the transmission timing according to the received downlink frame of the reference cell except when the timing advance in clause 12.2.3 is applied.
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[bookmark: _Toc53185605][bookmark: _Toc53185981][bookmark: _Toc57820467][bookmark: _Toc57821394][bookmark: _Toc61183670][bookmark: _Toc61184064][bookmark: _Toc61184456][bookmark: _Toc61184848][bookmark: _Toc61185238][bookmark: _Toc66386583][bookmark: _Toc74583541][bookmark: _Toc76542354][bookmark: _Toc82450336][bookmark: _Toc82450984][bookmark: _Toc89949373][bookmark: _Toc98755762][bookmark: _Toc98763354][bookmark: _Toc106184283][bookmark: _Toc130402305][bookmark: _Toc137532227][bookmark: _Toc138852728]12.3.1.2.2	Minimum requirement
IAB-MT shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_out_SSB [ms] period becomes worse than the threshold Qout_SSB within TEvaluate_out_SSB [ms] evaluation period.
IAB-MT shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_in_SSB [ms] period becomes better than the threshold Qin_SSB within TEvaluate_in_SSB [ms] evaluation period.
TEvaluate_out_SSB and TEvaluate_in_SSB are defined in Table 12.3.1.2.2-1 for FR1 with scaling factor K1 = 5.
[bookmark: _Hlk513850659]TEvaluate_out_SSB and TEvaluate_in_SSB are defined in Table 12.3.1.2.2-2 for FR2-1 with scaling factor N=8 and K2 = 3.
For FR1,
-	P = 1
For FR2-1,
-	P=1, when the RLM-RS resource is not overlapped with SMTC occasion.
[bookmark: _Hlk16676141]-	, when the RLM-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P = 3, when RLM-RS resource is fully overlapped with SMTC period (TSSB = TSMTCperiod).
If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤2 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
If the IAB-MT is capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤4 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
Longer evaluation period would be expected if the combination of RLM-RS resource and SMTC occasion configurations does not meet previous conditions.
Table 12.3.1.2.2-1: Evaluation period TEvaluate_out_SSB and TEvaluate_in_SSB for FR1
	[bookmark: _Hlk513850563]Configuration
	TEvaluate_out_SSB (ms) 
	TEvaluate_in_SSB (ms) 

	no DRX
	Max(200  K1, Ceil(10  P  K1)  TSSB)
	Max(100  K1, Ceil(5  P  K1)  TSSB)

	NOTE:	TSSB is the periodicity of the SSB configured for RLM.



Table 12.3.1.2.2-2: Evaluation period TEvaluate_out_SSB and TEvaluate_in_SSB for FR2-1
	[bookmark: _Hlk513850590]Configuration
	TEvaluate_out_SSB (ms) 
	TEvaluate_in_SSB (ms) 

	no DRX
	Max(200  K2, Ceil(10  P  N  K2)  TSSB)
	Max(100  K2, Ceil(5  P  N  K2)  TSSB)

	NOTE:	TSSB is the periodicity of the SSB configured for RLM.





-----------------------------NEXT CHANGE------------------------------



[bookmark: _Toc53185609][bookmark: _Toc53185985][bookmark: _Toc57820471][bookmark: _Toc57821398][bookmark: _Toc61183674][bookmark: _Toc61184068][bookmark: _Toc61184460][bookmark: _Toc61184852][bookmark: _Toc61185242][bookmark: _Toc66386587][bookmark: _Toc74583545][bookmark: _Toc76542358][bookmark: _Toc82450340][bookmark: _Toc82450988][bookmark: _Toc89949377][bookmark: _Toc98755766][bookmark: _Toc98763358][bookmark: _Toc106184287][bookmark: _Toc130402309][bookmark: _Toc137532231][bookmark: _Toc138852732]12.3.1.3.2	Minimum requirement
IAB-MT shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_out_CSI-RS [ms] period becomes worse than the threshold Qout_CSI-RS within TEvaluate_out_CSI-RS [ms] evaluation period.
IAB-MT shall be able to evaluate whether the downlink radio link quality on the configured RLM-RS resource estimated over the last TEvaluate_in_CSI-RS [ms] period becomes better than the threshold Qin_CSI-RS within TEvaluate_in_CSI-RS [ms] evaluation period.
-	TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS are defined in Table 12.3.1.3.2-1 for FR1 with scaling factor K1 = 5.
-	TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS are defined in Table 12.3.1.3.2-2 for FR2-1 with scaling factor K2 = 3. 
The requirements of TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS apply provided that the CSI-RS for RLM is not in a resource set configured with repetition ON. The requirements do not apply when the CSI-RS resource in the active TCI state of CORESET is the same CSI-RS resource for RLM and the TCI state information of the CSI-RS resource is not given, wherein the TCI state information means QCL Type-D to SSB for L1-RSRP or CSI-RS with repetition ON.
For FR1,
-	P=1 .
For FR2-1,
-	P=1, when the RLM-RS resource is not overlapped with SMTC occasion.
[bookmark: _Hlk16676753]-	, when the RLM-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = 3, when the RLM-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
[bookmark: _Hlk521596941]If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤2 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
If the IAB-MT is capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤4 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
NOTE:	The overlap between CSI-RS for RLM and SMTC means that CSI-RS based RLM is within the SMTC window duration.
Longer evaluation period would be expected if the combination of RLM-RS resource and SMTC occasionconfigurations does not meet previous conditions.
The values of Mout and Min used in Table 12.3.1.3.2-1 and Table 12.3.1.3.2-2 are defined as:
-	Mout = 20 and Min = 10, if the CSI-RS resource configured for RLM is transmitted with higher layer CSI-RS parameter density [8, clause 7.4.1] set to 3 and over the bandwidth ≥ 24 PRBs.
Table 12.3.1.3.2-1: Evaluation period TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS for FR1
	Configuration
	TEvaluate_out_CSI-RS (ms) 
	TEvaluate_in_CSI-RS (ms) 

	no DRX
	Max(200  K1, Ceil(Mout×P  K1)×TCSI-RS)
	Max(100  K1, Ceil(Min×P  K1) × TCSI-RS)

	NOTE:	TCSI-RS is the periodicity of the CSI-RS resource configured for RLM. The requirements in this table apply for TCSI-RS equal to 5 ms, 10ms, 20 ms or 40 ms.



Table 12.3.1.3.2-2: Evaluation period TEvaluate_out_CSI-RS and TEvaluate_in_CSI-RS for FR2-1
	Configuration
	TEvaluate_out_CSI-RS (ms) 
	TEvaluate_in_CSI-RS (ms) 

	no DRX
	Max(200  K2, Ceil(Mout×P  K2)×TCSI-RS)
	Max(100  K2, Ceil(Min×P  K2) × TCSI-RS)

	NOTE:	TCSI-RS is the periodicity of the CSI-RS resource configured for RLM. The requirements in this table apply for TCSI-RS equal to 5 ms, 10 ms, 20 ms or 40 ms.
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[bookmark: _Toc53185622][bookmark: _Toc53185998][bookmark: _Toc57820484][bookmark: _Toc57821411][bookmark: _Toc61183687][bookmark: _Toc61184081][bookmark: _Toc61184473][bookmark: _Toc61184865][bookmark: _Toc61185255][bookmark: _Toc66386600][bookmark: _Toc74583558][bookmark: _Toc76542371][bookmark: _Toc82450353][bookmark: _Toc82451001][bookmark: _Toc89949390][bookmark: _Toc98755779][bookmark: _Toc98763371][bookmark: _Toc106184300][bookmark: _Toc130402322][bookmark: _Toc137532244][bookmark: _Toc138852745]12.3.2.3.2	Minimum requirement

IAB-MT shall be able to evaluate whether the downlink radio link quality on the CSI-RS resource in set  estimated over the last TEvaluate_BFD_CSI-RS ms period becomes worse than the threshold Qout_LR_CSI-RS within TEvaluate_BFD_CSI-RS ms period.
The value of TEvaluate_BFD_CSI-RS is defined in Table 12.3.2.3.2-1 for FR1.
The value of TEvaluate_BFD_CSI-RS is defined in Table 12.3.2.3.2-2 for FR2-1 with N=1.
The requirements of TEvaluate_BFD_CSI-RS apply provided that the CSI-RS for BFD is not in a resource set configured with repetition ON. The requirements shall not apply when the CSI-RS resource in the active TCI state of CORESET is the same CSI-RS resource for BFD and the TCI state information of the CSI-RS resource is not given, wherein the TCI state information means QCL Type-D to SSB for L1-RSRP or CSI-RS with repetition ON.
For FR1,
-	P = 1.
For FR2-1,
-	P = 1, when the BFD-RS resource is not overlapped with SMTC occasion.
-	, when the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = Psharing factor, when BFD-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	Psharing factor = 3.
If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤2 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
If the IAB-MT is capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤4 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
NOTE:	The overlap between CSI-RS for BFD and SMTC means that CSI-RS for BFD is within the SMTC window duration.
Longer evaluation period would be expected if the combination of the BFD-RS resource and SMTC occasion configurations does not meet pervious conditions.
The values of MBFD used in Table 12.3.2.3.2-1 and Table 12.3.2.3.2-2 are defined as
-	MBFD = 10, if the CSI-RS resource(s) in set [image: ] used for BFD is transmitted with Density = 3.
Table 12.3.2.3.2-1: Evaluation period TEvaluate_BFD_CSI-RS for FR1
	Configuration
	TEvaluate_BFD_CSI-RS (ms)

	no DRX
	Max(50, [MBFD  P]  TCSI-RS)

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. 



Table 12.3.2.3.2-2: Evaluation period TEvaluate_BFD_CSI-RS for FR2-1
	Configuration
	TEvaluate_BFD_CSI-RS (ms)

	no DRX
	Max(50, [MBFD  P  N]  TCSI-RS)

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. 



-----------------------------NEXT CHANGE------------------------------

[bookmark: _Toc53185627][bookmark: _Toc53186003][bookmark: _Toc57820489][bookmark: _Toc57821416][bookmark: _Toc61183692][bookmark: _Toc61184086][bookmark: _Toc61184478][bookmark: _Toc61184870][bookmark: _Toc61185260][bookmark: _Toc66386605][bookmark: _Toc74583563][bookmark: _Toc76542376][bookmark: _Toc82450358][bookmark: _Toc82451006][bookmark: _Toc89949395][bookmark: _Toc98755784][bookmark: _Toc98763376][bookmark: _Toc106184305][bookmark: _Toc130402327][bookmark: _Toc137532249][bookmark: _Toc138852750]12.3.2.5.2	Minimum requirement
Upon request the IAB-MT shall be able to evaluate whether the L1-RSRP measured on the configured SSB resource in set [image: ] estimated over the last TEvaluate_CBD_SSB ms period becomes better than the threshold Qin_LR provided SSB_RP and SSB Ês/Iot are according to Annex Table in B.2.4.1 [6] for a corresponding band.
The IAB-MT shall monitor the configured SSB resources using the evaluation period in table 12.3.2.5.2-1 and 12.3.2.5.2-2 which is applicable to the non-DRX mode only.
The value of TEvaluate_CBD_SSB is defined in Table 12.3.2.5.2-1 for FR1.
The value of TEvaluate_CBD_SSB is defined in Table 12.3.2.5.2-2 for FR2-1 with scaling factor N=8.
Where,
For FR1,,
-	P = 1.
For FR2-1,
-	P=1, when the candidate beam detection RS resource is not overlapped with SMTC occasion.
-	, when candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P = 3, when candidate beam detection RS is fully overlapped with SMTC period (TSSB = TSMTCperiod).
If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤2 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
If the IAB-MT is capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤4 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
Longer evaluation period would be expected if the combination of CBD-RS resource and SMTC occasion configurations does not meet pervious conditions.
Table 12.3.2.5.2-1: Evaluation period TEvaluate_CBD_SSB for FR1
	Configuration
	TEvaluate_CBD_SSB (ms)

	non-DRX
	Ceil(3  P)  TSSB

	Note:	TSSB is the periodicity of SSB in the set [image: ]. 



Table 12.3.2.5.2-2: Evaluation period TEvaluate_CBD_SSB for FR2-1
	Configuration
	TEvaluate_CBD_SSB (ms)

	non-DRX
	Ceil(3  P  N)  TSSB

	Note:	TSSB is the periodicity of SSB in the set [image: ].




-----------------------------NEXT CHANGE------------------------------

[bookmark: _Toc53185631][bookmark: _Toc53186007][bookmark: _Toc57820493][bookmark: _Toc57821420][bookmark: _Toc61183696][bookmark: _Toc61184090][bookmark: _Toc61184482][bookmark: _Toc61184874][bookmark: _Toc61185264][bookmark: _Toc66386609][bookmark: _Toc74583567][bookmark: _Toc76542380][bookmark: _Toc82450362][bookmark: _Toc82451010][bookmark: _Toc89949399][bookmark: _Toc98755788][bookmark: _Toc98763380][bookmark: _Toc106184309][bookmark: _Toc130402331][bookmark: _Toc137532253][bookmark: _Toc138852754]12.3.2.6.2	Minimum requirement
Upon request the IAB-MT shall be able to evaluate whether the L1-RSRP measured on the configured CSI-RS resource in set [image: ] estimated over the last TEvaluate_CBD_CSI-RS [ms] period becomes better than the threshold Qin_LR within TEvaluate_CBD_CSI-RS [ms] period provided CSI-RS Ês/Iot is according to Annex Table in B.2.4.2 [6] for a corresponding band.
The IAB-MT shall monitor the configured CSI-RS resources using the evaluation period in table 12.3.2.6.2-1 and 12.3.2.6.2-2 which is applicable to the non-DRX mode only.
The value of TEvaluate_CBD_CSI-RS is defined in Table 12.3.2.6.2-1 for FR1.
The value of TEvaluate_CBD_CSI-RS is defined in Table 12.3.2.6.2-2 for FR2 with scaling factor N=8.
For FR1,
-	P = 1.
For FR2-1,
-	P = 1, when candidate beam detection RS is not overlapped with SMTC occasion.
-	, when candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = 3, when candidate beam detection RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
If the IAB-MT is not capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤2 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
If the IAB-MT is capable of 4 SMTC configurations per frequency [15], and is provided with higher layer signaling of smtcj, where 1≤j≤4 [15], then TSMTCperiod follows smtcjmax where jmax is the maximum value of all j for which smtcj has been configured.
Longer evaluation period would be expected if the CSI-RS is on the same OFDM symbols with RLM, BFD, BM-RS, or other CBD-RS, according to the measurement restrictions defined in clause 12.3.2.6.3.
The values of MCBD used in Table 12.3.2.6.2-1 and Table 12.3.2.6.2-2 are defined as
-	MCBD = 3, if the CSI-RS resource configured in the set [image: ] is transmitted with Density = 3.
Table 12.3.2.6.2-1: Evaluation period TEvaluate_CBD_CSI-RS for FR1
	Configuration
	TEvaluateC_CBD_CSI-RS (ms)

	non-DRX
	Max(25, Ceil(MCBD  P)  TCSI-RS)

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. 



Table 12.3.2.6.2-2: Evaluation period TEvaluate_CBD_CSI-RS for FR2-1
	Configuration
	TEvaluate_CBD_CSI-RS (ms)

	non-DRX
	Max(25, Ceil(MCBD  P  N)  TCSI-RS)

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ].






----------------------END OF CHANGE----------------------------
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