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[bookmark: _Toc535476225]<Start of Change 1>
A.3.36.3	Principle of testing different ephemeris formats
In Annex A, RRM test cases related to satellite access are defined and satellite ephemeris information are sent to UE in each test case. 
EphemerisInfo is configured in format of velocity state vector (PositionVelocity) for the following test cases:
RRC_IDLE state mobility
A.14.1.3, A.14.1.4, A.14.1.5, A.14.1.6, A.14.1.9 and A.14.1.10
Handover
A.14.2.1.3, A.14.2.1.4, A.14.2.1.5 and A.14.2.1.6
Timing
A.14.3.1
Radio link Monitoring
A.14.4.1.1, A.14.4.1.2, A.14.4.1.5 and A.14.4.1.6
Beam Failure Detection and Link recovery procedures
A.14.4.2.1, A.14.4.2.3 and A.14.4.2.5
Active BWP switch
A.14.4.3.1
UE specific CBW change
A.14.4.4.1
Pathloss reference signal switching delay
A.14.4.5.1
Intra-frequency Measurements
A.14.5.1.1, A.14.5.1.3 and A.14.5.1.5
Inter-frequency Measurements
A.14.5.2.1, A.14.5.2.3 and A.14.5.2.7
L1-RSRP measurement for beam reporting
A.14.5.3.1 and A.14.5.3.3
SS-RSRP
A.14.6.1.1
SS-RSRQ
A.14.6.2.1
SS-SINR
A.14.6.3.1
L1-RSRP measurement for beam reporting
A.14.6.4.1
EphemerisInfo is configured in format of orbital parameters (Orbital) for the following test cases:
RRC_IDLE state mobility
A.14.1.1, A.14.1.2, A.14.1.5 and A.14.1.6
Handover
A.14.2.1.1, A.14.2.1.2
RRC Connection Mobility Control
A.14.2.2.1, A.14.2.2.2 and A.14.2.2.3
Timing
A.14.3.2
Radio link Monitoring
A.14.4.1.3, A.14.4.1.4, A.14.4.1.7 and A.14.4.1.8
Beam Failure Detection and Link recovery procedures
A.14.4.2.2, A.14.4.2.4 and A.14.4.2.6
Active BWP switch
A.14.4.3.2
Intra-frequency Measurements
A.14.5.1.2, A.14.5.1.4 and A.14.5.1.6
Inter-frequency Measurements
A.14.5.2.2, A.14.5.2.4, A.14.5.2.6 and A.14.5.2.8
L1-RSRP measurement for beam reporting
A.14.5.3.2 and A.14.5.3.4
SS-RSRP
A.14.6.1.2
SS-RSRQ
A.14.6.2.2
SS-SINR
A.14.6.3.2
L1-RSRP measurement for beam reporting
A.14.6.4.2
Satellite access RRM test cases are defined such that satellite ephemeris information is sent to UE in each test case, according to Tables 14.0.3-1 and 14.0.3-2.
Table A.3.36.3-1: Test cases configuring EphemerisInfo as PositionVelocity
	Functional Area
	Test Case

	RRC_IDLE state mobility
	A.14.1.3

	
	A.14.1.4

	
	A.14.1.5

	
	A.14.1.6

	
	A.14.1.9

	
	A.14.1.10

	Handover
	A.14.2.1.3

	
	A.14.2.1.4

	
	A.14.2.1.5

	
	A.14.2.1.6

	Timing
	A.14.3.1

	Radio Link Monitoring
	A.14.4.1.1

	
	A.14.4.1.2

	
	A.14.4.1.5

	
	A.14.4.1.6

	BFD and LR procedures
	A.14.4.2.1

	
	A.14.4.2.3

	
	A.14.4.2.5

	Active BWP switch
	A.14.4.3.1

	UE specific CBW change
	A.14.4.4.1

	PL-RS switching delay
	A.14.4.5.1

	Intra-frequency measurements
	A.14.5.1.1

	
	A.14.5.1.3

	
	A.14.5.1.5

	Inter-frequency measurements
	A.14.5.2.1

	
	A.14.5.2.3

	
	A.14.5.2.7

	L1-RSRP measurements
	A.14.5.3.1

	
	A.14.5.3.3

	SS-RSRP accuracy
	A.14.6.1.1

	SS-RSRQ accuracy
	A.14.6.2.1

	SS-SINR accuracy
	A.14.6.3.1

	L1-RSRP accuracy
	A.14.6.4.1



Table A.3.36.3-2: Test cases configuring EphemerisInfo as Orbital
	Functional Area
	Test Case

	RRC_IDLE state mobility
	A.14.1.1

	
	A.14.1.2

	
	A.14.1.5

	
	A.14.1.6

	Handover
	A.14.2.1.1

	
	A.14.2.1.2

	RRC Connection Mobiliy Control
	A.14.2.2.1

	
	A.14.2.2.2

	
	A.14.2.2.3

	Timing
	A.14.3.2

	Radio Link Monitoring
	A.14.4.1.3

	
	A.14.4.1.4

	
	A.14.4.1.7

	
	A.14.4.1.8

	BFD and LR procedures
	A.14.4.2.2

	
	A.14.4.2.4

	
	A.14.4.2.6

	Active BWP switch
	A.14.4.3.2

	Intra-frequency measurements
	A.14.5.1.2

	
	A.14.5.1.4

	
	A.14.5.1.6

	Inter-frequency measurements
	A.14.5.2.2

	
	A.14.5.2.4

	
	A.14.5.2.6

	
	A.14.5.2.8

	L1-RSRP measurements
	A.14.5.3.2

	
	A.14.5.3.4

	SS-RSRP accuracy
	A.14.6.1.2

	SS-RSRQ accuracy
	A.14.6.2.2

	SS-SINR accuracy
	A.14.6.3.2

	L1-RSRP accuracy
	A.14.6.4.2



<End of Change 1>

 


 


3GPP TSG


-


RAN WG4 Meeting # 108


 


 


R4


-


2313755


 


Toulouse, France, August 21 


–


 


August 25, 2023


 


CR


-


Form


-


v


12.


2


 


CHANGE REQUEST


 


 


 


38.1


33


 


CR


 


3625


 


rev


 


-


 


Current version:


 


18.2.0


 


 


 


For 


HELP


 


on using this form


: c


omprehensive instructions can be found at 


 


http://www.3gpp.org/Change


-


Requests


.


 


 


 


Proposed change


 


affects:


 


UICC apps


 


 


ME


 


X


 


Radio Access Network


 


 


Core Network


 


 


 


 


Title:


 


 


[NR_NTN_solutions


-


Perf] Editorial correction in NTN section of A.3.36.3 (Cat


-


A Rel


-


18)


 


 


 


Source to WG:


 


Qualcomm 


Incorporated


 


Source to TSG:


 


R4


 


 


 


Work item code


:


 


NR_NTN_solutions


-


Perf


 


 


Date:


 


2023


-


0


8


-


2


1


 


 


 


 


 


 


Category:


 


A


 


 


Release:


 


Rel


-


1


8


 


 


Use 


one


 


of the following categories:


 


F


  


(correction)


 


A


  


(


mirror 


correspond


ing 


to a 


change 


in an earlier 


 


 


 


 


 


 


 


 


 


 


 


 


 


release)


 


B


  


(addition of feature), 


 


C


  


(functional modification of feature)


 


D


  


(editorial modification)


 


Detailed explanations of the above 


categories can


 


be found in 3GPP 


TR 21.900


.


 


Use 


one


 


of the following releases:


 


Rel


-


8


 


(Release 8)


 


Rel


-


9


 


(Release 9)


 


Rel


-


10


 


(Release 10)


 


Rel


-


11


 


(Release 11)


 


…


 


Rel


-


16


 


(Release 16)


 


Rel


-


17


 


(Release 17)


 


Rel


-


18


 


(Release 18)


 


Rel


-


19


 


(Release 19)


 


 


 


Reason for change:


 


The test cases listed in A.3.36.3 are not 


reader


-


friendly.


 


 


 


Summary of change


:


 


Tabulated the lists of test cases


 


 


 


Consequences if not 


approved:


 


The 


test cases 


defined for different ephemeris f


ormats


 


might not be 


reader


-


friendly.


 


 


 


Clauses affected:


 


A.3.36.3


 


 


 


 


Y


 


N


 


 


 


Other specs


 


 


X


 


 


Other core specifications


 


 


TS/TR ... CR ... 


 


affected:


 


X


 


 


 


Test specifications


 


TS


 


38.5


33


 


 


(show 


related 


CR


s


)


 


 


X


 


 


O&M Specifications


 


TS


/TR ... CR ... 


 


 


 


Other comments:


 


 


 


 


This CR's revision history:


 


 


 




    3GPP TSG - RAN WG4 Meeting # 108     R4 - 2313755   Toulouse, France, August 21  –   August 25, 2023  

CR - Form - v 12. 2  

CHANGE REQUEST  

 

 38.1 33  CR  3625  rev  -  Current version:  18.2.0   

 

For  HELP   on using this form : c omprehensive instructions can be found at    http://www.3gpp.org/Change - Requests .  

 

 

Proposed change   affects:  UICC apps   ME  X  Radio Access Network   Core Network   

 

 

Title:    [NR_NTN_solutions - Perf] Editorial correction in NTN section of A.3.36.3 (Cat - A Rel - 18)  

  

Source to WG:  Qualcomm  Incorporated  

Source to TSG:  R4  

  

Work item code :  NR_NTN_solutions - Perf   Date:  2023 - 0 8 - 2 1  

     

Category:  A   Release:  Rel - 1 8  

 Use  one   of the following categories:   F    (correction)   A    ( mirror  correspond ing  to a  change  in an earlier                            release)   B    (addition of feature),    C    (functional modification of feature)   D    (editorial modification)   Detailed explanations of the above  categories can   be found in 3GPP  TR 21.900 .  Use  one   of the following releases:   Rel - 8   (Release 8)   Rel - 9   (Release 9)   Rel - 10   (Release 10)   Rel - 11   (Release 11)   …   Rel - 16   (Release 16)   Rel - 17   (Release 17)   Rel - 18   (Release 18)   Rel - 19   (Release 19)  

  

Reason for change:  The test cases listed in A.3.36.3 are not  reader - friendly.  

  

Summary of change :  Tabulated the lists of test cases  

  

Consequences if not  approved:  The  test cases  defined for different ephemeris f ormats   might not be  reader - friendly.  

  

Clauses affected:  A.3.36.3  

  

 Y  N    

Other specs   X    Other core specifications    TS/TR ... CR ...   

affected:  X     Test specifications  TS   38.5 33    

(show  related  CR s )   X    O&M Specifications  TS /TR ... CR ...   

  

Other comments:   

  

This CR's revision history:   

 

