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1. Introduction
This contribution captures the WF for NCR RF conformance test.
2. Agreements
Issue 1-1: Mixed type introduction
· Agreement:
· [bookmark: _GoBack]FFS how to address conformance testing for mixed typce 1-C and 1-H and/or mixed type 1-C and 1-O.
Issue 1-2: Simultaneous UL for NCR –Fwd and NCR-MT
· Agreement:
· Whether NCR supporting NCR-Fwd and NCR-MT simultaneous transmission is manufacture declaration basis. 
· Whether NCR supporting NCR-Fwd and NCR-MT simultaneous reception is manufacture declaration basis. 
Issue 1-3: the necessary control information of NCR-Fwd link
· Agreement:
· For the necessary control information of NCR-Fwd link, leave it as TE’s implementation.
Issue 2-2: NCR-MT measurement setup
· Agreement: 
· Use the existing measurement setup for Rel-16 IAB-MT as starting point for NCR-MT measurement setup
Issue 3-1: Proposals in R4-2313008 (Ericsson)
· Agreement:
· For NCR-FWD DL testing, continue to use the test configurations already defined in 38.115.
· For NCR-MT RX testing, place a single NCR-MT carrier at the upper and lower edges of the RF bandwidth (in each band, if applicable).
· For the separate UL testing configurations, the proposals 1 and 2 can be used for NCR-FWD UL and NCR-MT TX.
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