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<Start of the change>
[bookmark: _Toc21127453][bookmark: _Toc29811659][bookmark: _Toc36817211][bookmark: _Toc37260127][bookmark: _Toc37267515][bookmark: _Toc44712117][bookmark: _Toc45893430][bookmark: _Toc53178157][bookmark: _Toc53178608][bookmark: _Toc61178834][bookmark: _Toc61179304][bookmark: _Toc67916600][bookmark: _Toc74663198][bookmark: _Toc82621738][bookmark: _Toc90422585][bookmark: _Toc106782778][bookmark: _Toc107311669][bookmark: _Toc107419253][bookmark: _Toc107474880][bookmark: _Toc114255473][bookmark: _Toc115186153][bookmark: _Toc123048967][bookmark: _Toc123051886][bookmark: _Toc123054355][bookmark: _Toc123717456][bookmark: _Toc124157032][bookmark: _Toc124266436][bookmark: _Toc131595794][bookmark: _Toc131740792][bookmark: _Toc131766326]6.1	Handover
6.1.1	NR Handover
6.1.1.1	Introduction
The purpose of NR handover is to change the NR PCell to another NR cell. The requirements in this clause are applicable to SA NR, NE-DC and NR-DC.
[bookmark: _Toc526331610]6.1.1.2	NR FR1 - NR FR1 Handover
The requirements in this clause are applicable to both intra-frequency and inter-frequency handovers from NR FR1 cell to NR FR1 cell, and to inter-frequency handover from NR FR1 cell in a carrier frequency with CCA to NR FR1 cell.
[bookmark: _Toc526331611]6.1.1.2.1	Handover delay
When the UE receives a RRC message implying handover the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover msec from the end of the last TTI containing the RRC command.
Where:
[bookmark: _Toc526331612]Dhandover equals the applicable RRC procedure delay defined in clause 12 in TS 38.331 [2] plus the interruption time stated in clause 6.1.1.2.2.
6.1.1.2.2	Interruption time
The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new PRACH, excluding the RRC procedure delay.
When intra-frequency or inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt
	Tinterrupt = Tsearch + TIU + Tprocessing  + T∆ + Tmargin ms
Where:
	Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. If the target cell is an unknown intra-frequency cell and the target cell Es/Iot≥-2 dB, then Tsearch = Trs  ms. If the target cell is an unknown inter-frequency cell and the target cell Es/Iot≥-2 dB, then Tsearch = 3* Trs  ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times. Tsearch = [P1] * Trs for unknown cell operating with channel BW less than or equal to 3MHz. 
Editor’s Note: P1 is to be updated based on simulation results.
	T∆ is time for fine time tracking and acquiring full timing information of the target cell. T∆ = Trs for both known and unknown target cell.
	Tprocessing is time for UE processing. Tprocessing can be up to 20ms.
	Tmargin is time for SSB post-processing. Tmargin can be up to 2ms.
	TIU is the interruption uncertainty in acquiring the first available PRACH occasion in the new cell. TIU can be up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in the table 8.1-1 of TS 38.213 [3].
	Trs is the SMTC periodicity of the target NR cell if the UE has been provided with an SMTC configuration for the target cellin the handover command, otherwise Trs is the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing. If the measObjectNRs having the same SSB frequency and subcarrier spacing configured by MN and SN have different SMTC, Trs is the periodicity of one of the SMTC which is up to UE implementation. If the UE is not provided SMTC configuration or measurement object on this frequency, the requirement in this clause is applied with Trs=5ms assuming the SSB transmission periodicity is 5ms. There is no requirement if the SSB transmission periodicity is not 5ms. If the UE has been provided with higher layer in TS 38.331 [2] signaling of smtc2 prior to the handover command, Trs follows smtc1 or smtc2 according to the physical cell ID of the target cell.
In the interruption requirement a cell is known if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements are described in Clause 9.2.5 for intra-frequency handover and Clause 9.3.4 for inter-frequency handover.
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